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PREFACE

NEW TO THE SIXTH EDITION

Use of modern Shader-Based OpenGL throughout

No use of OpenGL functions deprecated with OpenGL 3.1

Increased detail on implementing transformations and viewing in both appli-
cation code and shaders

Consistency with OpenGL ES 2.0 and WebGL

Use of C++ instead of C

Addition of vector and matrix classes to create application code compatible
with the OpenGL Shading Language (GLSL)

Discussion of per-vertex and per-fragment lighting

Addition of polygon and Delaunay triangularization

Introduction to volume rendering

All code examples redone to be compatible with OpenGL 3.1

New co-author, Dave Shreiner, author of theOpenGL Programming Guide

This book is an introduction to computer graphics, with an emphasis on applica-
tions programming. The “rst edition, which was published in 1997, was some-

what revolutionary in using a standard graphics library and a top-down approach.
Over the succeeding 13 years and “ve editions, this approach has been adopted by
most introductory classes in computer graphics and by virtually all the competing
textbooks.

The major changes in graphics hardware over the past few years have led to major
changes in graphics software. For its “rst “fteen years, new OpenGL versions were
released with new versions always guaranteeing backward compatibility. The ability
to reuse code as the underlying software was upgraded was an important virtue, both
for developers of applications and for instructors of graphics classes. OpenGL 3.0
announced major changes, one of the key ones being that, starting with OpenGL 3.1,
many of the most common functions would be deprecated. This radical departure
from previous versions re”ects changes needed to make use of the capabilities of the

xxi



xxii Preface

latest programmable graphics units (GPUs). These changes are also part of OpenGL
ES 2.0, which is being used to develop applications on mobile devices such as cell
phones and tablets, and WebGL, which is supported on most of the latest browsers.

As the authors of the previous “ve editions of this textbook (EA) and of the
OpenGL Programming GuideandOpenGL ES 2.0 Programming Guide(DS), we were
confronted with a dilemma as to how to react to these changes. We had been writ-
ing books and teaching introductory OpenGL courses at SIGGRAPH for many years.
We found that almost no one in the academic community, or application program-
mers outside the high-end game world, knew about these changes, and those of our
colleagues who did know about them did not think we could teach these concepts
at the beginning level. That was a challenge we couldn•t resist. We started by teach-
ing a half-day short course at SIGGRAPH, which convinced us that we could teach
someone without previous graphics programming experience how to write a non-
trivial shader-based OpenGL application program with just a little more work than
with earlier versions of OpenGL.

As we developed this edition, we discovered some other reasons that convinced
us that this approach is not only possible but even better for students learning com-
puter graphics. Only a short while ago, we touted the advantages OpenGL gave us
by being available for Windows, Linux, and Mac OS X so we could teach a course in
which students could work in the environment they preferred. With OpenGL ES and
WebGL they can now develop applications for their cell phones or Web browsers. We
believe that this will excite both students and instructors about computer graphics
and open up many new educational and commercial opportunities.

We feel that of even greater importance to the learning experience is the removal
of most defaults and the “xed function pipeline in these new versions of OpenGL. At
“rst glance, this removal may seem like it would make teaching a “rst course much
harder. Maybe a little harder; but we contend much better. The tendency of most
students was to rely on these functions and not pay too much attention to what the
textbook and instructor were trying to teach them. Why bother when they could use
built-in functions that did perspective viewing or lighting? Now that those functions
are gone and students have to write their own shaders to do these jobs, they have to
start by understanding the underlying principles and mathematics.

A Top-Down Approach
These recent advances and the success of the “rst “ve editions continue to reinforce
our belief in a top-down, programming-oriented approach to introductory computer
graphics. Although many computer science and engineering departments now sup-
port more than one course in computer graphics, most students will take only a single
course. Such a course is placed in the curriculum after students have already studied
programming, data structures, algorithms, software engineering, and basic mathe-
matics. A class in computer graphics allows the instructor to build on these topics
in a way that can be both informative and fun. We want these students to be pro-
gramming three-dimensional applications as soon as possible. Low-level algorithms,
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such as those that draw lines or “ll polygons, can be dealt with later, after students are
creating graphics.

John Kemeny, a pioneer in computer education, used a familiar automobile
analogy: You don•t have to know what•s under the hood to be literate, but unless
you know how to program, you•ll be sitting in the back seat instead of driving. That
same analogy applies to the way we teach computer graphics. One approach„the
algorithmic approach„is to teach everything about what makes a car function: the
engine, the transmission, the combustion process. A second approach„the survey
approach„is to hire a chauffeur, sit back, and see the world as a spectator. The third
approach„the programming approach that we have adopted here„is to teach you
how to drive and how to take yourself wherever you want to go. As the old auto-rental
commercial used to say, •Let us putyouin the driver•s seat.Ž

Programming with OpenGL and C++
When Ed began teaching computer graphics over 25 years ago, the greatest imped-
iment to implementing a programming-oriented course, and to writing a textbook
for that course, was the lack of a widely accepted graphics library or application pro-
grammer•s interface (API). Dif“culties included high cost, limited availability, lack of
generality, and high complexity. The development of OpenGL resolved most of the
dif“culties many of us had experienced with other APIs (such as GKS and PHIGS)
and with the alternative of using home-brewed software. OpenGL today is supported
on all platforms. It is bundled with Microsoft Windows and Mac OS X. Drivers are
available for virtually all graphics cards. There is also an OpenGL API called Mesa
that is included with most Linux distributions.

A graphics class teaches far more than the use of a particular API, but a good API
makes it easier to teach key graphics topics, including three-dimensional graphics,
lighting and shading, client…server graphics, modeling, and implementation algo-
rithms. We believe that OpenGL•s extensive capabilities and well-de“ned architecture
lead to a stronger foundation for teaching both theoretical and practical aspects of
the “eld and for teaching advanced concepts, including texture mapping, composit-
ing, and programmable shaders.

Ed switched his classes to OpenGL about 15 years ago, and the results astounded
him. By the middle of the semester,everystudent was able to write a moderately com-
plex three-dimensional program that required understanding of three-dimensional
viewing and event-driven input. In previous years of teaching computer graphics, he
had never come even close to this result. That class led to the “rst edition of this book.

This book is a textbook on computer graphics; it is not an OpenGL manual.
Consequently, it does not cover all aspects of the OpenGL API but rather explains
only what is necessary for mastering this book•s contents. It presents OpenGL at a
level that should permit users of other APIs to have little dif“culty with the material.

Unlike previous editions, this one uses C++ rather than C as the dominant
programming language. The reason has to do with the OpenGL Shading Language
(GLSL) used to write shaders, the programs that control the GPU. GLSL is a C-like
language with atomic data types that include vectors and matrices, and overloaded
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basic operators to manipulate them. All the modern versions of OpenGL require ev-
ery application to provide two shaders; hence students need to use these features,
which are supported in C++. By using just this part of C++ (simple classes, con-
structors, overloaded operators), we can implement fundamental graphics concepts,
such as transformations and lighting, in either the application or in a shader with vir-
tually identical code. In addition, using the simple matrix and vector classes that are
provided on the book•s Web site leads to much clearer, shorter code. Students who
have started with Java or C should have little trouble with the code in the book.

Intended Audience
This book is suitable for advanced undergraduates and “rst-year graduate students
in computer science and engineering and for students in other disciplines who have
good programming skills. The book also will be useful to many professionals. Be-
tween us, we have taught well over 100 short courses for professionals; our experi-
ences with these nontraditional students have had a great in”uence on what we have
chosen to include in the book.

Prerequisites for the book are good programming skills in C++, Java, or C;
an understanding of basic data structures (linked lists, trees); and a rudimentary
knowledge of linear algebra and trigonometry. We have found that the mathematical
backgrounds of computer science students, whether undergraduates or graduates,
vary considerably. Hence, we have chosen to integrate into the text much of the linear
algebra and geometry that is required for fundamental computer graphics.

Organization of the Book
The book is organized as follows. Chapter 1 provides an overview of the “eld and in-
troduces image formation by optical devices; thus, we start with three-dimensional
concepts immediately. Chapter 2 introduces programming using OpenGL. Although
the “rst example program that we develop„each chapter has one or more complete
programming examples„is two-dimensional, it is embedded in a three-dimensional
setting and leads to a three-dimensional extension. We also introduce interactive
graphics and develop event-driven graphics programs. Chapters 3 and 4 concentrate
on three-dimensional concepts: Chapter 3 is concerned with de“ning and manipu-
lating three-dimensional objects, whereas Chapter 4 is concerned with viewing them.
Chapter 5 introduces light…material interactions and shading. These chapters should
be covered in order and can be taught in about 10 weeks of a 15-week semester.

The next six chapters can be read in almost any order. All six are somewhat open
ended and can be covered at a survey level, or individual topics can be pursued in
depth. Chapter 6 surveys rasterization. It gives one or two major algorithms for each
of the basic steps, including clipping, line generation, and polygon “ll. Chapter 7 in-
troduces many of the new discrete capabilities that are now supported in graphics
hardware and by OpenGL. All these techniques involve working with various buffers.
It concludes with a short discussion of aliasing problems in computer graphics. Chap-
ters 6 and 7 conclude the discussion of the standard viewing pipeline used by all
interactive graphics systems.
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Chapter 8 contains a number of topics that “t loosely under the heading of
hierarchical modeling. The topics range from building models that encapsulate the
relationships between the parts of a model, to high-level approaches to graphics over
the Internet. It includes an introduction to scene graphs and Open Scene Graph.
Chapter 9 introduces a number of procedural methods, including particle systems,
fractals, and procedural noise. Curves and surfaces, including subdivision surfaces,
are discussed in Chapter 10. Chapter 11 surveys alternate approaches to rendering.
It includes expanded discussions of ray tracing and radiosity, and an introduction to
image-based rendering and parallel rendering.

Programs, primarily from the “rst part of the book, are included in Appendix A.
They are also available online (see Support Materials). Appendices B and C contain
a review of the background mathematics. Appendix D contains a synopsis of the
OpenGL functions used in the book.

Changes from the Fifth Edition
The reaction of readers to the “rst “ve editions of this book was overwhelmingly pos-
itive, especially to the use of OpenGL and the top-down approach. Although each
edition added material to keep up with what was going on in the “eld, the “fth edi-
tion made a major change by introducing programmable shaders and the OpenGL
Shading Language. This material was somewhat optional because the existing ver-
sions of OpenGL were backward compatible. Most instructors chose to focus on the
“rst six chapters and didn•t get to programmable shaders.

As we pointed out at the beginning of this preface, with modern OpenGL, every
application must provide shaders. Most of the basic functions from earlier versions,
including those that speci“ed geometry, transformations, and lighting parameters,
have been deprecated. Consequently, programmable shaders and GLSL need to be in-
troduced in Chapter 2. Many of the examples produce the same output as in previous
editions but the code is very different.

We decided to incorporate the core material on interactivity in Chapter 2 and
eliminate the separate chapter on input and interactivity. Thus, Chapter 2 became a
little longer, but compared to previous editions, we feel that the added material on
programmable shaders will only slightly delay the assignment of a “rst programming
exercise.

Programmable shaders give the application programmer a choice of where to
carry out most of the core graphics functionality. We have reorganized some of the
material so as to be able to show the options together for a particular topic. For
example, carrying out the lighting calculation in the application, in a vertex shader,
and in a fragment shader are all in Chapter 5.

Given the positive feedback we•ve received on the core material from Chapters 1…
6 in previous editions, we•ve tried to keep the changes to those chapters (now Chap-
ters 1…5) to a minimum. We still see Chapters 1…5 as the core of any introductory
course in computer graphics. Chapters 6…11 can be used in almost any order, either
as a survey in a one-semester course or as the basis of a two-semester sequence.
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Support Materials
The support for the book is on the Web, both through the author•s Web site www.cs
.unm.edu/~angel and Addison-Wesley•s site www.aw.com/cssupport. Support mate-
rial that is available to all readers of this book includes

Sources of information on OpenGL

Instructions on how to get started with OpenGL on the most popular systems

Additional material on writing more robust OpenGL applications

Program code

Solutions to selected exercises

PowerPoint lectures

Figures from the book

Additional support materials, including solutions to all the nonprogramming
exercises, are available only to instructors adopting this textbook for classroom use.
Please contact your school•s Addison-Wesley representative for information on ob-
taining access to this material.
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CHAPTER1
GRAPHICS SYSTEMS
AND MODELS

I t would be dif“cult to overstate the importance of computer and communication
technologies in our lives. Activities as wide-ranging as “lm making, publishing,

banking, and education have undergone revolutionary changes as these technologies
alter the ways in which we conduct our daily activities. The combination of comput-
ers, networks, and the complex human visual system, through computer graphics,
has been instrumental in these advances and has led to new ways of displaying in-
formation, seeing virtual worlds, and communicating with both other people and
machines.

Computer graphicsis concerned with all aspects of producing pictures or im-
ages using a computer. The “eld began humbly 50 years ago, with the display of a few
lines on acathode-ray tube (CRT); now, we can generate images by computer that
are indistinguishable from photographs of real objects. We routinely train pilots with
simulated airplanes, generating graphical displays of a virtual environment in real
time. Feature-length movies made entirely by computer have been successful, both
critically and “nancially.

In this chapter, we start our journey with a short discussion of applications of
computer graphics. Then we overview graphics systems and imaging. Throughout
this book, our approach stresses the relationships between computer graphics and
image formation by familiar methods, such as drawing by hand and photography. We
will see that these relationships can help us to design application programs, graphics
libraries, and architectures for graphics systems.

In this book, we introduce a particular graphics software system,OpenGL, which
has become a widely accepted standard for developing graphics applications. Fortu-
nately, OpenGL is easy to learn, and it possesses most of the characteristics of other
popular graphics systems. Our approach is top-down. We want you to start writing,
as quickly as possible, application programs that will generate graphical output. Af-
ter you begin writing simple programs, we shall discuss how the underlying graphics
library and the hardware are implemented. This chapter should give a suf“cient over-
view for you to proceed to writing programs.

1
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1.1 APPLICATIONS OF COMPUTER GRAPHICS

The development of computer graphics has been driven both by the needs of the user
community and by advances in hardware and software. The applications of computer
graphics are many and varied; we can, however, divide them into four major areas:

1. Display of information

2. Design

3. Simulation and animation

4. User interfaces

Although many applications span two or more of these areas, the development of the
“eld was based on separate work in each.

1.1.1 Display of Information
Classical graphics techniques arose as a medium to convey information among peo-
ple. Although spoken and written languages serve a similar purpose, the human vi-
sual system is unrivaled both as a processor of data and as a pattern recognizer. More
than 4000 years ago, the Babylonians displayed ”oor plans of buildings on stones.
More than 2000 years ago, the Greeks were able to convey their architectural ideas
graphically, even though the related mathematics was not developed until the Re-
naissance. Today, the same type of information is generated by architects, mechanical
designers, and draftspeople using computer-based drafting systems.

For centuries, cartographers have developed maps to display celestial and geo-
graphical information. Such maps were crucial to navigators as these people explored
the ends of the earth; maps are no less important today in “elds such as geographic
information systems. Now, maps can be developed and manipulated in real time over
the Internet.

Over the past 100 years, workers in the “eld of statistics have explored techniques
for generating plots that aid the viewer in determining the information in a set of
data. Now, we have computer plotting packages that provide a variety of plotting
techniques and color tools that can handle multiple large data sets. Nevertheless, it
is still the human•s ability to recognize visual patterns that ultimately allows us to
interpret the information contained in the data. The “eld of information visualiza-
tion is becoming increasingly more important as we have to deal with understanding
complex phenomena from problems in bioinformatics to detecting security threats.

Medical imaging poses interesting and important data-analysis problems. Mod-
ern imaging technologies„such as computed tomography (CT), magnetic resonance
imaging (MRI), ultrasound, and positron-emission tomography (PET)„generate
three-dimensional data that must be subjected to algorithmic manipulation to pro-
vide useful information. Color Plate 20 shows an image of a person•s head in which
the skin is displayed as transparent and the internal structures are displayed as
opaque. Although the data were collected by a medical imaging system, computer
graphics produced the image that shows the structures.
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Supercomputers now allow researchers in many areas to solve previously in-
tractable problems. The “eld of scienti“c visualization provides graphical tools that
help these researchers to interpret the vast quantity of data that they generate. In “elds
such as ”uid ”ow, molecular biology, and mathematics, images generated by conver-
sion of data to geometric entities that can be displayed have yielded new insights into
complex processes. For example, Color Plate 19 shows ”uid dynamics in the mantle
of the earth. The system used a mathematical model to generate the data. We present
various visualization techniques as examples throughout the rest of the text.

1.1.2 Design
Professions such as engineering and architecture are concerned with design. Starting
with a set of speci“cations, engineers and architects seek a cost-effective and esthetic
solution that satis“es the speci“cations. Design is an iterative process. Rarely in the
real world is a problem speci“ed such that there is a unique optimal solution. Design
problems are eitheroverdetermined, such that they possess no solution that satis“es
all the criteria, much less an optimal solution, orunderdetermined, such that they
have multiple solutions that satisfy the design criteria. Thus, the designer works in an
iterative manner. She generates a possible design, tests it, and then uses the results as
the basis for exploring other solutions.

The power of the paradigm of humans interacting with images on the screen
of a CRT was recognized by Ivan Sutherland over 40 years ago. Today, the use of
interactive graphical tools in computer-aided design (CAD) pervades “elds such as
architecture and the design of mechanical parts and of very-large-scale integrated
(VLSI) circuits. In many such applications, the graphics are used in a number of
distinct ways. For example, in a VLSI design, the graphics provide an interactive
interface between the user and the design package, usually by means of such tools
as menus and icons. In addition, after the user produces a possible design, other
tools analyze the design and display the analysis graphically. Color Plates 9 and 10
show two views of the same architectural design. Both images were generated with the
same CAD system. They demonstrate the importance of having the tools available to
generate different images of the same objects at different stages of the design process.

1.1.3 Simulation and Animation
Once graphics systems evolved to be capable of generating sophisticated images in
real time, engineers and researchers began to use them as simulators. One of the most
important uses has been in the training of pilots. Graphical ”ight simulators have
proved both to increase safety and to reduce training expenses. The use of special
VLSI chips has led to a generation of arcade games as sophisticated as ”ight simula-
tors. Games and educational software for home computers are almost as impressive.

The success of ”ight simulators led to the use of computer graphics for anima-
tion in the television, motion-picture, and advertising industries. Entire animated
movies can now be made by computer at a cost less than that of movies made with
traditional hand-animation techniques. The use of computer graphics with hand an-
imation allows the creation of technical and artistic effects that are not possible with
either alone. Whereas computer animations have a distinct look, we can also generate
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photorealistic images by computer. Images that we see on television, in movies, and
in magazines often are so realistic that we cannot distinguish computer-generated
or computer-altered images from photographs. In Chapter 5 we discuss many of the
lighting effects used to produce computer animations. Color Plates 23 and 16 show
realistic lighting effects that were created by artists and computer scientists using an-
imation software. Although these images were created for commercial animations,
interactive software to create such effects is widely available, Color Plate 14 shows
some of the steps used to create an animation. The images in Color Plates 15 and 16
also are realistic renderings.

The “eld of virtual reality (VR) has opened up many new horizons. A human
viewer can be equipped with a display headset that allows her to see separate images
with her right eye and her left eye so that she has the effect of stereoscopic vision. In
addition, her body location and position, possibly including her head and “nger po-
sitions, are tracked by the computer. She may have other interactive devices available,
including force-sensing gloves and sound. She can then act as part of a computer-
generated scene, limited only by the image-generation ability of the computer. For
example, a surgical intern might be trained to do an operation in this way, or an as-
tronaut might be trained to work in a weightless environment. Color Plate 22 shows
one frame of a VR simulation of a simulated patient used for remote training of med-
ical personnel.

Simulation and virtual reality have come together in many exciting ways in the
“lm industry. Recently, stereo (3D) movies have become both pro“table and highly
acclaimed by audiences. Special effects created using computer graphics are part of
virtually all movies, as are more mundane uses of computer graphics such as removal
of artifacts from scenes. Simulations of physics are used to create visual effects ranging
from ”uid ”ow to crowd dynamics.

1.1.4 User Interfaces
Our interaction with computers has become dominated by a visual paradigm that in-
cludes windows, icons, menus, and a pointing device, such as a mouse. From a user•s
perspective, windowing systems such as the X Window System, Microsoft Windows,
and the Macintosh Operating System differ only in details. More recently, millions of
people have become users of the Internet. Their access is through graphical network
browsers, such as Firefox, Chrome, Safari, and Internet Explorer, that use these same
interface tools. We have become so accustomed to this style of interface that we often
forget that what we are doing is working with computer graphics.

Although we are familiar with the style of graphical user interface used on most
workstations,1 advances in computer graphics have made possible other forms of in-

1. Although personal computers and workstations evolved by somewhat different paths, at present,
there is virtually no fundamental difference between them. Hence, we shall use the termspersonal
computerandworkstationsynonymously.
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terfaces. Color Plate 13 shows the interface used with a high-level modeling package.
It demonstrates the variety both of the tools available in such packages and of the
interactive devices the user can employ in modeling geometric objects.

1.2 A GRAPHICS SYSTEM

A computer graphics system is a computer system; as such, it must have all the
components of a general-purpose computer system. Let us start with the high-level
view of a graphics system, as shown in the block diagram in Figure 1.1. There are six
major elements in our system:

1. Input devices

2. Central Processing Unit

3. Graphics Processing Unit

4. Memory

5. Frame buffer

6. Output devices

This model is general enough to include workstations and personal computers,
interactive game systems, mobile phones, GPS systems, and sophisticated image-
generation systems. Although most of the components are present in a standard
computer, it is the way each element is specialized for computer graphics that char-
acterizes this diagram as a portrait of a graphics system.

1.2.1 Pixels and the Frame Buffer
Virtually all modern graphics systems are raster based. The image we see on the out-
put device is an array„theraster„of picture elements, or pixels, produced by the
graphics system. As we can see from Figure 1.2, each pixel corresponds to a location,

Graphics
processor

Central
processor

CPU
Memory

Frame
buffer

GPU
Memory

FIGURE 1.1 A graphics system.
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FIGURE 1.2 Pixels. (a) Image of Yeti the cat. (b) Detail of area around
one eye showing individual pixels.

or small area, in the image. Collectively, the pixels are stored in a part of mem-
ory called theframe buffer. The frame buffer can be viewed as the core element
of a graphics system. Itsresolution„the number of pixels in the frame buffer„
determines the detail that you can see in the image. Thedepth, or precision, of the
frame buffer, de“ned as the number of bits that are used for each pixel, determines
properties such as how many colors can be represented on a given system. For exam-
ple, a 1-bit-deep frame buffer allows only two colors, whereas an 8-bit-deep frame
buffer allows 28 (256) colors. Infull-color systems, there are 24 (or more) bits per
pixel. Such systems can display suf“cient colors to represent most images realistically.
They are also calledtrue-color systems, orRGB-colorsystems, because individual
groups of bits in each pixel are assigned to each of the three primary colors„red,
green, and blue„used in most displays.High dynamic range(HDR) systems use 12
or more bits for each color component. Until recently, frame buffers stored colors in
integer formats. Recent frame buffers use ”oating point and thus support HDR colors
more easily.

In a very simple system, the frame buffer holds only the colored pixels that are
displayed on the screen. In most systems, the frame buffer holds far more informa-
tion, such as depth information needed for creating images from three-dimensional
data. In these systems, the frame buffer comprises multiple buffers, one or more of
which arecolor buffers that hold the colored pixels that are displayed. For now, we
can use the termsframe bufferandcolor buffersynonymously without confusion.

1.2.2 The CPU and the GPU
In a simple system, there may be only one processor, thecentral processing unit
(CPU) of the system, which must do both the normal processing and the graphi-
cal processing. The main graphical function of the processor is to take speci“cations
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of graphical primitives (such as lines, circles, and polygons) generated by application
programs and to assign values to the pixels in the frame buffer that best represent
these entities. For example, a triangle is speci“ed by its three vertices, but to display
its outline by the three line segments connecting the vertices, the graphics system
must generate a set of pixels that appear as line segments to the viewer. The conver-
sion of geometric entities to pixel colors and locations in the frame buffer is known
asrasterization, or scan conversion. In early graphics systems, the frame buffer was
part of the standard memory that could be directly addressed by the CPU. Today, vir-
tually all graphics systems are characterized by special-purposegraphics processing
units (GPUs), custom-tailored to carry out speci“c graphics functions. The GPU can
be either on the mother board of the system or on a graphics card. The frame buffer
is accessed through the graphics processing unit and usually is on the same circuit
board as the GPU.

GPUs have evolved to where they are as complex or even more complex than
CPUs. They are characterized by both special-purpose modules geared toward graph-
ical operations and a high degree of parallelism„recent GPUs contain over 100 pro-
cessing units, each of which is user programmable. GPUs are so powerful that they
can often be used as mini supercomputers for general purpose computing. We will
discuss GPU architectures in more detail in Section 1.7.

1.2.3 Output Devices
Until recently, the dominant type of display (ormonitor ) was thecathode-ray tube
(CRT). A simpli“ed picture of a CRT is shown in Figure 1.3. When electrons strike the
phosphor coating on the tube, light is emitted. The direction of the beam is controlled
by two pairs of de”ection plates. The output of the computer is converted, by digital-
to-analog converters, to voltages across thex andy de”ection plates. Light appears
on the surface of the CRT when a suf“ciently intense beam of electrons is directed at
the phosphor.

y deflect

x deflectElectron gun

Focus

Phosphor

FIGURE 1.3 The cathode-ray tube (CRT).
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If the voltages steering the beam change at a constant rate, the beam will trace
a straight line, visible to a viewer. Such a device is known as therandom-scan,
calligraphic, or vector CRT, because the beam can be moved directly from any
position to any other position. If intensity of the beam is turned off, the beam can
be moved to a new position without changing any visible display. This con“guration
was the basis of early graphics systems that predated the present raster technology.

A typical CRT will emit light for only a short time„usually, a few milliseconds„
after the phosphor is excited by the electron beam. For a human to see a steady,
”icker-free image on most CRT displays, the same path must be retraced, orre-
freshed, by the beam at a suf“ciently high rate, therefresh rate. In older systems,
the refresh rate is determined by the frequency of the power system, 60 cycles per sec-
ond or 60 Hertz (Hz) in the United States and 50 Hz in much of the rest of the world.
Modern displays are no longer coupled to these low frequencies and operate at rates
up to about 85 Hz.

In a raster system, the graphics system takes pixels from the frame buffer and
displays them as points on the surface of the display in one of two fundamental
ways. In anoninterlacedsystem, the pixels are displayed row by row, or scan line
by scan line, at the refresh rate. In aninterlaced display, odd rows and even rows
are refreshed alternately. Interlaced displays are used in commercial television. In an
interlaced display operating at 60 Hz, the screen is redrawn in its entirety only 30
times per second, although the visual system is tricked into thinking the refresh rate
is 60 Hz rather than 30 Hz. Viewers located near the screen, however, can tell the
difference between the interlaced and noninterlaced displays. Noninterlaced displays
are becoming more widespread, even though these displays process pixels at twice the
rate of the interlaced display.

Color CRTs have three different colored phosphors (red, green, and blue), ar-
ranged in small groups. One common style arranges the phosphors in triangular
groups calledtriads, each triad consisting of three phosphors, one of each primary.
Most color CRTs have three electron beams, corresponding to the three types of phos-
phors. In the shadow-mask CRT (Figure 1.4), a metal screen with small holes„the
shadow mask„ensures that an electron beam excites only phosphors of the proper
color.

Although CRTs are still common display devices, they are rapidly being replaced
by ”at-screen technologies. Flat-panel monitors are inherently raster based. Although
there are multiple technologies available, including light-emitting diodes (LEDs),
liquid-crystal displays (LCDs), and plasma panels, all use a two-dimensional grid
to address individual light-emitting elements. Figure 1.5 shows a generic ”at-panel
monitor. The two outside plates each contain parallel grids of wires that are oriented
perpendicular to each other. By sending electrical signals to the proper wire in each
grid, the electrical “eld at a location, determined by the intersection of two wires, can
be made strong enough to control the corresponding element in the middle plate.
The middle plate in an LED panel contains light-emitting diodes that can be turned
on and off by the electrical signals sent to the grid. In an LCD display, the electrical
“eld controls the polarization of the liquid crystals in the middle panel, thus turning
on and off the light passing through the panel. A plasma panel uses the voltages on
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FIGURE 1.4 Shadow-mask CRT.

Horizontal grid
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Light emitting elements

FIGURE 1.5 Generic flat-panel display.

the grids to energize gases embedded between the glass panels holding the grids. The
energized gas becomes a glowing plasma.

Most projection systems are also raster devices. These systems use a variety of
technologies, including CRTs and digital light projection (DLP). From a user perspec-
tive, they act as standard monitors with similar resolutions and precisions. Hard-copy
devices, such as printers and plotters, are also raster based but cannot be refreshed.

1.2.4 Input Devices
Most graphics systems provide a keyboard and at least one other input device. The
most common input devices are the mouse, the joystick, and the data tablet. Each
provides positional information to the system, and each usually is equipped with one
or more buttons to provide signals to the processor. Often calledpointing devices,
these devices allow a user to indicate a particular location on the display.

Modern systems, such as game consoles, provide a much richer set of input
devices, with new devices appearing almost weekly. In addition, there are devices
which provide three- (and more) dimensional input. Consequently, we want to pro-
vide a ”exible model for incorporating the input from such devices into our graphics
programs.
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We can think about input devices in two distinct ways. The obvious one is to look
at them as physical devices, such as a keyboard or a mouse, and to discuss how they
work. Certainly, we need to know something about the physical properties of our in-
put devices, so such a discussion is necessary if we are to obtain a full understanding
of input. However, from the perspective of an application programmer, we should not
need to know the details of a particular physical device to write an application pro-
gram. Rather, we prefer to treat input devices aslogicaldevices whose properties are
speci“ed in terms of what they do from the perspective of the application program. A
logical deviceis characterized by its high-level interface with the user program rather
than by its physical characteristics. Logical devices are familiar to all writers of high-
level programs. For example, data input and output in C are done through functions
such asprintf , scanf , getchar , andputchar , whose arguments use the standard
C data types, and through input (cin ) and output (cout ) streams in C++. When we
output a string usingprintf , the physical device on which the output appears could
be a printer, a terminal, or a disk “le. This output could even be the input to another
program. The details of the format required by the destination device are of minor
concern to the writer of the application program.

In computer graphics, the use of logical devices is slightly more complex because
the forms that input can take are more varied than the strings of bits or characters
to which we are usually restricted in nongraphical applications. For example, we can
use the mouse„a physical device„either to select a location on the screen of our
CRT or to indicate which item in a menu we wish to select. In the “rst case, anx, y
pair (in some coordinate system) is returned to the user program; in the second, the
application program may receive an integer as the identi“er of an entry in the menu.
The separation of physical from logical devices allows us to use the same physical
devices in multiple markedly different logical ways. It also allows the same program
to work, without modi“cation, if the mouse is replaced by another physical device,
such as a data tablet or trackball.

1.2.5 Physical Input Devices
From the physical perspective, each input device has properties that make it more
suitable for certain tasks than for others. We take the view used in most of the work-
station literature that there are two primary types of physical devices: pointing devices
and keyboard devices. Thepointing deviceallows the user to indicate a position on
the screen and almost always incorporates one or more buttons to allow the user to
send signals or interrupts to the computer. Thekeyboard deviceis almost always a
physical keyboard but can be generalized to include any device that returns character
codes. We use the American Standard Code for Information Interchange (ASCII) in
our examples. ASCII assigns a single unsigned byte to each character. Nothing we do
restricts us to this particular choice, other than that ASCII is the prevailing code used.
Note, however, that other codes, especially those used for Internet applications, use
multiple bytes for each character, thus allowing for a much richer set of supported
characters.



1.2 A Graphics System 11

FIGURE 1.6 Mouse.

FIGURE 1.7 Trackball.

The mouse (Figure 1.6) and trackball (Figure 1.7) are similar in use and often
in construction as well. A typical mechanical mouse when turned over looks like a
trackball. In both devices, the motion of the ball is converted to signals sent back to
the computer by pairs of encoders inside the device that are turned by the motion of
the ball. The encoders measure motion in two orthogonal directions.

There are many variants of these devices. Some use optical detectors rather than
mechanical detectors to measure motion. Small trackballs are popular with portable
computers because they can be incorporated directly into the keyboard. There are
also various pressure-sensitive devices used in keyboards that perform similar func-
tions to the mouse and trackball but that do not move; their encoders measure the
pressure exerted on a small knob that often is located between two keys in the middle
of the keyboard.

We can view the output of the mouse or trackball as two independent values
provided by the device. These values can be considered as positions and converted„
either within the graphics system or by the user program„to a two-dimensional
location in a convenient coordinate system. If it is con“gured in this manner, we can
use the device to position a marker (cursor) automatically on the display; however,
we rarely use these devices in this direct manner.

It is not necessary that the output of the mouse or trackball encoders be inter-
preted as a position. Instead, either the device driver or a user program can interpret
the information from the encoder as two independent velocities. The computer can
then integrate these values to obtain a two-dimensional position. Thus, as a mouse
moves across a surface, the integrals of the velocities yieldx, y values that can be con-
verted to indicate the position for a cursor on the screen, as shown in Figure 1.8.
By interpreting the distance traveled by the ball as a velocity, we can use the device
as a variable-sensitivity input device. Small deviations from rest cause slow or small
changes; large deviations cause rapid large changes. With either device, if the ball does
not rotate, then there is no change in the integrals and a cursor tracking the posi-
tion of the mouse will not move. In this mode, these devices arerelative-positioning
devices because changes in the position of the ball yield a position in the user pro-
gram; the absolute location of the ball (or the mouse) is not used by the application
program.

Relative positioning, as provided by a mouse or trackball, is not always desirable.
In particular, these devices are not suitable for an operation such as tracing a diagram.
If, while the user is attempting to follow a curve on the screen with a mouse, she
lifts and moves the mouse, the absolute position on the curve being traced is lost.

�
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�

x

y

FIGURE 1.8 Cursor positioning.
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FIGURE 1.9 Data tablet.

FIGURE 1.10 Joystick.

FIGURE 1.11 Spaceball.

Data tabletsprovide absolute positioning. A typical data tablet (Figure 1.9) has rows
and columns of wires embedded under its surface. The position of the stylus is
determined through electromagnetic interactions between signals traveling through
the wires and sensors in the stylus. Touch-sensitive transparent screens that can be
placed over the face of a CRT have many of the same properties as the data tablet.
Small, rectangular, pressure-sensitive touchpads are embedded in the keyboards of
many portable computers. These touchpads can be con“gured as either relative- or
absolute-positioning devices.

One other device, thejoystick (Figure 1.10), is particularly worthy of mention.
The motion of the stick in two orthogonal directions is encoded, interpreted as two
velocities, and integrated to identify a screen location. The integration implies that if
the stick is left in its resting position, there is no change in the cursor position and that
the farther the stick is moved from its resting position, the faster the screen location
changes. Thus, the joystick is a variable-sensitivity device. The other advantage of
the joystick is that the device can be constructed with mechanical elements, such as
springs and dampers, that give resistance to a user who is pushing the stick. Such a
mechanical feel, which is not possible with the other devices, makes the joystick well
suited for applications such as ”ight simulators and games.

For three-dimensional graphics, we might prefer to use three-dimensional in-
put devices. Although various such devices are available, none have yet won the
widespread acceptance of the popular two-dimensional input devices. Aspaceball
looks like a joystick with a ball on the end of the stick (Figure 1.11); however, the
stick does not move. Rather, pressure sensors in the ball measure the forces applied
by the user. The spaceball can measure not only the three direct forces (up…down,
front…back, left…right) but also three independent twists. The device measures six in-
dependent values and thus has sixdegrees of freedom. Such an input device could be
used, for example, both to position and to orient a camera.

The Nintendo Wiimote provides three-dimensional position and orientation of
a hand-held device by sending infrared light to the device, which then sends back
what it measures wirelessly to the host computer.

Other three-dimensional devices, such as laser-based structured-lighting systems
and laser-ranging systems, measure three-dimensional positions. Numerous tracking
systems used in virtual reality applications sense the position of the user. Virtual
reality and robotics applications often need more degrees of freedom than the 2 to
6 provided by the devices that we have described. Devices such as data gloves can
sense motion of various parts of the human body, thus providing many additional
input signals.

1.2.6 Logical Devices
We can now return to looking at input from inside the application program„that is,
from the logical point of view. Two major characteristics describe the logical behavior
of an input device: (1) the measurements that the device returns to the user program
and (2) the time when the device returns those measurements.
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The logicalstring device is the same as the use of character input throughscanf
or cin . A physical keyboard will return a string of characters to an application pro-
gram; the same string might be provided from a “le or the user may see a keyboard
displayed on the output and use the pointing device to generate the string of charac-
ters. Logically, all three methods are examples of a string device, and application code
for using such input can be the same regardless of which physical device is used.

The physical pointing device can be used in a variety of logical ways. As alocator
it can provide a position to the application in either a device-independent coordinate
system, such as world coordinates, as in OpenGL, or in screen coordinates, which the
application can then transform to another coordinate system. A logicalpick device
returns the identi“er of an object on the display to the application program. It is
usually implemented with the same physical device as a locator but has a separate
software interface to the user program.

A widget is a graphical interactive device, provided by either the window system
or a toolkit. Typical widgets include menus, scrollbars, and graphical buttons. Most
widgets are implemented as special types of windows. Widgets can be used to provide
additional types of logical devices. For example, a menu provides one of a number of
choicesas may a row of graphical buttons. A logicalvaluator provides analog input
to the user program, usually through a widget such as a slidebar, although the same
logical input could be provided by a user typing numbers into a physical keyboard.

1.2.7 Input Modes
Besides the variety of types of input that characterize computer graphics, how the
input is provided to the application is more varied than with simple C and C++
programs that use only a keyboard. The manner by which physical and logical input
devices provide input to an application program can be described in terms of two
entities: a measure process and a device trigger. Themeasureof a device is what the
device returns to the user program. Thetrigger of a device is a physical input on
the device with which the user can signal the computer. For example, the measure of
a keyboard contains a string, and the trigger can be the Return or Enter key. For a
locator, the measure includes the position, and the associated trigger can be a button
on the pointing device.

We can obtain the measure of a device in three distinct modes. Each mode is
de“ned by the relationship between the measure process and the trigger. Once the
measure process is started, the measure is taken and placed in a buffer, even though
the contents of the buffer may not yet be available to the program. For example,
the position of a mouse is tracked continuously by the underlying window system,
regardless of whether the application program needs mouse input.

In request mode, the measure of the device is not returned to the program until
the device is triggered. This input mode is standard in nongraphical applications. For
example, if a typical C program requires character input, we use a function such as
scanf . When the program needs the input, it halts when it encounters thescanf
statement and waits while we type characters at our terminal. We can backspace
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to correct our typing, and we can take as long as we like. The data are placed in a
keyboard buffer, whose contents are returned to our program only after a particular
key, such as the Enter key (the trigger), is depressed. For a logical device, such as a
locator, we can move our pointing device to the desired location and then trigger
the device with its button; the trigger will cause the location to be returned to the
application program.

Sample-modeinput is immediate. As soon as the function call in the application
program is encountered, the measure is returned. In sample mode, the user must have
positioned the pointing device or entered data using the keyboard before the function
call, because the measure is extracted immediately from the buffer.

One characteristic of both request- and sample-mode input in APIs that support
them is that the user must identify which device is to provide the input. Consequently,
we ignore any other information that becomes available from any input device other
than the one speci“ed. Both request and sample modes are useful for situations where
the program guides the user, but they are not useful in applications where the user
controls the ”ow of the program. For example, a ”ight simulator or computer game
might have multiple input devices„such as a joystick, dials, buttons, and switches„
most of which can be used at any time. Writing programs to control the simulator
with only sample- and request-mode input is nearly impossible, because we do not
know what devices the pilot will use at any point in the simulation. More generally,
sample- and request-mode input are not suf“cient for handling the variety of possible
human…computer interactions that arise in a modern computing environment.

Our third mode,event mode, can handle these other interactions. Suppose that
we are in an environment with multiple input devices, each with its own trigger
and each running a measure process. Each time that a device is triggered, anevent
is generated. The device measure, including the identi“er for the device, is placed
in an event queue. This process of placing events in the event queue is completely
independent of what the application program does with these events. One way that
the application program can work with events is shown in Figure 1.12. The user
program can examine the front event in the queue or, if the queue is empty, can wait
for an event to occur. If there is an event in the queue, the program can look at the
event•s type and then decide what to do.

Another approach is to associate a function called acallbackwith a speci“c type
of event. From the perspective of the window system, the operating system queries or
polls the event queue regularly and executes the callbacks corresponding to events in
the queue. We take this approach because it is the one currently used with the major
window systems and has proved effective in client…server environments.

Event
queue Program

Measure
process

Measure Event

Await
Trigger
process

Trigger

FIGURE 1.12 Event-mode model.
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1.3 IMAGES: PHYSICAL AND SYNTHETIC

For many years, the pedagogical approach to teaching computer graphics started with
how to construct raster images of simple two-dimensional geometric entities (for
example, points, line segments, and polygons) in the frame buffer. Next, most text-
books discussed how to de“ne two- and three-dimensional mathematical objects in
the computer and image them with the set of two-dimensional rasterized primitives.

This approach worked well for creating simple images of simple objects. In mod-
ern systems, however, we want to exploit the capabilities of the software and hardware
to create realistic images of computer-generated three-dimensional objects„a task
that involves many aspects of image formation, such as lighting, shading, and prop-
erties of materials. Because such functionality is supported directly by most present
computer graphics systems, we prefer to set the stage for creating these images here,
rather than to expand a limited model later.

Computer-generated images are synthetic or arti“cial, in the sense that the ob-
jects being imaged do not exist physically. In this chapter, we argue that the preferred
method to form computer-generated images is similar to traditional imaging meth-
ods, such as cameras and the human visual system. Hence, before we discuss the
mechanics of writing programs to generate images, we discuss the way images are
formed by optical systems. We construct a model of the image-formation process that
we can then use to understand and develop computer-generated imaging systems.

In this chapter, we make minimal use of mathematics. We want to establish a par-
adigm for creating images and to present a computer architecture for implementing
that paradigm. Details are presented in subsequent chapters, where we shall derive
the relevant equations.

1.3.1 Objects and Viewers
We live in a world of three-dimensional objects. The development of many branches
of mathematics, including geometry and trigonometry, was in response to the de-
sire to systematize conceptually simple ideas, such as the measurement of size of
objects and distance between objects. Often, we seek to represent our understand-
ing of such spatial relationships with pictures or images, such as maps, paintings,
and photographs. Likewise, the development of many physical devices„including
cameras, microscopes, and telescopes„was tied to the desire to visualize spatial re-
lationships among objects. Hence, there always has been a fundamental link between
the physics and the mathematics of image formation„one that we can exploit in our
development of computer image formation.

Two basic entities must be part of any image-formation process, be it mathe-
matical or physical:objectandviewer. The object exists in space independent of any
image-formation process and of any viewer. In computer graphics, where we deal
with synthetic objects, we form objects by specifying the positions in space of various
geometric primitives, such as points, lines, and polygons. In most graphics systems,
a set of locations in space, or ofvertices, is suf“cient to de“ne, or approximate, most
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FIGURE 1.13 Image seen by three different viewers. (a) A•s view. (b) B•s
view. (c) C•s view.

FIGURE 1.14 Camera system.

objects. For example, a line can be speci“ed by two vertices; a polygon can be spec-
i“ed by an ordered list of vertices; and a sphere can be speci“ed by two vertices that
specify its center and any point on its circumference. One of the main functions of
a CAD system is to provide an interface that makes it easy for a user to build a syn-
thetic model of the world. In Chapter 2, we show how OpenGL allows us to build
simple objects; in Chapter 8, we learn to de“ne objects in a manner that incorporates
relationships among objects.

Every imaging system must provide a means of forming images from objects.
To form an image, we must have someone or something that is viewing our objects,
be it a human, a camera, or a digitizer. It is theviewer that forms the image of our
objects. In the human visual system, the image is formed on the back of the eye. In a
camera, the image is formed in the “lm plane. It is easy to confuse images and objects.
We usually see an object from our single perspective and forget that other viewers,
located in other places, will see the same object differently. Figure 1.13(a) shows two
viewers observing the same building. This image is what is seen by an observer A
who is far enough away from the building to see both the building and the two other
viewers, B and C. From A•s perspective, B and C appear as objects, just as the building
does. Figures 1.13(b) and (c) show the images seen by B and C, respectively. All three
images contain the same building, but the image of the building is different in all
three.

Figure 1.14 shows a camera system viewing a building. Here we can observe that
both the object and the viewer exist in a three-dimensional world. However, the im-
age that they de“ne„what we “nd on the projection plane„is two-dimensional. The
process by which the speci“cation of the object is combined with the speci“cation of
the viewer to produce a two-dimensional image is the essence of image formation,
and we shall study it in detail.

1.3.2 Light and Images
The preceding description of image formation is far from complete. For example, we
have yet to mention light. If there were no light sources, the objects would be dark,
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FIGURE 1.15 A camera system with an object and a light source.

and there would be nothing visible in our image. Nor have we indicated how color
enters the picture or what the effects of the surface properties of the objects are.

Taking a more physical approach, we can start with the arrangement in Fig-
ure 1.15, which shows a simple physical imaging system. Again, we see a physical
object and a viewer (the camera); now, however, there is a light source in the scene.
Light from the source strikes various surfaces of the object, and a portion of the re-
”ected light enters the camera through the lens. The details of the interaction between
light and the surfaces of the object determine how much light enters the camera.

Light is a form of electromagnetic radiation. Taking the classical view, we look
at electromagnetic energy travels as waves2 that can be characterized by either their
wavelengths or their frequencies.3 The electromagnetic spectrum (Figure 1.16) in-
cludes radio waves, infrared (heat), and a portion that causes a response in our visual
systems. Thisvisible spectrum, which has wavelengths in the range of 350 to 780
nanometers (nm), is called (visible)light. A given light source has a color determined
by the energy that it emits at various wavelengths. Wavelengths in the middle of the
range, around 520 nm, are seen as green; those near 450 nm are seen as blue; and
those near 650 nm are seen as red. Just as with a rainbow, light at wavelengths be-
tween red and green, we see as yellow, and wavelengths shorter than blue generate
violet light.

Light sources can emit light either as a set of discrete frequencies or continuously.
A laser, for example, emits light at a single frequency, whereas an incandescent lamp
emits energy over a range of frequencies. Fortunately, in computer graphics, except
for recognizing that distinct frequencies are visible as distinct colors, we rarely need
to deal with the physical properties of light.

2. In Chaper 11, we will introduce photon mapping that is based on light being emitted in discrete
packets.
3. The relationship between frequency(f ) and wavelength(�) isf � = c, wherecis the speed of light.
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FIGURE 1.16 The electromagnetic spectrum.

Instead, we can follow a more traditional path that is correct when we are operat-
ing with suf“ciently high light levels and at a scale where the wave nature of light is not
a signi“cant factor.Geometric opticsmodels light sources as emitters of light energy,
each of which have a “xed intensity. Modeled geometrically, light travels in straight
lines, from the sources to those objects with which it interacts. An idealpoint source
emits energy from a single location at one or more frequencies equally in all direc-
tions. More complex sources, such as a light bulb, can be characterized as emitting
light over an area and by emitting more light in one direction than another. A partic-
ular source is characterized by the intensity of light that it emits at each frequency and
by that light•s directionality. We consider only point sources for now. More complex
sources often can be approximated by a number of carefully placed point sources.
Modeling of light sources is discussed in Chapter 5.

1.3.3 Imaging Models
There are multiple approaches to how we can form images from a set of objects,
the light-re”ecting properties of these objects, and the properties of the light sources
in the scene. In this section, we introduce two physical approaches. Although these
approaches are not suitable for the real-time graphics that we ultimately want, they
will give us some insight into how we can build a useful imaging architecture. We
return to these approaches in Chapter 11.

We can start building an imaging model by following light from a source. Con-
sider the scene in Figure 1.17; it is illuminated by a single point source. We include
the viewer in the “gure because we are interested in the light that reaches her eye.
The viewer can also be a camera, as shown in Figure 1.18. Aray is a semi-in“nite line
that emanates from a point and travels to in“nity in a particular direction. Because
light travels in straight lines, we can think in terms of rays of light emanating in all
directions from our point source. A portion of these in“nite rays contributes to the
image on the “lm plane of our camera. For example, if the source is visible from the
camera, some of the rays go directly from the source through the lens of the camera
and strike the “lm plane. Most rays, however, go off to in“nity, neither entering the
camera directly nor striking any of the objects. These rays contribute nothing to the
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FIGURE 1.17 Scene with a single point light source.
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FIGURE 1.18 Ray interactions. Ray A enters camera directly. Ray B
goes off to infinity. Ray C is reflected by a mirror. Ray D goes through a
transparent sphere.

image, although they may be seen by some other viewer. The remaining rays strike
and illuminate objects. These rays can interact with the objects• surfaces in a variety
of ways. For example, if the surface is a mirror, a re”ected ray might„depending on
the orientation of the surface„enter the lens of the camera and contribute to the im-
age. Other surfaces scatter light in all directions. If the surface is transparent, the light
ray from the source can pass through it and may interact with other objects, enter the
camera, or travel to in“nity without striking another surface. Figure 1.18 shows some
of the possibilities.
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Ray tracingandphotonmappingare image-formation techniques that are based
on these ideas and that can form the basis for producing computer-generated images.
We can use the ray-tracing idea to simulate physical effects as complex as we wish, as
long as we are willing to carry out the requisite computing. Although tracing rays can
provide a close approximation to the physical world, it is usually not well suited for
real-time computation.

Other physical approaches to image formation are based on conservation of
energy. The most important in computer graphics isradiosity. This method works
best for surfaces that scatter the incoming light equally in all directions. Even in this
case, radiosity requires more computation than can be done in real time. We defer
discussion of these techniques until Chapter 11.

1.4 IMAGING SYSTEMS

We now introduce two imaging systems: the pinhole camera and the human visual
system. The pinhole camera is a simple example of an imaging system that will enable
us to understand the functioning of cameras and of other optical imagers. We emu-
late it to build a model of image formation. The human visual system is extremely
complex but still obeys the physical principles of other optical imaging systems. We
introduce it not only as an example of an imaging system but also because under-
standing its properties will help us to exploit the capabilities of computer-graphics
systems.

1.4.1 The Pinhole Camera
The pinhole camera in Figure 1.19 provides an example of image formation that we
can understand with a simple geometric model. Apinhole camerais a box with a
small hole in the center of one side of the box; the “lm is placed inside the box on
the side opposite the pinhole. Suppose that we orient our camera along thez-axis,
with the pinhole at the origin of our coordinate system. We assume that the hole is
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FIGURE 1.19 Pinhole camera.
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FIGURE 1.20 Side view of pinhole camera.

so small that only a single ray of light, emanating from a point, can enter it. The “lm
plane is located a distanced from the pinhole. A side view (Figure 1.20) allows us to
calculate where the image of the point(x, y, z) is on the “lm planez = Š d. Using the
fact that the two triangles in Figure 1.20 are similar, we “nd that they coordinate of
the image is atyp, where

yp = Š
y

z/ d
.

A similar calculation, using a top view, yields

xp = Š
x

z/ d
.

The point(xp, yp, Šd) is called theprojection of the point(x, y, z). In our idealized
model, the color on the “lm plane at this point will be the color of the point(x, y, z).
The“eld , or angle, of viewof our camera is the angle made by the largest object that
our camera can image on its “lm plane. We can calculate the “eld of view with the
aid of Figure 1.21.4 If h is the height of the camera, the angle of view� is

� = 2 tanŠ1 h
2d

.

The ideal pinhole camera has an in“nitedepth of “eld: Every point within its “eld
of view is in focus. Every point in its “eld of view projects to a point on the back of
the camera. The pinhole camera has two disadvantages. First, because the pinhole is
so small„it admits only a single ray from a point source„almost no light enters the
camera. Second, the camera cannot be adjusted to have a different angle of view.

4. If we consider the problem in three, rather than two, dimensions, then the diagonal length of the
“lm will substitute for h.
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FIGURE 1.21 Angle of view.
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The jump to more sophisticated cameras and to other imaging systems that have
lenses is a small one. By replacing the pinhole with a lens, we solve the two problems
of the pinhole camera. First, the lens gathers more light than can pass through the
pinhole. The larger the aperture of the lens, the more light the lens can collect.
Second, by picking a lens with the proper focal length„a selection equivalent to
choosingd for the pinhole camera„we can achieve any desired angle of view (up to
180 degrees). Lenses, however, do not have an in“nite depth of “eld: Not all distances
from the lens are in focus.

For our purposes, in this chapter we can work with a pinhole camera whose focal
length is the distanced from the front of the camera to the “lm plane. Like the pinhole
camera, computer graphics produces images in which all objects are in focus.

1.4.2 The Human Visual System
Our extremely complex visual system has all the components of a physical imaging
system, such as a camera or a microscope. The major components of the visual
system are shown in Figure 1.22. Light enters the eye through the lens and cornea,
a transparent structure that protects the eye. The iris opens and closes to adjust the
amount of light entering the eye. The lens forms an image on a two-dimensional
structure called theretina at the back of the eye. The rods and cones (so named
because of their appearance when magni“ed) are light sensors and are located on
the retina. They are excited by electromagnetic energy in the range of 350 to 780 nm.

The rods are low-level-light sensors that account for our night vision and are not
color sensitive; the cones are responsible for our color vision. The sizes of the rods
and cones, coupled with the optical properties of the lens and cornea, determine the
resolutionof our visual systems, or ourvisualacuity. Resolution is a measure of what
size objects we can see. More technically, it is a measure of how close we can place two
points and still recognize that there are two distinct points.

The sensors in the human eye do not react uniformly to light energy at different
wavelengths. There are three types of cones and a single type of rod. Whereas intensity
is a physical measure of light energy,brightness is a measure of how intense we
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perceive the light emitted from an object to be. The human visual system does not
have the same response to a monochromatic (single-frequency) red light as to a
monochromatic green light. If these two lights were to emit the same energy, they
would appear to us to have different brightness, because of the unequal response
of the cones to red and green light. We are most sensitive to green light, and least
sensitive to red and blue.

Brightness is an overall measure of how we react to the intensity of light. Human
color-vision capabilities are due to the different sensitivities of the three types of
cones. The major consequence of having three types of cones is that instead of having
to work with all visible wavelengths individually, we can use three standard primaries
to approximate any color that we can perceive. Consequently, most image-production
systems, including “lm and video, work with just three basic, orprimary, colors. We
discuss color in depth in Chapter 2.

The initial processing of light in the human visual system is based on the same
principles used by most optical systems. However, the human visual system has a
back end much more complex than that of a camera or telescope. The optic nerves
are connected to the rods and cones in an extremely complex arrangement that has
many of the characteristics of a sophisticated signal processor. The “nal processing
is done in a part of the brain called the visual cortex, where high-level functions,
such as object recognition, are carried out. We shall omit any discussion of high-level
processing; instead, we can think simply in terms of an image that is conveyed from
the rods and cones to the brain.

1.5 THE SYNTHETIC-CAMERA MODEL

Our models of optical imaging systems lead directly to the conceptual foundation
for modern three-dimensional computer graphics. We look at creating a computer-
generated image as being similar to forming an image using an optical system. This
paradigm has become known as thesynthetic-camera model. Consider the imaging
system shown in Figure 1.23. We again see objects and a viewer. In this case, the viewer
is a bellows camera.5 The image is formed on the “lm plane at the back of the camera.
So that we can emulate this process to create arti“cial images, we need to identify a
few basic principles.

First, the speci“cation of the objects is independent of the speci“cation of the
viewer. Hence, we should expect that, within a graphics library, there will be separate
functions for specifying the objects and the viewer.

Second, we can compute the image using simple geometric calculations, just as
we did with the pinhole camera. Consider the side view of the camera and a simple
object in Figure 1.24. The view in part (a) of the “gure is similar to that of the

5. In a bellows camera, the front plane of the camera, where the lens is located, and the back of the
camera, the “lm plane, are connected by ”exible sides. Thus, we can move the back of the camera
independently of the front of the camera, introducing additional ”exibility in the image-formation
process. We use this ”exibility in Chapter 4.
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FIGURE 1.23 Imaging system.
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FIGURE 1.24 Equivalent views of image formation. (a) Image formed on
the back of the camera. (b) Image plane moved in front of the camera.

pinhole camera. Note that the image of the object is ”ipped relative to the object.
Whereas with a real camera we would simply ”ip the “lm to regain the original
orientation of the object, with our synthetic camera we can avoid the ”ipping by a
simple trick. We draw another plane in front of the lens (Figure 1.24(b)) and work in
three dimensions, as shown in Figure 1.25. We “nd the image of a point on the object
on the virtual image plane by drawing a line, called aprojector, from the point to
the center of the lens, or thecenter of projection (COP). Note that all projectors
are rays emanating from the center of projection. In our synthetic camera, the virtual
image plane that we have moved in front of the lens is called theprojectionplane. The
image of the point is located where the projector passes through the projection plane.
In Chapter 4, we discuss this process in detail and derive the relevant mathematical
formulas.

We must also consider the limited size of the image. As we saw, not all objects
can be imaged onto the pinhole camera•s “lm plane. The angle of view expresses this
limitation. In the synthetic camera, we can move this limitation to the front by plac-
ing aclipping rectangle, or clipping window, in the projection plane (Figure 1.26).
This rectangle acts as a window, through which a viewer, located at the center of pro-
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FIGURE 1.25 Imaging with the synthetic camera.

(a) (b)

FIGURE 1.26 Clipping. (a) Window in initial position. (b) Window shifted.

jection, sees the world. Given the location of the center of projection, the location
and orientation of the projection plane, and the size of the clipping rectangle, we can
determine which objects will appear in the image.

1.6 THE PROGRAMMER•S INTERFACE

There are numerous ways that a user can interact with a graphics system. With
completely self-contained packages, such as those used in the CAD community, a
user develops images through interactions with the display using input devices, such
as a mouse and a keyboard. In a typical application, such as the painting program in
Figure 1.27, the user sees menus and icons that represent possible actions. By clicking
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FIGURE 1.29 Pen plotter.

(a)

(b)

FIGURE 1.30 Output of pen-
plotter program for (a) a
square, and (b) a projection
of a cube.

1.6.1 The Pen-Plotter Model
Historically, most early graphics systems were two-dimensional systems. The concep-
tual model that they used is now referred to as thepen-plotter model, referencing the
output device that was available on these systems. Apen plotter (Figure 1.29) pro-
duces images by moving a pen held by a gantry, a structure that can move the pen in
two orthogonal directions across the paper. The plotter can raise and lower the pen as
required to create the desired image. Pen plotters are still in use; they are well suited
for drawing large diagrams, such as blueprints. Various APIs„such as LOGO and
PostScript„have their origins in this model. Although they differ from one another,
they have a common view of the process of creating an image as being similar to the
process of drawing on a pad of paper. The user works on a two-dimensional surface
of some size. She moves a pen around on this surface, leaving an image on the paper.

We can describe such a graphics system with two drawing functions:

moveto(x,y);
lineto(x,y);

Execution of themovetofunction moves the pen to the location(x, y) on the paper
without leaving a mark. Thelineto function moves the pen to(x, y) and draws a
line from the old to the new location of the pen. Once we add a few initialization
and termination procedures, as well as the ability to change pens to alter the drawing
color or line thickness, we have a simple„but complete„graphics system. Here is a
fragment of a simple program in such a system:

moveto(0, 0);
lineto(1, 0);
lineto(1, 1);
lineto(0, 1);
lineto(0, 0);

This fragment would generate the output in Figure 1.30(a). If we added the code

moveto(0, 1);
lineto(0.5, 1.866);
lineto(1.5, 1.866);
lineto(1.5, 0.866);
lineto(1, 0);
moveto(1, 1);
lineto(1.5, 1.866);

we would have the image of a cube formed by an oblique projection, as is shown in
Figure 1.30(b).

For certain applications, such as page layout in the printing industry, systems
built on this model work well. For example, the PostScript page-description language,
a sophisticated extension of these ideas, is a standard for controlling typesetters and
printers.
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An alternate raster-based, but still limiting, two-dimensional model relies on
writing pixels directly into a frame buffer. Such a system could be based on a single
function of the form

write_pixel(x, y, color);

wherex,y is the location of the pixel in the frame buffer andcolor gives the color
to be written there. Such models are well suited to writing the algorithms for rasteri-
zation and processing of digital images.

We are much more interested, however, in the three-dimensional world. The
pen-plotter model does not extend well to three-dimensional graphics systems. For
example, if we wish to use the pen-plotter model to produce the image of a three-
dimensional object on our two-dimensional pad, either by hand or by computer, then
we have to “gure out where on the page to place two-dimensional points correspond-
ing to points on our three-dimensional object. These two-dimensional points are,
as we saw in Section 1.5, the projections of points in three-dimensional space. The
mathematical process of determining projections is an application of trigonometry.
We develop the mathematics of projection in Chapter 4; understanding projection
is crucial to understanding three-dimensional graphics. We prefer, however, to use
an API that allows users to work directly in the domain of their problems and to use
computers to carry out the details of the projection process automatically, without the
users having to make any trigonometric calculations within the application program.
That approach should be a boon to users who have dif“culty learning to draw various
projections on a drafting board or sketching objects in perspective. More important,
users can rely on hardware and software implementations of projections within the
implementation of the API that are far more ef“cient than any possible implementa-
tion of projections within their programs would be.

1.6.2 Three-Dimensional APIs
The synthetic-camera model is the basis for a number of popular APIs, including
OpenGL and Direct3D. If we are to follow the synthetic-camera model, we need
functions in the API to specify the following:

Objects

A viewer

Light sources

Material properties

Objects are usually de“ned by sets of vertices. For simple geometric objects„
such as line segments, rectangles, and polygons„there is a simple relationship be-
tween a list ofvertices, or positions in space, and the object. For more complex
objects, there may be multiple ways of de“ning the object from a set of vertices. A cir-
cle, for example, can be de“ned by three points on its circumference, or by its center
and one point on the circumference.
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Most APIs provide similar sets of primitive objects for the user. These primi-
tives are usually those that can be displayed rapidly on the hardware. The usual sets
include points, line segments, polygons, and sometimes text. OpenGL programs de-
“ne primitives through lists of vertices. The following code fragment speci“es three
vertices:

float vertices[3][3];

vertices[0][0] = 0.0; /* vertex A */
vertices[1][0] = 0.0;
vertices[2][0] = 0.0;
vertices[0][1] = 0.0; /* vertex B */
vertices[1][1] = 1.0;
vertices[2][1] = 0.0;
vertices[0][2] = 0.0; /* vertex C */
vertices[1][2] = 0.0;
vertices[2][2] = 1.0;

In OpenGL, we could either send this array to the GPU each time that we want
it to be displayed or store it on the GPU for later display. Note that these three
vertices only give three locations in a three-dimensional space and do not specify
the geometric entity that they de“ne. The locations could describe a triangle, as
in Figure 1.31, or we could use them to specify two line segments using the “rst
two locations to specify the “rst segment and the second and third locations to
specify the second segment. We could also use the three points to display three pixels
at locations in the frame buffer corresponding to the three vertices. We make this
choice on our application by setting a parameter corresponding to the geometric
entity we would like these locations to specify. For example, in OpenGL we would
useGL_TRIANGLES, GL_LINE_STRIP, or GL_POINTSfor the three possibilities we
just described. Although we are not yet ready to describe all the details of how we
accomplish this task, we can note that regardless of which geometric entity we wish
our vertices to specify, we are specifying the geometry and leaving it to the graphics
system to determine which pixels to color in the frame buffer.

Some APIs let the user work directly in the frame buffer by providing functions
that read and write pixels. Additionally, some APIs provide curves and surfaces as
primitives; often, however, these types are approximated by a series of simpler prim-
itives within the application program. OpenGL provides access to the frame buffer.

We can de“ne a viewer or camera in a variety of ways. Available APIs differ both
in how much ”exibility they provide in camera selection and in how many different
methods they allow. If we look at the camera in Figure 1.32, we can identify four types
of necessary speci“cations:

1. Position The camera location usually is given by the position of the center
of the lens, which is the center of projection (COP).
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FIGURE 1.33 Two-point perspective of a cube.

2. Orientation Once we have positioned the camera, we can place a camera
coordinate system with its origin at the center of projection. We can then
rotate the camera independently around the three axes of this system.

3. Focal length The focal length of the lens determines the size of the image
on the “lm plane or, equivalently, the portion of the world the camera sees.

4. Film plane The back of the camera has a height and a width. On the bellows
camera, and in some APIs, the orientation of the back of the camera can be
adjusted independently of the orientation of the lens.

These speci“cations can be satis“ed in various ways. One way to develop the
speci“cations for the camera location and orientation uses a series of coordinate-
system transformations. These transformations convert object positions represented
in a coordinate system that speci“es object vertices to object positions in a coordinate
system centered at the COP. This approach is useful, both for doing implementation
and for getting the full set of views that a ”exible camera can provide. We use this
approach extensively, starting in Chapter 4.

Having many parameters to adjust, however, can also make it dif“cult to get a
desired image. Part of the problem lies with the synthetic-camera model. Classical
viewing techniques, such as are used in architecture, stress therelationshipbetween
the object and the viewer, rather than theindependencethat the synthetic-camera
model emphasizes. Thus, the classical two-point perspective of a cube in Figure 1.33
is atwo-pointperspective because of a particular relationship between the viewer and
the planes of the cube (see Exercise 1.7). Although the OpenGL API allows us to set
transformations with complete freedom, it also provides helpful extra functions. For
example, consider the two function calls

LookAt(cop, at, up);
Perspective(field_of_view, aspect_ratio, near, far);

The “rst function call points the camera from the center of projection toward a
desired point (theat point), with a speci“edupdirection for the camera. The second
selects a lens for a perspective view (the“eld of view) and how much of the world that
the camera should image (theaspect ratioand thenearandfar distances). However,
none of the APIs built on the synthetic-camera model provide functions for directly
specifying a desired relationship between the camera and an object.

Light sources are de“ned by their location, strength, color, and directionality.
APIs provide a set of functions to specify these parameters for each source. Material
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properties are characteristics, or attributes, of the objects, and such properties are
speci“ed through a series of function calls at the time that each object is de“ned.
Both light sources and material properties depend on the models of light…material
interactions supported by the API. We discuss such models in Chapter 5.

1.6.3 A Sequence of Images
In Chapter 2, we begin our detailed discussion of the OpenGL API that we will use
throughout this book. The images de“ned by your OpenGL programs will be formed
automatically by the hardware and software implementation of the image-formation
process.

Here we look at a sequence of images that shows what we can create using the
OpenGL API. We present these images as an increasingly more complex series of
renderings of the same objects. The sequence not only loosely follows the order in
which we present related topics but also re”ects how graphics systems have developed
over the past 30 years.

Color Plate 1 shows an image of an artist•s creation of a sunlike object. Color
Plate 2 shows the object rendered using only line segments. Although the object con-
sists of many parts, and although the programmer may have used sophisticated data
structures to model each part and the relationships among the parts, the rendered
object shows only the outlines of the parts. This type of image is known as awire-
frame image because we can see only the edges of surfaces: Such an image would be
produced if the objects were constructed with stiff wires that formed a frame with no
solid material between the edges. Before raster-graphics systems became available,
wireframe images were the only type of computer-generated images that we could
produce.

In Color Plate 3, the same object has been rendered with ”at polygons. Certain
surfaces are not visible, because there is a solid surface between them and the viewer;
these surfaces have been removed by a hidden-surface-removal (HSR) algorithm.
Most raster systems can “ll the interior of polygons with a solid color in approxi-
mately the same time that they can render a wireframe image. Although the objects
are three-dimensional, each surface is displayed in a single color, and the image fails
to show the three-dimensional shapes of the objects. Early raster systems could pro-
duce images of this form.

In Chapters 2 and 3, we show you how to generate images composed of simple
geometric objects„points, line segments, and polygons. In Chapters 3 and 4, you
will learn how to transform objects in three dimensions and how to obtain a desired
three-dimensional view of a model, with hidden surfaces removed.

Color Plate 4 illustrates smooth shading of the polygons that approximate the
object; it shows that the object is three-dimensional and gives the appearance of a
smooth surface. We develop shading models that are supported by OpenGL in Chap-
ter 5. These shading models are also supported in the hardware of most recent work-
stations; generating the shaded image on one of these systems takes approximately
the same amount of time as does generating a wireframe image.
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Color Plate 5 shows a more sophisticated wireframe model constructed using
NURBS surfaces, which we introduce in Chapter 10. Such surfaces give the applica-
tion programmer great ”exibility in the design process but are ultimately rendered
using line segments and polygons.

In Color Plates 6 and 7, we add surface texture to our object; texture is one
of the effects that we discuss in Chapter 6. All recent graphics processors support
texture mapping in hardware, so rendering of a texture-mapped image requires little
additional time. In Color Plate 6, we use a technique calledbump mappingthat gives
the appearance of a rough surface even though we render the same ”at polygons as
in the other examples. Color Plate 7 shows anenvironment mapapplied to the surface
of the object, which gives the surface the appearance of a mirror. These techniques
will be discussed in detail in Chapter 7.

Color Plate 8 shows a small area of the rendering of the object using an environ-
ment map. The image on the left shows the jagged artifacts known as aliasing errors
that are due to the discrete nature of the frame buffer. The image on the right has been
rendered using a smoothing or antialiasing method that we shall study in Chapters 5
and 6.

Not only do these images show what is possible with available hardware and a
good API, but they are also simple to generate, as we shall see in subsequent chapters.
In addition, just as the images show incremental changes in the renderings, the
programs are incrementally different from one another.

1.6.4 The Modeling…Rendering Paradigm
In many situations„especially in CAD applications and in the development of com-
plex images, such as for movies„we can separate the modeling of the scene from
the production of the image, or therendering of the scene. Hence, we can look at
image formation as the two-step process shown in Figure 1.34. Although the tasks
are the same as those we have been discussing, this block diagram suggests that we
might implement the modeler and the renderer with different software and hard-
ware. For example, consider the production of a single frame in an animation. We
“rst want to design and position our objects. This step is highly interactive, and we
do not need to work with detailed images of the objects. Consequently, we prefer to
carry out this step on an interactive workstation with good graphics hardware. Once
we have designed the scene, we want to render it, adding light sources, material prop-
erties, and a variety of other detailed effects, to form a production-quality image.
This step requires a tremendous amount of computation, so we might prefer to use a

Interface file
Modeler Renderer

FIGURE 1.34 The modeling…rendering pipeline.
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render farm, a cluster of computers con“gured for numerical computing. Not only is
the optimal hardware different in the modeling and rendering steps, but the software
that we use also may be different.

The interface between the modeler and renderer can be as simple as a “le pro-
duced by the modeler that describes the objects and that contains additional infor-
mation important only to the renderer, such as light sources, viewer location, and
material properties. Pixar•s RenderMan Interface follows this approach and uses a
“le format that allows modelers to pass models to the renderer in text format. One
of the other advantages of this approach is that it allows us to develop modelers
that, although they use the same renderer, are custom-tailored to particular applica-
tions. Likewise, different renderers can take as input the same interface “le. It is even
possible, at least in principle, to dispense with the modeler completely and to use a
standard text editor to generate an interface “le. For any but the simplest scenes, how-
ever, users cannot edit lists of information for a renderer. Rather, they use interactive
modeling software. Because we must have at least a simple image of our objects to
interact with a modeler, most modelers use the synthetic-camera model to produce
these images in real time.

This paradigm has become popular as a method for generating computer games
and images over the Internet. Models, including the geometric objects, lights, cam-
eras, and material properties, are placed in a data structure called ascene graphthat
is passed to a renderer or game engine. We shall examine scene graphs in Chapter 8.

1.7 GRAPHICS ARCHITECTURES

On one side of the API is the application program. On the other is some combination
of hardware and software that implements the functionality of the API. Researchers
have taken various approaches to developing architectures to support graphics APIs.

Early graphics systems used general-purpose computers with the standard von
Neumann architecture. Such computers are characterized by a single processing unit
that processes a single instruction at a time. A simple model of these early graphics
systems is shown in Figure 1.35. The display in these systems was based on a calli-
graphic CRT display that included the necessary circuitry to generate a line segment
connecting two points. The job of the host computer was to run the application pro-
gram and to compute the endpoints of the line segments in the image (in units of the
display). This information had to be sent to the display at a rate high enough to avoid

Host
Digital

to
analog

FIGURE 1.35 Early graphics system.
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FIGURE 1.36 Display-processor architecture.

”icker on the display. In the early days of computer graphics, computers were so slow
that refreshing even simple images, containing a few hundred line segments, would
burden an expensive computer.

1.7.1 Display Processors
The earliest attempts to build special-purpose graphics systems were concerned pri-
marily with relieving the general-purpose computer from the task of refreshing the
display continuously. Thesedisplay processorshad conventional architectures (Fig-
ure 1.36) but included instructions to display primitives on the CRT. The main ad-
vantage of the display processor was that the instructions to generate the image could
be assembled once in the host and sent to the display processor, where they were
stored in the display processor•s own memory as adisplay list, or display “le. The
display processor would then execute repetitively the program in the display list, at
a rate suf“cient to avoid ”icker, independently of the host, thus freeing the host for
other tasks. This architecture has become closely associated with the client…server ar-
chitectures that are used in most systems.

1.7.2 Pipeline Architectures
The major advances in graphics architectures parallel closely the advances in work-
stations. In both cases, the ability to create special-purpose VLSI chips was the key
enabling technology development. In addition, the availability of inexpensive solid-
state memory led to the universality of raster displays. For computer-graphics appli-
cations, the most important use of custom VLSI circuits has been in creatingpipeline
architectures.

The concept of pipelining is illustrated in Figure 1.37 for a simple arithmetic
calculation. In our pipeline, there is an adder and a multiplier. If we use this con-
“guration to computea + (b � c), the calculation takes one multiplication and one
addition„the same amount of work required if we use a single processor to carry
out both operations. However, suppose that we have to carry out the same computa-
tion with many values ofa, b, andc. Now, the multiplier can pass on the results of its
calculation to the adder and can start its next multiplication while the adder carries
out the second step of the calculation on the “rst set of data. Hence, whereas it takes
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FIGURE 1.38 Geometric pipeline.

the same amount of time to calculate the results for any one set of data, when we are
working on two sets of data at one time, our total time for calculation is shortened
markedly. Here the rate at which data ”ows through the system, thethroughput of
the system, has been doubled. Note that as we add more boxes to a pipeline, it takes
more time for a single datum to pass through the system. This time is called thela-
tencyof the system; we must balance it against increased throughput in evaluating
the performance of a pipeline.

We can construct pipelines for more complex arithmetic calculations that will
afford even greater increases in throughput. Of course, there is no point in building a
pipeline unless we will do the same operation on many data sets. But that is just what
we do in computer graphics, where large sets of vertices and pixels must be processed
in the same manner.

1.7.3 The Graphics Pipeline
We start with a set of objects. Each object comprises a set of graphical primitives. Each
primitive comprises a set of vertices. We can think of the collection of primitive types
and vertices as de“ning thegeometryof the scene. In a complex scene, there may be
thousands„even millions„of vertices that de“ne the objects. We must process all
these vertices in a similar manner to form an image in the frame buffer. If we think in
terms of processing the geometry of our objects to obtain an image, we can employ
the block diagram in Figure 1.38, which shows the four major steps in the imaging
process:

1. Vertex processing

2. Clipping and primitive assembly

3. Rasterization

4. Fragment processing

In subsequent chapters, we discuss the details of these steps. Here we are content to
overview these steps and show that they can be pipelined.
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1.7.4 Vertex Processing
In the “rst block of our pipeline, each vertex is processed independently. The two
major functions of this block are to carry out coordinate transformations and to
compute a color for each vertex.

Many of the steps in the imaging process can be viewed as transformations be-
tween representations of objects in different coordinate systems. For example, in our
discussion of the synthetic camera, we observed that a major part of viewing is to
convert to a representation of objects from the system in which they were de“ned to
a representation in terms of the coordinate system of the camera. A further example
of a transformation arises when we “nally put our images onto the output device.
The internal representation of objects„whether in the camera coordinate system or
perhaps in a system used by the graphics software„eventually must be represented
in terms of the coordinate system of the display. We can represent each change of
coordinate systems by a matrix. We can represent successive changes in coordinate
systems by multiplying, orconcatenating, the individual matrices into a single ma-
trix. In Chapter 3, we examine these operations in detail. Because multiplying one
matrix by another matrix yields a third matrix, a sequence of transformations is an
obvious candidate for a pipeline architecture. In addition, because the matrices that
we use in computer graphics will always be small (4× 4), we have the opportunity to
use parallelism within the transformation blocks in the pipeline.

Eventually, after multiple stages of transformation, the geometry is transformed
by a projection transformation. We shall see in Chapter 4 that we can implement this
step using 4× 4 matrices, and thus projection “ts in the pipeline. In general, we want
to keep three-dimensional information as long as possible, as objects pass through
the pipeline. Consequently, the projection transformation is somewhat more general
than the projections in Section 1.5. In addition to retaining three-dimensional infor-
mation, there is a variety of projections that we can implement. We shall see these
projections in Chapter 4.

The assignment of vertex colors can be as simple as the program specifying a
color or as complex as the computation of a color from a physically realistic lighting
model that incorporates the surface properties of the object and the characteristic
light sources in the scene. We shall discuss lighting models in Chapter 5.

1.7.5 Clipping and Primitive Assembly
The second fundamental block in the implementation of the standard graphics
pipeline is for clipping and primitive assembly. We must do clipping because of the
limitation that no imaging system can see the whole world at once. The human retina
has a limited size corresponding to an approximately 90-degree “eld of view. Cameras
have “lm of limited size, and we can adjust their “elds of view by selecting different
lenses.

We obtain the equivalent property in the synthetic camera by considering aclip-
ping volume, such as the pyramid in front of the lens in Figure 1.25. The projections
of objects in this volume appear in the image. Those that are outside do not and
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are said to be clipped out. Objects that straddle the edges of the clipping volume are
partly visible in the image. Ef“cient clipping algorithms are developed in Chapter 6.

Clipping must be done on a primitive-by-primitive basis rather than on a vertex-
by-vertex basis. Thus, within this stage of the pipeline, we must assemble sets of
vertices into primitives, such as line segments and polygons, before clipping can take
place. Consequently, the output of this stage is a set of primitives whose projections
can appear in the image.

1.7.6 Rasterization
The primitives that emerge from the clipper are still represented in terms of their
vertices and must be converted to pixels in the frame buffer. For example, if three
vertices specify a triangle with a solid color, the rasterizer must determine which
pixels in the frame buffer are inside the polygon. We discuss this rasterization (or
scan-conversion) process in Chapter 6 for line segments and polygons. The output of
the rasterizer is a set offragmentsfor each primitive. A fragment can be thought of
as a potential pixel that carries with it information, including its color and location,
that is used to update the corresponding pixel in the frame buffer. Fragments can
also carry along depth information that allows later stages to determine if a particular
fragment lies behind other previously rasterized fragments for a given pixel.

1.7.7 Fragment Processing
The “nal block in our pipeline takes in the fragments generated by the rasterizer and
updates the pixels in the frame buffer. If the application generated three-dimensional
data, some fragments may not be visible because the surfaces that they de“ne are
behind other surfaces. The color of a fragment may be altered by texture mapping or
bump mapping, as in Color Plates 6 and 7. The color of the pixel that corresponds to
a fragment can also be read from the frame buffer and blended with the fragment•s
color to create translucent effects. These effects will be covered in Chapter 7.

1.8 PROGRAMMABLE PIPELINES

Graphics architectures have gone through multiple design cycles in which the impor-
tance of special-purpose hardware relative to standard CPUs has gone back and forth.
However, the importance of the pipeline architecture has remained regardless of this
cycle. None of the other approaches„ray tracing, radiosity, photon mapping„can
achieve real-time behavior, that is, the ability to render complex dynamic scenes
so that the viewer sees the display without defects. However, the termreal-timeis
becoming increasingly dif“cult to de“ne as graphics hardware improves. Although
some approaches such as ray tracing can come close to real time, none can achieve the
performance of pipeline architectures with simple application programs and simple
GPU programs. Hence, the commodity graphics market is dominated by graphics
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cards that have pipelines built into the graphics processing unit. All of these com-
modity cards implement the pipeline that we have just described, albeit with more
options, many of which we shall discuss in later chapters.

For many years, these pipeline architectures have had a “xed functionality. Al-
though the application program could set many parameters, the basic operations
available within the pipeline were “xed. Recently, there has been a major advance
in pipeline architectures. Both the vertex processor and the fragment processor are
now programmable by the application program. One of the most exciting aspects of
this advance is that many of the techniques that formerly could not be done in real
time because they were not part of the “xed-function pipeline can now be done in
real time. Bump mapping, which we illustrated in Color Plate 6, is but one example
of an algorithm that is now programmable but formerly could only be done off-line.

Vertex programs can alter the location or color of each vertex as it ”ows through
the pipeline. Thus, we can implement a variety of light…material models or create new
kinds of projections. Fragment programs allow us to use textures in new ways and to
implement other parts of the pipeline, such as lighting, on a per-fragment basis rather
than per vertex.

Programmability is now available at every level, including hand-held devices
such as cell phones. WebGL is being built into Web browsers. At the high end, the
speed and parallelism in programmable GPUs make them suitable for carrying out
high-performance computing that does not involve graphics. The latest versions of
OpenGL have responded to these advances “rst by adding programmability to the
standard as an option that an application programmer could use as an alternative to
the “xed-function pipeline and later through versions that require the application
to provide both a vertex shader and a fragment shader. We will follow these new
standards throughout. Although it will take a little more code for our “rst programs
because we will not use a “xed-function pipeline, the rewards will be signi“cant as
our code will be ef“cient and easily extendable.

1.9 PERFORMANCE CHARACTERISTICS

There are two fundamentally different types of processing in our architecture. At
the front end, there is geometric processing, based on processing vertices through
the various transformations, vertex shading, clipping, and primitive assembly. This
processing is ideally suited for pipelining, and it usually involves ”oating-point cal-
culations. The geometry engine developed by Silicon Graphics, Inc. (SGI) was a VLSI
implementation for many of these operations in a special-purpose chip that became
the basis for a series of fast graphics workstations. Later, ”oating-point accelerator
chips put 4× 4 matrix-transformation units on the chip, reducing a matrix multi-
plication to a single instruction. Nowadays, graphics workstations and commodity
graphics cards use graphics processing units (GPUs) that perform most of the graph-
ics operations at the chip level. Pipeline architectures are the dominant type of high-
performance system.
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will be in a graphics library. Second, it leads to the notion of a pipeline architecture,
in which each of the various stages in the pipeline performs distinct operations on
geometric entities and then passes on the transformed objects to the next stage.

We also introduced the idea of tracing rays of light to obtain an image. This para-
digm is especially useful in understanding the interaction between light and materials
that is essential to physical image formation. Because ray tracing and other physically
based strategies cannot render scenes in real time, we defer further discussion of them
until Chapter 11.

The modeling…rendering paradigm is becoming increasingly important. A stan-
dard graphics workstation can generate millions of line segments or polygons per
second at a resolution exceeding 2048× 1546 pixels. Such a workstation can shade
the polygons using a simple shading model and can display only visible surfaces at this
rate. However, realistic images may require a resolution of up to 4000× 6000 pixels
to match the resolution of “lm and may use light and material effects that cannot be
implemented in real time. Even as the power of available hardware and software con-
tinues to grow, modeling and rendering have such different goals that we can expect
the distinction between a modeling and a rendering to survive.

Our next step will be to explore the application side of graphics programming.
We use the OpenGL API, which is powerful, is supported on most platforms, and
has a distinct architecture that will allow us to use it to understand how computer
graphics works, from an application program to a “nal image on a display.

SUGGESTED READINGS

There are many excellent graphics textbooks. The book by Newman and Sproull
[New73] was the “rst to take the modern point of view of using the synthetic-camera
model. The various versions of Foley et al. [Fol90, Fol94] have been the standard
references for over a decade. Other good texts include Hearn and Baker [Hea11], Hill
[Hil07], and Shirley [Shi02].

Good general references includeComputer Graphics, the quarterly journal of
SIGGRAPH (the Association for Computing Machinery•s Special Interest Group on
Graphics),IEEE Computer Graphics and Applications, andVisual Computer. The pro-
ceedings of the annual SIGGRAPH conference include the latest techniques. These
proceedings formerly were published as the summer issue ofComputer Graphics.
Now, they are published as an issue of theACM Transactions on Graphicsand are
available on DVD. Of particular interest to newcomers to the “eld are the state-of-
the-art animations available from SIGGRAPH and the notes from tutorial courses
taught at that conference, both of which are now available on DVD or in ACM•s dig-
ital library.

Sutherland•s doctoral dissertation, published asSketchpad: A Man…Machine
Graphical Communication System[Sut63] was probably the seminal paper in the de-
velopment of interactive computer graphics. Sutherland was the “rst person to realize
the power of the new paradigm in which humans interacted with images on a CRT
display. Videotape copies of “lm of his original work are still available.
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Tufte•s books [Tuf83, Tuf90, Tuf97] show the importance of good visual design
and contain considerable historical information on the development of graphics. The
article by Carlbom and Paciorek [Car78] gives a good discussion of some of the
relationships between classical viewing, as used in “elds such as architecture, and
viewing by computer.

Many books describe the human visual system. Pratt [Pra78] gives a good short
discussion for working with raster displays. Also see Glassner [Gla95], Wyszecki and
Stiles [Wys82], and Hall [Hal89].

EXERCISES

1.1 The pipeline approach to image generation is nonphysical. What are the main
advantages and disadvantages of such a nonphysical approach?

1.2 In computer graphics, objects such as spheres are usually approximated by
simpler objects constructed from ”at polygons (polyhedra). Using lines of lon-
gitude and latitude, de“ne a set of simple polygons that approximate a sphere
centered at the origin. Can you use only quadrilaterals or only triangles?

1.3 A different method of approximating a sphere starts with a regular tetrahe-
dron, which is constructed from four triangles. Find its vertices, assuming that
it is centered at the origin and has one vertex on they-axis. Derive an algo-
rithm for obtaining increasingly closer approximations to a unit sphere, based
on subdividing the faces of the tetrahedron.

1.4 Consider the clipping of a line segment in two dimensions against a rectan-
gular clipping window. Show that you require only the endpoints of the line
segment to determine whether the line segment is not clipped, is partially vis-
ible, or is clipped out completely.

1.5 For a line segment, show that clipping against the top of the clipping rectangle
can be done independently of the clipping against the other sides. Use this
result to show that a clipper can be implemented as a pipeline of four simpler
clippers.

1.6 Extend Exercises 1.4 and 1.5 to clipping against a three-dimensional right
parallelepiped.

1.7 Consider the perspective views of the cube shown in Figure 1.39. The one on
the left is called aone-point perspectivebecause parallel lines in one direction
of the cube„along the sides of the top„converge to avanishing pointin the
image. In contrast, the image on the right is atwo-point perspective. Charac-
terize the particular relationship between the viewer, or a simple camera, and
the cube that determines why one is a two-point perspective and the other a
one-point perspective.

1.8 The memory in a frame buffer must be fast enough to allow the display to
be refreshed at a rate suf“ciently high to avoid ”icker. A typical workstation
display can have a resolution of 1280× 1024 pixels. If it is refreshed 72 times
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FIGURE 1.39 Perspective views of a cube.

per second, how fast must the memory be? That is, how much time can we take
to read one pixel from memory? What is this number for a 480× 640 display
that operates at 60 Hz but is interlaced?

1.9 Movies are generally produced on 35 mm “lm that has a resolution of approx-
imately 2000× 3000 pixels. What implication does this resolution have for
producing animated images for television as compared with “lm?

1.10 Consider the design of a two-dimensional graphical API for a speci“c appli-
cation, such as for VLSI design. List all the primitives and attributes that you
would include in your system.

1.11 It is possible to design a color CRT that uses a single electron gun and does not
have a shadow mask. The single beam is turned on and off at the appropriate
times to excite the desired phosphors. Why might such a CRT be more dif“cult
to design, as compared to the shadow-mask CRT?

1.12 In a typical shadow-mask CRT, if we want to have a smooth display, the width
of a pixel must be about three times the width of a triad. Assume that a monitor
displays 1280× 1024 pixels, has a CRT diameter of 50 cm, and has a CRT depth
of 25 cm. Estimate the spacing between holes in the shadow mask.

1.13 An interesting exercise that should help you understand how rapidly graphics
performance has improved is to go to the Web sites of some of the GPU
manufacturers, such as NVIDIA, ATI, and Intel, and look at the speci“cations
for their products. Often the specs for older cards and GPUs are still there. How
rapidly has geometric performance improved? What about pixel processing?
How has the cost per rendered triangle decreased?



CHAPTER2
GRAPHICS PROGRAMMING

Our approach to computer graphics is programming oriented. Consequently, we
want you to get started programming graphics as soon as possible. To this end,

we will introduce a minimal application programming interface (API). This API will
be suf“cient to allow you to program many interesting two- and three-dimensional
problems and to familiarize you with the basic graphics concepts.

We regard two-dimensional graphics as a special case of three-dimensional
graphics. This perspective allows us to get started, even though we will touch on
three-dimensional concepts lightly in this chapter. Our two-dimensional code will
execute without modi“cation on a three-dimensional system.

Our development will use a simple but informative problem: the Sierpinski gas-
ket. It shows how we can generate an interesting and, to many people, unexpectedly
sophisticated image using only a handful of graphics functions. We use OpenGL as
our API, but our discussion of the underlying concepts is broad enough to encompass
most modern systems. The functionality that we introduce in this chapter is suf“cient
to allow you to write basic two- and three-dimensional programs that do not require
user interaction.

2.1 THE SIERPINSKI GASKET

We will use as a sample problem the drawing of the Sierpinski gasket„an interesting
shape that has a long history and is of interest in areas such as fractal geometry. The
Sierpinski gasket is an object that can be de“ned recursively and randomly; in the
limit, however, it has properties that are not at all random. We start with a two-
dimensional version, but as we will see in Section 2.10, the three-dimensional version
is almost identical.

Suppose that we start with three points in space. As long as the points are not
collinear, they are the vertices of a unique triangle and also de“ne a unique plane.
We assume that this plane is the planez = 0 and that these points, as speci“ed in

43
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v 1 v 3

v 2

p 1

p 2

p 0

FIGURE 2.1 Generation of
the Sierpinski gasket.

some convenient coordinate system,1 are(x1, y1, 0), (x2, y2, 0), and(x3, y3, 0). The
construction proceeds as follows:

1. Pick an initial pointp = (x, y, 0) at random inside the triangle.

2. Select one of the three vertices at random.

3. Find the pointq halfway betweenp and the randomly selected vertex.

4. Displayq by putting some sort of marker, such as a small circle, at the corre-
sponding location on the display.

5. Replacep with q.

6. Return to step 2.

Thus, each time that we generate a new point, we display it on the output device. This
process is illustrated in Figure 2.1, wherep0 is the initial point, andp1 andp2 are the
“rst two points generated by our algorithm.

Before we develop the program, you might try to determine what the resulting
image will be. Try to construct it on paper; you might be surprised by your results.

A possible form for our graphics program might be this:

main( )
{

initialize_the_system();
p = find_initial_point();

for(some_number_of_points)
{

q = generate_a_point(p);
display_the_point(q);
p = q;

}
cleanup();

}

This form can be converted into a real program fairly easily. However, even at
this level of abstraction, we can see two other alternatives. Consider the pseudocode

main( )
{

initialize_the_system();
p = find_initial_point();

1. In Chapter 3, we expand the concept of a coordinate system to the more general formulation of a
frame.
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for(some_number_of_points)
{

q = generate_a_point(p);
store_the_point(q);
p = q;

}
display_all_points();
cleanup();

}

In this algorithm, we compute all the points “rst and put them into an array or
some other data structure. We then display all the points through a single function
call. This approach avoids the overhead of sending small amounts of data to the
graphics processor for each point we generate at the cost of having to store all the
data. The strategy used in the “rst algorithm is known asimmediate mode graphics
and, until recently, was the standard method for displaying graphics, especially where
interactive performance was needed. One consequence of immediate mode is that
there is no memory of the geometric data. With our “rst example, if we want to
display the points again, we would have to go through the entire creation and display
process a second time.

In our second algorithm, because the data are stored in a data structure, we can
redisplay the data, perhaps with some changes such as altering the color or changing
the size of a displayed point, by resending the array without regenerating the points.
The method of operation is known asretained mode graphicsand goes back to some
of the earliest special purpose graphics display hardware. The architecture of modern
graphics systems that employ a GPU leads to a third version of our program.

Our second approach has one major ”aw. Suppose that, as we might in an
animation, we wish to redisplay the same objects. The geometry of the objects is
unchanged, but the objects may be moving. Displaying all the points involves sending
the data from the CPU to the GPU each time we wish to display the objects in a new
position. For large amounts of data, this data transfer is the major bottleneck in the
display process. Consider the following alternative scheme:

main( )
{

initialize_the_system();
p = find_initial_point();

for(some_number_of_points)
{

q = generate_a_point(p);
store_the_point(q);
p = q;

}
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send_all_points_to_GPU();
display_data_on_GPU();
cleanup();

}

As before, we place data in an array, but now we have broken the display process into
two parts: storing the data on the GPU and displaying the data that has been stored.
If we only have to display our data once, there is no advantage over our previous
method, but if we want to animate the display, our data are already on the GPU and
redisplay does not require any additional data transfer, only a simple function call
that alters the location of some spatial data describing the objects that have moved.

Although our “nal OpenGL program will have a slightly different organization,
it will follow this third strategy. We develop the full program in stages. First, we
concentrate on the core: generating and displaying points. We must answer two
questions:

How do we represent points in space?

Should we use a two-dimensional, three-dimensional, or other representa-
tion?

Once we answer these questions, we will be able to place our geometry on the GPU in
a form that can be rendered. Then, we will be able to address how we view our objects
using the power of programmable shaders.

2.2 PROGRAMMING TWO-DIMENSIONAL APPLICATIONS

For two-dimensional applications, such as the Sierpinski gasket, although we could
use a pen-plotter API, such an approach would limit us. Instead, we choose to start
with a three-dimensional world; we regard two-dimensional systems, such as the one
on which we will produce our image, as special cases. Mathematically, we view the
two-dimensional plane, or a simple two-dimensional curved surface, as a subspace of
a three-dimensional space. Hence, statements„both practical and abstract„about
the larger three-dimensional world hold for the simpler two-dimensional world.

We can represent a point in the planez = 0 asp = (x, y, 0) in the three-
dimensional world, or asp = (x, y) in the two-dimensional plane. OpenGL, like most
three-dimensional graphics systems, allows us to use either representation, with the
underlying internal representation being the same, regardless of which form the user
chooses. We can implement representations of points in a number of ways, but the
simplest is to think of a three-dimensional point as being represented by a triplet
p = (x, y, z) or a column matrix

p =

�

�
x
y
z

�

� ,
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whose components give the location of the point. For the moment, we can leave aside
the question of the coordinate system in whichp is represented.

We use the termsvertexandpoint in a somewhat different manner in OpenGL.
A vertex is a position in space; we use two-, three-, and four-dimensional spaces in
computer graphics. We use vertices to specify the atomic geometric primitives that
are recognized by our graphics system. The simplest geometric primitive is a point
in space, which is usually speci“ed by a single vertex. Two vertices can specify a line
segment, a second primitive object; three vertices can specify either a triangle or a
circle; four vertices can specify a quadrilateral; and so on. Two vertices can also specify
either a circle or a rectangle. Likewise, three vertices can also specify three points
or two connected line segments, and four vertices can specify a variety of objects
including two triangles.

The heart of our Sierpinski gasket program is generating the points. In order to
go from our third algorithm to a working OpenGL program, we need to introduce a
little more detail on OpenGL. We want to start with as simple a program as possible.
One simpli“cation is to delay a discussion of coordinate systems and transformations
among them by putting all the data we want to display inside a cube centered at the
origin whose diagonal goes from (Š1, Š1, Š1) and (1, 1, 1). This system known
asclip coordinates is the one that our vertex shader uses to send information to
the rasterizer. Objects outside this cube will be eliminated, orclipped, and cannot
appear on the display. Later, we will learn to specify geometry in our application
program in coordinates better suited for our application„object coordinates„and
use transformations to convert the data to a representation in clip coordinates.

We could write the program using a simple array of two elements to hold the
x- and y-values of each point. We will have far clearer code if we “rst de“ne a two-
dimensional point type and operations for this type. We have created such classes
and operators and put them in a “levec.h . The types invec.h and the other
types de“ned later in the three- and four-dimensional classes match the types in the
OpenGL Shading Language and so should make all our coding examples clearer than
if we had used ordinary arrays. In addition to de“ning these new types,vec.h and its
companion “lemat2.h also de“ne overloaded operators and constructors for these
types that match GLSL. Hence, code such as

vec2 a = vec2(1.0, 2.0);
vec2 b = vec2(3.0, 4.0);
vec2 c = a + b;

can appear either in a shader or in the application. We can input and output points
using the usual stream operatorscin andcout . We can access individual elements
using either the usual membership operator, e.g.,p.x or p.y , or by indexing as we
would an array (p[0] andp[1] ).

One small addition will make our applications even clearer. Rather than using
the GLSLvec2, we typedef apoint2

typedef vec2 point2;
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Within vec.h , the typevec2 is speci“ed as astruct with two elements of type
GLfloat . In OpenGL, we often use basic OpenGL types, such asGLfloat and
GLint , rather than the corresponding C typesfloat and int . These types are
de“ned in the OpenGL header “les and usually in the obvious way„for example,

typedef float GLfloat;

However, use of the OpenGL types allows additional ”exibility for implementations
where, for example, we might want to change ”oats to doubles without altering
existing application programs.

The following code generates 5000 points starting with the vertices of a triangle
that lie in the planez = 0:

#include "vec.h" // include point types and operations
#include <stdlib.h> //includes random number generator

typedef vec2 point2; //defines a point2 type identical to a vec2

void init()
{

const int NumPoints = 5000;
point2 points[NumPoints];

// A triangle in the plane z= 0

point2 vertices[3]={point2(-1.0,-1.0), point2(0.0,1.0),
point2(1.0,-1.0)};

// An arbitrary initial point inside the triangle

points[0] = point2(0.25, 0.50);

// compute and store NumPoints-1 new points

for(in t k = 1; k < NumPoints; k++)
{

int j = rand() % 3; // pick a vertex at random

// Compute the point halfway between selected
// vertex and previous point
points[k] = (points[k-1]+vertices[j])/2.0;

}
}

Note that because every point we generate must lie inside the triangle determined by
these vertices, we know that none of the generated points will be clipped out.
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The functionrand() is a standard random-number generator that produces a
new random integer each time it is called. We use the modulus operator to reduce
these random integers to the three integers 0, 1, and 2. For a small number of itera-
tions, the particular characteristics of the random-number generator are not crucial,
and any other random-number generator should work at least as well asrand.

We intend to generate the points only once and then place them on the GPU.
Hence, we make their creation part of an initialization functioninit .

We speci“ed our points in two dimensions. We could have also speci“ed them in
three dimensions by adding az-coordinate, which is always zero through the three-
dimensional types inmat.h andvec.h . The changes to the code would be minimal.
We would have the code lines

#include "vec.h" // three-dimensional type

typedef vec3 point3;

and

point3 points [NumPoints];
point3 vertices[3] = {point3(-1.0,-1.0, 0.0), point3(0.0,1.0, 0.0),

point3(1.0,-1.0, 0.0)};

as part of initialization. Although we still do not have a complete program, Figure 2.2
shows the output that we expect to see.

Note that because any three noncollinear points specify a unique plane, had we
started with three points(x1, y1, z1), (x2, y2, z2), and(x3, y3, z3) along with an initial
point in the same plane, then the gasket would be generated in the plane speci“ed by
the original three vertices.

We have now written the core of the program. Although we have some data,
we have not placed these data on the GPU nor have we asked the GPU to display
anything. We have not even introduced a single OpenGL function. Before we can
display anything, we still have to address issues such as the following:

1. In what colors are we drawing?

2. Where on the display does our image appear?

3. How large will the image be?

4. How do we create an area of the display„a window„for our image?

5. How much of our in“nite drawing surface will appear on the display?

6. How long will the image remain on the display?

The answers to all these questions are important, although initially they may appear
to be peripheral to our major concerns. As we will see, the basic code that we de-
velop to answer these questions and to control the placement and appearance of our
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FIGURE 2.2 The Sierpinski gasket as generated with 5000 random
points.

renderings will not change substantially across programs. Hence, the effort that we
expend now will be repaid later.

2.3 THE OPENGL APPLICATION PROGRAMMING INTERFACE

We have the heart of a simple graphics program; now, we want to gain control
over how our objects appear on the display. We also want to control the ”ow of
the program, and we have to interact with the window system. Before completing
our program, we describe the OpenGL Application Programming Interface (API) in
more detail. Because vertices are represented in the same manner internally, whether
they are speci“ed as two- or three-dimensional entities, everything that we do here
will be equally valid in three dimensions. Of course, we can do much more in three
dimensions, but we are only getting started. In this chapter, we concentrate on how
to specify primitives to be displayed.

OpenGL•s structure is similar to that of most modern APIs, such as DirectX.
Hence, any effort that you put into learning OpenGL will carry over to other soft-
ware systems. Although OpenGL is easy to learn, compared with other APIs, it is
nevertheless powerful. It supports the simple two- and three-dimensional programs
that we will develop in Chapters 2 through 5; it also supports the advanced rendering
techniques that we study in Chapters 7 through 11.

Our prime goal is to study computer graphics; we are using an API to help us
attain that goal. Consequently, we do not present all OpenGL functions, and we
omit many details. However, our sample programs will be complete. More detailed
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information on OpenGL and on other APIs is given in the Suggested Readings section
at the end of the chapter.

2.3.1 Graphics Functions
Our basic model of a graphics package is ablack box, a term that engineers use to
denote a system whose properties are described only by its inputs and outputs; we
may know nothing about its internal workings. We can think of the graphics system
as a box whose inputs are function calls from an application program; measurements
from input devices, such as the mouse and keyboard; and possibly other input, such
as messages from the operating system. The outputs are primarily the graphics sent
to our output devices. For now, we can take the simpli“ed view of inputs as function
calls and outputs as primitives displayed on our monitor, as shown in Figure 2.3.

A graphics system performs multiple tasks to produce output and handle user
input. An API for interfacing with this system can contain hundreds of individual
functions. It will be helpful to divide these functions into seven major groups:

1. Primitive functions

2. Attribute functions

3. Viewing functions

4. Transformation functions

5. Input functions

6. Control functions

7. Query functions

Although we will focus on OpenGL as the particular system that we use, all graphics
APIs support similar functionality. What differs among APIs is where these functions
are supported. OpenGL is designed around a pipeline architecture, and modern ver-
sions are based on using programmable shaders. Consequently, OpenGL and other
APIs such as DirectX that support a similar architecture will have much in common,
whereas OpenGL and an API for a ray tracer will have less overlap. Nevertheless, re-
gardless of the underlying architecture and API, we still have to address all the seven
tasks.

Theprimitive functions de“ne the low-level objects or atomic entities that our
system can display. Depending on the API, the primitives can include points, line
segments, polygons, pixels, text, and various types of curves and surfaces. OpenGL
supports a very limited set of primitives directly, only points, line segments, and



52 Chapter 2 Graphics Programming

triangles. Support for other primitives comes from the application approximating
them with the supported primitives. For the most important objects such as reg-
ular polyhedra, quadrics, and Bezier curves and surfaces that are not directly sup-
ported by OpenGL, there are libraries that provide the necessary code. Support for
expanded sets of primitives is usually done with great ef“ciency through program-
mable shaders.

If primitives are thewhat of an API„the primitive objects that can be
displayed„then attributes are thehow. That is, the attributes govern the way that a
primitive appears on the display.Attribute functions allow us to perform operations
ranging from choosing the color with which we display a line segment, to picking a
pattern with which to “ll the inside of a polygon, to selecting a typeface for the titles
on a graph. In OpenGL, we can set colors by passing the information from the appli-
cation to the shader or by having a shader compute a color, for example, through a
lighting model that uses data specifying light sources and properties of the surfaces
in our model.

Our synthetic camera must be described if we are to create an image. As we saw in
Chapter 1, we must describe the camera•s position and orientation in our world and
must select the equivalent of a lens. This process will not only “x the view but also
allow us to clip out objects that are too close or too far away. Theviewing functions
allow us to specify various views, although APIs differ in the degree of ”exibility they
provide in choosing a view. OpenGL does not provide any viewing functions but
relies on the use of transformations in the shaders to provide the desired view.

One of the characteristics of a good API is that it provides the user with a set of
transformation functions that allows her to carry out transformations of objects,
such as rotation, translation, and scaling. Our developments of viewing in Chap-
ter 4 and of modeling in Chapter 8 will make heavy use of matrix transformations.
In OpenGL, we carry out transformations by forming transformations in our appli-
cations and then applying them either in the application or in the shaders.

For interactive applications, an API must provide a set ofinput functions to
allow us to deal with the diverse forms of input that characterize modern graphics
systems. We need functions to deal with devices such as keyboards, mice, and data
tablets. Later in this chapter, we will introduce functions for working with different
input modes and with a variety of input devices.

In any real application, we also have to worry about handling the complexities of
working in a multiprocessing, multiwindow environment„usually an environment
where we are connected to a network and there are other users. Thecontrol functions
enable us to communicate with the window system, to initialize our programs, and
to deal with any errors that take place during the execution of our programs.

If we are to write device-independent programs, we should expect the imple-
mentation of the API to take care of differences between devices, such as how many
colors are supported or the size of the display. However, there are applications where
we need to know some properties of the particular implementation. For example, we
would probably choose to do things differently if we knew in advance that we were
working with a display that could support only two colors rather than millions of
colors. More generally, within our applications we can often use other information
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within the API, including camera parameters or values in the frame buffer. A good
API provides this information through a set ofquery functions.

2.3.2 The Graphics Pipeline and State Machines
If we put together some of these perspectives on graphics APIs, we can obtain another
view, one closer to the way OpenGL, in particular, is actually organized and imple-
mented. We can think of the entire graphics system as astate machine, a black box
that contains a “nite-state machine. This state machine has inputs that come from the
application program. These inputs may change the state of the machine or can cause
the machine to produce a visible output. From the perspective of the API, graphics
functions are of two types: those that specify primitives that ”ow through a pipeline
inside the state machine and those that either change the state inside the machine
or return state information. In OpenGL, there are very few functions that can cause
any output. Most set the state, either by enabling various OpenGL features„hidden-
surface removal, texture„or set parameters used for rendering.

Until recently, OpenGL de“ned many state variables and contained separate
functions for setting the values of individual variables. The latest versions have elim-
inated most of these variables and functions. Instead, the application program can
de“ne its own state variables and use them or send their values to the shaders.

One important consequence of the state machine view is that most parame-
ters are persistent; their values remain unchanged until we explicitly change them
through functions that alter the state. For example, once we set a color, that color
remains thecurrent coloruntil it is changed through a color-altering function. An-
other consequence of this view is that attributes that we may conceptualize as bound
to objects„a red line or a blue circle„are in fact part of the state, and a line will be
drawn in red only if the current color state calls for drawing in red. Although within
our applications it is usually harmless, and often preferable, to think of attributes as
bound to primitives, there can be annoying side effects if we neglect to make state
changes when needed or lose track of the current state.

2.3.3 The OpenGL Interface
OpenGL functions are in a single library named GL (or OpenGL in Windows). Func-
tion names begin with the lettersgl . Shaders are written in the OpenGL Shading
Language (GLSL), which has a separate speci“cation from OpenGL, although the
functions to interface the shaders with the application are part of the OpenGL API.

To interface with the window system and to get input from external devices into
our programs, we need at least one more library. For each major window system there
is a system-speci“c library that provides the •glueŽ between the window system and
OpenGL. For the X Window System, this library is called GLX, for Windows, it is wgl,
and for the Macintosh, it is agl. Rather than using a different library for each system,
we use two readily available libraries, theOpenGL Extension Wrangler (GLEW)and
theOpenGLUtilityToolkit (GLUT). GLEW removes operating system dependencies.
GLUT provides the minimum functionality that should be expected in any modern
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windowing system.2 We introduce a few of its functions in this chapter and describe
more of them in Chapter 3.

Figure 2.4 shows the organization of the libraries for an X Window System en-
vironment. For this window system, GLUT will use GLX and the X libraries. The
application program, however, can use only GLUT functions and thus can be recom-
piled with the GLUT library for other window systems.

OpenGL makes heavy use of de“ned constants to increase code readability and
avoid the use of magic numbers. Thus, strings such asGL_FILLandGL_POINTSare
de“ned in header (.h ) “les. In most implementations, one of theinclude lines

#include <GL/glut.h>

or

#include <GLUT/glut.h>

is suf“cient to read inglut.h andgl.h .
Although OpenGL is not object oriented, it supports a variety of data types

through multiple forms for many functions. For example, we will use various forms
of the functionglUniform to transfer data to shaders. If we transfer a ”oating-point
number such as a time value, we would useglUniform1f . We could useglUni-
form3iv to transfer an integer position in three dimensions through a pointer to a
three-dimensional array ofint s. Later, we will use the formglUniformMatrix4fv
to transfer a 4× 4 matrix of float s. We will refer to such functions using the
notation

glSomeFunction*();

where the* can be interpreted as either two or three characters of the formnt or ntv ,
wheren signi“es the number of dimensions (2, 3, 4, ormatrix ); t denotes the data
type, such as integer (i ), ”oat ( f ), or double (d); andv, if present, indicates that the
variables are speci“ed through a pointer to an array, rather than through an argument

2. A more up-to-date version of GLUT is provided byfreeglut , which is available on the Web.
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list. We will use whatever form is best suited for our discussion, leaving the details
of the various other forms to theOpenGL Programming Guide[Shr10]. Regardless
of which form an application programmer chooses, the underlying representation is
the same, just as the plane on which we are constructing the gasket can be looked
at as either a two-dimensional space or the subspace of a three-dimensional space
corresponding to the planez = 0. In Chapter 3, we will see that the underlying
representation is four-dimensional; however, we do not need to worry about that
fact yet. In general, the application programmer chooses the form to use that is best
suited for her application.

2.3.4 Coordinate Systems
At this point, if we look back at our Sierpinski gasket code, you may be puzzled about
how to interpret the values ofx, y, andz in our speci“cation of vertices. In what
units are they? Are they in feet, meters, microns? Where is the origin? In each case,
the simple answer is that it is up to you.

Originally, graphics systems required the user to specify all information, such as
vertex locations, directly in units of the display device. If that were true for high-level
application programs, we would have to talk about points in terms of screen locations
in pixels or centimeters from a corner of the display. There are obvious problems with
this method, not the least of which is the absurdity of using distances on the computer
screen to describe phenomena where the natural unit might be light years (such as
in displaying astronomical data) or microns (for integrated-circuit design). One of
the major advances in graphics software systems occurred when the graphics systems
allowed users to work in any coordinate system that they desired. The advent of
device-independent graphicsfreed application programmers from worrying about
the details of input and output devices. The user•s coordinate system became known
as theworld coordinate system, or the application or object coordinate system.
Within the slight limitations of ”oating-point arithmetic on our computers, we can
use any numbers that “t our application.

We will refer to the units that the application program uses to specify vertex posi-
tions asvertex coordinates. In most applications, vertex coordinates will be the same
as object or world coordinates, but depending on what we choose to do or not do in
our shaders, vertex coordinates can be one of the other internal coordinate systems
used in the pipeline. We will discuss these other coordinate systems in Chapters 3
and 4.

Units on the display were “rst calledphysical-device coordinatesor justdevice
coordinates. For raster devices, such as most CRT and ”at panel displays, we use
the termwindow coordinatesor screen coordinates.Window coordinates are always
expressed in some integer type, because the center of any pixel in the frame buffer
must be located on a “xed grid or, equivalently, because pixels are inherently discrete
and we specify their locations using integers.

At some point, the values in vertex coordinates must be mapped to window
coordinates, as shown in Figure 2.5. The graphics system, rather than the user, is
responsible for this task, and the mapping is performed automatically as part of the
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FIGURE 2.5 Mapping from vertex coordinates to screen coordinates.

rendering process. As we will see in the next few sections, to de“ne this mapping the
user needs to specify only a few parameters„such as the area of the world that she
would like to see and the size of the display. However, between the application and the
frame buffer are the two shaders and rasterizer, and, as we shall see when we discuss
viewing, there are three other intermediate coordinate systems of importance.

2.4 PRIMITIVES AND ATTRIBUTES

Within the graphics community, there has been an ongoing debate about which
primitives should be supported in an API. The debate is an old one and has never
been fully resolved. On the minimalist side, the contention is that an API should
contain a small set of primitives that all hardware can be expected to support. In
addition, the primitives should be orthogonal, each giving a capability unobtainable
from the others. Minimal systems typically support lines, polygons, and some form of
text (strings of characters), all of which can be generated ef“ciently in hardware. On
the other end are systems that can also support a variety of primitives, such as circles,
curves, surfaces, and solids. The argument here is that users need more complex
primitives to build sophisticated applications easily. However, because few hardware
systems can be expected to support the large set of primitives that is the union of all
the desires of the user community, a program developed with such a system probably
would not be portable, because few implementations could be expected to support
the entire set of primitives.

As graphics hardware has improved and real-time performance has become mea-
sured in the tens of millions of polygons per second, the balance has tilted toward
supporting a minimum set of primitives. One reason is that GPUs achieve their speed
largely because they are optimized for points, lines, and triangles. We will develop
code later that will approximate various curves and surfaces with primitives that are
supported on GPUs.

We can separate primitives into two classes:geometric primitivesand image,
or raster, primitives. Geometric primitives are speci“ed in the problem domain and
include points, line segments, polygons, curves, and surfaces. These primitives pass
through a geometric pipeline, as shown in Figure 2.6, where they are subject to a series
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of geometric operations that determine whether a primitive is visible, where on the
display it appears if it is visible, and the rasterization of the primitive into pixels in
the frame buffer. Because geometric primitives exist in a two- or three-dimensional
space, they can be manipulated by operations such as rotation and translation. In
addition, they can be used as building blocks for other geometric objects using these
same operations. Raster primitives, such as arrays of pixels, lack geometric properties
and cannot be manipulated in space in the same way as geometric primitives. They
pass through a separate parallel pipeline on their way to the frame buffer. We will
defer our discussion of raster primitives until Chapter 7.

The basic OpenGL geometric primitives are speci“ed by sets of vertices. An
application starts by computing vertex data„positions and other attributes„and
putting the results into arrays that are sent to the GPU for display. When we want
to display some geometry, we execute functions whose parameters specify how the
vertices are to be interpreted. For example, we can display the vertices we computed
for the Sierpinski gasket, starting with the “rst vertex, as points through the function
call

glDrawArrays(GL_POINTS, 0, NumPoints);

after they have been placed on the GPU.
All OpenGL geometric primitives are variants of points, line segments, and tri-

angular polygons. A point can be displayed as a single pixel or a small group of pixels.
Finite sections of lines between two vertices, calledline segments„in contrast to
lines that are in“nite in extent„are of great importance in geometry and computer
graphics. You can use line segments to de“ne approximations to curves, or you can
use a sequence of line segments to connect data values for a graph. You can also use
line segments to display the edges of closed objects, such as polygons, that have in-
teriors. Consequently, it is often helpful to think in terms of both vertices and line
segments.

If we wish to display points or line segments, we have a few choices in OpenGL
(Figure 2.7). The primitives and theirtype speci“cations include the following:

Points (GL_POINTS) Each vertex is displayed at a size of at least one pixel.
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FIGURE 2.7 Point and line-segment types.
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FIGURE 2.10 Polygons.
(a) Simple. (b) Nonsimple.

Line segments (GL_LINES) The line-segment type causes successive pairs of ver-
tices to be interpreted as the endpoints of individual segments. Note that successive
segments usually are disconnected because the vertices are processed on a pairwise
basis.

Polylines (GL_LINE_STRIP, GL_LINE_LOOP) If successive vertices (and line seg-
ments) are to be connected, we can use the line strip, orpolyline form. Many curves
can be approximated via a suitable polyline. If we wish the polyline to be closed, we
can locate the “nal vertex in the same place as the “rst, or we can use theGL_LINE_
LOOPtype, which will draw a line segment from the “nal vertex to the “rst, thus
creating a closed path.

2.4.1 Polygon Basics
Line segments and polylines can model the edges of objects, but closed objects have
interiors (Figure 2.8). Usually we reserve the namepolygon for an object that has
a border that can be described by a line loop but also has a well-de“ned interior.3

Polygons play a special role in computer graphics because we can display them rapidly
and use them to approximate arbitrary surfaces. The performance of graphics systems
is characterized by the number of polygons per second that can be rendered.4 We can
render a polygon in a variety of ways: We can render only its edges, we can render its
interior with a solid color or a pattern, and we can render or not render the edges, as
shown in Figure 2.9. Although the outer edges of a polygon are de“ned easily by an
ordered list of vertices, if the interior is not well de“ned, then the list of vertices may
not be rendered at all or rendered in an undesirable manner. Three properties will
ensure that a polygon will be displayed correctly: It must be simple, convex, and ”at.

In two dimensions, as long as no two edges of a polygon cross each other, we have
a simple polygon. As we can see in Figure 2.10, simple two-dimensional polygons
have well-de“ned interiors. Although the locations of the vertices determine whether
or not a polygon is simple, the cost of testing is suf“ciently high (see Exercise 2.12)
that most graphics systems require that the application program does any necessary

3. The term“ll area is sometimes used instead ofpolygon.
4. Measuring polygon rendering speeds involves both the number of vertices and the number of
pixels inside.
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FIGURE 2.11 Convexity.

testing. We can ask what a graphics system will do if it is given a nonsimple polygon
to display and whether there is a way to de“ne an interior for a nonsimple polygon.
We will examine these questions further in Chapter 6.

From the perspective of implementing a practical algorithm to “ll the interior of
a polygon, simplicity alone is often not enough. Some APIs guarantee a consistent “ll
from implementation to implementation only if the polygon is convex. An object is
convexif all points on the line segment between any two points inside the object, or
on its boundary, are inside the object. Thus, in Figure 2.11,p1 andp2 are arbitrary
points inside a polygon and the entire line segment connecting them is inside the
polygon. Although so far we have been dealing with only two-dimensional objects,
this de“nition makes reference neither to the type of object nor to the number of di-
mensions. Convex objects include triangles, tetrahedra, rectangles, circles, spheres,
and parallelepipeds (Figure 2.12). There are various tests for convexity (see Exer-
cise 2.19). However, like simplicity testing, convexity testing is expensive and usually
left to the application program.

In three dimensions, polygons present a few more dif“culties because, unlike all
two-dimensional objects, all the vertices that specify the polygon need not lie in the
same plane. One property that most graphics systems exploit, and that is the basis of
OpenGL polygons, is that any three vertices that are not collinear determine both a
triangle and the plane in which that triangle lies. Hence, if we always use triangles, we
are safe„we can be sure that these objects will be rendered correctly. Often, we are
almost forced to use triangles because typical rendering algorithms are guaranteed to
be correct only if the vertices form a ”at convex polygon. In addition, hardware and
software often support a triangle type that is rendered faster than is a polygon with
three vertices.

2.4.2 Polygons in OpenGL
Returning to the OpenGL types, the only OpenGL polygons (Figure 2.13) that
OpenGL supports are triangles. Triangles can be displayed in three ways: as points
corresponding to the vertices, as edges, or with the interiors “lled. In OpenGL, we
use the functionglPolygonMode to tell the renderer to generate only the edges or
just points for the vertices, instead of “ll (the default). However, if we want to draw a

FIGURE 2.12 Convex objects.
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FIGURE 2.14 Triangle strip and triangle fan.
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imation with quadrilaterals.

polygon that is “lled and to display its edges, then we have to render it twice, once in
each mode, or to draw a “lled polygon and a line loop with the same vertices.

Here are the types:

Triangles (GL_TRIANGLES) The edges are the same as they would be if we used line
loops. Each successive group of three vertices speci“es a new triangle.

Strips and Fans (GL_TRIANGLE_STRIP, GL_TRIANGLE_FAN) These objects are
based on groups of triangles that share vertices and edges. In the triangle strip, for
example, each additional vertex is combined with the previous two vertices to de“ne
a new triangle (Figure 2.14). A triangle fan is based on one “xed point. The next two
points determine the “rst triangle, and subsequent triangles are formed from one
new point, the previous point, and the “rst (“xed) point.

2.4.3 Approximating a Sphere
Fans and strips allow us to approximate many curved surfaces simply. For example,
one way to construct an approximation to a sphere is to use a set of polygons de-
“ned by lines of longitude and latitude, as shown in Figure 2.15. We can do so very
ef“ciently using triangle strips. Consider a unit sphere. We can describe it by the fol-
lowing three equations:

x(� , �) = sin � cos� ,

y(� , �) = cos� cos� ,

z(� , �) = sin � .
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If we “x � and draw curves as we change� , we get circles of constant longitude.
Likewise, if we “x� and vary� , we obtain circles of constant latitude. By generating
points at “xed increments of� and � , we can specify quadrilaterals, as shown in
Figure 2.15. However, because OpenGL supports triangles, not quadrilaterals, we
generate the data for two triangles for each quadrilateral. Remembering that we must
convert degrees to radians for the standard trigonometric functions, the code for
the quadrilaterals corresponding to increments of 20 degrees in� and to 20 degrees
in � is

const float DegreesToRadians = M_PI / 180.0; // M_PI = 3.14159...

point3 quad_data[342]; // 8 rows of 18 quads

int k = 0;
for(float phi = -80.0; phi <= 80.0; phi += 20.0)
{

float phir = phi*DegreesToRadians;
float phir20 = (phi + 20.0)*DegreesToRadians;

for(float theta = -180.0; theta <= 180.0; theta += 20.0)
{

float thetar = theta*DegreesToRadians;
quad_data[k] = point3(sin(thetar)*cos(phir),

cos(thetar)*cos(phir), sin(phir));
k++;
quad_data[k] = point3(sin(thetar)*cos(phir20),

cos(thetar)*cos(phir20), sin(phir20));
k++;

}
}

Later we can render these data usingglDrawArrays(GL_LINE_LOOP,...) or
some other drawing function. However, we have a problem at the poles, where we can
no longer use strips because all lines of longitude converge there. We can, however,
use two triangle fans, one at each pole as follows:

const float DegreesToRadians = M_PI / 180.0; // M_PI = 3.14159...

int k = 0;
point3 strip_data[40];

strip_data[k] = point3(0.0, 0.0, 1.0);
k++;

float sin80 = sin(80.0*DegreesToRadians);
float cos80 = cos(80.0*DegreesToRadians);
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for(float theta = -180.0; theta <= 180.0; theta += 20.0)
{

float thetar = theta*DegreesToRadians;
strip_data[k] = point3(sin(thetar)*cos80,

cos(thetar)*cos80, sin80);
k++;

}

strip_data[k] = point3(0.0, 0.0, -1.0);
k++;

for(float theta = -180.0; theta <= 180.0; theta += 20.0)
{

float thetar = theta;
strip_data[k] = point3(sin(thetar)*cos80,

cos(thetar)*cos80, sin80);
k++;

}

These data could be rendered withglDrawArrays(GL_TRIANGLE_FAN, ....) or
another drawing function. Note that because triangle fans are polygons, if we want
to get the line segment display in Figure 2.15, we would “rst have to set the polygon
mode to lines instead of “ll.

2.4.4 Triangulation
We have been using the terms polygon and triangle somewhat interchangeably. If we
are interested in objects with interiors, general polygons are problematic. A set of
vertices may not all lie in the same plane or specify a polygon that is neither simple
nor convex. Such problems do not arise with triangles. As long as the three vertices of
a triangle are not collinear, its interior is well de“ned and the triangle is simple, ”at,
and convex. Consequently, triangles are easy to render, and for these reasons triangles
are the only “llable geometric entity that OpenGL recognizes. In practice, we need to
deal with more general polygons. The usual strategy is to start with a list of vertices
and generate a set of triangles consistent with the polygon de“ned by the list, a process
known astriangulation.

Figure 2.16 shows a convex polygon and two different triangulations. Although
every set of vertices can be triangulated, not all triangulations are equivalent. Con-
sider the quadrilateral in Figure 2.17. If we triangulate it as in Figure 2.17(b), we create
two long thin triangles rather than two triangles closer to being equilateral as in Fig-
ure 2.17(c). As we shall see when we discuss lighting in Chapter 5, long thin triangles
can lead to visual artifacts when rendered. There are some simple algorithms that
work for planar convex polygons. We can start with the “rst three vertices and form
a triangle. We can then remove the second vertex from the list of vertices and repeat
the process until we have only three vertices left, which form the “nal triangle. This
process is illustrated in Figure 2.18, but it does not guarantee a good set of triangles
nor can it handle concave polygons. In Chapter 6, we will discuss the triangulation of
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FIGURE 2.16 (a) Two-dimensional polygon. (b) A triangulation. (c)
Another triangulation.
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FIGURE 2.17 (a) Quadrilateral. (b) A triangulation. (c) Another triangu-
lation.
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FIGURE 2.18 Recursive triangulation of a convex polygon.

simple but nonconvex polygons as part of rasterization. This technique will allows us
to render more general polygons than triangles.

We will delay a discussion of more general triangulation algorithms until we dis-
cuss curves and surfaces in Chapter 10. One reason for this delay is that there are a
number of related processes that arise when we consider modeling surfaces. For ex-
ample, laser-scanning technology allows us to gather millions of unstructured three-
dimensional vertices. We then have to form a surface from these vertices, usually in
the form of a mesh of triangles. TheDelaunay triangulationalgorithm “nds a best
triangulation in the sense that if we consider the circle determined by any triangle, no
other vertex lies in this circle. Triangulation is a special case of the more general prob-
lem of tessellation, which divides a polygon into a polygonal mesh, not all of which
need be triangles. General tessellation algorithms are complex, especially when the
initial polygon may contain holes.
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FIGURE 2.19 Stroke text
(PostScript font).

2.4.5 Text
Graphical output in applications such as data analysis and display requires annota-
tion, such as labels on graphs. Although in nongraphical programs textual output is
the norm, text in computer graphics is problematic. In nongraphical applications, we
are usually content with a simple set of characters, always displayed in the same man-
ner. In computer graphics, however, we often wish to display text in a multitude of
fashions by controlling type styles, sizes, colors, and other parameters. We also want
to have available a choice of fonts.Fontsare families of typefaces of a particular style,
such as Times, Computer Modern, or Helvetica.

There are two forms of text: stroke and raster.Stroke text(Figure 2.19) is con-
structed as are other geometric objects. We use vertices to specify line segments or
curves that outline each character. If the characters are de“ned by closed boundaries,
we can “ll them. The advantage of stroke text is that it can be de“ned to have all the
detail of any other object, and because it is de“ned in the same way as other graph-
ical objects are, it can be manipulated by our standard transformations and viewed
like any other graphical primitive. Using transformations, we can make a stroke char-
acter bigger or rotate it, retaining its detail and appearance. Consequently, we need
to de“ne a character only once, and we can use transformations to generate it at the
desired size and orientation.

De“ning a full 128- or 256-character stroke font, however, can be complex, and
the font can take up signi“cant memory and processing time. The standard PostScript
fonts are de“ned by polynomial curves, and they illustrate all the advantages and dis-
advantages of stroke text. The various PostScript fonts can be used for both high- and
low-resolution applications. Often, developers mitigate the problem of slow render-
ing of such stroke characters by putting considerable processing power in the printer.

Raster text(Figure 2.20) is simple and fast. Characters are de“ned as rectangles
of bits calledbit blocks. Each block de“nes a single character by the pattern of 0 and
1 bits in the block. A raster character can be placed in the frame buffer rapidly by a
bit-block-transfer (bitblt) operation, which moves the block of bits using a single
function call. We will discuss bitblt in Chapter 7.

You can increase the size of raster characters byreplicating, or duplicating,
pixels, a process that gives larger characters a blocky appearance (Figure 2.21). Other
transformations of raster characters, such as rotation, may not make sense, because

FIGURE 2.20 Raster text.
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FIGURE 2.21 Raster-character replication.

the transformation may move the bits de“ning the character to locations that do not
correspond to the location of pixels in the frame buffer.

Because stroke and bitmap characters can be created from other primitives,
OpenGL does not have a text primitive. However, the GLUT library provides a few
prede“ned bitmap and stroke character sets that are de“ned in software and are
portable.

2.4.6 Curved Objects
The primitives in our basic set have all been de“ned through vertices. With the
exception of the point type, all consist of line segments or use line segments to de“ne
the boundary of a region that can be “lled with a solid color or a pattern. We can take
two approaches to creating a richer set of objects.

First, we can use the primitives that we have to approximate curves and surfaces.
For example, if we want a circle, we can use a regular polygon ofn sides. Likewise,
we have approximated a sphere with triangles and quadrilaterals. More generally, we
approximate a curved surface by a mesh of convex polygons„a tessellation„which
can occur either at the rendering stage or within the user program.

The other approach, which we will explore in Chapter 10, is to start with the
mathematical de“nitions of curved objects and then build graphics functions to im-
plement those objects. Objects such as quadric surfaces and parametric polynomial
curves and surfaces are well understood mathematically, and we can specify them
through sets of vertices. For example, we can specify a sphere by its center and a point
on its surface, or we can specify a cubic polynomial curve using data at four points.

2.4.7 Attributes
Although we can describe a geometric object through a set of vertices, a given object
can be displayed in many different ways. Properties that describe how an object
should be rendered are calledattributes. Available attributes depend on the type of
object. For example, a line could be black or green. It could be solid or dashed. A
polygon could be “lled with a single color or with a pattern. We could display it as
“lled or only by its edges. Several of these attributes are shown in Figure 2.22 for lines
and polygons.
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FIGURE 2.22 Attributes for (a) lines and (b) polygons.

Attributes may be associated with, orbound to, geometric objects, such as the
color of a cube. Often we will “nd it better to model an object such as the cube by its
individual faces and to specify attributes for the faces. Hence, a cube would be green
because its six faces are green. Each face could then be described by two triangles so
ultimately a green cube would be rendered as 12 green triangles.

If we go one step further, we see that each of the triangles is speci“ed through
three vertices. In a pipeline architecture, each vertex is processed independently
through a vertex shader. Hence, we can associate properties with each vertex. For
example, if we assign a different color to each vertex of a polygon, the rasterizer can
interpolate these vertex colors to obtain different colors for each fragment. Thesever-
texattributesmay also be dependent on the application. For example, in a simulation
of heat distribution of some object, the application might determine a temperature
for each vertex de“ning the object. In Chapter 3, we will include vertex attribute data
in the array with our vertex locations that is sent to the GPU.

In systems that use immediate-mode graphics and a pipeline architecture, some
attributes are part of the state of the graphics systems. Hence, there would be a
current color that would be used to render all primitives until changed by some state-
changing function such as

set_current_color(color);

Likewise, there would be attribute-setting functions for a variety of attributes.5

Each geometric type has a set of attributes. For example, a point has a color
attribute and a size attribute. Line segments can have color, thickness, and pattern
(solid, dashed, or dotted). Filled primitives, such as polygons, have more attributes
because we must use multiple parameters to specify how the “ll should be done. We
can “ll with a solid color or a pattern. We can decide not to “ll the polygon and to
display only its edges. If we “ll the polygon, we might also display the edges in a color
different from that of the interior.

5. Earlier versions of OpenGL contained state-setting functions such asglColor , glLineWidth ,
andglStipple . These deprecated attributes can be implemented in your shaders.
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In systems that support stroke text as a primitive, there is a variety of attributes.
Some of these attributes are demonstrated in Figure 2.23; they include the direction
of the text string, the path followed by successive characters in the string, the height
and width of the characters, the font, and the style (bold, italic, underlined).

Although the notion of current state works well for interactive applications, it
is inconsistent with our physical intuition. A box is green or red. It either contains a
pattern on its surfaces or it doesn•t. Object-oriented graphics takes a fundamentally
different approach in which attributes are part of a geometric object. In Chapter 8,
we will discuss scene graphs, which are fundamental to systems such as Open Scene
Graph, and we will see that they provide another higher-level object-oriented ap-
proach to computer graphics.

2.5 COLOR

Color is one of the most interesting aspects of both human perception and computer
graphics. We can use the model of the human visual system from Chapter 1 to obtain
a simple but useful color model. Full exploitation of the capabilities of the human
visual system using computer graphics requires a far deeper understanding of the
human anatomy, physiology, and psychophysics. We will present a more sophisticated
development in Chapter 6.

A visible color can be characterized by a functionC(�) that occupies wavelengths
from about 350 to 780 nm, as shown in Figure 2.24. The value for a given wavelength
� in the visible spectrum gives the intensity of that wavelength in the color.

Although this characterization is accurate in terms of a physical color whose
properties we can measure, it does not take into account how weperceivecolor. As
noted in Chapter 1, the human visual system has three types of cones responsible for
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FIGURE 2.25 Color formation. (a) Additive color.
(b) Subtractive color.

color vision. Hence, our brains do not receive the entire distributionC(�) for a given
color but rather three values„thetristimulus values„that are the responses of the
three types of cones to the color. This reduction of a color to three values leads to the
basic tenet of three-color theory: If two colors produce the same tristimulus values,
then they are visually indistinguishable.

A consequence of this tenet is that, in principle, a display needs only three
primary colors to produce the three tristimulus values needed for a human observer.
We vary the intensity of each primary to produce a color, as we saw for the CRT in
Chapter 1. The CRT is one example of the use ofadditive color, where the primary
colors add together to give the perceived color. Other examples that use additive color
include projectors and slide (positive) “lm. In such systems, the primaries are usually
red, green, and blue. With additive color, primaries add light to an initially black
display, yielding the desired color.

For processes such as commercial printing and painting, asubtractive color
model is more appropriate. Here we start with a white surface, such as a sheet of
paper. Colored pigments remove color components from light that is striking the
surface. If we assume that white light hits the surface, a particular point will be red
if all components of the incoming light are absorbed by the surface except for wave-
lengths in the red part of the spectrum, which are re”ected. In subtractive systems, the
primaries are usually thecomplementary colors: cyan, magenta, and yellow (CMY;
Figure 2.25). We will not explore subtractive color here. You need to know only that
an RGB additive system has a dual with a CMY subtractive system (see Exercise 2.8).

We can view a color as a point in acolor solid, as shown in Figure 2.26 and
in Color Plate 21. We draw the solid using a coordinate system corresponding to
the three primaries. The distance along a coordinate axis represents the amount of
the corresponding primary in the color. If we normalize the maximum value of each
primary to be 1, then we can represent any color that we can produce with this set of
primaries as a point in a unit cube. The vertices of the cube correspond to black (no
primaries on); red, green, and blue (one primary fully on); the pairs of primaries,
cyan (green and blue fully on), magenta (red and blue fully on), and yellow (red
and green fully on); and white (all primaries fully on). The principal diagonal of
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FIGURE 2.26 Color solid.

the cube connects the origin (black) with white. All colors along this line have equal
tristimulus values and appear as shades of gray.

There are many matters that we are not exploring fully here and will return to
in Chapter 6. Most concern the differences among various sets of primaries or the
limitations conferred by the physical constraints of real devices. In particular, the
set of colors produced by one device„itscolor gamut„is not the same as for other
devices, nor will it match the human•s color gamut. In addition, the tristimulus values
used on one device will not produce the same visible color as the same tristimulus
values used on another device.

2.5.1 RGB Color
Now we can look at how color is handled in a graphics system from the programmer•s
perspective„that is, through the API. There are two different approaches. We will
stress theRGB-color modelbecause an understanding of it will be crucial for our
later discussion of shading. Historically, theindexed-color model(Section 2.5.2) was
easier to support in hardware because of its lower memory requirements and the
limited colors available on displays, but in modern systems RGB color has become
the norm.

In a three-primary-color, additive-color RGB system, there are conceptually sep-
arate buffers for red, green, and blue images. Each pixel has separate red, green, and
blue components that correspond to locations in memory (Figure 2.27). In a typical
system, there might be a 1280× 1024 array of pixels, and each pixel might consist
of 24 bits (3 bytes): 1 byte for each of red, green, and blue. With present commodity
graphics cards having up to 12GB of memory, there is no longer a problem of storing
and displaying the contents of the frame buffer at video rates.

As programmers, we would like to be able to specify any color that can be
stored in the frame buffer. For our 24-bit example, there are 224 possible colors,
sometimes referred to as 16M colors, where M denotes 10242. Other systems may
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have as many as 12 (or more) bits per color or as few as 4 bits per color. Because
our API should be independent of the particulars of the hardware, we would like to
specify a color independently of the number of bits in the frame buffer and to let the
drivers and hardware match our speci“cation as closely as possible to the available
display. A natural technique is to use the color cube and to specify color components
as numbers between 0.0 and 1.0, where 1.0 denotes the maximum (orsaturated
value) of the corresponding primary and 0.0 denotes a zero value of that primary.

In applications in which we want to assign a color to each vertex, we can put
colors into a separate data structure, such as

typedef vec3 color3;

color3 colors[3] = {color3(1.0, 0.0, 0.0), color3(0.0, 1.0, 0.0),
color3(0.0, 0.0. 1.0)};

which holds the colors red, green, and blue, or we could create a single array that
contains both vertex locations and vertex colors. These data can be sent to the shaders,
where colors will be applied to pixels in the frame buffer.

Later, we shall be interested in a four-color (RGBA) system. The fourth color (A,
or alpha) also is stored in the frame buffer, as are the RGB values; it can be set with
four-dimensional versions of the color functions. In Chapter 7, we will see various
uses for alpha, such as combining images. Here we need to specify the alpha value as
part of the initialization of an OpenGL program. If blending is enabled (Chapter 7),
then the alpha value will be treated by OpenGL as either anopacityor transparency
value. Transparency and opacity are complements of each other. An opaque object
passes no light through it; a transparent object passes all light. Opacity values can
range from fully transparent (A=0.0) to fully opaque (A=1.0).

One of the “rst tasks that we must do in a program is to clear an area of the
screen„a drawing window„in which to display our output. We also must clear
this window whenever we want to draw a new frame. By using the four-dimensional
(RGBA) color system, the graphics and operating systems can interact to create effects
where the drawing window interacts with other windows that may be beneath it by
manipulating the opacity assigned to the window when it is cleared. The function call
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glClearColor(1.0, 1.0, 1.0, 1.0);

speci“es an RGB-color clearing color that is white, because the “rst three components
are set to 1.0, and is opaque, because the alpha component is 1.0. We can then use
the function glClear to make the window on the screen solid and white. Note
that by default blending is not enabled. Consequently, the alpha value can be set in
glClearColor to a value other than 1.0 and the default window will still be opaque.

2.5.2 Indexed Color
Early graphics systems had frame buffers that were limited in depth. For example,
we might have had a frame buffer with a spatial resolution of 1280× 1024, but each
pixel was only 8 bits deep. We could divide each pixel•s 8 bits into smaller groups of
bits and assign red, green, and blue to each. Although this technique was adequate in
a few applications, it usually did not give us enough ”exibility with color assignment.
Indexed color provided a solution that allowed applications to display a wide range of
colors as long as the application did not need more colors than could be referenced
by a pixel. Although indexed color is no longer part of recent versions of OpenGL,
this technique can be created within an application.

We follow an analogy with an artist who paints in oils. The oil painter can
produce an almost in“nite number of colors by mixing together a limited number of
pigments from tubes. We say that the painter has a potentially large colorpalette. At
any one time, however, perhaps due to a limited number of brushes, the painter uses
only a few colors. In this fashion, she can create an image that, although it contains
a small number of colors, expresses her choices because she can select the few colors
from a large palette.

Returning to the computer model, we can argue that if we can choose for each
application a limited number of colors from a large selection (our palette), we should
be able to create good-quality images most of the time.

We can select colors by interpreting our limited-depth pixels as indices into a
table of colors rather than as color values. Suppose that our frame buffer hask bits
per pixel. Each pixel value or index is an integer between 0 and 2k Š 1. Suppose that
we can display each color component with a precision ofmbits; that is, we can choose
from 2m reds, 2m greens, and 2m blues. Hence, we can produce any of 23m colors on the
display, but the frame buffer can specify only 2k of them. We handle the speci“cation
through a user-de“nedcolor-lookup table that is of size 2k × 3m (Figure 2.28). The
user program “lls the 2k entries (rows) of the table with the desired colors, usingm
bits for each of red, green, and blue. Once the user has constructed the table, she can
specify a color by its index, which points to the appropriate entry in the color-lookup
table (Figure 2.29). Fork = m = 8, a common con“guration, she can choose 256 out
of 16 M colors. The 256 entries in the table constitute the user•s color palette.

In systems that support color-index mode, the present color is selected by a
function that selects a particular color out of the table. Setting and changing the
entries in the color-lookup table involves interacting with the window system. One
dif“culty arises if the window system and underlying hardware support only a limited
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number of colors because the window system may have only a single color table that
must be used for all its windows, or it might have to juggle multiple tables, one for
each window on the screen.

Historically, color-index mode was important because it required less memory
for the frame buffer and fewer other hardware components. However, cost is no
longer an issue, and color-index mode presents a few problems. When we work with
dynamic images that must be shaded, usually we need more colors than are provided
by color-index mode. In addition, the interaction with the window system is also
more complex than with RGB color. Consequently, for the most part, we will assume
that we are using RGB color.

The major exception is when we consider a technique called pseudocoloring,
where we start with a monochromatic image. For example, we might have scalar
values of a physical entity such as temperature that we wish to display in color. We
can create a mapping of these values to red, green, and blue that are identical to the
color-lookup tables used for indexed color.

2.5.3 Setting of Color Attributes
For our simple example program, we use RGB color. We have three attributes to set.
The “rst is the clear color, which is set to white by the following function call:
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glClearColor(1.0, 1.0, 1.0, 1.0);

Note this function uses RGBA color.
The color we use to render points is set in the shaders. We can set an RGB color

in the application such as

typedef vec3 color3;
color3 point_color = color3(1.0, 0.0, 0.0);

or as an RGBA color as

typedef vec4 color4;
color4 point_color = color4(1.0, 0.0, 0.0, 1.0);

and send this color to the vertex shader. We could also set the color totally in the
shader. We will see a few options later in this chapter. We can set the size of our
rendered points to be 2 pixels wide by using the following OpenGL function:

glPointSize(2.0);

Note that attributes, such as the point size6 and line width, are speci“ed in terms of
the pixel size. Hence, if two displays have different-sized pixels (due to their particular
screen dimensions and resolutions), then the rendered images may appear slightly
different. Certain graphics APIs, in an attempt to ensure that identical displays will be
produced on all systems with the same user program, specify all attributes in a device-
independent manner. Unfortunately, ensuring that two systems produce the same
display has proved to be a dif“cult implementation problem. OpenGL has chosen
a more practical balance between desired behavior and realistic constraints.

2.6 VIEWING

We can now put a variety of graphical information into our world, and we can
describe how we would like these objects to appear, but we do not yet have a method
for specifying exactly which of these objects should appear on the screen. Just as what
we record in a photograph depends on where we point the camera and what lens we
use, we have to make similar viewing decisions in our program.

A fundamental concept that emerges from the synthetic-camera model that we
introduced in Chapter 1 is that the speci“cation of the objects in our scene is com-
pletely independent of our speci“cation of the camera. Once we have speci“ed both
the scene and the camera, we can compose an image. The camera forms an image
by exposing the “lm, whereas the computer system forms an image by carrying out

6. Note that point size is one of the few state variables that can be set using an OpenGL function in
the latest versions.
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a sequence of operations in its pipeline. The application program needs to worry
only about the speci“cation of the parameters for the objects and the camera, just
as the casual photographer is concerned about the resulting picture, not about how
the shutter works or the details of the photochemical interaction of “lm with light.

There are default viewing conditions in computer image formation that are sim-
ilar to the settings on a basic camera with a “xed lens. However, a camera that has a
“xed lens and sits in a “xed location forces us to distort our world to take a picture.
We can create pictures of elephants only if we place the animals suf“ciently far from
the camera, or we can photograph ants only if we put the insects relatively close to the
lens. We prefer to have the ”exibility to change the lens to make it easier to form an
image of a collection of objects. The same is true when we use our graphics system.

2.6.1 The Orthographic View
The simplest and OpenGL•s default view is the orthographic projection. We discuss
this projection and others in detail in Chapter 4, but we introduce the orthographic
projection here so that you can get started writing three-dimensional programs.
Mathematically, the orthographic projection is what we would get if the camera in
our synthetic-camera model had an in“nitely long telephoto lens and we could then
place the camera in“nitely far from our objects. We can approximate this effect, as
shown in Figure 2.30, by leaving the image plane “xed and moving the camera far
from this plane. In the limit, all the projectors become parallel, and the center of
projection is replaced by adirection of projection.

Rather than worrying about cameras an in“nite distance away, suppose that we
start with projectors that are parallel to the positivez-axis and the projection plane at
z = 0, as shown in Figure 2.31. Note that not only are the projectors perpendicular or
orthogonal to the projection plane, but also we can slide the projection plane along
thez-axis without changing where the projectors intersect this plane.

For orthographic viewing, we can think of there being a special orthographic
camera that resides in the projection plane, something that is not possible for other
views. Perhaps more accurately stated, there is a reference point in the projection
plane from which we can make measurements of a view volume and a direction of
projection. In OpenGL, the reference point starts off at the origin and the camera
points in the negativez-direction, as shown in Figure 2.32. The orthographic pro-
jection takes a point(x, y, z) and projects it into the point(x, y, 0), as shown in
Figure 2.33. Note that if we are working in two dimensions with all vertices in the
planez = 0, a point and its projection are the same; however, we can employ the
machinery of a three-dimensional graphics system to produce our image.

In OpenGL, an orthographic projection with a right-parallelepiped viewing vol-
ume is the default. The volume is the cube de“ned by the planes

x = ± 1,

y = ± 1,

z = ± 1.
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FIGURE 2.30 Creating an orthographic view by moving the camera
away from the projection plane.

The orthographic projection •seesŽ only those objects in the volume speci“ed by
this viewing volume. Unlike a real camera, the orthographic projection can include
objects behind the camera. Thus, because the planez = 0 is located betweenŠ1 and
1, the two-dimensional plane intersects the viewing volume.

In Chapters 3 and 4, we will learn to use transformations to create other views.
For now, we will scale and position our objects so those that we wish to view are inside
the default volume.
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FIGURE 2.31 Orthographic projectors with projection plane z = 0.
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FIGURE 2.35 Two-dimensional viewing. (a) Objects before clipping.
(b) Image after clipping.

2.6.2 Two-Dimensional Viewing
Remember that, in our view, two-dimensional graphics is a special case of
three-dimensional graphics. Our viewing area is in the planez = 0 within a three-
dimensionalviewing volume, as shown in Figure 2.34.

We could also consider two-dimensional viewing directly by taking a rectangular
area of our two-dimensional world and transferring its contents to the display, as
shown in Figure 2.35. The area of the world that we image is known as theviewing
rectangle, or clipping rectangle. Objects inside the rectangle are in the image; objects
outside areclipped out and are not displayed. Objects that straddle the edges of the
rectangle are partially visible in the image. The size of the window on the display
and where this window is placed on the display are independent decisions that we
examine in Section 2.7.
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2.7 CONTROL FUNCTIONS

We are almost done with our “rst program, but we must discuss the minimal inter-
actions with the window and operating systems. If we look at the details for a speci“c
environment, such as the X Window System on a Linux platform or Microsoft Win-
dows on a PC, we see that the programmer•s interface between the graphics system
and the operating and window systems can be complex. Exploitation of the pos-
sibilities open to the application programmer requires knowledge speci“c to these
systems. In addition, the details can be different for two different environments, and
discussing these differences will do little to enhance our understanding of computer
graphics.

Rather than deal with these issues in detail, we look at a minimal set of operations
that must take place from the perspective of the graphics application program. Earlier
we discussed the OpenGL Utility Toolkit (GLUT); it is a library of functions that
provides a simple interface between the systems. Details speci“c to the underlying
windowing or operating system are inside the implementation, rather than being
part of its API. Operationally, we add another library to our standard library search
path. GLUT will help us to understand the interactions that characterize modern
interactive graphics systems, including a wide range of APIs, operating systems, and
window systems. The application programs that we produce using GLUT should run
under multiple window systems.

2.7.1 Interaction with the Window System
The termwindowis used in a number of different ways in the graphics and worksta-
tion literature. We usewindow, or screen window, to denote a rectangular area of
our display. We are concerned only with raster displays. A window has a height and
width, and because the window displays the contents of the frame buffer, positions
in the window are measured inwindow or screen coordinates,7 where the units are
pixels.

In a modern environment, we can display many windows on the monitor. Each
can have a different purpose, ranging from editing a “le to monitoring our system.
We use the termwindow systemto refer to the multiwindow environment provided by
systems such as the X Window System and Microsoft Windows. The window in which
the graphics output appears is one of the windows managed by the window system.
Hence, to the window system, the graphics window is a particular type of window„
one in which graphics can be displayed or rendered. References to positions in this
window are relative to one corner of the window. We have to be careful about which
corner is the origin. In science and engineering, the lower-left corner is the origin
and has window coordinates (0, 0). However, virtually all raster systems display

7. In OpenGL, window coordinates are three-dimensional, whereas screen coordinates are two-
dimensional. Both systems use units measured in pixels forx andy, but window coordinates retain
depth information.
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their screens in the same way as commercial television systems do„from top to
bottom, left to right. From this perspective, the top-left corner should be the origin.
Our OpenGL functions assume that the origin is bottom left, whereas information
returned from the windowing system, such as the mouse position, often has the
origin at the top left and thus requires us to convert the position from one coordinate
system to the other.

Although our display may have a resolution of, say, 1280× 1024 pixels, the
window that we use can have any size. Thus, the frame buffer should have a resolution
at least equal to the display size. Conceptually, if we use a window of 300× 400 pixels,
we can think of it as corresponding to a 300× 400 frame buffer, even though it uses
only a part of the real frame buffer.

Before we can open a window, there must be interaction between the windowing
system and OpenGL. In GLUT, this interaction is initiated by the following function
call:

glutInit(int *argc, char **argv);

The two arguments allow the user to pass command-line arguments, as in the stan-
dard Cmain function, and are usually the same as inmain. We can now open an
OpenGL window using the GLUT function

glutCreateWindow(char *title);

where the title at the top of the window is given by the stringtitle .
The window that we create has a default size, a position on the screen, and

characteristics such as the use of RGB color. We can also use GLUT functions before
window creation to specify these parameters. For example, the code

glutInitDisplayMode(GLUT_RGB | GLUT_DEPTH | GLUT_DOUBLE);
glutInitWindowSize(640, 480);
glutInitWindowPosition(0, 0);

speci“es a 640 width× 480 height window in the top-left corner of the display. We
specify RGB rather than indexed (GLUT_INDEX) color, a depth buffer for hidden-
surface removal, and double rather than single (GLUT_SINGLE) buffering. The de-
faults, which are all we need for now, are RGB color, no hidden-surface removal, and
single buffering. Thus, we do not need to request these options explicitly, but speci-
fying them makes the code clearer. Note that parameters are logicallyor •ed together
in the argument toglutInitDisplayMode .

2.7.2 Aspect Ratio and Viewports
The aspect ratioof a rectangle is the ratio of the rectangle•s width to its height.
The independence of the object, viewing, and workstation window speci“cations can
cause undesirable side effects if the aspect ratio of the viewing rectangle, speci“ed
by camera parameters, is not the same as the aspect ratio of the window speci“ed
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FIGURE 2.36 Aspect-ratio mismatch. (a) Viewing rectangle. (b) Display
window.

by glutInitWindowSize . If they differ, as depicted in Figure 2.36, objects are
distorted on the screen. This distortion is a consequence of our default mode of
operation, in which the entire clipping rectangle is mapped to the display window.
The only way that we can map the entire contents of the clipping rectangle to the
entire display window is to distort the contents of the former to “t inside the latter. We
can avoid this distortion if we ensure that the clipping rectangle and display window
have the same aspect ratio.

Another, more ”exible, method is to use the concept of a viewport. Aviewport
is a rectangular area of the display window. By default, it is the entire window, but it
can be set to any smaller size in pixels via the function

void glViewport(GLint x, GLint y, GLsizei w, GLsizei h);

where(x,y) is the lower-left corner of the viewport (measured relative to the lower-
left corner of the window) andw and h give the width and height, respectively.
The types are all integers that allow us to specify positions and distances in pixels.
Primitives are displayed in the viewport, as shown in Figure 2.37. For a given window,
we can adjust the height and width of the viewport to match the aspect ratio of the
clipping rectangle, thus preventing any object distortion in the image.

The viewport is part of the state. If we change the viewport between rendering
objects or rerender the same objects with the viewport changed, we achieve the effect
of multiple viewports with different images in different parts of the window. We will
see further uses of the viewport in Chapter 3, where we consider interactive changes
in the size and shape of the window.

2.7.3 The main, display , and init Functions
In principle, we should be able to combine the simple initialization code with our
code from Section 2.1 to form a complete OpenGL program that generates the Sier-
pinski gasket. Unfortunately, life in a modern system is not that simple. There are
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FIGURE 2.37 A mapping to the viewport.

two problems: One is generic to all graphics systems; the second has more to do with
problems of interacting with the underlying windowing system.

Our basic mechanism for display will be to form a data structure that contains
all the geometry and attributes we need to specify a primitive and how we would like
it displayed. We then send this structure to the shaders that will process our data and
display the results. Once the application has sent the data to the shaders, it is free
to do other tasks. In an interactive application, we would continue to generate more
primitives.

However, for an application such as our sample program, we draw a few primi-
tives and are “nished. As the application ends, the application window will disappear
from the display before we have had a chance to see our output. A simple solution for
this problem might be to insert a delay, for example, via a standard function such as
sleep(enough_time) to give us enough time to view our output. For any but the
most trivial applications, however, we need a more sophisticated mechanism.

The mechanism employed by most graphics and window systems is to useevent
processing, which gives us interactive control in our programs.Eventsare changes
that are detected by the operating system and include such actions as a user pressing
a key on the keyboard, the user clicking a mouse button or moving the mouse, or the
user iconifying a window on the display. Events are varied, and usually only a subset
of them is important to graphics applications. An event may generate data that are
stored with the occurrence of the event. For example, if a key is pressed, the code for
the key will be stored.

When events occur they are placed in queue, theevent queue, that can be ex-
amined by an application program or by the operating system. A given event can be
ignored or cause an action to take place. For example, an application that does not use
the keyboard will ignore all pressing and releasing of keys, whereas an application that
uses the keyboard might use keyboard events to control the ”ow of the application.

With GLUT, we can execute the function

glutMainLoop( );
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to begin an event-processing loop. If there are no events to process, the program will
sit in a wait state, with our graphics on the screen, until we terminate the program
through some external means„say, by hitting a special key or a combination of keys,
such as Control-C„that terminates the execution of the program.

If there are events in the queue, our program responds to them through func-
tions calledcallbacks. A callback function is associated with a speci“c type of event.
Hence, a typical interactive application would use a mouse callback and perhaps a
keyboard callback. For our simple example, we need only a single callback called the
display callback. A display callback is generated when the application program or the
operating system determines that the graphics in a window need to be redrawn. One
of these times is when during initialization, the application creates a window on the
display. Hence, virtually every program must have a display callback function that is
executed when the callback occurs.

The display callback function is named through the GLUT function

void glutDisplayFunc(void (*func)(void));

andregisteredwith the window system. Here the function namedfunc will be called
whenever the windowing system determines that the OpenGL window needs to be
redisplayed. Because one of these times is when the window is “rst opened, if we
put all our graphics into this function (for our noninteractive example),func will
be executed once and our gasket will be drawn. Although it may appear that our
use of the display function is merely a convenience for organizing our program, the
display function is required by GLUT. A display callback is also invoked, for example,
when the window is moved from one location on the screen to another and when
a window in front of the OpenGL window is destroyed, making visible the whole
OpenGL window.

Following is amain function that works for most noninteractive applications:

#include <glew.h>
#include <GL/glut.h>

int main(int argc, char **argv)
{

glutInit(&argc, argv);
glutInitDisplayMode (GLUT_SINGLE | GLUT_RGB);
glutInitWindowSize(500, 500);
glutInitWindowPosition(0, 0);
glutCreateWindow("simple OpenGL example");
glewInit();
glutDisplayFunc(display);
init();
glutMainLoop();

}
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We use an initialization functioninit() to set the OpenGL state variables dealing
with viewing and attributes„parameters that we prefer to set once, independently
of the display function. The standardinclude (.h ) “le for GLUT is loaded before
the beginning of the function de“nitions. In most implementations, the compiler
directive

#include <GL/glut.h>

will add in the header “les for the GLUT library and the OpenGL library (gl.h ).
The macro de“nitions for our standard values, such asGL_LINESandGL_RGB, are
in these “les. If we are using the GLEW library, we usually need only add the include
“le and executeglewInit .

2.7.4 Program Structure
Every program we write will have a similar structure to our gasket program. We will
always use the GLUT toolkit. Themain function will then consist of calls to GLUT
functions to set up our window(s) and to make sure that the local environment sup-
ports the required display properties. Themain will also name the required callbacks
and callback functions. Every program must have adisplay callback, and most will
have other callbacks to set up interaction. Theinit function will set up user options,
usually through OpenGL functions in the GL library. Although these options could
be set inmain, it is clearer to keep GLUT functions separate from OpenGL functions.
In the majority of programs, the graphics output will be generated in thedisplay
callback.

Every application, no matter how simple, must provide both a vertex shader
and a fragment shader. Setting up the shaders requires a number of steps, including
reading the shader code from “les, compiling the code, and linking the shaders with
the application. These steps are almost identical for most applications. Hence, we will
put this code into a functioninitShaders . These operations require a handful of
OpenGL functions that have little to do with graphics. Consequently, we place the
details of these functions in Appendix A.

2.8 THE GASKET PROGRAM

We can now complete our gasket program. We have already created the points and
put them in an array. Now we have to get these data to our GPU and render them.
We start by creating avertex-array objectthat will allow us to bundle data associated
with a vertex array. Use of multiple vertex-array objects will make it easy to switch
among different vertex arrays. We useglGenVertexArray to “nd an unused name
for the buffer. The “rst time the functionglBindVertexArray is executed for a
given name, the object is created. Subsequent calls to this function make the named
object active. For this example, we need only a single vertex array buffer that we set
up as follows:
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GLuint abuffer;

glGenVertexArrays(1, &abuffer);
glBindVertexArray(abuffer);

Next, we create abuffer objecton the GPU and place our data in that object. We need
three functions that we can call after we have generated our points:

GLuint buffer;

glGenBuffers(1, &buffer);
glBindBuffer(GL_ARRAY_BUFFER, buffer);
glBufferData(GL_ARRAY_BUFFER, sizeof(points),

points, GL_STATIC_DRAW);

First, we useglGenBuffers to give us an unused identi“er for our buffer object
that is put into the variablebuffer . The functionglBindBuffer creates the buffer
with the identi“er fromglGenBuffers . The typeGL_ARRAY_BUFFERindicates that
the data in the buffer will be vertex attribute data rather than some one of the other
storage types that we will encounter later. Finally, withglBufferData , we allocate
suf“cient memory on the GPU for our data and provide a pointer to the array holding
the data. Once data is in GPU memory, we might, as in this example, simply display
it once. But in more realistic applications we might alter the data, redisplay it many
times, and even read data back from the GPU to the CPU. Modern GPUs can alter
how they store data to increase ef“ciency depending on the type of application. The
“nal parameter inglBufferData gives a hint of how the application plans to use
the data. In our case, we are sending it once and displaying it so the choice ofGL_
STATIC_DRAWis appropriate. The code to compute the points and create the buffer
object can be part of initialization.

2.8.1 Rendering the Points
When we want to display our points, we can use the function

glDrawArrays(GL_POINTS, 0, N);

which causesNdata to be rendered starting with the “rst point. The value of the “rst
parameter,GL_POINTS, tells the GPU we want the data to be used to display distinct
points rather than other primitives such as lines or polygons that could be described
by the same data. Thus, a simple display callback is

void mydisplay(void)
{

glClear(GL_COLOR_BUFFER_BIT);
glDrawArrays(GL_POINTS, 0, N);
glFlush();

}
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We clear the frame buffer and then render the point data that is on the GPU. The
glFlush ensures that all the data are rendered as soon as possible. If you leave it out,
the program should work correctly, but you notice a delay in a busy or networked
environment.

But this is just the beginning of the story. The rendering process must be carried
out by the pipeline of the vertex shader, the rasterizer, and the fragment shader in
order to get the proper pixels displayed in the frame buffer. Because our example uses
only points, we need only develop very simple shaders and put together the whole
application. Even though our shaders will be almost trivial, we must provide both
a vertex shader and fragment shader to have a complete application. There are no
default shaders.

2.8.2 The Vertex Shader
The only information that we put in our buffer object is the location of each point.
When we executeglDrawArrays , each of theNumPoints vertices generates an
execution of a vertex shader that we must provide. If we leave the color determination
to the fragment shader, all the vertex shader must do is pass the vertex•s location to
the rasterizer. Although we will see many more tasks that can be done in a vertex
shader, the absolute minimum it must do is send a vertex location to the rasterizer.

We write our shader using the OpenGL Shading Language (GLSL), which is a
C-like language with which we can write both vertex and fragment shaders. We will
discuss GLSL in more detail later when we want to write more sophisticated shaders,
but here is the code for a simplepass-throughvertex shader:

in vec4 vPosition;

void main()
{

gl_Position = vPosition;
}

Each shader is a complete program withmain as its entry point. GLSL expands
the C data types to include matrix and vector types. The typevec4 is equivalent to a
C++ class for a four-element array offloat s. We have provided similar types for the
application side invec.h and will introduce more in Chapter 3. The input vertex•s
location is given by the four-dimensional vectorvPosition whose speci“cation
includes the keywordin to signify that its value is input to the shader when the shader
is initiated. There is one special state variable in our shader:gl_Position , which is
the position that will be passed to the rasterizer and must be output by every vertex
shader. Becausegl_Position is known to OpenGL, we need not declare it in the
shader.

In general, a vertex shader will transform the representation of a vertex location
from whatever coordinate system in which it is speci“ed to a representation in clip
coordinates for the rasterizer. However, because we speci“ed the values in our appli-
cation in clip coordinates, our shader does not have to make any changes to the values
input to the shader and merely passes them through viagl_Position .
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We still have to establish a connection between the arraypoints in the applica-
tion and the input arrayvPosition in the shader. We will do this after we compile
and link our shaders. First, we look at the fragment shader.

2.8.3 The Fragment Shader
Each invocation of the vertex shader outputs a vertex that then goes through primitive
assembly and clipping before reaching the rasterizer. The rasterizer outputs fragments
for each primitive inside the clipping volume. Each fragment invokes an execution of
the fragment shader. At a minimum, each execution of the fragment shader must
output a color for the fragment unless the fragment is to be discarded. Here is a
minimum GLSL fragment shader:

void main()
{

gl_FragColor = vec4(1.0, 0.0, 0.0, 1.0);
}

All this shader does is assign a four-dimensional RGBA color to each fragment
through the built-in variablegl_FragColor . The A component of the color is its
opacity. We want our points to be opaque and not translucent, so we use A = 1.0.
Setting R to 1.0 and the other two components to 0.0 colors each fragment red.

2.8.4 Combining the Parts
We now have the pieces but need to put them together. In particular, we have to
compile the shaders, connect variables in the application with their counterparts in
the shaders, and link everything together. We start with the bare minimum. Shaders
must be compiled and linked. Most of the time we will do these operations as part of
initialization so we can put the necessary code in a functioninitShader that will
remain almost unchanged from application to application.

2.8.5 The initShader Function
A typical application contains three distinct parts: the application program, which
comprises amain function and other functions such asinit , a vertex shader, and a
fragment shader. The “rst part is a set of C (or C++) functions, whereas the shaders
are written in GLSL. To obtain a module that we can execute, we have to connect
these entities, a process that involves reading source code from “les, compiling the
individual parts, and linking everything together. We can control this process through
our application using a set of OpenGL functions that we will discuss in detail in
Chapter 3. Here it will be suf“cient to describe the steps brie”y.

Our “rst step is to create a container called aprogram objectto hold our shaders
and two shader objects, one for each type of shader. The program object has an
integer identi“er we can use to refer to it in the application. After we create these
objects, we can attach the shaders to the program object. Generally, the shader source
code will be in standard text “les. We read them into strings that can be attached
to the program and compiled. If the compilation is successful, the application and
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shaders can be linked together. Assuming we have the vertex shader source in a “le
vshader.glsl and the fragment shader in a “lefshader.glsl , we can execute
the above steps by a function call of the form

GLuint program;

program = InitShader("vsource.glsl", "fsource.glsl");

in themain function of the application.
When we link the program object and the shaders, the names of shader variables

are bound to indices in tables that are created in the linking process. The function
glGetAttribLocation returns the index of an attribute variable, such as the vertex
location attributevPosition in our vertex shader. From the perspective of the
application program, the client, we have to do two things. We have to enable the
vertex attributes that are in the shaders (glEnableVertexAttribArray ), and we
must describe the form of the data in the vertex array (glVertexAttribPointer ),
as in the code

GLuint loc;

loc = glGetAttribLocation(program, "vPosition");
glEnableVertexAttribArray(loc);
glVertexAttribPointer(loc, 2, GL_FLOAT, GL_FALSE, 0,

BUFFER_OFFSET(0));

In glVertexAttribPointer , the second and third parameters specify that the
arraypoints is a two-dimensional array offloat s. The fourth parameter says that
we do not want the data normalized to be the range (0.0, 1.0), whereas the “fth states
that the values in the array are contiguous. We will deal with noncontiguous data in
later examples. The last parameter is the address in the buffer where the data begin.
In this example, we have only a single data arraypoints so the zero value works. A
more robust strategy is to specify a buffer offset and use it as follows:

#define BUFFER_OFFSET(bytes) ((GLvoid*) (bytes))

glVertexAttribPointer(loc, 2, GL_FLOAT, GL_FALSE, 0,
BUFFER_OFFSET(0));

Note that the data inpoints in the application consists of onlyx and y values,
whereas the arrayvPosition in the vertex shader is four dimensional. This dif-
ference does not create a problem, because we have described the data correctly in
our function parameters. The underlying reason for the differences is a fundamental
aspect of how our graphics systems work. We want our application programs to be as
close to the problem as possible. Some of our applications will be two dimensional;
most will be three dimensional, and some may even be four dimensional.
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FIGURE 2.38 Bisecting the
sides of a triangle.

A complete listing of this program, theinitShader function and a function
for reading shader source code, as well as other example programs that we generate
in subsequent chapters, are given in Appendix A.

2.9 POLYGONS AND RECURSION

The output from our gasket program (Figure 2.2) shows considerable structure. If
we were to run the program with more iterations, then much of the randomness in
the image would disappear. Examining this structure, we see that regardless of how
many points we generate, there are no points in the middle. If we draw line segments
connecting the midpoints of the sides of the original triangle, dividing the original
triangle into four triangles, the middle one contains no points (Figure 2.38).

Looking at the other three triangles, we see that we can apply the same obser-
vation to each of them; that is, we can subdivide each of these triangles into four
triangles by connecting the midpoints of the sides, and each middle triangle will con-
tain no points.

This structure suggests a second method for generating the Sierpinski gasket„
one that uses polygons instead of points and does not require the use of a random-
number generator. One advantage of using polygons is that we can “ll solid areas on
our display. Our strategy is to start with a single triangle, subdivide it into four smaller
triangles by bisecting the sides, and then to remove the middle triangle from further
consideration. We repeat this procedure on the remaining triangles until the size of
the triangles that we are removing is small enough„about the size of one pixel„that
we can draw the remaining triangles.

We can implement the process that we just described through a recursive pro-
gram. We start its development with a simple function that adds the locations of the
three vertices that specify a triangle to an arraypoints :

#include "vec.h"
typedef vec2 point2;

void triangle(point2 a, point2 b, point2 c)

/* specify one triangle */

{
static in t i = 0;

points[i] = a;
i++;
points[i] = b;
i++;
points[i] = c;
i++;

}
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Hence, each time thattriangle is called it adds three two-dimensional vertices to
the data array.

Suppose that the vertices of our original triangle are given by the following array:

point2 v[3];

Then the midpoints of the sides are given by the arraymid[3] , which can be com-
puted using the following code:

point2 mid[3];

mid[0] = (v[0] + v[1])/2.0;
mid[1] = (v[0] + v[2])/2.0;
mid[2] = (v[1] + v[2])/2.0;

With these six locations, we can usetriangle to place the data for the three triangles
formed by(v[0], mid[0], mid[1]) , (v[2], mid[1], mid[2]) , and (v[1],
mid[2], mid[0]) in points . However, we do not simply want to draw these trian-
gles; we want to subdivide them. Hence, we make the process recursive. We specify a
recursive function

divide_triangle(point2 a, point2 b, point2 c, int k);

that will draw the triangles only ifk is zero. Otherwise, it will subdivide the triangle
speci“ed bya, b, andc and decreasek. Here is the code:

void divide_triangle(point2 a, point2 b, point2 c, int k)
{

if(k > 0)
{

// compute midpoints of sides

point2 ab = (a + b)/2.0;
point2 ac = (a + c)/2.0;
point2 bc = (b + c)/2.0;

// subdivide all but inner triangle

divide_triangle(a, ab, ac, k-1);
divide_triangle(c, ac, bc, k-1);
divide_triangle(b, bc, ab, k-1);

}
else triangle(a,b,c); /* draw triangle at end of recursion */

}
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FIGURE 2.39 Triangles after five subdivisions.

The display function is now almost trivial. It uses a global8 value ofn determined
by the main program to “x the number of subdivision steps we would like, and it calls
divide_triangle once with the single function call

divide_triangle(v[0], v[1], v[2], Ndivisions);

whereNdivisions is the number of times we want to subdivide the original trian-
gle. If we do not account for vertices shared by two vertices and treat each triangle
independently, then each subdivision triples the number of vertices, giving us

Nvertices= 3Ndivisions+ 1.

We set up the buffer object exactly as we did previously, and we can then render all
the triangles by

void display( void )
{

glClear(GL_COLOR_BUFFER_BIT);
glDrawArrays(GL_TRIANGLES, 0, Nvertices);
glFlush();

}

The rest of the program is almost identical to our previous gasket program. Output
for “ve subdivision steps is shown in Figure 2.39. The complete program is given in
Appendix A.

8. Note that often we have no convenient way to pass variables to GLUT callbacks other than through
global parameters. Although we prefer not to pass values in such a manner, because the form of these
functions is “xed, we have no good alternative.
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FIGURE 2.40 Tetrahedron.

2.10 THE THREE-DIMENSIONAL GASKET

We have argued that two-dimensional graphics is a special case of three-dimensional
graphics, but we have not yet seen a complete three-dimensional program. Next,
we convert our two-dimensional Sierpinski gasket program to a program that will
generate a three-dimensional gasket; that is, one that is not restricted to a plane.
We can follow either of the two approaches that we used for the two-dimensional
gasket. Both extensions start in a similar manner, replacing the initial triangle with a
tetrahedron (Figure 2.40).

2.10.1 Use of Three-Dimensional Points
Because every tetrahedron is convex, the midpoint of a line segment between a vertex
and any point inside a tetrahedron is also inside the tetrahedron. Hence, we can
follow the same procedure as before, but this time, instead of the three vertices
required to specify a triangle, we need four initial vertices to specify the tetrahedron.
Note that as long as no three vertices are collinear, we can choose the four vertices of
the tetrahedron at random without affecting the character of the result.

The required changes are primarily in the functiondisplay . We declare and
initialize an array to hold the vertices as follows:

// vertices of an arbitrary tetrahedron

point3 vertices[4 ] = { point3(-1.0, -1.0, -1.0),
point3( 1.0, -1.0, -1.0),
point3( 0.0, 1.0, -1.0),
point3( 0.0, 0.0, 1.0) };

// arbitrary initial location inside tetrahedron

point 3 p = point3(0.0, 0.0, 0.0);

We now use the array

point3 points[NumPoints];

to store the vertex data. We compute a new location as before but add a midpoint
computation for thez component:

// computes and plots a single new location

point3 p;
int rand();
int j = rand() % 4; // pick a vertex at random

// compute point halfway between a vertex and the old location

p = (p + vertices[j])/2.0;
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We create vertex-array and buffer objects exactly as with the two-dimensional version
and can use the same display function.

One problem with the three-dimensional gasket that we did not have with the
two-dimensional gasket occurs because points are not restricted to a single plane;
thus, it may be dif“cult to envision the three-dimensional structure from the two-
dimensional image displayed, especially if we render each point in the same color.

To get around this problem, we can add a more sophisticated color-setting
process to our shaders, one that makes the color of each point depend on that point•s
location. We can map the color cube to the default view volume by noting that both
are cubes but that whereasx, y, andz range fromŠ1 to 1, each color component
must be between 0 and 1. If we use the mapping

r =
1+ x

2
,

g =
1+ y

2
,

b =
1+ z

2
,

every point in the viewing volume maps to a distinct color. In the vertex shader, we
can set the color using the components ofvPosition , so our shader becomes

in vec4 vPosition;
out vec4 color;

void main()
{

color = vec4((1.0 + vPosition.xyz)/2.0, 1.0);
gl_Position = vPosition;

}

This color is output to the rasterizer so the fragment shader can use it as input to set
the color of a fragment, so the fragment shader becomes

in vec4 color;
void main()
{

gl_FragColor = color;
}

Figure 2.41 shows that if we generate enough points, the resulting “gure will look like
the initial tetrahedron with increasingly smaller tetrahedrons removed.

2.10.2 Use of Polygons in Three Dimensions
There is a more interesting approach to the three-dimensional Sierpinski gasket that
uses both polygons and subdivision of a tetrahedron into smaller tetrahedrons. Sup-
pose that we start with a tetrahedron and “nd the midpoints of its six edges and
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FIGURE 2.41 Three-dimensional Sierpinski
gasket.

FIGURE 2.42 Subdivided
tetrahedron.

connect these midpoints as shown in Figure 2.42. There are now four smaller tetra-
hedrons, one for each of the original vertices, and another area in the middle that we
will discard.

Following our second approach to a single triangle, we will use recursive sub-
division to subdivide the four tetrahedrons that we keep. Because the faces of a
tetrahedron are the four triangles determined by its four vertices, at the end of the
subdivisions, we can render each of the “nal tetrahedrons by drawing four triangles.

Most of our code is almost the same as in two dimensions. Our triangle routine
now uses points in three dimensions rather than in two dimensions:

#include "vec.h"
typedef vec3 point3;

void triangle(point3 a, point3 b, point3 c)

/* specify one triangle */

{
static in t i = 0;

points[i] = a;
i++;
points[i] = b;
i++;
points[i]= c;
i++;

}
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We draw each tetrahedron, coloring each face with a different color by using the
following function:

void tetra(point3 a, point3 b, point3 c, point3 d)
{

triangle(a, b, c);
triangle(a, c, d);
triangle(a, d, b);
triangle(b, d, c);

}

We subdivide a tetrahedron in a manner similar to subdividing a triangle.
Our code fordivide_triangle does the same:

void divide_tetra(point3 a, point3 b, point3 c, point3 d, int m)
{

if(m > 0)
{

point3 mid[6];

// compute six midpoints

mid[0] = (a + b)/2.0;
mid[1] = (a + c)/2.0;
mid[2] = (a + d)/2.0;
mid[3] = (b + c)/2.0;
mid[4] = (c + d)/2.0;
mid[5] = (b + d)/2.0;

// create 4 tetrahedrons by subdivision

divide_tetra(a, mid[0], mid[1], mid[2], m-1);
divide_tetra(mid[0], b, mid[3], mid[5], m-1);
divide_tetra(mid[1], mid[3], c, mid[4], m-1);
divide_tetra(mid[2], mid[5], mid[5], d, m-1);

}
else tetra(a,b,c,d); /* draw tetrahedron at end of recursion */

}

We can now start with four vertices and don subdivisions as follows:

divide_tetra(v[0], v[1], v[2], v[3], n);

There are two more problems that we must address before we have a useful three-
dimensional program. The “rst is how to deal with color. If we use just a single color
as in our “rst example, we won•t be able to see any of the three-dimensional structure.
Alternately, we could use the approach of our last example of letting the color of
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each fragment be determined by where the point is located in three dimensions. But
we would prefer to use a small number of colors and color the face of each triangle
with one of these colors. We can set this scheme by choosing some base colors in the
application, such as

typedef vec3 color3;
color3 base_colors[4] = {color3(1.0, 0.0, 0.0), color3(0.0, 1.0, 0.0),

color3(0.0, 0.0, 1.0), color3(0.0, 0.0, 0.0)};

and then assigning colors to each point as it is generated. We set a color index as we
generate the triangles

int colorindex;
void tetra(point3 a, point3 b, point3 c, point3 d)
{

colorindex = 0;
triangle(a,b,c);
colorindex = 1;
triangle(a,c,d);
colorindex = 2;
triangle(a,d,b);
colorindex = 3;
triangle(b,d,c);

}

and then form a color array with a color for each point:

color3 colors[NumVertices];
int i = 0; // number of vertices

void triangle(point3 a, point3 b, point3 c)

/* specify one triangle */

{
colors[i] = base_colors[colorindex];
points[i] = a;
i++;
colors[i] = base_colors[colorindex];
points[i] = b;
i++;
colors[i] = base_colors[colorindex];
points[i] = c;
i++;

}

We send these colors to the GPU along with their associated vertices in a buffer
object. Inside of the buffer object, we•ll place the vertex data at the start of the buffer•s
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memory and then follow it with the color data. To do this, however, we•ll need to
“rst allocate a buffer large enough to contain all of the data, and then load data into
the buffer in two operations using the OpenGL functionglBufferSubData . The
function glBufferSubData allows us to update parts of an existing buffer object
with new data. The “rst parameter speci“es which array in the buffer we want to
update. The second parameter speci“es which byte in the buffer to start writing
data at, and the third parameter speci“es how many bytes to read from the memory
pointer, which is passed in using the fourth parameter. Consider the code:

GLuint buffer;

glGenBuffers(1, &buffer);
glBindBuffer(GL_ARRAY_BUFFER, buffer);

// Allocate a buffer of uninitialized data of the correct size
glBufferData(GL_ARRAY_BUFFER, sizeof(points) + sizeof(colors),

NULL, GL_STATIC_DRAW);

// Load the separate arrays of data

glBufferSubData(GL_ARRAY_BUFFER, 0, sizeof(points), points );
glBufferSubData(GL_ARRAY_BUFFER, sizeof(points),

sizeof(colors), colors );

In the above example, the “rst call updates the bytes in the range
[0, sizeof(points) -1]. Since we need to write the data for the colors immedi-
ately after in the buffer, we start at the byte immediately following the vertex data,
which is just the length (in bytes) of thepoints array, which issizeof(points) .
We use that size as the starting offset in the secondglBufferSubData call.

If in the shader the color is namedvColor , the second vertex array can be set up
in the shader initialization:

loc2 = glGetAttribLocation(program, "vColor");
glEnableVertexAttribArray(loc2);
glVertexAttribPointer(loc2, 3, GL_FLOAT, GL_FALSE, 0,

BUFFER_OFFSET(sizeof(points)));

In the vertex shader, we usevColor to set a color to be sent to the fragment
shader.

2.10.3 Hidden-Surface Removal
If you execute the code in the previous section, you might be confused by the results.
The program draws triangles in the order that they are speci“ed in the program.
This order is determined by the recursion in our program and not by the geometric
relationships among the triangles. Each triangle is drawn (“lled) in a solid color and
is drawn over those triangles that have already been rendered to the display.
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FIGURE 2.43 The hidden-
surface problem.

Contrast this order to the way that we would see the triangles if we were to
construct the three-dimensional Sierpinski gasket out of small solid tetrahedra. We
would see only those faces of tetrahedra that were in front of all other faces as seen
by a viewer. Figure 2.43 shows a simpli“ed version of thishidden-surfaceproblem.
From the viewer•s position, quadrilateral A is seen clearly, but triangle B is blocked
from view, and triangle C is only partially visible. Without going into the details
of any speci“c algorithm, you should be able to convince yourself that given the
position of the viewer and the triangles, we should be able to draw the triangles such
that the correct image is obtained. Algorithms for ordering objects so that they are
drawn correctly are calledvisible-surface algorithmsor hidden-surface…removal
algorithms, depending on how we look at the problem. We discuss such algorithms
in detail in Chapters 3 and 6.

For now, we can simply use a particular hidden-surface…removal algorithm,
called thez-buffer algorithm, that is supported by OpenGL. This algorithm can be
turned on (enabled) and off (disabled) easily. In our main program, we must request
the auxiliary storage, az (or depth) buffer, by modifying the initialization of the
display mode to the following:

glutInitDisplayMode(GLUT_SINGLE | GLUT_RGB | GLUT_DEPTH);

Note that thez-buffer is one of the buffers that make up the frame buffer. We enable
the algorithm by the function call

glEnable(GL_DEPTH_TEST);

either inmain or in an initialization function such asinit . Because the algorithm
stores information in the depth buffer, we must clear this buffer whenever we wish to
redraw the display; thus, we modify the clear procedure in the display function:

glClear(GL_COLOR_BUFFER_BIT | GL_DEPTH_BUFFER_BIT);

The display callback is as follows:

void display()
{

glClear(GL_COLOR_BUFFER_BIT | GL_DEPTH_BUFFER_BIT);
glDrawArrays(GL_TRIANGLES, 0, NumVertices);
glFlush();

}

The results are shown in Figure 2.44 for a recursion of four steps. The complete
program is given in Appendix A.
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FIGURE 2.44 Three-dimensional gasket after four recursion steps.

2.11 ADDING INTERACTION

In this section, we develop event-driven input through a set of simple examples that
use the callback mechanism that we introduced in Section 2.7. We examine various
events that are recognized by the window system, and, for those of interest to our
application, we write callback functions that govern how the application program
responds to these events.

2.11.1 Using the Pointing Device
We start by altering themain function in the gasket program. In the original ver-
sion, we used functions in the GLUT library to put a window on the screen and
then entered the event loop by executing the functionglutMainLoop . We entered
the loop but could do nothing else because there were no callbacks other than the
display callback. We could not even terminate the program, except through an ex-
ternal system-dependent mechanism, such as pressing control-c. Our “rst example
will remedy this omission by using the pointing device to terminate a program. We
accomplish this task by having the program execute a standard termination function
calledexit when a particular mouse button is depressed.

We discuss only those events recognized by GLUT. Standard window systems
such as the X Window System or Microsoft Windows recognize many more events,
which differ among systems. However, the GLUT library recognizes a small set of
events that is common to most window systems and is suf“cient for developing
basic interactive graphics programs. Because GLUT has been implemented for the
major window systems, we can use our simple applications on multiple systems by
recompiling the application.
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Two types of events are associated with the pointing device, which is conven-
tionally assumed to be a mouse but could be a trackpad or a data tablet. Amove
eventis generated when the mouse is moved with one of the buttons depressed. If
the mouse is moved without a button being held down, this event is called apassive
move event. After a move event, the position of the mouse is made available to the
application program. Amouse eventoccurs when one of the mouse buttons is ei-
ther depressed or released. When a button is depressed, the action generates a mouse
down event. When it is released, a mouse up event is generated. The information re-
turned includes the button that generated the event, the state of the button after the
event (up or down), and the position of the cursor tracking the mouse in window
coordinates (with the origin in the upper-left corner of the window). We register the
mouse callback function, usually in themain function, by means of the GLUT func-
tion

glutMouseFunc(myMouse);

The mouse callback must have the form

void myMouse(int button, int state, int x, int y);

and is provided by the application programmer. Within the callback function, we
de“ne the actions that we want to take place if the speci“ed event occurs. There
may be multiple actions de“ned in the mouse callback function corresponding to the
many possible button and state combinations. For our simple example, we want the
depression of the left mouse button to terminate the program. The required callback
is the single-line function

void myMouse(int button, int state, int x, int y)
{

if(button == GLUT_LEFT_BUTTON && state == GLUT_DOWN)
exit(0);

}

If any other mouse event„such as a depression of one of the other buttons„occurs,
no response action will occur, because no action corresponding to these events has
been de“ned in the callback function.

We will now develop an example that incorporates many of the aspects of CAD
programs and adds some interactivity. Along the way, we will introduce some addi-
tional callbacks. We start by developing a simple program that will display a single
triangle whose vertices are entered interactively using the pointing device. We will
use the same shaders so most of the code will be similar to our previous examples.

We specify a global array to hold the three two-dimensional vertices

point2 points[3];
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We can then use the mouse callback to capture the data each time the left mouse
button is depressed. Consider the code

int w, h;
int count = 0;

void mouse(int button, int state, int x, int y)
{

if(button == GLUT_RIGHT_BUTTON && state == GLUT_DOWN)
{

exit(0);
}

if(button == GLUT_LEFT_BUTTON && state == GLUT_DOWN)
{

points[count].x = (float ) x / (w/2) - 1.0;
points[count].y = (float) (h-y) / (h/2) - 1.0;
count++;

}

if(count == 3)
{

glutPostRedisplay();
count = 0;

}
}

The right mouse button is used to end the program. The left mouse button is used to
provide the vertex data for our triangle. We use the globalsh andwto hold the height
and width of the OpenGL window. Hence, in our main we might see the code

w = 512;
h = 512;
glutInitWindowSize(w, h);

in our main function, which would give us the same 512× 512 window we used
previously. The basic idea is that each time the left mouse button is depressed, we put
the scaled location of the mouse intopoints and then move on to the next vertex.
Scaling is necessary because the mouse callback returns the position of the mouse in
screen coordinates measured from the top-left corner of the window. Thus, for our
w× h window, the top-left corner has coordinates (0, 0) whereas the bottom right
corner has coordinates(w-1, h-1) . This number of increasingy values from top to
bottom is common in window systems and has its origins in television systems that
display images top to bottom. The window we use in our application program has its
origin in the center, the bottom-left corner is at (Š1.0,Š1.0) and the top-right corner
has coordinates (1.0, 1.0). Because any primitives outside this region are clipped out,
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we want to scale the values returned by the mouse callback to this region and make
sure to ”ip they values so that our triangles appear upright. The two lines

points[count].x = (float ) x / (w/2) - 1.0;
points[count].y = (float) (h-y) / (h/2) - 1.0;

carry out this transformation of coordinates.
Once we have the data for three vertices, we can draw the triangle. We cause the

drawing of the triangle through the display callback. However, instead of invoking
the display callback directly through an execution ofdisplay , we instead use

glutPostRedisplay();

What this function does is set an internal ”ag indicating that the display needs to be
redrawn. Each time the system goes through the event loop, multiple events may oc-
cur whose callbacks require refreshing the display. Rather than each of these callbacks
explicitly executing the display function, each usesglutPostRedisplay to set the
display ”ag. Thus, at the end of the event loop, if the ”ag is set, the display callback
is invoked and the ”ag unset. This method prevents the display from being redrawn
multiple times in a single pass through the event loop.9 Returning to our example,
we see that each successive three depressions of the left mouse button speci“es a new
triangle that replaces the previous triangle on the display.

Although we have a program that has some interactivity, introducing a few more
callbacks will lead to a much more interesting program that can be expanded to a
painting or CAD program.

2.11.2 Window Events
Most window systems allow a user to resize the window interactively, usually by using
the mouse to drag a corner of the window to a new location. This event is called a
reshape eventand is an example of awindow event. Other window events include
iconifying a window and exposing a window that was covered by another window.
Each can have a callback that speci“ed which actions to take if the event occurs.
Unlike most other callbacks, there is a default reshape callback that simply changes
the viewport to the new window size, an action that might not be what the user
desires. If the window size changes, we have to consider the three questions:

1. Do we redraw all the objects that were in the window before it was resized?

2. What do we do if the aspect ratio of the new window is different from that of
the old window?

3. Do we change the sizes or attributes of new primitives if the size of the new
window is different from that of the old?

9. Some interactive applications may need to execute the display callback directly.
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There is no single answer to any of these questions. If we are displaying the image
of a real-world scene, our reshape function probably should make sure that no shape
distortions occur. But this choice may mean that part of the resized window is unused
or that part of the scene cannot be displayed in the window. If we want to redraw
the objects that were in the window before it was resized, we need a mechanism for
storing and recalling them. Often we do this recall by encapsulating all drawing in a
single function, such as the display callback function used in our previous examples.
In interactive applications that is probably not the best choice, because we decide
what we draw interactively.

The reshape event returns in its measure the height and width of the new win-
dow. We can use these values to rescale the data that we use to specify the geometry.
Thus, we have the callback

GLint windowHeight, windowWidth;

void reshape(GLsizei w, GLsizei h)
{

windowWidth = w;
windowHeight = h;
glViewport(0, 0, windowWidth, windowHeight);

}

This function creates a new viewport that covers the entire resized window and copies
the returned values of the new window width and height to the global variables
windowWidthandwindowHeight so they can be used by the mouse callback. Note
that because the reshape callback generates a display callback, we do not need to call
glutPostRedisplay .

2.11.3 Keyboard Events
We can also use the keyboard as an input device. Keyboard events can be generated
when the mouse is in the window and one of the keys is depressed or released.10

The GLUT functionglutKeyboardFunc is the callback for events generated by
depressing a key, whereasglutKeyboardUpFunc is the callback for events generated
by release of a key.

When a keyboard event occurs, the ASCII code for the key that generated the
event and the location of the mouse are returned. All the key-press callbacks are
registered in a single callback function, such as

glutKeyboardFunc(myKey);

For example, if we wish to use the keyboard only to exit the program, we can use the
callback function

10. Depending on the operating system, the mouse focus may have to set by “rst clicking inside the
window before events are recognized.
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FIGURE 2.45 Two-dimensional
rotation.

void myKey(unsigned char key, int x, int y)
{

if(key==•q• || key == •Q•) exit(0);
}

GLUT includes a functionglutGetModifiers that allows the user to de“ne actions
using the meta keys, such as the Control and Alt keys. These special keys can be
important when we are using one- or two-button mice because we can then de“ne
the same functionality as having left, right, and middle buttons as we have assumed
in this chapter. More information about these functions is in the Suggested Readings
section at the end of the chapter.

2.11.4 The Idle Callback
The idle callbackis invoked when there are no other events. Its default is the null
function pointer. A typical use of the idle callback is to continue to generate graphical
primitives through a display function while nothing else is happening. Another is to
produce an animated display.

Let•s do a simple extension to our triangle program that rotates the triangle about
the center of the window. Consider the two-dimensional rotation in Figure 2.45. A
point at (x, y) when rotated by� degrees about the origin moves to a point(x�, y�).
We obtain the equations of rotation by expressing both points in polar coordinates.
If the original point is at

x = r cos(�) ,

y = r sin(� ) ,

then the rotated point is at

x� = r cos(� + �) = r(cos(� ) cos(�) Š sin(� ) sin(�)) ,

y� = r sin(� + �) = r(cos(� ) sin(�) + sin(� ) cos(�)) ,

or

x� = x cos(�) Š y sin(�) ,

y� = x sin(�) + y cos(�) .

Instead of displaying a triangle using the entered vertex positions, “rst we will rotate
the positions by a small angle each time. The idle callback need only post a redisplay.
In main, we specify an idle callback,

glutIdleFunc(idle);

The display callback not only changes the vertex positions but must also send the new
vertex data to the GPU as in the code for which the angle is 1/1000 of a degree:
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const float DegreesToRadians = M_PI / 180.0;

float angle = 0.001*DegreesToRadians; // small angle in radians

void display()
{

for( in t i = 0; i < 3; i++)
{

floa t x = cos(angle)*points[i].x - sin(angle)*points[i].y;
floa t y = sin(angle)*points[i].x + cos(angle)*points[i].y;
points[i].x = x;
points[i].y = y;

}
glBufferData(GL_ARRAY_BUFFER, sizeof(points), points,

GL_STATIC_DRAW);
glClear(GL_COLOR_BUFFER_BIT); // clear the window
glDrawArrays(GL_TRIANGLES, 0, 3);
glFlush();

}

The idle function is just

void idle()
{

glutPostRedisplay();
}

Alternately, we could have incremented the angle by a small amount in the idle
callback and always applied the rotation to the original points in the display callback.

We can change most callback functions during program execution by simply
specifying a new callback function. We can also disable a callback by setting its call-
back function toNULL. In our example, we want to stop the rotation while we are
collecting data and then restart it once a new triangle is completely speci“ed. We can
modify the display callback to accomplish this change:

void mouse(int button, int state, int x, int y)
{

if(button == GLUT_RIGHT_BUTTON && state == GLUT_DOWN)
{

exit(0);
}

if(button == GLUT_LEFT_BUTTON && state == GLUT_DOWN)
{

glutIdleFunc(NULL);
points[count].x = (float ) x / (w/2) - 1.0;
points[count].y = (float) (h-y) / (h/2) - 1.0;
count++;

}
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if(count == 3)
{

glutIdleFunc(idle);
glutPostRedisplay();
count = 0;

}
}

2.11.5 Double Buffering
Although we have a complete program, depending on the speed of your computer
and how much you increment the angle in the idle callback, you may see a display
that does not show a rotating triangle but rather a somewhat broken-up display with
pieces of the triangle showing. This problem can be far more severe if you try to
generate a display with many objects in motion.

The reason for this behavior is the decoupling of the automatic display of the
contents of the frame buffer from the application code that changes values in the
frame buffer. Typically the frame buffer is redisplayed at a regular rate, known as
the refresh rate, which is in the range of 60 to 100 Hz (or frames per second).
However, an application program operates asynchronously and can cause changes
to the frame buffer at any time. Hence, a redisplay of the frame buffer can occur
when its contents are still being altered by the application and the viewer will see
only a partially drawn display. There are a couple of solutions to this problem. Some
operating systems give the user a parameter to set that will couple or sync the drawing
into and display of the frame buffer.

The more common solution isdoublebuffering. Instead of a single frame buffer,
the hardware has two frame buffers. One, called thefront buffer , is one that is
displayed. The other, called theback buffer, is then available for constructing what
we would like to display. Once the drawing is complete, we swap the front and back
buffers. We then clear the new back buffer and can start drawing into it. Thus, rather
than usingglFlush at the end of the display callback, we use

glutSwapBuffers();

We have to make one other change to use double buffering. In our initialization, we
have to request a double buffer. Hence, inmain we use

glutInitDisplayMode(GLUT_RGBA | GLUT_DOUBLE | GLUT_DEPTH);

Note that the default in GLUT is equivalent to usingGLUT_SINGLErather than
GLUT_DOUBLE. However, modern graphics hardware has suf“cient memory that we
can always use double rather than single buffering. Most graphics cards will also allow
you to synchronize the display refresh with the application program.
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FIGURE 2.46 Slidebar.

2.11.6 Window Management
GLUT also supports both multiple windows and subwindows of a given window. We
can open a second top-level window (with the label •second windowŽ) by

uint id = glutCreateWindow("second window");

The returned integer value allows us to select this window as the current window into
which objects will be rendered by

glutSetWindow(id);

We can make this window have properties different from those of other windows by
invoking theglutInitDisplayMode beforeglutCreateWindow . Furthermore,
each window can have its own set of callback functions because callback speci“cations
refer to the present window.

2.12 MENUS

We could use our graphics primitives and our mouse callbacks to construct various
graphical input devices. For example, we could construct a slidebar (Figure 2.46)
using “lled rectangles for the device, text for any labels, and the mouse to get the po-
sition. However, much of the code would be tedious to develop, especially if we tried
to create visually appealing and effective graphical devices (widgets). Most window
systems provide a toolkit that contains a set of widgets, but because our philosophy
is not to restrict our discussion to any particular window system, we shall not discuss
the speci“cs of such widget sets. Fortunately, GLUT provides one additional feature,
pop-up menus, that we can use with the mouse to create sophisticated interactive
applications.

Using menus involves taking a few simple steps. We must specify the actions
corresponding to each entry in the menu. We must link the menu to a particular
mouse button. Finally, we must register a callback function for each menu. We can
demonstrate simple menus with the example of a pop-up menu that has three entries.
The “rst selection allows us to exit our program. The second and third start and stop
the rotation. The function calls to set up the menu and to link it to the right mouse
button should be placed in ourmain function. They are

glutCreateMenu(demo_menu);
glutAddMenuEntry("quit", 1);
glutAddMenuEntry("start rotation", 2);
glutAddMenuEntry("stop rotation", 3);
glutAttachMenu(GLUT_RIGHT_BUTTON);

The functionglutCreateMenu registers the callback functiondemo_menu.
The second argument in each entry•s de“nition is the identi“er passed to the

callback when the entry is selected. Hence, our callback function is
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FIGURE 2.47 Structure of hierarchical menus.

void demo_menu(int id)
{

switch(id)
{

case 1:
exit(0);
break;

case 2:
glutIdleFunc(idle);
break;

case 3:
glutIdleFunc(NULL);
break;

}
glutPostRedisplay();

}

The call toglutPostRedisplay requests a redraw through theglutDisplayFunc
callback, so that the screen is drawn again without the menu.

GLUT also supports hierarchical menus, as shown in Figure 2.47. For example,
suppose that we want the main menu that we create to have only two entries. The “rst
entry still causes the program to terminate, but now the second causes a submenu to
pop up. The submenu contains the two entries for turning the rotation on and off.
The following code for the menu (which is inmain) should be clear:

sub_menu = glutCreateMenu(rotation_menu);
glutAddMenuEntry("start rotation", 2);
glutAddMenuEntry("stop rotation", 3);
glutCreateMenu(top_menu);
glutAddMenuEntry("Quit", 1);
glutAddSubMenu("start/stop rotation", sub_menu);
glutAttachMenu(GLUT_RIGHT_BUTTON);

Writing the callback functions,rotation_menu andtop_menu, should be a simple
exercise.
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SUMMARY AND NOTES

In this chapter, we introduced just enough of the OpenGL API to apply the basic
concepts that we learned in Chapter 1. Although the “rst application we used to
develop our “rst program was two dimensional, we took the path of looking at two-
dimensional graphics as a special case of three-dimensional graphics. We then were
able to extend the example to three dimensions with minimal work.

The Sierpinski gasket provides a nontrivial beginning application. A few exten-
sions and mathematical issues are presented in the exercises at the end of this chapter.
The texts in the Suggested Readings section provide many other examples of interest-
ing curves and surfaces that can be generated with simple programs.

The historical development of graphics APIs and graphical models illustrates the
importance of starting in three dimensions. The pen-plotter model from Chapter 1
was used for many years and is the basis of many important APIs, such as PostScript.
Work to de“ne an international standard for graphics APIs began in the 1970s and
culminated with the adoption of GKS by the International Standards Organization
(ISO) in 1984. However, GKS had its basis in the pen-plotter model and as a two-
dimensional API was of limited utility in the CAD community. Although the standard
was extended to three dimensions with GKS-3D, the limitations imposed by the orig-
inal underlying model led to a standard that was lacking in many aspects. The PHIGS
and PHIGS+ APIs, started in the CAD community, are inherently three dimensional
and are based on the synthetic-camera model.

OpenGL is derived from the IrisGL API, which is based on implementing the
synthetic-camera model with a pipeline architecture. IrisGL was developed for Sil-
icon Graphics, Inc. (SGI) workstations, which incorporated a pipeline architecture
originally implemented with special-purpose VLSI chips. Hence, although PHIGS
and GL have much in common, GL was designed speci“cally for high-speed real-
time rendering. OpenGL was a result of application users realizing the advantages of
GL programming and wanting to carry these advantages to other platforms. Because
it removed input and windowing functions from GL and concentrated on rendering,
OpenGL emerged as a new API that was portable while retaining the features that
make GL such a powerful API.

Although most application programmers who use OpenGL prefer to program
in C, there is a fair amount of interest in higher-level interfaces. Using C++ rather
than C requires minimal code changes but does not provide a true object-oriented
interface to OpenGL. Among object-oriented programmers, there has been much
interest in both OpenGL and higher-level APIs. Although there is no of“cial Java
binding to OpenGL, there have been multiple efforts to come up with one. The
problem is not simple, because application users want to make use of the object
orientation of Java and various Java toolkits, together with a non…object-oriented
OpenGL speci“cation. There are a few bindings available on the Internet, and Sun
Microsystems recently released their Java bindings. Many Java programmers use the
JOGL bindings.
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In Chapter 8, we will introduce scene graphs, which provide a much higher-level,
object-oriented interface to graphics hardware. Most scene graph APIs are built on
top of OpenGL.

Within the game community, the dominance of Windows makes it possible for
game developers to write code for a single platform. DirectX runs only on Windows
platforms and is optimized for speed on these systems. Although much DirectX code
looks like OpenGL code, the coder can use device-dependent features that are avail-
able in commodity graphics cards. Consequently, applications written in DirectX
do not have the portability and stability of OpenGL applications. Thus, we see Di-
rectX dominating the game world, whereas scienti“c and engineering applications
generally are written in OpenGL. For OpenGL programmers who want to use fea-
tures speci“c to certain hardware, OpenGL has an extension mechanism for accessing
these features but at the cost of portability. Programming pipelines that are accessi-
ble through the OpenGL Shading Language and Cg are leading to small performance
differences between OpenGL and DirectX for high-end applications.

Our examples and programs have shown how we describe and display geomet-
ric objects in a simple manner. In terms of the modeling…rendering paradigm that
we presented in Chapter 1, we have focused on the modeling. However, our mod-
els are completely unstructured. Representations of objects are lists of vertices and
attributes. In Chapter 8, we will learn to construct hierarchical models that can rep-
resent relationships among objects. Nevertheless, at this point, you should be able
to write interesting programs. Complete the exercises at the end of the chapter and
extend a few of the two-dimensional problems to three dimensions.

SUGGESTED READINGS

The Sierpinski gasket provides a good introduction to the mysteries of fractal geome-
try; there are good discussions in several texts [Bar93, Hil01, Man82, Pru90].

The pen-plotter API is used by PostScript [Ado85] and LOGO [Pap81]. LOGO
provides turtle graphics, an API that is both simple to learn and capable of describing
several of the two-dimensional mathematical curves that we use in Chapter 11 (see
Exercise 2.4).

GKS [ANSI85], GKS-3D [ISO88], PHIGS [ANSI88], and PHIGS+[PHI89] are
both U.S. and international standards. Their formal descriptions can be obtained
from the American National Standards Institute (ANSI) and from ISO. Numerous
textbooks use these APIs [Ang90, End84, Fol94, Hea04, Hop83, Hop91].

The X Window System [Sch88] has become the standard on UNIX workstations
and has in”uenced the development of window systems on other platforms. The
RenderMan interface is described in [Ups89].

The standard reference for OpenGL is theOpenGL Programming Guide[Shr10].
TheOpenGL Reference Manual[Ope04] has the man pages for older versions. There
is also a formal speci“cation of OpenGL [Seg92]. The OpenGL Shading Language is
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described in [Ros09]. The standards documents as well as many other references and
pointers to code examples are on the OpenGL Web site, www.opengl.org.

Starting with the second edition and continuing through the present edition,
the Programming Guideuses the GLUT library that was developed by Mark Kil-
gard [Kil94b]. TheProgramming Guideprovides many more code examples using
OpenGL. GLUT was developed for use with the X Window System [Kil96], but there
are also versions for Windows and the Macintosh. Much of this information and
many of the example programs are available over the Internet. Representative sites
are listed at the beginning of Appendix A.

OpenGL: A Primer[Ang08], the companion book to this text, contains details of
the OpenGL functions used here and more example programs. Windows users can
“nd more examples in [Wri11] and [Fos97]. Details for Mac OS X users are [Kue08]

The graphics part of the DirectX API was originally known as Direct3D. The
present version is Version 11.0.

EXERCISES

2.1 A slight variation on generating the Sierpinski gasket with triangular polygons
yields thefractal mountainsused in computer-generated animations. After you
“nd the midpoint of each side of the triangle, perturb this location before sub-
division. Generate these triangles without “ll. Later, you can do this exercise in
three dimensions and add shading. After a few subdivisions, you should have
generated suf“cient detail that your triangles look like a mountain.

2.2 The Sierpinski gasket, as generated in Exercise 2.1, demonstrates many of the
geometric complexities that are studied in fractal geometry [Man82]. Suppose
that you construct the gasket with mathematical lines that have length but
no width. In the limit, what percentage of the area of the original triangle
remains after the central triangle has been removed after each subdivision?
Consider the perimeters of the triangles remaining after each central triangle
is removed. In the limit, what happens to the total perimeter length of all
remaining triangles?

2.3 At the lowest level of processing, we manipulate bits in the frame buffer.
OpenGL has pixel-oriented commands that allow users to access the frame
buffer directly. You can experiment with simple raster algorithms, such as
drawing lines or circles, through a function that generates a single point. Write
a small library that will allow you to work in a virtual frame buffer that you cre-
ate in memory. The core functions should beWritePixel andReadPixel .
Your library should allow you to set up and display your virtual frame buffer
and to run a user program that reads and writes pixels.

2.4 Turtle graphicsis an alternative positioning system that is based on the concept
of a turtle moving around the screen with a pen attached to the bottom of its
shell. The turtle•s position can be described by a triplet(x, y, � ) , giving the
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FIGURE 2.48 Generation of the Koch snowflake.

FIGURE 2.49 Maze.

location of the center and the orientation of the turtle. A typical API for such
a system includes functions such as the following:

init(x,y,theta); /* initialize position and orientation
of turtle */

forward(distance);
right(angle);
left(angle);
pen(up_down);

Implement a turtle-graphics library using OpenGL.

2.5 Use your turtle-graphics library from Exercise 2.4 to generate the Sierpinski
gasket and fractal mountains of Exercises 2.1 and 2.2.

2.6 Space-“lling curves have interested mathematicians for centuries. In the limit,
these curves have in“nite length, but they are con“ned to a “nite rectangle
and never cross themselves. Many of these curves can be generated iteratively.
Consider the •ruleŽ pictured in Figure 2.48 that replaces a single line segment
with four shorter segments. Write a program that starts with a triangle and
iteratively applies the replacement rule to all the line segments. The object that
you generate is called the Koch snow”ake. For other examples of space-“lling
curves, see [Hil07] and [Bar93].

2.7 You can generate a simple maze starting with a rectangular array of cells. Each
cell has four sides. You remove sides (except from the perimeter of all the
cells) until all the cells are connected. Then you create an entrance and an
exit by removing two sides from the perimeter. A simple example is shown in
Figure 2.49. Write a program using OpenGL that takes as input the two integers
N andM and then draws anN × M maze.

2.8 Describe how you would adapt the RGB-color model in OpenGL to allow you
to work with a subtractive color model.

2.9 We saw that a fundamental operation in graphics systems is to map a point
(x, y) that lies within a clipping rectangle to a point(xs, ys) that lies in the
viewport of a window on the screen. Assume that the two rectangles are de-
“ned by the viewport speci“ed by

glViewport(u, v, w, h);

and a viewing rectangle speci“ed by
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FIGURE 2.50 Polygonal mesh.

xmin � x � xmax,

ymin � y � ymax.

Find the mathematical equations that map(x, y) into (xs, ys).
2.10 Many graphics APIs use relative positioning. In such a system, the API contains

functions such as

move_rel(x,y);
line_rel(x,y);

for drawing lines and polygons. Themove_rel function moves an internal
position, or cursor, to a new position; theline_rel function moves the
cursor and de“nes a line segment between the old cursor position and the new
position. What are the advantages and disadvantages of relative positioning
as compared to the absolute positioning used in OpenGL? Describe how you
would add relative positioning to OpenGL.

2.11 In practice, testing each point in a polygon to determine whether it is inside
or outside the polygon is extremely inef“cient. Describe the general strategies
that you might pursue to avoid point-by-point testing.

2.12 Devise a test to determine whether a two-dimensional polygon is simple.

2.13 Figure 2.50 shows a set of polygons called amesh; these polygons share some
edges and vertices. Find one or more simple data structures that represent the
mesh. A good data structure should include information on shared vertices
and edges. Using OpenGL, “nd an ef“cient method for displaying a mesh
represented by your data structure.Hint: Start with an array or linked list that
contains the locations of the vertices.

2.14 In Section 2.4, we saw that in OpenGL we specify polygons using lists of ver-
tices. Why might it be better to de“ne polygons by their edges?Hint: Consider
how you might represent a mesh ef“ciently.

2.15 In OpenGL, we can associate a color with each vertex. If the endpoints of a line
segment have different colors assigned to them, OpenGL will interpolate be-
tween the colors as it renders the line segment. It will do the same for polygons.



Exercises 113

Use this property to display theMaxwell triangle: an equilateral triangle whose
vertices are red, green, and blue. What is the relationship between the Maxwell
triangle and the color cube?

2.16 We can simulate many realistic effects using computer graphics by incorporat-
ing simple physics in the model. Simulate a bouncing ball in two dimensions
incorporating both gravity and elastic collisions with a surface. You can model
the ball with a closed polygon that has a suf“cient number of sides to look
smooth.

2.17 An interesting but dif“cult extension of Exercise 2.16 is to simulate a game of
pool or billiards. You will need to have multiple balls that can interact with the
sides of the table and with one another.Hint: Start with two balls and consider
how to detect possible collisions.

2.18 A certain graphics system with a CRT display is advertised to display any four
out of 64 colors. What does this statement tell you about the frame buffer and
about the quality of the monitor?

2.19 Devise a test for the convexity of a two-dimensional polygon.

2.20 Another approach to the three-dimensional gasket is based on subdividing
only the faces of an initial tetrahedron. Write a program that takes this ap-
proach. How do the results differ from the program that we developed in
Section 2.10?

2.21 Each time that we subdivide the tetrahedron and keep only the four smaller
tetrahedrons corresponding to the original vertices, we decrease the volume
by a factorf . Find f . What is the ratio of the new surface area of the four
tetrahedrons to the surface area of the original tetrahedron?

2.22 Creating simple games is a good way to become familiar with interactive
graphics programming. Program the game of checkers. You can look at each
square as an object that can be picked by the user. You can start with a program
in which the user plays both sides.

2.23 Write an interactive program that will allow you to guide a graphical rat
through the maze you generated in Exercise 2.7. You can use the left and right
buttons to turn the rat and the middle button to move him forward.

2.24 Plotting packages offer a variety of methods for displaying data. Write an
interactive plotting application for two-dimensional curves. Your application
should allow the user to choose the mode (polyline display of the data, bar
chart, or pie chart), colors, and line styles.

2.25 The required refresh rate for CRT displays of 50 to 85 Hz is based on the use of
short-persistence phosphors that emit light for extremely short intervals when
excited. Long-persistence phosphors are available. Why are long-persistence
phosphors not used in most workstation displays? In what types of applica-
tions might such phosphors be useful?
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CHAPTER3
GEOMETRIC OBJECTS AND
TRANSFORMATIONS

We are now ready to concentrate on three-dimensional graphics. Much of this
chapter is concerned with such matters as how to represent basic geometric

types, how to convert between various representations, and what statements we can
make about geometric objects independent of a particular representation.

We begin with an examination of the mathematical underpinnings of computer
graphics. This approach should avoid much of the confusion that arises from a lack
of care in distinguishing among a geometric entity, its representation in a particular
reference system, and a mathematical abstraction of it.

We use the notions of af“ne and Euclidean vector spaces to create the necessary
mathematical foundation for later work. One of our goals is to establish a method for
dealing with geometric problems that is independent of coordinate systems. The ad-
vantages of such an approach will be clear when we worry about how to represent the
geometric objects with which we would like to work. The coordinate-free approach
will prove to be far more robust than one based on representing the objects in a par-
ticular coordinate system or frame. This coordinate-free approach also leads to the
use of homogeneous coordinates, a system that not only enables us to explain this
approach but also leads to ef“cient implementation techniques.

We use the terminology of abstract data types to reinforce the distinction be-
tween an object and its representation. Our development will show that the mathe-
matics arise naturally from our desire to manipulate a few basic geometric objects.
Much of what we present here is an application of vector spaces, geometry, and linear
algebra. Appendices B and C summarize the formalities of vector spaces and matrix
algebra, respectively.

In a vein similar to the approach we took in Chapter 2, we develop a simple
application program to illustrate the basic principles and to see how the concepts are
realized within an API. In this chapter, our example is focused on the representation
and transformations of a cube. We also consider how to specify transformations
interactively and apply them smoothly. Because transformations are key to both
modeling and implementation, we will develop transformation capabilities that can
be carried out in both the application code and in the shaders.

115
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P

Q

FIGURE 3.1 Directed line
segment that connects points.

FIGURE 3.2 Identical vectors.

3.1 SCALARS, POINTS, AND VECTORS

In computer graphics, we work with sets of geometric objects, such as lines, polygons,
and polyhedra. Such objects exist in a three-dimensional world and have properties
that can be described using concepts such as length and angles. As we discovered
working in two dimensions, we can de“ne most geometric objects using a limited set
of simple entities. These basic geometric objects and the relationships among them
can be described using three fundamental types: scalars, points, and vectors.

Although we will consider each type from a geometric perspective, each of these
types also can be de“ned formally, as in Appendix B, as obeying a set of axioms.
Although ultimately we will use the geometric instantiation of each type, we want to
take great care in distinguishing between the abstract de“nition of each entity and any
particular example, or implementation, of it. By taking care here, we can avoid many
subtle pitfalls later. Although we will work in three-dimensional spaces, virtually all
our results will hold inn-dimensional spaces.

3.1.1 Geometric Objects
Our fundamental geometric object is a point. In a three-dimensional geometric sys-
tem, apoint is a location in space. The only property that a point possesses is that
point•s location; a mathematical point has neither a size nor a shape.

Points are useful in specifying geometric objects but are not suf“cient by them-
selves. We need real numbers to specify quantities such as the distance between two
points. Real numbers„and complex numbers, which we will use occasionally„are
examples ofscalars. Scalars are objects that obey a set of rules that are abstractions
of the operations of ordinary arithmetic. Thus, addition and multiplication are de-
“ned and obey the usual rules such as commutivity and associativity. Every scalar has
multiplicative and additive inverses, which implicitly de“ne subtraction and division.

We need one additional type„thevector„to allow us to work with directions.1

Physicists and mathematicians use the termvectorfor any quantity with direction and
magnitude. Physical quantities, such as velocity and force, are vectors. A vector does
not, however, have a “xed location in space.

In computer graphics, we often connect points with directed line segments, as
shown in Figure 3.1. A directed line segment has both magnitude„its length„
and direction„its orientation„and thus is a vector. Because vectors have no “xed
position, the directed line segments shown in Figure 3.2 are identical because they
have the same direction and magnitude. We will often use the termsvectorand
directed line segmentsynonymously.

Vectors can have their lengths altered by real numbers. Thus, in Figure 3.3(a),
line segmentA has the same direction as line segmentB, but B has twice the length

1. The types such asvec3 used by GLSL and that we have used in our classes are not geometric types
but rather storage types. Hence, we can use avec3 to store information about a point, a vector, or a
color. Unfortunately, the choice of names by GLSL can cause some confusion.
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FIGURE 3.3 (a) Parallel line segments. (b) Addition of line segments.
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FIGURE 3.4 Inverse vectors.
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Q

FIGURE 3.5 Point-vector
addition.

that A has, so we can writeB = 2A. We can also combine directed line segments by
thehead-to-tail rule, as shown in Figure 3.3(b). Here, we connect the head of vector
A to the tail of vectorC to form a new vectorD, whose magnitude and direction are
determined by the line segment from the tail ofA to the head ofC. We call this new
vector,D, thesum of A andC and writeD = A + C. Because vectors have no “xed
positions, we can move any two vectors as necessary to form their sum graphically.
Note that we have described two fundamental operations: the addition of two vectors
and the multiplication of a vector by a scalar.

If we consider two directed line segments,A andE, as shown in Figure 3.4, with
the same length but opposite directions, their sum as de“ned by the head-to-tail
addition has no length. This sum forms a special vector called thezero vector, which
we denote0, that has a magnitude of zero. Because it has no length, the orientation of
this vector is unde“ned. We say thatE is theinverseof A and we can writeE = Š A.
Using inverses of vectors, scalar-vector expressions such asA + 2B Š 3C make sense.

Although we can multiply a vector by a scalar to change its length, there are no
obvious sensible operations between two points that produce another point. Nor are
there operations between a point and a scalar that produce a point. There is, however,
an operation between points and directed line segments (vectors), as illustrated in
Figure 3.5. We can use a directed line segment to move from one point to another.
We call this operationpoint-vector addition, and it produces a new point. We write
this operation asP = Q + v. We can see that the vectorv displaces the pointQ to the
new locationP.

Looking at things slightly differently, any two points de“ne a directed line seg-
ment or vector from one point to the second. We call this operationpoint-point
subtraction, and we can write it asv = P Š Q. Because vectors can be multiplied
by scalars, some expressions involving scalars, vectors, and points make sense, such
asP + 3v, or 2P Š Q + 3v (because it can be written asP + (P Š Q) + 3v, a sum of
a point and a vector), whereas others, such asP + 3Q Š v, do not.

3.1.2 Coordinate-Free Geometry
Points exist in space regardless of any reference or coordinate system. Thus, we do not
need a coordinate system to specify a point or a vector. This fact may seem counter
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FIGURE 3.6 Object and
coordinate system.
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FIGURE 3.7 Object without
coordinate system.

to your experiences, but it is crucial to understanding geometry and how to build
graphics systems. Consider the two-dimensional example shown in Figure 3.6. Here
we see a coordinate system de“ned by two axes, an origin, and a simple geometric
object, a square. We can refer to the point at the lower-left corner of the square as
having coordinates(1, 1) and note that the sides of the square are orthogonal to each
other and that the point at(3, 1) is 2 units from the point at(1, 1). Now suppose
that we remove the axes as shown in Figure 3.7. We can no longer specify where the
points are. But those locations were relative to an arbitrary location of the origin
and the orientation of the axes. What is more important is that the fundamental
geometric relationships are preserved. The square is still a square, orthogonal lines
are still orthogonal, and distances between points remain the same.

Of course, we may “nd it inconvenient, at best, to refer to a speci“c point as •that
point over thereŽ or •the blue point to the right of the red one.Ž Coordinate systems
and frames (see Section 3.3) solve this reference problem, but for now we want to see
just how far we can get following a coordinate-free approach that does not require an
arbitrary reference system.

3.1.3 The Mathematical View: Vector and Affine Spaces
If we view scalars, points, and vectors as members of mathematical sets, then we
can look at a variety of abstract spaces for representing and manipulating these
sets of objects. Mathematicians have explored a variety of such spaces for applied
problems, ranging from the solution of differential equations to the approximation
of mathematical functions. The formal de“nitions of the spaces of interest to us„
vector spaces, af“ne spaces, and Euclidean spaces„are given in Appendix B. We are
concerned with only those examples in which the elements are geometric types.

We start with a set of scalars, any pair of which can be combined to form another
scalar through two operations, calledadditionandmultiplication. If these operations
obey the closure, associativity, commutivity, and inverse properties described in Ap-
pendix B, the elements form ascalar “eld. Familiar examples of scalars include the
real numbers, complex numbers, and rational functions.

Perhaps the most important mathematical space is the(linear) vector space. A
vector space contains two distinct types of entities: vectors and scalars. In addition
to the rules for combining scalars, within a vector space, we can combine scalars and
vectors to form new vectors throughscalar…vector multiplicationand vectors with
vectors throughvector…vector addition. Examples of mathematical vector spaces
includen-tuples of real numbers and the geometric operations on our directed line
segments.

In a linear vector space, we do not necessarily have a way of measuring a scalar
quantity. AEuclidean spaceis an extension of a vector space that adds a measure of
size or distance and allows us to de“ne such things as the length of a line segment.

An af“ne spaceis an extension of the vector space that includes an additional
type of object: the point. Although there are no operations between two points or
between a point and a scalar that yield points, there is an operation ofvector…point
addition that produces a new point. Alternately, we can say there is an operation
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calledpoint…point subtractionthat produces a vector from two points. Examples of
af“ne spaces include the geometric operations on points and directed line segments
that we introduced in Section 3.1.1.

In these abstract spaces, objects can be de“ned independently of any particular
representation; they are simply members of various sets. One of the major vector-
space concepts is that of representing a vector in terms of one or more sets of basis
vectors. Representation (Section 3.3) provides the tie between abstract objects and
their implementation. Conversion between representations leads us to geometric
transformations.

3.1.4 The Computer Science View
Although the mathematician may prefer to think of scalars, points, and vectors as
members of sets that can be combined according to certain axioms, the computer
scientist prefers to see them asabstract data types(ADTs). An ADT is a set of op-
erations on data; the operations are de“ned independently of how the data are rep-
resented internally or of how the operations are implemented. The notion ofdata
abstractionis fundamental to modern computer science. For example, the operation
of adding an element to a list or of multiplying two polynomials can be de“ned in-
dependently of how the list is stored or of how real numbers are represented on a
particular computer. People familiar with this concept should have no trouble dis-
tinguishing between objects (and operations on objects) and objects• representations
(or implementations) in a particular system. From a computational point of view, we
should be able to declare geometric objects through code such as

vector u,v;
point p,q;
scalar a,b;

regardless of the internal representation or implementation of the objects on a partic-
ular system. In object-oriented languages, such as C++, we can use language features,
such as classes and overloading of operators, so we can write lines of code, such as

q = p+a*v;

using our geometric data types. Of course, “rst we must de“ne functions that per-
form the necessary operations; so that we can write them, we must look at the math-
ematical functions that we wish to implement. First, we will de“ne our objects. Then
we will look to certain abstract mathematical spaces to help us with the operations
among them.

3.1.5 Geometric ADTs
The three views of scalars, points, and vectors leave us with a mathematical and
computational framework for working with our geometric entities. In summary, for
computer graphics our scalars are the real numbers using ordinary addition and
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FIGURE 3.8 Point…point
subtraction.

multiplication. Our geometric points are locations in space, and our vectors are
directed line segments. These objects obey the rules of an af“ne space. We can also
create the corresponding ADTs in a program.

Our next step is to show how we can use our types to form geometrical objects
and to perform geometric operations among them. We will use the following no-
tation:

Greek letters� , � , � , . . . denote scalars;

uppercase lettersP, Q, R, . . . denote points;

lowercase lettersu, v, w, . . . denote vectors.

We have not as yet introduced any reference system, such as a coordinate system; thus,
for vectors and points, this notation refers to the abstract objects, rather than to these
objects• representations in a particular reference system. We use boldface letters for
the latter in Section 3.3. Themagnitudeof a vectorv is a real number denoted by|v|.
The operation of vector…scalar multiplication (see Appendix B) has the property that

|� v| = | � ||v|,

and the direction of� v is the same as the direction ofv if � is positive and the opposite
direction if � is negative.

We have two equivalent operations that relate points and vectors. First, there
is the subtraction of two points,P and Q„an operation that yields a vectorv de-
noted by

v = P Š Q.

As a consequence of this operation, given any pointQ and vectorv, there is a unique
point, P, that satis“es the preceding relationship. We can express this statement as
follows: Given a pointQ and a vectorv, there is a pointP such that

P = Q + v.

Thus,P is formed by a point…vector addition operation. Figure 3.8 shows a visual
interpretation of this operation. The head-to-tail rule gives us a convenient way of
visualizing vector…vector addition. We obtain the sumu + v as shown in Figure 3.9(a)
by drawing the sum vector as connecting the tail ofu to the head ofv. However, we
can also use this visualization, as demonstrated in Figure 3.9(b), to show that for any
three pointsP, Q, andR,

(P Š Q) + (Q Š R) = P Š R.

3.1.6 Lines
The sum of a point and a vector (or the subtraction of two points) leads to the notion
of a line in an af“ne space. Consider all points of the form

P(�) = P0 + � d,
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FIGURE 3.9 Use of the head-to-tail rule. (a) For vectors. (b) For points.
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FIGURE 3.11 Affine addition.

whereP0 is an arbitrary point,d is an arbitrary vector, and� is a scalar that can
vary over some range of values. Given the rules for combining points, vectors, and
scalars in an af“ne space, for any value of� , evaluation of the functionP(�) yields
a point. For geometric vectors (directed line segments), these points lie on a line, as
shown in Figure 3.10. This form is known as theparametric form of the line because
we generate points on the line by varying the parameter� . For� = 0, the line passes
through the pointP0, and as� is increased, all the points generated lie in the direction
of the vectord. If we restrict� to nonnegative values, we get theray emanating from
P0 and going in the direction ofd. Thus, a line is in“nitely long in both directions, a
line segment is a “nite piece of a line between two points, and a ray is in“nitely long
in one direction.

3.1.7 Affine Sums
Whereas in an af“ne space the addition of two vectors, the multiplication of a vector
by a scalar, and the addition of a vector and a point are de“ned, the addition of two
arbitrary points and the multiplication of a point by a scalar are not. However, there
is an operation calledaf“ne addition that has certain elements of these latter two
operations. For any pointQ, vectorv, and positive scalar� ,

P = Q + � v

describes all points on the line fromQ in the direction ofv, as shown in Figure 3.11.
However, we can always “nd a pointRsuch that

v = RŠ Q;

thus,

P = Q + �( RŠ Q) = � R+ (1Š �) Q.

This operation looks like the addition of two points and leads to the equivalent form

P = � 1R+ � 2Q,
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FIGURE 3.12 Line segment
that connects two points.

FIGURE 3.13 Convex hull.

where

� 1 + � 2 = 1.

3.1.8 Convexity
A convexobject is one for which any point lying on the line segment connecting any
two points in the object is also in the object. We saw the importance of convexity for
polygons in Chapter 2. We can use af“ne sums to help us gain a deeper understanding
of convexity. For 0� � � 1, the af“ne sum de“nes the line segment connectingRand
Q, as shown in Figure 3.12; thus, this line segment is a convex object. We can extend
the af“ne sum to include objects de“ned byn points P1, P2, . . . ,Pn. Consider the
form

P = � 1P1 + � 2P2 + . . .+ � nPn.

We can show, by induction (see Exercise 3.29), that this sum is de“ned if and only if

� 1 + � 2 + . . .+ � n = 1.

The set of points formed by the af“ne sum ofn points, under the additional restric-
tion

� i � 0, i = 1, 2, . . . ,n,

is called theconvex hullof the set of points (Figure 3.13). It is easy to verify that the
convex hull includes all line segments connecting pairs of points in{P1, P2, . . . ,Pn}.
Geometrically, the convex hull is the set of points that we form by stretching a tight-
“tting surface over the given set of points„shrink-wrapping the points. It is the
smallest convex object that includes the set of points. The notion of convexity is
extremely important in the design of curves and surfaces; we will return to it in
Chapter 10.

3.1.9 Dot and Cross Products
Many of the geometric concepts relating the orientation between two vectors are in
terms of thedot (inner) andcross(outer) productsof two vectors. The dot product
of u and v is written u . v (see Appendix B). Ifu . v = 0, u and v are said to be
orthogonal. In a Euclidean space, the magnitude of a vector is de“ned. The square of
the magnitude of a vector is given by the dot product

|u|2 = u . u.

The cosine of the angle between two vectors is given by

cos� =
u . v
|u||v|

.

In addition, |u| cos� = u . v/ |v| is the length of the orthogonal projection ofu onto
v, as shown in Figure 3.14. Thus, the dot product expresses the geometric result that

v

u

�

| u| cos �

FIGURE 3.14 Dot product
and projection.
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v

u

u × v

FIGURE 3.15 Cross product.

R

QP S(  )

T(  ,   )

�

�  �

FIGURE 3.16 Formation of a
plane.

the shortest distance from a point (the end of the vectoru) to the line segmentv is
obtained by drawing the vector orthogonal tov from the end ofu. We can also see
that the vectoru is composed of the vector sum of the orthogonal projection ofu on
v and a vector orthogonal tov.

In a vector space, a set of vectors islinearly independentif we cannot write one
of the vectors in terms of the others using scalar-vector addition. A vector space has a
dimension, which is the maximum number of linearly independent vectors that we
can “nd. Given any three linearly independent vectors in a three-dimensional space,
we can use the dot product to construct three vectors, each of which is orthogonal
to the other two. This process is outlined in Appendix B. We can also use two non-
parallel vectors,u and v, to determine a third vectorn that is orthogonal to them
(Figure 3.15). This vector is thecross product

n = u × v.

Note that we can use the cross product to derive three mutually orthogonal vectors
in a three-dimensional space from any two nonparallel vectors. Starting again withu
andv, we “rst computen as before. Then, we can computew by

w = u × n,

andu, n, andw are mutually orthogonal.
The cross product is derived in Appendix C, using the representation of the

vectors that gives a direct method for computing it. The magnitude of the cross
product gives the magnitude of the sine of the angle� betweenu andv,

| sin � | =
|u × v|
|u||v|

.

Note that the vectorsu, v, andn form a right-handed coordinate system; that is, if
u points in the direction of the thumb of the right hand andv points in the direction
of the index “nger, thenn points in the direction of the middle “nger.

3.1.10 Planes
A planein an af“ne space can be de“ned as a direct extension of the parametric line.
From simple geometry, we know that three points not on the same line determine a
unique plane. Suppose thatP, Q, andRare three such points in an af“ne space. The
line segment that joinsP andQ is the set of points of the form

S(�) = � P + (1Š �) Q, 0� � � 1.

Suppose that we take an arbitrary point on this line segment and form the line
segment from this point toR, as shown in Figure 3.16. Using a second parameter
� , we can describe points along this line segment as

T(�) = � S+ (1Š �) R, 0� � � 1.
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n

FIGURE 3.17 Normal to a
plane.

Such points are determined by both� and� and form the plane determined byP, Q,
andR. Combining the preceding two equations, we obtain one form of the equation
of a plane:

T(� , �) = � [� P + (1Š �) Q] + (1Š �) R.

We can rearrange this equation in the following form:

T(� , �) = P + �( 1Š �)( Q Š P) + (1Š �)( RŠ P).

Noting thatQ Š P andRŠ P are arbitrary vectors, we have shown that a plane can
also be expressed in terms of a point,P0, and two nonparallel vectors,u andv, as

T(� , �) = P0 + � u + � v.

If we writeT as

T(� , �) = �� P + �( 1Š �) Q + (1Š �) R,

this form is equivalent to expressingT as

T(� , � � , � ) = � �P + � �Q + � �R,

as long as

� � + � � + � � = 1.

The representation of a point by(� � , � � , � �) is called itsbarycentric coordinate
representation.

We can also observe that for 0� � , � � 1, all the pointsT(� , �) lie in the triangle
formed byP, Q, andR. If a point P lies in the plane, then

P Š P0 = � u + � v.

We can “nd a vectorw that is orthogonal to bothu andv, as shown in Figure 3.17. If
we use the cross product

n = u × v,

then the equation of the plane becomes

n . (P Š P0) = 0.

The vectorn is perpendicular, or orthogonal, to the plane; it is called thenormal to
the plane. The formsP(�) , for the line, andT(� , �) , for the plane, are known as
parametric formsbecause they give the value of a point in space for each value of the
parameters� and� .
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FIGURE 3.18 Curves in three
dimensions.

FIGURE 3.19 Surfaces in
three dimensions.

FIGURE 3.20 Volumetric
objects.

3.2 THREE-DIMENSIONAL PRIMITIVES

In a three-dimensional world, we can have a far greater variety of geometric objects
than we can in two dimensions. When we worked in a two-dimensional plane in
Chapter 2, we considered objects that were simple curves, such as line segments, and
”at objects with well-de“ned interiors, such as simple polygons. In three dimensions,
we retain these objects, but they are no longer restricted to lie in the same plane.
Hence, curves become curves in space (Figure 3.18), and objects with interiors can
become surfaces in space (Figure 3.19). In addition, we can have objects with vol-
umes, such as parallelepipeds and ellipsoids (Figure 3.20).

We face two problems when we expand our graphics system to incorporate all
these possibilities. First, the mathematical de“nitions of these objects can become
complex. Second, we are interested in only those objects that lead to ef“cient imple-
mentations in graphics systems. The full range of three-dimensional objects cannot
be supported on existing graphics systems, except by approximate methods.

Three features characterize three-dimensional objects that “t well with existing
graphics hardware and software:

1. The objects are described by their surfaces and can be thought of as being
hollow.

2. The objects can be speci“ed through a set of vertices in three dimensions.

3. The objects either are composed of or can be approximated by ”at, convex
polygons.

We can understand why we set these conditions if we consider what most mod-
ern graphics systems do best: They render triangles or meshes of triangles. Com-
modity graphics cards can render over 100 million small, ”at triangles per second.
Performance measurements for graphics systems usually are quoted for small three-
dimensional triangles that can be generated by triangle strips. In addition, these
triangles are shaded, lit, and texture mapped, features that are implemented in the
hardware of modern graphics cards.

The “rst condition implies that we need only two-dimensional primitives to
model three-dimensional objects because a surface is a two- rather than a three-
dimensional entity. The second condition is an extension of our observations in
Chapters 1 and 2. If an object is speci“ed by vertices, we can use a pipeline architec-
ture to process these vertices at high rates, and we can use the hardware to generate
the images of the objects only during rasterization. The “nal condition is an exten-
sion from our discussion of two-dimensional polygons. Most graphics systems are
optimized for the processing of points, line segments, and triangles. In three dimen-
sions, a triangle is speci“ed by an ordered list of three vertices.

However, for general polygons speci“ed with more than three vertices, the ver-
tices do not have to lie in the same plane. If they do not, there is no simple way to
de“ne the interior of the object. Consequently, most graphics systems require that
the application either specify simple planar polygons or triangles. If a system allows
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polygons and the application does not specify a ”at polygon, then the results of ras-
terizing the polygon are not guaranteed to be what the programmer might desire.
Because triangular polygons are always ”at, either the modeling system is designed to
always produce triangles, or the graphics system provides a method to divide, ortes-
sellate, an arbitrary polygon into triangular polygons. If we apply this same argument
to a curved object, such as a sphere, we realize that we should use an approximation
to the sphere composed of small, ”at polygons. Hence, even if our modeling system
provides curved objects, we assume that a triangle mesh approximation is used for
implementation.

The major exception to this approach isconstructive solid geometry(CSG). In
such systems, we build objects from a small set of volumetric objects through a set of
operations such as union and intersection. We consider CSG models in Chapter 8.
Although this approach is an excellent one for modeling, rendering CSG models
is more dif“cult than is rendering surface-based polygonal models. Although this
situation may not hold in the future, we discuss in detail only surface rendering.

All the primitives with which we work can be speci“ed through a set of vertices.
As we move away from abstract objects to real objects, we must consider how we
represent points in space in a manner that can be used within our graphics systems.

3.3 COORDINATE SYSTEMS AND FRAMES

So far, we have considered vectors and points as abstract objects, without representing
them in an underlying reference system. In a three-dimensional vector space, we can
represent any vectorw uniquely in terms of any three linearly independent vectors,
v1, v2, andv3 (see Appendix B), as

w = � 1v1 + � 2v2 + � 3v3.

The scalars� 1, � 2, and� 3 are thecomponentsof w with respect to thebasisv1, v2,
andv3. These relationships are shown in Figure 3.21. We can write therepresentation

v2

v1

v3

� 1

w = � 1v1 + � 2v2 + � 3v3

FIGURE 3.21 Vector derived from three basis vectors.
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of w with respect to this basis as the column matrix

a =

�

�
� 1

� 2

� 3

�

� ,

where boldface letters denote a representation in a particular basis, as opposed to the
original abstract vectorw. We can also write this relationship as

w = aT

�

�
v1

v2

v3

�

� = aTv,

where

v =

�

�
v1

v2

v3

�

� .

We usually think of the basis vectors,v1, v2, v3, as de“ning acoordinate system.
However, for dealing with problems using points, vectors, and scalars, we need a
more general method. Figure 3.22 shows one aspect of the problem. The three vectors
form a coordinate system that is shown in Figure 3.22(a) as we would usually draw
it, with the three vectors emerging from a single point. We could use these three
basis vectors as a basis to represent any vector in three dimensions. Vectors, however,
have direction and magnitude but lack a position attribute. Hence, Figure 3.22(b) is
equivalent, because we have moved the basis vectors, leaving their magnitudes and
directions unchanged. Most people “nd this second “gure confusing, even though
mathematically it expresses the same information as the “rst “gure. We are still left
with the problem of how to represent points„entities that have “xed positions.

(a) (b)

FIGURE 3.22 Coordinate systems. (a) Vectors emerging from a common
point. (b) Vectors moved.
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x

y

z

v

p  = (x, y, z)

FIGURE 3.23 A dangerous
representation of a vector.

Because an af“ne space contains points, once we “x a particular reference
point„the origin„in such a space, we can represent all points unambiguously. The
usual convention for drawing coordinate axes as emerging from the origin, as shown
in Figure 3.22(a), makes sense in the af“ne space where both points and vectors have
representations. However, this representation requires us to knowboththe reference
point and the basis vectors. The origin and the basis vectors determine aframe.
Loosely, this extension “xes the origin of the vector coordinate system at some point
P0. Within a given frame, every vector can be written uniquely as

w = � 1v1 + � 2v2 + � 3v3 = aTv,

just as in a vector space; in addition, every point can be written uniquely as

P = P0 + � 1v1 + � 2v2 + � 3v3 = P0 + bTv.

Thus, the representation of a particular vector in a frame requires three scalars; the
representation of a point requires three scalars and the knowledge of where the origin
is located. As we will see in Section 3.3.4, by abandoning the more familiar notion of
a coordinate system and a basis in that coordinate system in favor of the less familiar
notion of a frame, we avoid the dif“culties caused by vectors having magnitude and
direction but no “xed position. In addition, we are able to represent points and
vectors in a manner that will allow us to use matrix representations but that maintains
a distinction between the two geometric types.

Because points and vectors are two distinct geometric types, graphical represen-
tations that equate a point with a directed line segment drawn from the origin to that
point (Figure 3.23) should be regarded with suspicion. Thus, a correct interpretation
of Figure 3.23 is that a given vector can be de“ned as going from a “xed reference
point (the origin) to a particular point in space. Note that a vector, like a point, exists
regardless of the reference system, but as we will see with both points and vectors,
eventually we have to work with their representation in a particular reference system.

3.3.1 Representations and N-Tuples
Suppose that vectorse1, e2, ande3 form a basis. The representation of any vector,v, is
given by the component(� 1, � 2, � 3) of a vectora where

v = � 1e1 + � 2e2 + � 3e3.

The basis vectors2 must themselves have representations that we can denotee1, e2,
ande3, given by

2. Many textbooks on vectors refer to these vectors as the unit basisi , j, k and write other vectors in
the formv = � 1i + � 2j + � 3k.
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e1 = (1, 0, 0)T ,

e2 = (0, 1, 0)T ,

e3 = (0, 0, 1)T .

In other words, the 3-tuple(1, 0, 0) is the representation of the “rst basis vector.
Consequently, rather than thinking in terms of abstract vectors, we can work with
3-tuples and we can write the representation of any vectorv as a column matrixa or
the 3-tuple(� 1, � 2, � 3), where

a = � 1e1 + � 2e2 + � 3e3.

The basis 3-tuplese1, e2, ande3 are vectors in the familiar Euclidean spaceR3. The
vector spaceR3 is equivalent (orhomomorphic) to the vector space of our original
geometric vectors. From a practical perspective, it is almost always easier to work with
3-tuples (or more generally n-tuples) than with other representations.

3.3.2 Change of Coordinate Systems
Frequently, we are required to “nd how the representation of a vector changes when
we change the basis vectors. For example, in OpenGL, we specify our geometry using
the coordinate system or frame that is natural for the model, which is known as the
object or model frame. Models are then brought into theworld frame. At some
point, we want to know how these objects appear to the camera. It is natural at that
point to convert from the world frame to thecameraor eye frame. The conversion
from the object frame to the eye frame is done by the model-view matrix.

Let•s consider changing representations for vectors “rst. Suppose that
{v1, v2, v3} and {u1, u2, u3} are two bases. Each basis vector in the second set can
be represented in terms of the “rst basis (and vice versa). Hence, there exist nine
scalar components,{� ij }, such that

u1 = � 11v1 + � 12v2 + � 13v3,

u2 = � 21v1 + � 22v2 + � 23v3,

u3 = � 31v1 + � 32v2 + � 33v3.

The 3× 3 matrix

M =

�

�
� 11 � 12 � 13

� 21 � 22 � 23

� 31 � 32 � 33

�

�

is de“ned by these scalars, and
�

�
u1

u2

u3

�

� = M

�

�
v1

v2

v3

�

� ,
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or

u = Mv.

The matrixM contains the information to go from a representation of a vector in
one basis to its representation in the second basis. The inverse ofM gives the matrix
representation of the change from{u1, u2, u3} to {v1, v2, v3}. Consider a vectorw that
has the representation{� 1, � 2, � 3} with respect to{v1, v2, v3}; that is,

w = � 1v1 + � 2v2 + � 3v3.

Equivalently,

w = aTv,

where

a =

�

�
� 1

� 2

� 3

�

� ,

v =

�

�
v1

v2

v3

�

� .

Assume thatb is the representation ofw with respect to{u1, u2, u3}; that is,

w = � 1u1 + � 2u2 + � 3u3,

or

w = bT

�

�
u1

u2

u3

�

� = bTu,

where

b =

�

�
� 1

� 2

� 3

�

� .

Then, using our representation of the second basis in terms of the “rst, we “nd that

w = bT

�

�
u1

u2

u3

�

� = bTM

�

�
v1

v2

v3

�

� = aT

�

�
v1

v2

v3

�

� .
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v1

v2

v3

v3�

v1�

v2�

FIGURE 3.24 Rotation and
scaling of a basis.

Thus,

a = MTb.

The matrix

T = (MT)Š1

takes us froma to b, through the simple matrix equation

b = Ta.

Thus, rather than working with our original vectors, typically directed line segments,
we can work instead with their representations, which are 3-tuples or elements of
R3. This result is important because it moves us from considering abstract vectors to
working with column matrices of scalars„the vectors• representations. The impor-
tant point to remember is that whenever we work with columns of real numbers as
•vectors,Ž there is an underlying basis of which we must not lose track, lest we end up
working in the wrong coordinate system.

These changes in basis leave the origin unchanged. We can use them to represent
rotation and scaling of a set of basis vectors to derive another basis set, as shown in
Figure 3.24. However, a simple translation of the origin, or change of frame as shown
in Figure 3.25, cannot be represented in this way. After we complete a simple example,
we introduce homogeneous coordinates, which allow us to change frames yet still use
matrices to represent the change.

v2

v1

v3

FIGURE 3.25 Translation of a basis.
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3.3.3 Example Change of Representation
Suppose that we have a vectorw whose representation in some basis is

a =

�

�
1
2
3

�

� .

We can denote the three basis vectors asv1, v2, andv3. Hence,

w = v1 + 2v2 + 3v3.

Now suppose that we want to make a new basis from the three vectorsv1, v2, andv3
where

u1 = v1,

u2 = v1 + v2,

u3 = v1 + v2 + v3.

The matrixM is

M =

�

�
1 0 0
1 1 0
1 1 1

�

� .

The matrix that converts a representation inv1, v2, andv3 to one in which the basis
vectors areu1, u2, andu3 is

T = (MT)Š1

=

�

�
1 1 1
0 1 1
0 0 1

�

�

Š1

=

�

�
1 Š1 0
0 1 Š1
0 0 1

�

� .

In the new system, the representation ofw is

b = Ta =

�

�
Š1
Š1
3

�

� .

That is,

w = Š u1 Š u2 + 3u3.
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If we are working in the space of 3-tuples (R3), rather than in an abstract setting,
then we can associatev1, v2, andv3 with the unit basis inR3:

e1 =

�

�
1
0
0

�

� , e2 =

�

�
0
1
0

�

� , e3 =

�

�
0
0
1

�

� .

We can make this example a little more concrete by considering the following
variant. Suppose that we are working with the default(x, y, z) coordinate system,
which happens to be orthogonal. We are given the three direction vectors whose
representations are (1, 0, 0), (1, 1, 0), and (1, 1, 1). Thus, the “rst vector points along
thex-axis, the second points in a direction parallel to the planez = 0, and the third
points in a direction symmetric to the three basis directions. These three new vectors,
although they are not mutually orthogonal, are linearly independent and thus form
a basis for a new coordinate system that we can call thex�, y�, z� system. The original
directions have representations in thex�, y�, z� system given by the columns of the
matrix T.

3.3.4 Homogeneous Coordinates
The potential confusion between a vector and a point that we illustrated in Fig-
ure 3.23 still exists with a three-dimensional representation. Suppose that we start
with the frame de“ned by the pointP0 and the vectorsv1, v2, andv3. Usually, our “rst
inclination is to represent a pointP located at(x, y, z) with the column matrix

p =

�

�
x
y
z

�

� ,

wherex, y, andz are the components of the basis vectors for this point, so that

P = P0 + xv1 + yv2 + zv3.

If we represent the point this way, then its representation is of the same form as the
vector

w = xv1 + yv2 + zv3.

Homogeneous coordinatesavoid this dif“culty by using a four-dimensional repre-
sentation for both points and vectors in three dimensions. In the frame speci“ed by
(v1, v2, v3, P0), any pointP can be written uniquely as

P = � 1v1 + � 2v2 + � 3v3 + P0.

If we agree to de“ne the •multiplicationŽ of a point by the scalars 0 and 1 as

0 . P = 0,

1. P = P,
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then we can express this relation formally, using a matrix product, as

P = [ � 1 � 2 � 3 1]

�

�
�
�
�

v1

v2

v3

P0

�

�
�
�
�

.

Strictly speaking, this expression is not a dot or inner product, because the elements
of the matrices are dissimilar; nonetheless, the expression is computed as though
it were an inner product by multiplying corresponding elements and summing the
results. The four-dimensional row matrix on the right side of the equation is the
homogeneous-coordinate representationof the pointP in the frame determined by
v1, v2, v3, andP0. Equivalently, we can say thatP is represented by the column matrix

p =

�

�
�
�
�

� 1

� 2

� 3

1

�

�
�
�
�

.

In the same frame, any vectorw can be written as

w = � 1v1 + � 2v2 + � 3v3

= [ � 1 � 2 � 3 0 ]T

�

�
�
�
�

v1

v2

v3

P0

�

�
�
�
�

.

Thus,w can be represented by the column matrix

w =

�

�
�
�
�

� 1

� 2

� 3

0

�

�
�
�
�

.

There are numerous ways to interpret this formulation geometrically.
We simply note that we can carry out operations on points and vectors using their
homogeneous-coordinate representations and ordinary matrix algebra. Consider, for
example, a change of frames„a problem that caused dif“culties when we used three-
dimensional representations. If(v1, v2, v3, P0) and (u1, u2, u3, Q0) are two frames,
then we can express the basis vectors and reference point of the second frame in terms
of the “rst as
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u1 = � 11v1 + � 12v2 + � 13v3,

u2 = � 21v1 + � 22v2 + � 23v3,

u3 = � 31v1 + � 32v2 + � 33v3,

Q0 = � 41v1 + � 42v2 + � 43v3 + P0.

These equations can be written in the form

�

�
�
�
�

u1

u2

u3

Q0

�

�
�
�
�

= M

�

�
�
�
�

v1

v2

v3

P0

�

�
�
�
�

,

where nowM is the 4× 4 matrix

M =

�

�
�
�
�

� 11 � 12 � 13 0
� 21 � 22 � 23 0
� 31 � 32 � 33 0
� 41 � 42 � 43 1

�

�
�
�
�

.

M is called thematrix representationof the change of frames.
We can also useM to compute the changes in the representations directly. Sup-

pose thata and b are the homogeneous-coordinate representations either of two
points or of two vectors in the two frames. Then

bT

�

�
�
�
�

u1

u2

u3

Q0

�

�
�
�
�

= bTM

�

�
�
�
�

v1

v2

v3

P0

�

�
�
�
�

= aT

�

�
�
�
�

v1

v2

v3

P0

�

�
�
�
�

.

Hence,

a = MTb.

When we work with representations, as is usually the case, we are interested inMT,
which is of the form

MT =

�

�
�
�
�

� 11 � 12 � 13 � 14

� 21 � 22 � 23 � 24

� 31 � 32 � 33 � 34

0 0 0 1

�

�
�
�
�

and is determined by 12 coef“cients.
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There are other advantages to using homogeneous coordinates that we explore
extensively in later chapters. Perhaps the most important is that all af“ne (line-
preserving) transformations can be represented as matrix multiplications in homo-
geneous coordinates. Although we have to work in four dimensions to solve three-
dimensional problems when we use homogeneous-coordinate representations, less
arithmetic work is involved. The uniform representation of all af“ne transformations
makes carrying out successive transformations (concatenation) far easier than in
three-dimensional space. In addition, modern hardware implements homogeneous-
coordinate operations directly, using parallelism to achieve high-speed calculations.

3.3.5 Example Change in Frames
Consider again the example of Section 3.3.3. If we again start with the basis vectors
v1, v2, andv3 and convert to a basis determined by the sameu1, u2, andu3, then the
three equations are the same:

u1 = v1,

u2 = v1 + v2,

u3 = v1 + v2 + v3.

The reference point does not change, so we add the equation

Q0 = P0.

Thus, the matrices in which we are interested are the matrix

M =

�

�
�
�
�

1 0 0 0
1 1 0 0
1 1 1 0
0 0 0 1

�

�
�
�
�

,

its transpose, and their inverses.
Suppose that in addition to changing the basis vectors, we also want to move

the reference point to the point that has the representation(1, 2, 3, 1) in the original
system. The displacement vectorv = v1 + 2v2 + 3v3 movesP0 to Q0. The fourth
component identi“es this entity as a point. Thus, we add to the three equations from
the previous example the equation

Q0 = P0 + v1 + 2v2 + 3v3,

and the matrixMT becomes

MT =

�

�
�
�
�

1 1 1 1
0 1 1 2
0 0 1 3
0 0 0 1

�

�
�
�
�

.
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Its inverse is

T = (MT)Š1 =

�

�
�
�
�

1 Š1 0 1
0 1 Š1 1
0 0 1 Š3
0 0 0 1

�

�
�
�
�

.

This pair of matrices allows us to move back and forth between representations in
the two frames. Note thatT takes thepoint (1, 2, 3) in the original frame, whose
representation is

p =

�

�
�
�
�

1
2
3
1

�

�
�
�
�

,

to

p� =

�

�
�
�
�

0
0
0
1

�

�
�
�
�

,

the origin in the new system. However, thevector(1, 2, 3), which is represented as

a =

�

�
�
�
�

1
2
3
0

�

�
�
�
�

in the original system, is transformed to

b =

�

�
�
�
�

Š1
Š1
3
0

�

�
�
�
�

,

a transformation that is consistent with the results from our example of change
in coordinate systems and that also demonstrates the importance of distinguishing
between points and vectors.

3.3.6 Working with Representations
Application programs almost always work with representations rather than abstract
points. Thus, when we specify a point„for example, by putting its coordinates in
an array„we are doing so with respect to some frame. In our earlier examples, we



138 Chapter 3 Geometric Objects and Transformations

avoided dealing with changes in frames by specifying data in clip coordinates, a
normalized system that OpenGL uses for its rendering. However, applications pro-
grams prefer to work in frames that have a relationship to the problem on which
they are working and thus want to place the origin, orient the axes, and scale the
units so they make sense in the problem space. Because OpenGL eventually needs
its data in clip coordinates, at least one change of representation is required. As
we shall see, in fact there are additional frames that we will “nd useful both for
modeling and rendering. Hence, we will carry out a sequence of changes in repre-
sentation.

Changes of representation are thus speci“ed by a matrix of the form

a = Cb,

wherea and b are the two representations of a point or vector in homogeneous
coordinates. As we have seen in Section 3.3.4, this matrix must be a homogeneous
form soC is the transpose of a matrixM and is given by

C = MT =

�

�
�
�
�

� 11 � 12 � 13 � 14

� 21 � 22 � 23 � 24

� 31 � 32 � 33 � 34

0 0 0 1

�

�
�
�
�

.

The problem is how to “ndC when we are working with representations. It turns out
to be quite easy. Suppose that we are working in some frame and we specify another
frame by its representation in this frame. Thus, if in the original system we specify a
frame by the representations of three vectors,u, v, andn, and give the origin of the
new frame as the pointp, in homogeneous coordinates all four of these entities are
4-tuples or elements ofR4.

Let•s consider the inverse problem. The matrix

T = CŠ1

converts from representations in the(u, v, n, p) frame to representations in the orig-
inal frame. Thus, we must have

T

�

�
�
�
�

1
0
0
0

�

�
�
�
�

= u =

�

�
�
�
�

u1

u2

u3

0

�

�
�
�
�

.
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Likewise,

T

�

�
�
�
�

0
1
0
0

�

�
�
�
�

= v =

�

�
�
�
�

v1

v2

v3

0

�

�
�
�
�

,

T

�

�
�
�
�

0
0
1
0

�

�
�
�
�

= n =

�

�
�
�
�

n1

n2

n3

0

�

�
�
�
�

,

T

�

�
�
�
�

0
0
0
1

�

�
�
�
�

= p =

�

�
�
�
�

p1

p2

p3

1

�

�
�
�
�

.

Putting these results together, we “nd

TI = T = [ u v n p] =

�

�
�
�
�

u1 v1 n1 p1

u2 v2 n2 p2

u3 v3 n3 p3

0 0 0 1

�

�
�
�
�

,

or

C = [ u v n p]Š1 =

�

�
�
�
�

u1 v1 n1 p1

u2 v2 n2 p2

u3 v3 n3 p3

0 0 0 1

�

�
�
�
�

Š1

.

Thus, the representation of a frame in terms of another frame gives us the inverse
of the matrix we need to convert from representations in the “rst frame to represen-
tations in the second. Of course, we must compute this inverse, but computing the
inverse of a 4× 4 matrix of this form should not present a problem.

3.4 FRAMES IN OPENGL

As we have seen, OpenGL is based on a pipeline model, the “rst part of which is a
sequence of operations on vertices, many of which are geometric. We can characterize
such operations by a sequence of transformations or, equivalently, as a sequence of
changes of frames for the objects speci“ed by an application program.
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In versions of OpenGL with a “xed-function pipeline and immediate-mode ren-
dering, six frames were speci“ed in the pipeline. With programmable shaders, we
have a great deal of ”exibility to add additional frames or avoid some traditional
frames. Although as we demonstrated in our “rst examples, we could use some
knowledge of how the pipeline functions to avoid using all these frames, that would
not be the best way to build our applications. Rather, each of the six frames we will
discuss will prove to be useful, either for developing our applications or for imple-
mentation of the pipeline. Some will be applied in the application code, others in our
shaders. Some may not be visible to the application. In each of these frames, a vertex
has different coordinates. The following is the usual order in which the frames occur
in the pipeline:

1. Object (or model) coordinates

2. World coordinates

3. Eye (or camera) coordinates

4. Clip coordinates

5. Normalized device coordinates

6. Window (or screen) coordinates

Let•s consider what happens when an application program speci“es a vertex. This
vertex may be speci“ed directly in the application program or indirectly through an
instantiation of some object. In most applications, we tend to specify or use an object
with a convenient size, orientation, and location in its own frame called themodelor
object frame. For example, a cube would typically have its faces aligned with axes
of the frame, its center at the origin, and have a side length of 1 or 2 units. The
coordinates in the corresponding function calls are in object or model coordinates.

An individual scene may comprise hundreds or even thousands of individual
objects. The application program generally applies a sequence of transformations
to each object to size, orient, and position it within a frame that is appropriate for
the particular application. For example, if we were using an instance of a square
for a window in an architectural application, we would scale it to have the correct
proportions and units, which would probably be in feet or meters. The origin of
application coordinates might be a location in the center of the bottom ”oor of the
building. This application frame is called theworld frame, and the values are in
world coordinates. Note that if we do not model with prede“ned objects or apply
any transformations before we specify our geometry, object and world coordinates
are the same.

Object and world coordinates are the natural frames for the application pro-
gram. However, the image that is produced depends on what the camera or viewer
sees. Virtually all graphics systems use a frame whose origin is the center of the
camera•s lens3 and whose axes are aligned with the sides of the camera. This frame

3. For a perspective view, the center of the lens is the center of projection (COP), whereas for an
orthogonal view, the direction of projection is aligned with the sides of the camera.
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is called thecamera frameor eye frame. Because there is an af“ne transformation
that corresponds to each change of frame, there are 4× 4 matrices that represent
the transformation from model coordinates to world coordinates and from world
coordinates to eye coordinates. These transformations usually are concatenated to-
gether into themodel-view transformation, which is speci“ed by the model-view
matrix. Usually, the use of the model-view matrix instead of the individual matrices
should not pose any problems for the application programmer. In Chapter 5, where
we discuss lighting and shading, we will see situations where we must separate the
two transformations.

The last three representations are used primarily in the implementation of the
pipeline, but, for completeness, we introduce them here. Once objects are in eye co-
ordinates, OpenGL must check whether they lie within the view volume. If an object
does not, it is clipped from the scene prior to rasterization. OpenGL can carry out this
process most ef“ciently if it “rst carries out a projection transformation that brings
all potentially visible objects into a cube centered at the origin inclip coordinates.
We will study this transformation in Chapter 4. After this transformation, vertices
are still represented in homogeneous coordinates. The division by thew component,
calledperspective division, yields three-dimensional representations innormalized
device coordinates. The “nal transformation takes a position in normalized device
coordinates and, taking into account the viewport, creates a three-dimensional rep-
resentation inwindow coordinates. Window coordinates are measured in units of
pixels on the display but retain depth information. If we remove the depth coordi-
nate, we are working with two-dimensionalscreen coordinates.

The application programmer usually works with two frames: the eye frame and
the object frame. By concatenating them together to form the model-view matrix,
we have a transformation that positions the object frame relative to the eye frame.
Thus, the model-view matrix converts the homogeneous-coordinate representations
of points and vectors to their representations in the application space to their repre-
sentations in the eye frame.

Although an application does not require us to use the model-view matrix, the
model-view matrix is so important to most applications that we will almost always
include it in our examples. One of the issues we will discuss in some detail is where
we specify our transformations and where they are applied. For example, we could
specify a transformation in the application and apply it to the data there. We could
also de“ne the parameters of a transformation in the application and send these
parameters to the shaders and let the GPU carry out the transformations. We examine
these approaches in the following sections.

Let•s assume that we allocate a model-view matrix in our applications and ini-
tialize it to an identity matrix. Now the object frame and eye frame are identical.
Thus, if we do not change the model-view matrix, we are working in eye coordi-
nates. As we saw in Chapter 2, the camera is at the origin of its frame, as shown in
Figure 3.26(a). The three basis vectors in eye space correspond to (1) the up direction
of the camera, they direction; (2) the direction the camera is pointing, the negative
z direction; and (3) a third orthogonal direction,x, placed so that thex, y, z direc-
tions form a right-handed coordinate system. We obtain other frames in which to
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FIGURE 3.26 Camera and object frames. (a) In default positions. (b) After applying model-view matrix.

place objects by performing homogeneous coordinate transformations that specify
new frames relative to the camera frame. In Section 3.5, we will learn how to specify
these transformations; in Section 3.3, we used them to position the camera relative
to our objects.

Because frame changes are represented by model-view matrices that can be
stored, we can save frames and move between frames by changing the current model-
view matrix. In Chapter 7, we will see that creating a data structure such as a stack to
store transformations will be helpful in working with complex models.

When “rst working with multiple frames, there can be some confusion about
which frames are “xed and which are varying. Because the model-view matrix po-
sitions the camerarelativeto the objects, it is usually a matter of convenience as to
which frame we regard as “xed. Most of the time, we will regard the camera as “xed
and the other frames as moving relative to the camera, but you may prefer to adopt a
different view.

Before beginning a detailed discussion of transformations and how we use them
in OpenGL, we present two simple examples. In the default settings shown in Fig-
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ure 3.26(a), the camera and object frames coincide with the camera pointing in the
negativez-direction. In many applications, it is natural to specify objects near the
origin, such as a square centered at the origin or perhaps a group of objects whose
center of mass is at the origin. It is also natural to set up our viewing conditions so
that the camera sees only those objects that are in front of it. Consequently, to form
images that contain all these objects, we must either move the camera away from the
objects or move the objects away from the camera. Equivalently, we move the cam-
era frame relative to the object frame. If we regard the camera frame as “xed and the
model-view matrix as positioning the object frame relative to the camera frame, then
the model-view matrix,

A =

�

�
�
�
�

1 0 0 0
0 1 0 0
0 0 1 Šd
0 0 0 1

�

�
�
�
�

,

moves a point(x, y, z) in the object frame to the point(x, y, z Š d) in the camera
frame. Thus, by makingd a suitably large positive number, we •moveŽ the objects
in front of the camera by moving the world frame relative to the camera frame, as
shown in Figure 3.26(b). Note that, as far as the user„who is working in world
coordinates„is concerned, she is positioning objects as before. The model-view ma-
trix takes care of the relative positioning of the object and eye frames. This strategy is
almost always better than attempting to alter the positions of the objects by changing
their vertex positions to place them in front of the camera.

Let•s look at another example. When we de“ne our objects using vertices, we
are working in the application frame (or world frame). The vertex positions spec-
i“ed there are the representation of points in that frame. Thus, we do not use the
world frame directly but rather implicitly by representing points (and vectors) in it.
Consider the situation illustrated in Figure 3.27.

y

x

z

FIGURE 3.27 Camera at (1, 0, 1) pointing toward the origin.
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Here we see the camera positioned in the object frame. Using homogeneous
coordinates, it is centered at a pointp = (1, 0, 1, 1)T in world coordinates and points
at the origin in the world frame. Thus, the vector whose representation in the world
frame isn = (Š1, 0,Š1, 0)T is orthogonal to the back of the camera and points
toward the origin. The camera is oriented so that its up direction is the same as the up
direction in world coordinates and has the representationv = (0, 1, 0, 0)T. We can
form an orthogonal coordinate system for the camera by using the cross product to
determine a third orthogonal direction for the camera, which isu = (1, 0,Š1, 0)T.
We can now proceed as we did in Section 3.3.6 and derive the matrixM that converts
the representation of points and vectors in the world frame to their representations
in the camera frame. The transpose of this matrix in homogeneous coordinates is
obtained by the inverse of a matrix containing the coordinates of the camera,

(MT)Š1 =

�

�
�
�
�

uT

vT

nT

0 0 0 1

�

�
�
�
�

=

�

�
�
�
�

1 0 Š1 1
0 1 0 0

Š1 0 Š1 1
0 0 0 1

�

�
�
�
�

Š1

=

�

�
�
�
�

1
2 0 Š 1

2 0
0 1 0 0

Š 1
2 0 Š 1

2 1
0 0 0 1

�

�
�
�
�

.

Note that the origin in the original frame is now one unit in then direction from
the origin in the camera frame or, equivalently, at the point whose representation is
(0, 0, 1, 1) in the camera frame.

In OpenGL, we can set a model-view matrix by sending an array of 16 elements
to the vertex shader. For situations in which we have the representation of one frame
in terms of another through the speci“cation of the basis vectors and the origin, it
is a direct exercise to “nd the required coef“cients. However, such is not usually the
case. For most geometric problems, we usually go from one frame to another by a
sequence of geometric transformations such as rotations, translations, and scales. We
will follow this approach in subsequent sections. But “rst, we will introduce some
helpful C++ classes.

3.5 MATRIX AND VECTOR CLASSES

In Chapter 2, we saw how using some new data types could clarify our application
code and were necessary for GLSL. Let•s expand and formalize these notions by
introducing the C++ classes that we will use in our applications. The code is in two
“les, mat.h andvec.h , that can both be included in your application through the
include line

#include "mat.h"

The basic types aremat2, mat3, mat4, vec2, vec3, andvec4. The matrix classes
are for 2× 2, 3× 3, and 4× 4 matrices whereas the vector types are for 2-, 3-, and
4-element arrays. The arithmetic operators are overloaded, so we can write code
such as
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#include "mat.h"

vec4 x, y = vec4(1.0, 2.0, 3.0, 1.0); // use of constructor
x = 2.0*y;
x[2] = 5.0;
mat4 a, b = mat4(vec4(y), vec4(x), vec4(y), vec4(x)); //matrix constructor
floa t s = 2.5;
a[2][1] = 3.5;
b = s*a;
vec4 z = b*x;
y = x*b;

Thus, we can reference individual elements of either type and carry out the standard
matrix operations, as described in Appendix B. Note that the productsb*x andx*b
will, in general, yield different results. The “rst is the product of a 1× 4 row matrix
times a 4× 4 square matrix, whereas the second is the product of a 4× 4 square
matrix times a 4× 1 column matrix. Both yield four elements and so can be stored
asvec4s.

In light of our previous de“nition of points and vectors, the use of the names
vec2, vec3, andvec4 may be a bit disconcerting. GLSL uses these types to store any
quantity that has three or four elements, including vectors (directions) and points in
homogeneous coordinates, colors (either RGB or RGBA), and, as we shall see later,
texture coordinates. The advantage is that we can write code for all these types that
uses the same operations. By using these same GLSL types in the classes invec.h
and mat.h , the code that manipulates points, vectors, and transformations in our
applications will look similar to GLSL code. We will see that we will often have a
choice as to where we carry out our algorithms, in the application or in one of the
shaders. By having the same types available, we will be able to transfer an algorithm
easily from an application to one of the shaders.

One trick that can make the application code a little clearer is to use atypedef
to assign names to types that will make the code easier to understand. Some helpful
examples we will use are

typedef vec3 color3;
typedef vec4 color4;
typedef vec3 point3;
typedef vec4 point4;

Of course we have not really created any new classes, but we prefer code such as

color3 red = color3(1.0, 0.0, 0.0);

to

vec3 red = vec3(1.0, 0.0, 0.0);
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FIGURE 3.28 One frame of
cube animation.

3.6 MODELING A COLORED CUBE

We now have most of the basic conceptual and practical knowledge we need to build
three-dimensional graphical applications. We will use them to produce a program
that draws a rotating cube. One frame of an animation might be as shown in Fig-
ure 3.28. However, before we can rotate the cube, we will consider how we can
model it ef“ciently. Although three-dimensional objects can be represented, like two-
dimensional objects, through a set of vertices, we will see that data structures will help
us to incorporate the relationships among the vertices, edges, and faces of geometric
objects. Such data structures are supported in OpenGL through a facility calledvertex
arrays,which we introduce at the end of this section.

After we have modeled the cube, we can animate it by using af“ne transforma-
tions. We introduce these transformations in Section 3.7 and then use them to alter
a model-view matrix. In Chapter 4, we use these transformations again as part of the
viewing process. Our pipeline model will serve us well. Vertices will ”ow through a
number of transformations in the pipeline, all of which will use our homogeneous-
coordinate representation. At the end of the pipeline awaits the rasterizer. At this
point, we can assume it will do its job automatically, provided we perform the pre-
liminary steps correctly.

3.6.1 Modeling the Faces
The cube is as simple a three-dimensional object as we might expect to model and
display. There are a number of ways, however, to model it. A CSG system would re-
gard it as a single primitive. At the other extreme, the hardware processes the cube as
an object de“ned by eight vertices. Our decision to use surface-based models implies
that we regard a cube either as the intersection of six planes or as the six polygons,
calledfacets, that de“ne its faces. A carefully designed data structure should support
both the high-level application view of the cube and the low-level view needed for the
implementation.

We start by assuming that the vertices of the cube are available through an array
of vertices. We will work with homogeneous coordinates, so

point4 vertices[8] = {
point4(-1.0,-1.0,-1.0,1.0),point4(1.0,-1.0,-1.0,1.0),
point4(1.0,1.0,-1.0,1.0), point4(-1.0,1.0,-1.0,1.0),
point4(-1.0,-1.0,1.0,1.0), point4(1.0,-1.0,1.0,1.0)
point4(1.0,1.0,1.0,1.0), point4(-1.0,1.0,1.0,1.0)};

We can then use the list of points to specify the faces of the cube. For example,
one face is given by the sequence of vertices (0, 3, 2, 1). We can specify the other “ve
faces similarly.

3.6.2 Inward- and Outward-Pointing Faces
We have to be careful about the order in which we specify our vertices when we
are de“ning a three-dimensional polygon. We used the order 0, 3, 2, 1 for the “rst
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FIGURE 3.29 Traversal of the
edges of a polygon.

face. The order 1, 0, 3, 2 would be the same, because the “nal vertex in a polygon
speci“cation is always linked back to the “rst. However, the order 0, 1, 2, 3 is different.
Although it describes the same boundary, the edges of the polygon are traversed in the
reverse order„0, 3, 2, 1„as shown in Figure 3.29. The order is important because
each polygon has two sides. Our graphics systems can display either or both of them.
From the camera•s perspective, we need a consistent way to distinguish between the
two faces of a polygon. The order in which the vertices are speci“ed provides this
information.

We call a faceoutward facingif the vertices are traversed in a counterclockwise
order when the face is viewed from the outside. This method is also known as the
right-hand rule because if you orient the “ngers of your right hand in the direction
the vertices are traversed, the thumb points outward.

In our example, the order 0, 3, 2, 1 speci“es an outward face of the cube, whereas
the order 0, 1, 2, 3 speci“es the back face of the same polygon. Note that each face of
an enclosed object, such as our cube, is an inside or outside face, regardless of from
where we view it, as long as we view the face from outside the object. By specifying
front and back carefully, we will be able to eliminate (orcull) faces that are not visible
or to use different attributes to display front and back faces. We will consider culling
further in Chapter 6.

3.6.3 Data Structures for Object Representation
We could now describe our cube through a set of vertex speci“cations. For example,
we could use a two-dimensional array of positions

point3 faces[6][4];

or we could use a single array of 24 vertices

point3 cube_vertices[24];

wherecube_vertices[i] contains thex, y, z coordinates of the ith vertex in the
list. Both of these methods work, but they both fail to capture the essence of the
cube•stopology, as opposed to the cube•sgeometry. If we think of the cube as a
polyhedron, we have an object„the cube„that is composed of six faces. The faces
are each quadrilaterals that meet at vertices; each vertex is shared by three faces. In
addition, pairs of vertices de“ne edges of the quadrilaterals; each edge is shared by
two faces. These statements describe the topology of a six-sided polyhedron. All are
true, regardless of the location of the vertices„that is, regardless of the geometry of
the object.4

Throughout the rest of this book, we will see that there are numerous advan-
tages to building for our objects data structures that separate the topology from the

4. We are ignoring special cases (singularities) that arise, for example, when three or more vertices
lie along the same line or when the vertices are moved so that we no longer have nonintersecting
faces.
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FIGURE 3.30 Vertex-list representation of a cube.

geometry. In this example, we use a structure, the vertex list, that is both simple and
useful and can be expanded later.

The data specifying the location of the vertices contain the geometry and can be
stored as a simple list or array, such as invertices[8] „the vertex list. The top-
level entity is a cube; we regard it as being composed of six faces. Each face consists of
four ordered vertices. Each vertex can be speci“ed indirectly through its index. This
data structure is shown in Figure 3.30. One of the advantages of this structure is that
each geometric location appears only once, instead of being repeated each time it is
used for a facet. If, in an interactive application, the location of a vertex is changed,
the application needs to change that location only once, rather than searching for
multiple occurrences of the vertex.

3.6.4 The Color Cube
We can use the vertex list to de“ne a color cube. We use a functionquad that takes
as input the indices of four vertices in outward pointing order and adds data to two
arrays, as in Chapter 2, to store the vertex positions and the corresponding colors for
each face in the arrays

vec4 quad_colors[36], vertices[36];

int i = 0; /* vertex and color index */

Note that because we can only display triangles, thequadfunction must generate
two triangles for each face and thus six vertices. If we want each vertex to have its own
color, then we need 24 vertices and 24 colors for our data. Using thisquadfunction,
we can specify our cube through the function
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void colorcube()
{

quad(0,3,2,1);
quad(2,3,7,6);
quad(3,0,4,7);
quad(1,2,6,5);
quad(4,5,6,7);
quad(5,4,0,1);

}

We will assign the colors to the vertices using the colors of the corners of the
color solid from Chapter 2 (black, white, red, green, blue, cyan, magenta, yellow). We
assign a color for each vertex using the index of the vertex. Alternately, we could use
the “rst index of the “rst vertex speci“ed byquadto “x the color for the entire face.
Here are the RGBA colors,

color4 colors[8] = {color4(0.0,0.0,0.0,1.0),
color4(1.0,0.0,0.0,1.0),
color4(1.0,1.0,0.0,1.0),
color4(0.0,1.0,0.0,1.0),
color4(0.0,0.0,1.0,1.0),
color4(1.0,0.0,1.0,1.0),
color4(0.0,1.0,1.0,1.0),
color4(1.0,1.0,1.0,1.0)};

and the vertices of a cube that corresponds to the clipping area in clip coordinates,

point4 vertices[8] = {point4(-1.0,-1.0,1.0,1.0), point4(-1.0,1.0,1.0,1.0),
point4(1.0,1.0,1.0,1.0), point4(1.0,-1.0,1.0,1.0),
point4(-1.0,-1.0,-1.0,1.0), point4(-1.0,1.0,-1.0,1.0),
point4(1.0,1.0,-1.0,1.0), point4(1.0,-1.0,-1.0,1.0)};

Here is thequadfunction that uses the “rst three vertices to specify one triangle
and the “rst, third, and fourth to specify the second:

int i = 0;

void quad(int a, int b, int c, int d)
{

quad_color[i] = colors[a];
points[i] = vertices[a];
i++;
quad_color[i] = colors[b];
points[i] = vertices[b];
i++;
quad_color[i] = colors[c];
points[i] = vertices[c];
i++;
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FIGURE 3.31 Interpolation
using barycentric coordinates.

quad_color[i] = colors[a];
points[i] = vertices[a];
i++;
quad_color[i] = colors[c];
points[i] = vertices[c];
i++;
quad_color[i] = colors[d];
points[i] = vertices[d];
i++;

}

Note the initialization ofi outside thequad function. If, as in later examples, we
invokequadmultiple times, either because we change the colors or locations of the
same vertices or we have multiple cubes, we must be careful as to where we start
placing data in thepoints array. Our program is almost complete, but “rst we
examine how the colors and other vertex attributes can be assigned to fragments by
the rasterizer.

3.6.5 Interpolation
Although we have speci“ed colors for the vertices of the cube, the graphics system
must decide how to use this information to assign colors to points inside the polygon.
There are many ways to use the colors of the vertices to “ll in, orinterpolate, colors
across a polygon. Probably the most common method used in computer graphics is
based on the barycentric coordinate representation of triangles that we introduced in
Section 3.1. One of the major reasons for this approach is that triangles are the key
object that we work with in rendering.

Consider the polygon shown in Figure 3.31. The colorsC0, C1, andC2 are the
ones assigned to the vertices in the application program. Assume that we are using
RGB color and that the interpolation is applied individually to each primary color.
We “rst use linear interpolation to interpolate colors, along the edges between vertices
0 and 1, creating RGB colors along the edges through the parametric equations as
follows:

C01(�) = (1Š �) C0 + � C1.

As� goes from 0 to 1, we generate colors,C01(�) along this edge. For a given value
of � , we obtain the colorC3. We can now interpolate colors along the line connecting
C3 with the colorC2 at the third vertex as follows:

C32(�) = (1Š �) C3 + � C2,

which for a given value of� gives the colorC4 at an interior point. As the barycentric
coordinates� and� range from 0 to 1, we get interpolated colors for all the interior
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points and thus a color for each fragment generated by the rasterizer. The same
interpolation method can be used on any vertex attribute.5

We now have an object that we can display much as we did with the three-
dimensional Sierpinski gasket in Section 2.9, using a basic orthographic projection.
In Section 3.7, we introduce transformations, enabling us to animate the cube and
also to construct more complex objects. First, however, we introduce an OpenGL
feature that not only reduces the overhead of generating our cube but also gives us
a higher-level method of working with the cube and with other polyhedral objects.

3.6.6 Displaying the Cube
The complete program is given in Appendix A. The parts of the application program
to display the cube and the shaders are almost identical to the the code we used to
display the three-dimensional gasket in Chapter 2. The differences are entirely in how
we place data in the arrays for the vertex positions and vertex colors. The OpenGL
parts, including the shaders, are the same.

However, the display of the cube is not very informative. Because the sides of the
cube are aligned with the clipping volume, we see only the front face. The display also
occupies the entire window. We could get a more interesting display by changing the
data so that it corresponds to a rotated cube. We could scale the data to get a smaller
cube. For example, we could scale the cube by half by changing the vertex data to

point4 vertices[8] = {point4(-0.5,-0.5,0.5,1.0),
point4(-0.5,0.5,0.5,1.0),
point4(0.5,0.5,0.5,1.0),
point4(0.5,-0.5,0.5,1.0),
point4(-0.5,-0.5,-0.5,1.0),
point4(-0.5,0.5,-0.5,1.0),
point4(0.5,0.5,-0.5,1.0),
point4(0.5,-0.5,-0.5,1.0)};

but that would not be a very ”exible solution. We could put the scale factor in the
quadfunction. A better solution might be to change the vertex shader to

in vec4 vPosition;
in vec4 vColor;
out vec4 color;

void main()
{

gl_Position = 0.5*vPosition;
color = vColor;

}

5. Modern graphics cards support interpolation methods that are correct under perspective viewing.
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FIGURE 3.32 Transformation.

Note that we also changed the vertex shader to use input data in four-dimensional
homogeneous coordinates. We also can simplify the fragment shader to

in vec4 color;
out vec4 fragColor;

void main()
{

fragColor = color;
}

Rather than looking at these ad hoc approaches, we will develop a transformation ca-
pability that will enable us to rotate, scale, and translate data either in the application
or in the shaders. We will also examine in greater detail how we convey data among
the application and shaders that enable us to carry out transformations in the GPU
and alter transformations dynamically.

3.7 AFFINE TRANSFORMATIONS

A transformation is a function that takes a point (or vector) and maps it into another
point (or vector). We can picture such a function by looking at Figure 3.32 or by
writing down the functional form

Q = T(P)

for points, or

v = R(u)

for vectors. If we use homogeneous coordinate representations, then we can represent
both vectors and points as four-dimensional column matrices and we can de“ne the
transformation with a single function,

q = f (p),

v = f (u),

that transforms the representations of both points and vectors in a given frame.
This formulation is too general to be useful, as it encompasses all single-valued

mappings of points and vectors. In practice, even if we were to have a convenient de-
scription of the functionf , we would have to carry out the transformation on every
point on a curve. For example, if we transform a line segment, a general transforma-
tion might require us to carry out the transformation for every point between the two
endpoints.

Consider instead a restricted class of transformations. Let•s assume that we are
working in four-dimensional, homogeneous coordinates. In this space, both points
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and vectors are represented as 4-tuples.6 We can obtain a useful class of transfor-
mations if we place restrictions onf . The most important restriction is linearity. A
function f is alinear function if and only if, for any scalars� and � and any two
vertices (or vectors)p andq,

f (� p + � q) = � f (p) + � f (q).

The importance of such functions is that if we know the transformations ofp and
q, we can obtain the transformations of linear combinations ofp and q by taking
linear combinations of their transformations. Hence, we avoid having to calculate
transformations for every linear combination.

Using homogeneous coordinates, we work with the representations of points and
vectors. A linear transformation then transforms the representation of a given point
(or vector) into another representation of that point (or vector) and can always be
written in terms of the two representations,u andv, as a matrix multiplication:

v = Cu,

whereC is a square matrix. Comparing this expression with the expression we ob-
tained in Section 3.3 for changes in frames, we can observe that as long asC is
nonsingular, each linear transformation corresponds to a change in frame. Hence,
we can view a linear transformation in two equivalent ways: (1) as a change in the
underlying representation, or frame, that yields a new representation of our vertices,
or (2) as a transformation of the vertices within the same frame.

When we work with homogeneous coordinates,C is a 4× 4 matrix that leaves
unchanged the fourth (w) component of a representation. The matrixC is of the
form

C =

�

�
�
�
�

� 11 � 12 � 13 � 14

� 21 � 22 � 23 � 24

� 31 � 32 � 33 � 34

0 0 0 1

�

�
�
�
�

and is the transpose of the matrixM that we derived in Section 3.3.4. The 12 values
can be set arbitrarily, and we say that this transformation has 12degrees of free-
dom. However, points and vectors have slightly different representations in our af“ne
space. Any vector is represented as

u =

�

�
�
�
�

� 1

� 2

� 3

0

�

�
�
�
�

.

6. We consider only those functions that map vertices to other vertices and that obey the rules for
manipulating points and vectors that we have developed in this chapter and in Appendix B.
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Any point can be written as

p =

�

�
�
�
�

� 1

� 2

� 3

1

�

�
�
�
�

.

If we apply an arbitraryC to a vector,

v = Cu,

we see that only nine of the elements ofC affectu, and thus there are only nine
degrees of freedom in the transformation of vectors. Af“ne transformations of points
have the full 12 degrees of freedom.

We can also show that af“ne transformations preserve lines. Suppose that we
write a line in the form

P(�) = P0 + � d,

whereP0 is a point andd is a vector. In any frame, the line can be expressed as

p(�) = p0 + � d,

wherep0 and d are the representations ofP0 and d in that frame. For any af“ne
transformation matrixA,

Cp(�) = Cp0 + � Cd.

Thus, we can construct the transformed line by “rst transformingp0 and d and
using whatever line-generation algorithm we choose when the line segment must be
displayed. If we use the two-point form of the line,

p(�) = � p0 + (1Š �) p1,

a similar result holds. We transform the representations ofp0 andp1 and then con-
struct the transformed line. Because there are only 12 elements inC that we can select
arbitrarily, there are 12 degrees of freedom in the af“ne transformation of a line or
line segment.

We have expressed these results in terms of abstract mathematical spaces. How-
ever, their importance in computer graphics is practical. We need only to transform
the homogeneous-coordinate representation of the endpoints of a line segment to de-
termine completely a transformed line. Thus, we can implement our graphics systems
as a pipeline that passes endpoints through af“ne-transformation units and generates
the interior points at the rasterization stage.

Fortunately, most of the transformations that we need in computer graphics are
af“ne. These transformations include rotation, translation, and scaling. With slight
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modi“cations, we can also use these results to describe the standard parallel and
perspective projections discussed in Chapter 4.

3.8 TRANSLATION, ROTATION, AND SCALING

We have been going back and forth between looking at geometric objects as abstract
entities and working with their representation in a given frame. When we work with
application programs, we have to work with representations. In this section, “rst we
show how we can describe the most important af“ne transformations independently
of any representation. Then, we “nd matrices that describe these transformations by
acting on the representations of our points and vectors. In Section 3.8, we will see
how these transformations can be implemented in OpenGL.

We look at transformations as ways of moving the points that describe one or
more geometric objects to new locations. Although there are many transformations
that will move a particular point to a new location, there will almost always be only
a single way to transform a collection of points to new locations while preserving
the spatial relationships among them. Hence, although we can “nd many matrices
that will move one corner of our color cube fromP0 to Q0, only one of them, when
applied to all the vertices of the cube, will result in a displaced cube of the same size
and orientation.

3.8.1 Translation
Translation is an operation that displaces points by a “xed distance in a given di-
rection, as shown in Figure 3.33. To specify a translation, we need only to specify a
displacement vectord, because the transformed points are given by

P� = P + d

for all points P on the object. Note that this de“nition of translation makes no
reference to a frame or representation. Translation has three degrees of freedom
because we can specify the three components of the displacement vector arbitrarily.

(a) (b)
d

FIGURE 3.33 Translation. (a) Object in original position. (b) Object
translated.



156 Chapter 3 Geometric Objects and Transformations

x

�

�

y

(x, y )

(x �, y �)

FIGURE 3.34 Two-dimensional
rotation.

3.8.2 Rotation
Rotation is more dif“cult to specify than translation because we must specify more
parameters. We start with the simple example of rotating a point about the origin
in a two-dimensional plane, as shown in Figure 3.34. Having speci“ed a particular
point„the origin„we are in a particular frame. A two-dimensional point at(x, y)
in this frame is rotated about the origin by an angle� to the position(x�, y�). We
can obtain the standard equations describing this rotation by representing(x, y) and
(x�, y�) in polar form:

x = 	 cos� ,

y = 	 sin � ,

x� = 	 cos(� + �) ,

y� = 	 sin(� + �) .

Expanding these terms using the trigonometric identities for the sine and cosine of
the sum of two angles, we “nd

x� = 	 cos� cos� Š 	 sin � sin � = x cos� Š y sin � ,

y� = 	 cos� sin � + 	 sin � cos� = x sin � + y cos� .

These equations can be written in matrix form as

�
x�

y�

	
=

�
cos� Š sin �
sin � cos�

	 �
x
y

	
.

We expand this form to three dimensions in Section 3.9.
Note three features of this transformation that extend to other rotations:

1. There is one point„the origin, in this case„that is unchanged by the ro-
tation. We call this point the“xed point of the transformation. Figure 3.35
shows a two-dimensional rotation about a “xed point in the center of the ob-
ject rather than about the origin of the frame.

2. Knowing that the two-dimensional plane is part of three-dimensional space,
we can reinterpret this rotation in three dimensions. In a right-handed sys-
tem, when we draw thex- andy-axes in the standard way, the positivez-axis
comes out of the page. Our de“nition of a positive direction of rotation is
counterclockwise when we look down the positivez-axis toward the origin.
We use this de“nition to de“ne positive rotations about other axes.

3. Rotation in the two-dimensional planez = 0 is equivalent to a three-
dimensional rotation about thez-axis. Points in planes of constantz all rotate
in a similar manner, leaving theirz values unchanged.
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FIGURE 3.35 Rotation about a fixed point.
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FIGURE 3.36 Three-dimensional rotation.

We can use these observations to de“ne a general three-dimensional rotation that
is independent of the frame. We must specify the three entities shown in Figure 3.36:
a “xed point (Pf ), a rotation angle (� ), and a line or vector about which to rotate.
For a given “xed point, there are three degrees of freedom: the two angles necessary
to specify the orientation of the vector and the angle that speci“es the amount of
rotation about the vector.

Rotation and translation are known asrigid-body transformations. No combi-
nation of rotations and translations can alter the shape or volume of an object; they
can alter only the object•s location and orientation. Consequently, rotation and trans-
lation alone cannot give us all possible af“ne transformations. The transformations
shown in Figure 3.37 are af“ne, but they are not rigid-body transformations.
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FIGURE 3.37 Non…rigid-body transformations.

FIGURE 3.38 Uniform and nonuniform scaling.

3.8.3 Scaling
Scalingis an af“ne non…rigid-body transformation by which we can make an object
bigger or smaller. Figure 3.38 illustrates both uniform scaling in all directions and
scaling in a single direction. We need nonuniform scaling to build up the full set of
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FIGURE 3.39 Effect of scale
factor.
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FIGURE 3.40 Reflection.

af“ne transformations that we use in modeling and viewing by combining a properly
chosen sequence of scalings, translations, and rotations.

Scaling transformations have a “xed point, as we can see from Figure 3.39.
Hence, to specify a scaling, we can specify the “xed point, a direction in which we
wish to scale, and a scale factor (� ). For � > 1, the object gets longer in the speci“ed
direction; for 0� � < 1, the object gets smaller in that direction. Negative values of�
give usre”ection (Figure 3.40) about the “xed point, in the scaling direction. Scaling
has six degrees of freedom because we can specify an arbitrary “xed point and three
independent scaling factors.

3.9 TRANSFORMATIONS IN HOMOGENEOUS
COORDINATES

All graphics APIs force us to work within some reference system. Hence, we cannot
work with high-level expressions such as

Q = P + � v.

Instead, we work with representations in homogeneous coordinates and with expres-
sions such as

q = p + � v.

Within a frame, each af“ne transformation is represented by a 4× 4 matrix of the
form
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A =

�

�
�
�
�

� 11 � 12 � 13 � 14

� 21 � 22 � 23 � 24

� 31 � 32 � 33 � 34

0 0 0 1

�

�
�
�
�

.

3.9.1 Translation
Translation displaces points to new positions de“ned by a displacement vector. If we
move the pointp to p� by displacing by a distanced, then

p� = p + d.

Looking at their homogeneous-coordinate forms

p =

�

�
�
�
�

x
y
z
1

�

�
�
�
�

, p� =

�

�
�
�
�

x�

y�

z�

1

�

�
�
�
�

, d =

�

�
�
�
�

� x

� y

� z

0

�

�
�
�
�

,

we see that these equations can be written component by component as

x� = x + � x,

y� = y + � y,

z� = z + � z.

This method of representing translation using the addition of column matrices does
not combine well with our representations of other af“ne transformations. However,
we can also get this result using the matrix multiplication:

p� = Tp,

where

T =

�

�
�
�
�

1 0 0 � x

0 1 0 � y

0 0 1 � z

0 0 0 1

�

�
�
�
�

.

T is called thetranslation matrix. We sometimes write it asT(� x, � y, � z) to empha-
size the three independent parameters.

It might appear that using a fourth “xed element in the homogeneous represen-
tation of a point is not necessary. However, if we use the three-dimensional forms
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q =

�

�
x
y
z

�

� , q� =

�

�
x�

y�

z�

�

� ,

it is not possible to “nd a 3× 3 matrixD such thatq� = Dq for the given displacement
vectord. For this reason, the use of homogeneous coordinates is often seen as a clever
trick that allows us to convert the addition of column matrices in three dimensions
to matrix…matrix multiplication in four dimensions.

We can obtain the inverse of a translation matrix either by applying an inversion
algorithm or by noting that if we displace a point by the vectord, we can return to
the original position by a displacement ofŠd. By either method, we “nd that

TŠ1(� x, � y, � z) = T(Š� x, Š � y, Š � z) =

�

�
�
�
�

1 0 0 Š� x

0 1 0 Š� y

0 0 1 Š� z

0 0 0 1

�

�
�
�
�

.

3.9.2 Scaling
For both scaling and rotation, there is a “xed point that is unchanged by the trans-
formation. We let the “xed point be the origin, and we show how we can concatenate
transformations to obtain the transformation for an arbitrary “xed point.

A scaling matrix with a “xed point of the origin allows for independent scaling
along the coordinate axes. The three equations are

x� = � xx,

y� = � yy,

z� = � zz.

These three equations can be combined in homogeneous form as

p� = Sp,

where

S= S(� x, � y, � z) =

�

�
�
�
�

� x 0 0 0
0 � y 0 0
0 0 � z 0
0 0 0 1

�

�
�
�
�

.

As is true of the translation matrix and, indeed, of all homogeneous coordinate trans-
formations, the “nal row of the matrix does not depend on the particular transfor-
mation, but rather forces the fourth component of the transformed point to retain
the value 1.
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We obtain the inverse of a scaling matrix by applying the reciprocals of the scale
factors:

SŠ1(� x, � y, � z) = S



1
� x

,
1
� y

,
1
� z

�

.

3.9.3 Rotation
We “rst look at rotation with a “xed point at the origin. There are three degrees
of freedom corresponding to our ability to rotate independently about the three
coordinate axes. We have to be careful, however, because matrix multiplication is
not a commutative operation (Appendix C). Rotation about thex-axis by an angle
� followed by rotation about they-axis by an angle� does not give us the same result
as the one that we obtain if we reverse the order of the rotations.

We can “nd the matrices for rotation about the individual axes directly from
the results of the two-dimensional rotation that we developed in Section 3.7.2. We
saw that the two-dimensional rotation was actually a rotation in three dimensions
about thez-axis and that the points remained in planes of constantz. Thus, in three
dimensions, the equations for rotation about thez-axis by an angle� are

x� = x cos� Š y sin � ,

y� = x sin � + y cos� ,

z� = z,

or, in matrix form,

p� = Rzp,

where

Rz = Rz(�) =

�

�
�
�
�

cos� Š sin � 0 0
sin � cos� 0 0

0 0 1 0
0 0 0 1

�

�
�
�
�

.

We can derive the matrices for rotation about thex- andy-axes through an identical
argument. If we rotate about thex-axis, then thex values are unchanged, and we
have a two-dimensional rotation in which points rotate in planes of constantx; for
rotation about they-axis, they values are unchanged. The matrices are

Rx = Rx(�) =

�

�
�
�
�

1 0 0 0
0 cos� Š sin � 0
0 sin� cos� 0
0 0 0 1

�

�
�
�
�

,
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Ry = Ry(�) =

�

�
�
�
�

cos� 0 sin� 0
0 1 0 0

Š sin � 0 cos� 0
0 0 0 1

�

�
�
�
�

.

The signs of the sine terms are consistent with our de“nition of a positive rotation in
a right-handed system.

Suppose that we letR denote any of our three rotation matrices. A rotation by�
can always be undone by a subsequent rotation byŠ� ; hence,

RŠ1(� ) = R(Š�) .

In addition, noting that all the cosine terms are on the diagonal and the sine terms
are off-diagonal, we can use the trigonometric identities

cos(Š�) = cos�

sin(Š�) = Š sin �

to “nd

RŠ1(� ) = RT(�) .

In Section 3.10.1, we show how to construct any desired rotation matrix, with a
“xed point at the origin, as a product of individual rotations about the three axes

R = RzRyRx.

Using the fact that the transpose of a product is the product of the transposes in the
reverse order, we see that for any rotation matrix,

RŠ1 = RT.

A matrix whose inverse is equal to its transpose is called anorthogonal matrix.
Normalized orthogonal matrices correspond to rotations about the origin.

3.9.4 Shear
Although we can construct any af“ne transformation from a sequence of rota-
tions, translations, and scalings, there is one more af“ne transformation„theshear
transformation„that is of such importance that we regard it as a basic type rather
than deriving it from the others. Consider a cube centered at the origin, aligned with
the axes, and viewed from the positivez-axis, as shown in Figure 3.41. If we pull the
top to the right and the bottom to the left, we shear the object in thex-direction. Note
that neither they nor the z values are changed by the shear, so we can call this op-
erationx shear to distinguish it from shears of the cube in other possible directions.
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FIGURE 3.41 Shear.
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FIGURE 3.42 Computation of
the shear matrix.

Using simple trigonometry on Figure 3.42, we see that each shear is characterized by
a single angle� ; the equations for this shear are

x� = x + y cot � ,

y� = y,

z� = z,

leading to the shearing matrix

Hx(� ) =

�

�
�
�
�

1 cot� 0 0
0 1 0 0
0 0 1 0
0 0 0 1

�

�
�
�
�

.

We can obtain the inverse by noting that we need to shear in only the opposite
direction; hence,

HŠ1
x (� ) = Hx(Š�) .

Shearing in thex-direction followed by a shear inz-direction, leaves they values
unchanged and can be regarded as a shear in thex Š z plane.

3.10 CONCATENATION OF TRANSFORMATIONS

In this section, we create examples of af“ne transformations by multiplying together,
or concatenating, sequences of the basic transformations that we just introduced.
Using this strategy is preferable to attempting to de“ne an arbitrary transformation
directly. The approach “ts well with our pipeline architectures for implementing
graphics systems.

Suppose that we carry out three successive transformations on a pointp, cre-
ating a new pointq. Because the matrix product is associative, we can write the
sequence as
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FIGURE 3.43 Application of transformations one at a time.
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FIGURE 3.44 Pipeline trans-
formation.

q = CBAp,

without parentheses. Note that here the matricesA, B, andC (and thusM) can be
arbitrary 4× 4 matrices, although in practice they will most likely be af“ne. The order
in which we carry out the transformations affects the ef“ciency of the calculation. In
one view, shown in Figure 3.43, we can carry outA, followed byB, followed byC„an
order that corresponds to the grouping

q = (C(B(Ap))) .

If we are to transform a single point, this order is the most ef“cient because each
matrix multiplication involves multiplying a column matrix by a square matrix. If we
have many points to transform, then we can proceed in two steps. First, we calculate

M = CBA.

Then, we use this matrix on each point

q = Mp.

This order corresponds to the pipeline shown in Figure 3.44, where we computeM
“rst, then load it into a pipeline transformation unit. If we simply count operations,
we see that although we do a little more work in computingM initially, becauseM
may be applied to tens of thousands of points, this extra work is insigni“cant com-
pared with the savings we obtain by using a single matrix multiplication for each
point. We now derive examples of computingM.

3.10.1 Rotation About a Fixed Point
Our “rst example shows how we can alter the transformations that we de“ned with
a “xed point at the origin (rotation, scaling, shear) to have an arbitrary “xed point.
We demonstrate for rotation about thez-axis; the technique is the same for the other
cases.

Consider a cube with its center atpf and its sides aligned with the axes. We
want to rotate the cube about thez-axis, but this time about its centerpf , which
becomes the “xed point of the transformation, as shown in Figure 3.45. Ifpf were
the origin, we would know how to solve the problem: We would simply useRz(� ) .
This observation suggests the strategy of “rst moving the cube to the origin. We can
then applyRz(� ) and “nally move the object back such that its center is again atpf .
This sequence is shown in Figure 3.46. In terms of our basic af“ne transformations,
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FIGURE 3.45 Rotation of a cube about its center.
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FIGURE 3.46 Sequence of transformations.

the “rst is T(Špf ), the second isRz(� ) , and the “nal isT(pf ). Concatenating them
together, we obtain the single matrix

M = T(pf )Rz(� ) T(Špf ).

If we multiply out the matrices, we “nd that

M =

�

�
�
�
�

cos� Š sin � 0 xf Š xf cos� + yf sin �
sin � cos� 0 yf Š xf sin � Š yf cos�

0 0 1 0
0 0 0 1

�

�
�
�
�

.
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FIGURE 3.47 Rotation of a cube about the z-axis. (a) Cube before
rotation. (b) Cube after rotation.
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FIGURE 3.48 Rotation of a cube about the y-axis.

3.10.2 General Rotation
We now show that an arbitrary rotation about the origin can be composed of three
successive rotations about the three axes. The order is not unique (see Exercise 3.10),
although the resulting rotation matrix is. We form the desired matrix by “rst doing
a rotation about thez-axis, then doing a rotation about they-axis, and concluding
with a rotation about thex-axis.

Consider the cube, again centered at the origin with its sides aligned with the
axes, as shown in Figure 3.47(a). We can rotate it about thez-axis by an angle� to
orient it, as shown in Figure 3.47(b). We then rotate the cube by an angle� about the
y-axis, as shown in a top view in Figure 3.48. Finally, we rotate the cube by an angle�
about thex-axis, as shown in a side view in Figure 3.49. Our “nal rotation matrix is

R = RxRyRz.
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FIGURE 3.49 Rotation of a cube about the x-axis.

FIGURE 3.50 Scene of simple
objects.

A little experimentation should convince you that we can achieve any desired orien-
tation by proper choice of� , � , and � , although, as we will see in the example of
Section 3.10.4, “nding these angles can be tricky.

3.10.3 The Instance Transformation
Our example of a cube that can be rotated to any desired orientation suggests a
generalization appropriate for modeling. Consider a scene composed of many simple
objects, such as those shown in Figure 3.50. One option is to specify each of these
objects, through its vertices, in the desired location with the desired orientation and
size. An alternative is to specify each of the object types once at a convenient size, in
a convenient place, and with a convenient orientation. Each occurrence of an object
in the scene is aninstanceof that object•s prototype, and we can obtain the desired
size, orientation, and location by applying an af“ne transformation„theinstance
transformation„to the prototype. We can build a simple database to describe a
scene from a list of object identi“ers (such as 1 for a cube and 2 for a sphere) and
of the instance transformation to be applied to each object.

The instance transformation is applied in the order shown in Figure 3.51. Objects
are usually de“ned in their own frames, with the origin at the center of mass and
the sides aligned with the model frame axes. First, we scale the object to the desired
size. Then we orient it with a rotation matrix. Finally, we translate it to the desired
orientation. Hence, the instance transformation is of the form

M = TRS.

Modeling with the instance transformation works well not only with our pipeline
architectures but also with other methods for retaining objects such as scene graphs
that we will introduce in Chapter 8. A complex object that is used many times can
be loaded into the server once as a display list. Displaying each instance of it requires
only sending the appropriate instance transformation to the server before executing
the display list.
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FIGURE 3.51 Instance transformation.
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FIGURE 3.52 Rotation of a
cube about an arbitrary axis.

3.10.4 Rotation About an Arbitrary Axis
Our “nal rotation example illustrates not only how we can achieve a rotation about
an arbitrary point and line in space but also how we can use direction angles to specify
orientations. Consider rotating a cube, as shown in Figure 3.52. We need three entities
to specify this rotation. There is a “xed pointp0 that we assume is the center of the
cube, a vector about which we rotate, and an angle of rotation. Note that none of these
entities relies on a frame and that we have just speci“ed a rotation in a coordinate-
free manner. Nonetheless, to “nd an af“ne matrix to represent this transformation,
we have to assume that we are in some frame.

The vector about which we wish to rotate the cube can be speci“ed in various
ways. One way is to use two points,p1 andp2, de“ning the vector

u = p2 Š p1.

Note that the order of the points determines the positive direction of rotation for�
and that even though we drawu as passing throughp0, only the orientation ofu
matters. Replacingu with a unit-length vector

v =
u

|u|
=

�

�
� x

� y

� z

�

�

in the same direction simpli“es the subsequent steps. We say thatv is the result of
normalizing u. We have already seen that moving the “xed point to the origin is
a helpful technique. Thus, our “rst transformation is the translationT(Šp0), and
the “nal one isT(p0). After the initial translation, the required rotation problem
is as shown in Figure 3.53. Our previous example (see Section 3.10.2) showed that
we could get an arbitrary rotation from three rotations about the individual axes.
This problem is more dif“cult because we do not know what angles to use for the
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FIGURE 3.53 Movement of the fixed point to the origin.
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FIGURE 3.54 Sequence of rotations.

x

y

z

z�
x�

y�

( x, y, z)� � �

FIGURE 3.55 Direction
angles.

individual rotations. Our strategy is to carry out two rotations to align the axis of
rotation,v, with thez-axis. Then we can rotate by� about thez-axis, after which we
can undo the two rotations that did the aligning. Our “nal rotation matrix will be of
the form

R = Rx(Š� x)Ry(Š� y)Rz(� ) Ry(� y)Rx(� x).

This sequence of rotations is shown in Figure 3.54. The dif“cult part of the process is
determining� x and� y.

We proceed by looking at the components ofv. Becausev is a unit-length vector,

� 2
x + � 2

y + � 2
z = 1.

We draw a line segment from the origin to the point(� x, � y, � z). This line segment
has unit length and the orientation ofv. Next, we draw the perpendiculars from the
point (� x, � y, � z) to the coordinate axes, as shown in Figure 3.55. The threedirection
angles„ � x, � y, � z„are the angles between the line segment (orv) and the axes. The
direction cosinesare given by
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the x rotation.
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FIGURE 3.57 Computation of
the y rotation.

cos� x = � x,

cos� y = � y,

cos� z = � z.

Only two of the direction angles are independent, because

cos2 � x + cos2 � y + cos2 � z = 1.

We can now compute� x and� y using these angles. Consider Figure 3.56. It shows that
the effect of the desired rotation on the point (� x, � y, � z) is to rotate the line segment
into the planey = 0. If we look at the projection of the line segment (before the
rotation) on the planex = 0, we see a line segment of lengthd on this plane. Another
way to envision this “gure is to think of the planex = 0 as a wall and consider a distant
light source located far down the positivex-axis. The line that we see on the wall is the
shadow of the line segment from the origin to(� x, � y, � z). Note that the length of the
shadow is less than the length of the line segment. We can say the line segment has

beenforeshortenedto d =
�

� 2
y + � 2

z. The desired angle of rotation is determined

by the angle that this shadow makes with thez-axis. However, the rotation matrix is
determined by the sine and cosine of� x. Thus, we never need to compute� x; rather,
we need to compute only

Rx(� x) =

�

�
�
�
�

1 0 0 0
0 � z/ d Š� y/ d 0
0 � y/ d � z/ d 0
0 0 0 1

�

�
�
�
�

.

We computeRy in a similar manner. Figure 3.57 shows the rotation. This angle is
clockwise about they-axis; therefore, we have to be careful of the sign of the sine
terms in the matrix, which is

Ry(� y) =

�

�
�
�
�

d 0 Š� x 0
0 1 0 0
� x 0 d 0
0 0 0 1

�

�
�
�
�

.

Finally, we concatenate all the matrices to “nd

M = T(p0)Rx(Š� x)Ry(Š� y)Rz(� ) Ry(� y)Rx(� x)T(Šp0).

Let•s look at a speci“c example. Suppose that we wish to rotate an object by
45 degrees about the line passing through the origin and the point(1, 2, 3). We
leave the “xed point at the origin. The “rst step is to “nd the point along the line
that is a unit distance from the origin. We obtain it by normalizing(1, 2, 3) to
(1/

�
14, 2/

�
14, 3/

�
14), or (1/

�
14, 2/

�
14, 3/

�
14, 1) in homogeneous coordi-

nates. The “rst part of the rotation takes this point to(0, 0, 1, 1). We “rst rotate about
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thex-axis by the angle cosŠ1 3�
14

. This matrix carries(1/
�

14, 2/
�

14, 3/
�

14, 1) to

(1/
�

14, 0,
�

13/ 14, 1), which is in the planey = 0. They rotation must be by the
angleŠ cosŠ1(

�
13/ 14). This rotation aligns the object with thez-axis, and now we

can rotate about thez-axis by the desired 45 degrees. Finally, we undo the “rst two
rotations. If we concatenate these “ve transformations into a single rotation matrix
R, we “nd that

R = Rx



Š cosŠ1 3

�
13

�
Ry




cosŠ1

�
13
14

�

Rz(45)Ry




Š cosŠ1

�
13
14

�

Rx



cosŠ1 3

�
13

�

=

�

�
�
�
�
�
�

2+ 13
�

2
28

2Š
�

2Š3
�

7
14

6Š3
�

2+ 4
�

7
28 0

2Š
�

2+ 3
�

7
14

4+ 5
�

2
14

6Š3
�

2Š
�

7
14 0

6Š3
�

2Š4
�

7
28

6Š3
�

2+
�

7
14

18+ 5
�

2
28 0

0 0 0 1

�

�
�
�
�
�
�

.

This matrix does not change any point on the line passing through the origin and the
point (1, 2, 3). If we want a “xed point other than the origin, we form the matrix

M = T(pf )RT(Špf ).

This example is not simple. It illustrates the powerful technique of applying
many simple transformations to get a complex one. The problem of rotation about
an arbitrary point or axis arises in many applications. The major variants lie in the
manner in which the axis of rotation is speci“ed. However, we can usually employ
techniques similar to the ones that we have used here to determine direction angles
or direction cosines.

3.11 TRANSFORMATION MATRICES IN OPENGL

We can now focus on the implementation of a homogeneous-coordinate transforma-
tion package and of that package•s interface to the user. We have introduced a set of
frames, including the world frame and the camera frame, that should be important
for developing applications. In a shader-based implementation of OpenGL, the exis-
tence or nonexistence of these frames is entirely dependent on what the application
programmer decides to do.7 In a modern implementation of OpenGL, the applica-
tion programmer not only can choose which frames to use but also where to carry out

7. In earlier versions of OpenGL that relied on the “xed-function pipeline, these frames were part of
the speci“cation and their state was part of the environment.
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the transformations between frames. Some will best be carried out in the application,
others in a shader.

As we develop a method for specifying and carrying out transformations, we
should emphasize the importance ofstate. Although very few state variables are pre-
de“ned in OpenGL, once we specify various attributes and matrices, they effectively
de“ne the state of the system. Thus, when a vertex is processed, how it is processed is
determined by the values of these state variables.

The two transformations we will use most often are the model-view transfor-
mation and the projection transformation. The model-view transformation brings
representations of geometric objects from application or model frame to the cam-
era frame. The projection matrix will both carry out the desired projection and also
change the representation to clip coordinates. We will use only the model-view matrix
in this chapter. The model-view matrix normally is an af“ne-transformation matrix
and has only 12 degrees of freedom, as discussed in Section 3.7. The projection ma-
trix, as we will see in Chapter 4, is also a 4× 4 matrix, but it is not af“ne.

3.11.1 Current Transformation Matrices
The generalization common to most graphics systems is of acurrent transformation
matrix (CTM). The CTM is part of the pipeline (Figure 3.58); thus, ifp is a vertex
speci“ed in the application, then the pipeline producesCp. Note that Figure 3.58 does
not indicate where in the pipeline the current transformation matrix is applied. If we
use a CTM, we can regard it as part of the state of the system.

First we will introduce a simple set of functions that we can use to form and
manipulate 4× 4 af“ne transformation matrices. LetC denote the CTM (or any
other 4× 4 af“ne matrix). Initially, we will set it to the 4× 4 identity matrix; it
can be reinitialized as needed. If we use the symbol� to denote replacement, we can
write this initialization operation as

C � I .

The functions that alterC are of two forms: those that load it with some matrix and
those that modify it by premultiplication or postmultiplication by a matrix. The three
transformations supported in most systems are translation, scaling with a “xed point
of the origin, and rotation with a “xed point of the origin. Symbolically, we can write
these operations in postmultiplication form as

C � CT,

C � CS,

CTM
Vertices Vertices

FIGURE 3.58 Current transformation matrix (CTM).
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C � CR,

and in load form as

C � T,

C � S,

C � R.

Most systems allow us to load the CTM with an arbitrary matrixM,

C � M,

or to postmultiply by an arbitrary matrixM,

C � CM.

Although we will occasionally use functions that set a matrix, most of the time
we will alter an existing matrix; that is, the operation

C � CR,

is more common than the operation

C � R.

3.11.2 Rotation, Translation, and Scaling
In our applications and shaders, the matrix that is most often applied to all vertices
is the product of the model-view matrix and the projection matrix. We can think of
the CTM as the product of these matrices (Figure 3.59), and we can manipulate each
individually by working with the desired matrix.

Using the matrix and vector classes, we can form af“ne matrices for rotation,
translation, and scaling by creating the following “ve functions:

RotateX(float xangle);
RotateY(float yangle);
RotateZ(float zangle);
Translate(float dx, float dy, float dz);
Scale(float sx, float sy, float sz);

Vertices Vertices

CTM

ProjectionModel…view

FIGURE 3.59 Model-view and projection matrices.
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For example, the code forRotatez is

mat4 Rotatez(const float theta)
{

floa t s = M_PI/180.0*theta; //convert degrees to radians
mat4 c; // an identity matrix
c[2][2] = c[3][3] = 1.0;
c[0][0] = c[1][1] = cos(s);
c[1][0] = sin(s);
c[0][1] = -c[1][0];
return c;

}

For rotation, the angles are speci“ed in degrees and the rotations are for a “xed point
at the origin. In the translation function, the variables are the components of the
displacement vector; for scaling, the variables determine the scale factors along the
coordinate axes and the “xed point is the origin.

3.11.3 Rotation About a Fixed Point
In Section 3.10, we showed that we can perform a rotation about a “xed point, other
than the origin, by “rst moving the “xed point to the origin, then rotating about
the origin, and “nally moving the “xed point back to its original location. Using the
example from Section 3.11, the following sequence sets the matrix mode, then forms
the required matrix for a 45-degree rotation about the line through the origin and
the point(1, 2, 3) with a “xed point of (4, 5, 6):

mat4 R, ctm;
float thetax, thetay;
const float Radians_To_Degrees = 180.0/M_PI;

thetax = Radians_To_Degrees*acos(3.0/sqrt(14.0));
thetay = Radians_To_Degrees*acos(sqrt(13.0/14.0));

R = RotateX(-thetax)*RotateY(-thetay)*RotateZ(-45.0)
*RotateY(-thetax)*RotateX(thetax);

ctm = Translate(4.0, 5.0, 6.0)*R* Translate(-4.0, -5.0, -6.0);

Because we want to do arbitrary rotations so often, it is a good exercise (Exercise 3.31)
to write functionsRotate(float theta, vec3 d) and Rotate(float theta,
float dx, float dy, float dz) that will form an arbitrary rotation matrix for a
rotation oftheta degrees about a line in the direction of the vectord = (dx, dy, dz).8

8. Although it is a good exercise to write the various matrix functions yourself, we also provide them
in a separate include “leangel.h that can be downloaded from the book•s Web site.
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3.11.4 Order of Transformations
You might be bothered by what appears to be a reversal of the required function
calls. The rule in OpenGL is this:The transformation speci“ed last is the one applied
“rst. A little examination shows that this order is a consequence of multiplying the
CTM on the right by the speci“ed af“ne transformation and thus is both correct and
reasonable. The sequence of operations that we speci“ed was

C � I ,

C � CT(4.0, 5.0, 6.0),

C � CR(45.0, 1.0, 2.0, 3.0),

C � CT(Š4.0,Š5.0,Š6.0).

In each step, we postmultiply at the end of the existing CTM, forming the matrix

C = T(4.0, 5.0, 6.0)R(45.0, 1.0, 2.0, 3.0)T(Š4.0,Š5.0,Š6.0),

which is the matrix that we expect from Section 3.11. Each vertexp that is speci“ed
after the model-view matrix has been set will be multiplied byC, thus forming the
new vertex

q = Cp.

There are other ways to think about the order of operations. One way is in terms
of a stack. Altering the CTM is similar to pushing matrices onto a stack; when we
apply the “nal transformation, the matrices are popped off the stack in the reverse
order in which they were placed there. The analogy is conceptual rather than exact
because when we use a transformation function, the matrix is altered immediately.

3.12 SPINNING OF THE CUBE

We will now examine how we can manipulate the color cube interactively. We will
take the cube that we de“ned in Section 3.6 and we rotate it using the three buttons
of the mouse. Our program will be based on the following three callback functions:

glutDisplayFunc(display);
glutIdleFunc(spincube);
glutMouseFunc(mouse)

We will examine two fundamentally different ways of doing the updates to the display.
In the “rst, we will form a new model-view matrix in the display callback and apply
it to the vertex data to get new vertex positions. We must then send the new data to
the GPU. In the second, we will send the model-view matrix to the vertex shader and
apply it there. The mouse and idle callbacks will be the same in both cases, so let•s
examine them “rst.
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The mouse callback selects the axis for rotation, using 0, 1, and 2 to denote
rotation about thex, y, andz axes, respectively:

int axis = 0;

void mouse(int button, int state, int x, int y)
{

if(button == GLUT_LEFT_BUTTON && state == GLUT_DOWN) axis = 0;
if(button == GLUT_MIDDLE_BUTTON && state == GLUT_DOWN) axis = 1;
if(button == GLUT_RIGHT_BUTTON && state == GLUT_DOWN) axis = 2;

}

The idle callback increments the angle associated with the chosen axis by 0.1 degrees
each time:

void spinCube()
{

theta[axis] += 0.1;
if( theta[axis] > 360.0 ) theta[axis] -= 360.0;
glutPostRedisplay();

}

3.12.1 Updating in the Display Callback
The functiondisplay starts by clearing the frame and depth buffers and then forms
a model-view matrix using the values of three angles determined by the mouse call-
back

glClear(GL_COLOR_BUFFER_BIT | GL_DEPTH_BUFFER_BIT);
mat4 ctm = RotateX(theta[0])*RotateY(theta[1])*RotateZ(theta[2]);

The problem is how to apply this matrix. Suppose that we set up the data arrays
as in our previous examples by executing thecolorcube function as part of our
initialization. Thus, we have color and position data in the arraysquad_colors and
points for 36 vertices. We can use a second array

point4 new_points[36];

to hold the transformed points and then apply the rotations in the display callback

for(i=0; i<36; i++)
{

new_points[i] = ctm*points[i];
}

However, these transformed positions are on the CPU, not on the GPU. To get them
into the pipeline, we can initialize the vertex array to benew_points rather than
points initially,
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loc = glGetAttribLocation(program, "vPosition");
glEnableVertexAttribArray(loc);
glVertexAttribPointer(loc, 4, GL_FLOAT, GL_FALSE, 0,

BUFFER_OFFSET(0));

and then in the display callback send these points to the GPU:

glBindVertexArray(abuffer);
glBindBuffer(GL_ARRAY_BUFFER, buffers[0]);
glBufferData(GL_ARRAY_BUFFER, sizeof(new_points), new_points,

GL_STATIC_DRAW);
glDrawArrays(GL_TRIANGLES, 0, N);
glutSwapBuffers();

There is, however, a major weakness in this approach. We are applying the current
transformation in the application program and sending the vertex positions to the
GPU every time we want to update the display. Consequently, we are not using the
power of the GPU and having the performance determined by how fast we can send
data from the CPU to the GPU. In applications, where we have complex geometry,
this approach will lead to poor performance.

Our second approach will be to send the vertex data to the GPU once. Every time
we update the transformation matrix, we will send a new transformation matrix to
the GPU and update the vertex positions on the GPU. First, we must examine how to
get such data from the CPU to the GPU.

3.12.2 Uniform Variables
In a given application, a variable may change in a variety of ways. When we send
vertex attributes to a shader, these attributes can be different for each vertex in a
primitive. We may also want parameters that will remain the same for all vertices
in a primitive or equivalently for all the vertices that are displayed when we execute
a function such asglDrawArrays . Such variables are calleduniform quali“ed vari-
ables. For example, in our present example, we want the same rotation matrix to
apply to all the vertices in thepoints array.

We set up uniform variables in much the same way as we did for vertex at-
tributes. Suppose that we want to send the elapsed time from the application to the
vertex shader. In the application, we can use GLUT to get the elapsed time in milli-
seconds

float etime;

etime = 0.001*glutGet(GLUT_ELAPSED_TIME);

In the vertex shader, we might have a corresponding variabletime . For example, the
following shader varies thex component of each vertex sinusoidally:
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uniform float time;
attribute vec4 vPosition;

void main()
{

vPosition.x *= (1+sin(time));
gl_Position = vPosition;

}

We still must establish a connection between the corresponding time variables in the
application and the shader and get the values from the application to the shader.

After the shaders have been compiled and linked, we can get the correspondence
in the application in a manner similar to vertex attributes. We get the location by

GLint timeParam;

timeParam = glGetUniformLocation(program, "time");

Now whenever we want to send the elapsed time to the shader, we execute

glUniform1f(timeParam, etime);

There are forms ofglUniform corresponding to all the types supported by GLSL,
including ”oats, ints, and two-, three-, and four-dimensional vectors and matrices.
For the 4× 4 rotation matrix, we use the form

glUniformMatrix4fv(matrix_loc, 1, GL_TRUE, ctm);

Here,matrix_loc is determined by

GLint matrix_loc;

matrix_loc = getUniformLocation(program, "rotation");

for the vertex shader

in vec4 vPosition;
in vec4 vColor;
out vec4 color;
uniform mat4 rotation;

void main()
{

gl_Position = rotation*vPosition;
color = vColor;

}
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The second parameter,glUniformMatrix , is the number of elements ofctm that
are sent. The third parameter declares that the data should be sent in row-major
order. The display callback is now

mat4 ctm;

void display()
{

glClear(GL_COLOR_BUFFER_BIT | GL_DEPTH_BUFFER_BIT);
ctm = RotateX(theta[0])*RotateY(theta[1])*RotateZ(theta[2]);
glUniformMatrix4fv(matrix_loc, 1, GL_TRUE, ctm);
glDrawArrays(GL_TRIANGLES, 0, N);
glutSwapBuffers();

}

Alternately, we could have computed the rotation matrix in the vertex shader by
sending only the rotation angles to the vertex shader. A program that takes this
approach is in Appendix A.

3.13 INTERFACES TO THREE-DIMENSIONAL APPLICATIONS

In Section 3.12, we used a three-button mouse to control the direction of rotation of
our cube. This interface is limited. Rather than use all three mouse buttons to control
rotation, we might want to use mouse buttons to control functions, such as pulling
down a menu, that we would have had to assign to keys in our previous example.

In Section 3.10, we noted that there were many ways to obtain a given orienta-
tion. Rather than do rotations about thex-, y-, andz-axes in that order, we could do
a rotation about thex-axis, followed by a rotation about they-axis, and “nish with
another rotation about thex-axis. If we do our orientation this way, we can obtain
our desired orientation using only two mouse buttons. However, there is still a prob-
lem: Our rotations are in a single direction. It would be easier to orient an object if
we could rotate either forward or backward about an axis and could stop the rotation
once we reached a desired orientation.

GLUT allows us to use the keyboard in combination with the mouse. We could,
for example, use the left mouse button for a forward rotation about thex-axis and
the Control key in combination with the left mouse button for a backward rotation
about thex-axis.

However, neither of these options provides a good user interface, which should
be more intuitive and less awkward. Let•s consider a few options that provide a more
interesting and smoother interaction.

3.13.1 Using Areas of the Screen
Suppose that we want to use one mouse button for orienting an object, one for getting
closer to or farther from the object, and one for translating the object to the left or
right. We can use the motion callback to achieve all these functions. The callback
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returns which button has been activated and where the mouse is located. We can use
the location of the mouse to control how fast and in which direction we rotate or
translate and to move in or out.

As just noted, we need the ability to rotate about only two axes to achieve any
orientation. We could then use the left mouse button and the mouse position to
control orientation. We can use the distance from the center of the screen to control
the x andy rotations. Thus, if the left mouse button is held down but the mouse is
located in the center of the screen, there will be no rotation; if the mouse is moved up,
the object will be rotated about they-axis in a clockwise manner; and if the mouse
is moved down, the object will be rotated about they-axis in a counterclockwise
manner. Likewise, motion to the right or left will cause rotation about thex-axis.
The distance from the center can control the speed of rotation. Motion toward the
corners can cause simultaneous rotations about thex- andy-axes.

Using the right mouse button in a similar manner, we can translate the object
right to left and up to down. We might use the middle mouse button to move the
object toward or away from the viewer by having the mouse position control a trans-
lation in thez-direction. The code for such an interface is straightforward in GLUT;
we leave it as an exercise (Exercise 3.20).

3.13.2 A Virtual Trackball
The use of the mouse position to control rotation about two axes provides us with
most of the functionality of a trackball. We can go one step further and create a
graphical or virtual trackball using our mouse and the display. One of the bene“ts
of such a device is that we can create a frictionless trackball that, once we start
it rotating, will continue to rotate until stopped by the user. Thus, the device will
support continuous rotations of objects but will still allow changes in the speed
and orientation of the rotation. We can also do the same for translation and other
parameters that we can control from the mouse.

We start by mapping the position of a trackball to that of a mouse. Consider the
trackball shown in Figure 3.60. We assume that the ball has a radius of 1 unit. We can

y

xz

FIGURE 3.60 Trackball frame.
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FIGURE 3.61 Projection of the trackball position to the plane.

map a position on its surface to the planey = 0 by doing an orthogonal projection to
the plane, as shown in Figure 3.61. The position(x, y, z) on the surface of the ball is
mapped to(x, 0,z) on the plane. This projection is reversible because we know that
the three-dimensional point that is projected to the point on the plane must satisfy
the equation of the sphere

x2 + y2 + z2 = 1.

Thus, given the point on the plane(x, 0,z), the corresponding point on the hemi-
sphere must be(x, y, z), where

y =
�

1Š x2 Š z2.

We can compute the three-dimensional information and track it as the mouse
moves. Suppose that we have two positions on the hemispherep1 and p2; then the
vectors from the origin to these points determine the orientation of a plane, as shown
in Figure 3.62, whose normal is de“ned by their cross product

n = p1 × p2.

The motion of the trackball that moves fromp1 to p2 can be achieved by a rotation
aboutn. The angle of rotation is the angle between the vectorsp1 andp2, which we
can compute using the magnitude of the cross product. Because bothp1 andp2 have
unit length,

| sin � | = | n|.

If we are tracking the mouse at a high rate, then the changes in position that we detect
will be small; rather than use an inverse trigonometric function to “nd� , we can use
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FIGURE 3.62 Computation of the plane of rotation.

the approximation

sin � � � .

We can implement the virtual trackball through use of the idle, motion, and
mouse callbacks in GLUT. We can think of the process in terms of three logical
variables, or ”ags, that control the tracking of the mouse and of the display redrawing.
These are set initially as follows:9

bool trackingMouse = false;
bool trackballMove = false;
bool redrawContinue = false;

If redrawContinue is true, the idle function posts a redisplay. Iftracking-
Mouseis true, we update the trackball position as part of the motion callback. If
trackballMove is true, we update the rotation matrix that we use in our display
routine.

The changes in these variables are controlled through the mouse callback. When
we push a mouse button„either a particular button or any button, depending on
exactly what we want„we start updating the trackball position by initializing it, and
then letting the motion callback update it and post redisplays in response to changes
in the position of the mouse. When the mouse button is released, we stop tracking the
mouse. We can use the two most recent mouse positions to de“ne a velocity vector
so that we can continually update the rotation matrix. Thus, once the mouse button
is released, the object will continue to rotate at a constant velocity„an effect that we

9. If the compiler does not support the Boolean type, we can usetypedef bool int; and then
de“ne true andfalse as 1 and 0, respectively.
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could achieve with an ideal frictionless trackball but not directly with either a real
mouse or a real trackball.

3.13.3 Smooth Rotations
Our approach to orienting objects has been based on angles (the Euler angles) mea-
sured with respect to the three coordinate axes. This perspective led to our forming
rotation matrices by concatenating simple rotations about thex-, y-, andz-axes to
obtain a desired rotation about an arbitrary axis. Although OpenGL allows us to
rotate about an arbitrary axis, we usually employ our concatenation strategy to de-
termine this axis and the corresponding angle of rotation.10

Consider what happens if we wish to move between two orientations as part of
an animation. In principle, we can determine an appropriate rotation matrix as the
product of rotations about the three axes,

R(�) = Rx(� x)Ry(� y)Rz(� z).

If we want to create a sequence of images that move between the two orientations, we
can change the individual angles in small increments, either individually or simulta-
neously. Such a sequence would not appear smooth to a viewer; she would detect the
individual rotations about each of the three axes.

With a device such as the trackball, we saw that we could rotate the cube
smoothly about any axis. We did so by exploiting the equivalence between the two
orientations of the cube and two points on a unit circle. A smooth rotation between
the two orientations corresponds to a great circle on the surface of a sphere. This
circle corresponds to a single rotation about a suitable axis that is the normal to the
plane determined by the two points on the sphere and that sphere•s center. If we
increase this angle smoothly, our viewer will see a smooth rotation.

In one sense, what has failed us is our mathematical formulation, which relies
on the use of coordinate axes. However, a deeper and less axis-dependent method is
embedded within the matrix formulation. Suppose that we start with an arbitrary ro-
tation matrixR. All points on a line in the directiond are unaffected by the rotation.
Thus, for any such pointp,

Rp= p.

In terms of the matrixR, the column matrixp is an eigenvectorof the matrix
corresponding to theeigenvalue1 (see Appendix C). In addition, for the directiond,

Rd = d,

10. This section and the next may be skipped on a “rst reading.
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so that its direction is unaffected by the rotation. Consequently,d is also an eigen-
vector ofR corresponding to another eigenvalue of 1. The pointp must be the “xed
point of the rotation, and the vectord must be the normal to a plane perpendicular
to the direction of rotation. In terms of the trackball, computing the axis of rota-
tion was equivalent to “nding a particular eigenvector of the desired rotation matrix.
We could also go the other way. Given an arbitrary rotation matrix, by “nding its
eigenvalues and eigenvectors, we also determine the axis of rotation and the “xed
point.

3.13.4 Incremental Rotation
Suppose that we are given two orientations of an object, such as a camera, and we
want to go smoothly from one to the other. One approach is to “nd the great circle
path as we did with the virtual trackball and make incremental changes in the angle
that rotates us along this path. Thus, we start with the axis of rotation, a start angle, a
“nal angle, and a desired increment in the angle determined by the number of steps
we wish to take. The main loop in the code will be of the following form:

mat4 ctm;
for(i=0, i<imax; i++)
{

thetax += dx;
thetay += dy;
thetaz += dz;
ctm = RotateXm(thetax)*RotateYm(thetay)*RotateZm(thetaz);
draw_object();

}

One problem with this approach is that the calculation of the rotation matrix
requires the evaluation of the sines and cosines of three angles. We would do better if
we compute the rotation matrix once and reuse it. We could also use the small angle
approximations

sin � � � ,

cos� � 1.

If we form an arbitrary rotation matrix through the Euler angles

R = Rz(
) Ry(�) Rx(� ) ,

then we can use the approximations to writeR as
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3.14 QUATERNIONS

Quaternions are an extension of complex numbers that provide an alternative
method for describing and manipulating rotations. Although less intuitive than our
original approach, quaternions provide advantages for animation and hardware im-
plementation of rotation.

3.14.1 Complex Numbers and Quaternions
In two dimensions, the use of complex numbers to represent operations such as
rotation is well known to most students of engineering and science. For example,
suppose that we leti denote the pure imaginary number such thati2 = Š 1. Recalling
Euler•s identity,

ei� = cos� + i sin � ,

we can write the polar representation of a complex numberc as

c = a + ib = rei� ,

wherer =
�

a2 + b2 and� = tanŠ1 b/ a.
If we rotatec about the origin by� to c�, then we can “ndc� using a rotation

matrix, or we can use the polar representation to write

c� = rei(� + �) = rei� ei� .

Thus,ei� is a rotation operator in the complex plane and provides an alternative to
using transformations that may prove more ef“cient in practice.
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However, we are really interested in rotations in a three-dimensional space. In
three dimensions, the problem is more dif“cult because to specify a rotation about
the origin we need to specify both a direction (a vector) and the amount of rotation
about it (a scalar). One solution is to use a representation that consists of both a vector
and a scalar. Usually, this representation is written as thequaternion

a = (q0, q1, q2, q3) = (q0, q),

whereq = (q1, q2, q3). The operations among quaternions are based on the use of
three •complexŽ numbersi, j, andk with the properties

i2 = j2 = k2 = ijk = Š 1.

These numbers are analogous to the unit vectors in three dimensions, and we can
write q as

q = q1i + q2j + q3k.

Now we can use the relationships amongi, j, andk to derive quaternion addition and
multiplication. If the quaternionb is given by

b = (p0, p),

then using the dot and cross products for vectors,

a + b = (p0 + q0, p + q),

ab= (p0q0 Š q . p, q0p + p0q + q × p).

We can also de“ne a magnitude for quaternions in the normal manner as

|a|2 = q2
0 + q2

1 + q2
2 + q2

3 = q2
0 + q . q.

Quaternions have a multiplicative identity, the quaternion (1,0), and it is easy to
verify that the inverse of a quaternion is given by

aŠ1 =
1

|a|2
(q0, Šq).

3.14.2 Quaternions and Rotation
So far, we have only de“ned a new mathematical object. For it to be of use to us,
we must relate it to our geometric entities and show how it can be used to carry out
operations such as rotation. Suppose that we use the vector part of a quaternion to
represent a point in space

p = (0, p).
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Thus, the components ofp = (x, y, z) give the location of the point. Consider the
quaternion

r =



cos
�
2

, sin
�
2

v
�

,

wherev has unit length. We can then show that the quaternionr is a unit quaternion
(|r| = 1), and therefore

rŠ1 =



cos
�
2

, Š sin
�
2

v
�

.

If we consider the quaternion product of the quaternionpthat represents a point with
r, we obtain the quaternion

p� = rprŠ1.

This quaternion has the form(0, p�), where

p� = cos2
�
2

p + sin2 �
2

(p . v)v + 2 sin
�
2

cos
�
2

(v × p) Š sin
�
2

(v × p) × v

and thusp� is the representation of a point. What is less obvious is thatp� is the result
of rotating the pointp by � degrees about the vectorv. However, we can verify that
this indeed is the case by comparing terms inp� with those of the general rotation.
Before doing so, consider the implication of this result. Because we get the same
result, the quaternion product formed fromr andp is an alternate to transformation
matrices as a representation of rotation with a “xed point of the origin about an
arbitrary axis. If we count operations, quaternions are faster and have been built into
both hardware and software implementations.

Let•s consider a few examples. Suppose that we consider the rotation about thez-
axis by� with a “xed point at the origin. The desired unit vectorv is(0, 0, 1), yielding
the quaternion

r = cos
�
2

+ sin
�
2

(0, 0, 1).

The rotation of an arbitrary pointp = (x, y, z) yields the quaternion

p� = rprŠ1 = r(0, p)rŠ1 = (0, p�),

where

p� = (x cos� Š y sin � , x sin � + y cos� , z).

Thus, we get the expected result but with fewer operations. If we consider a sequence
of rotations about the coordinate axes that in matrix form yields the matrixR =
Rx(� x)Ry(� y)Rz(� z), we instead can use the product of the corresponding quaternions
to form rxryrz.
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Returning to the rotation about an arbitrary axis, in Section 3.10.4, we derived a
matrix of the form

M = T(p0)Rx(Š� x)Ry(Š� y)Rz(� z)Ry(� y)Rx(� x)T(Šp0).

Because of the translations at the beginning and end, we cannot use quaternions
for the entire operation. We can, however, recognize that the elements ofp� = rprŠ1

can be used to “nd the elements of the homogeneous coordinate rotation matrix
embedded inM. Thus, if againr = (cos�

2 , sin �
2v), then

R =

�

�
�
�
�

1Š 2 sin2 �
2(v2

y + v2
z) 2 sin2 �

2vxvy Š 2 cos�
2 sin �

2vz

2 sin2 �
2vxvy + 2 cos�

2 sin �
2vz 1Š 2 sin2 �

2(v2
x + v2

z)

2 sin2 �
2vxvz Š 2 cos�

2 sin �
2vy 2 sin2 �

2vyvz + 2 cos�
2 sin �

2vx

0 0

2 sin2 �
2vxvz + 2 cos�

2 sin �
2vy 0

2 sin2 �
2vyvz Š 2 cos�

2 sin �
2vx 0

1Š 2 sin2 �
2(v2

x + v2
y) 0

0 1

�

�
�
�
�

.

This matrix can be made to look more familiar if we use the trigonometric identities

cos� = cos2
�
2

Š sin2 �
2

= 1Š 2 sin2 �
2

,

sin � = 2 cos
�
2

sin
�
2

,

and recall thatv is a unit vector so that

v2
x + v2

y + v2
z = 1.

Thus, we can use quaternion products to formr and then form the rotation part
of M by matching terms betweenR andr. We then use our normal transformation
operations to add in the effect of the two translations.

Alternately, we can use thevec4 type to create quaternions either in the applica-
tion (Exercise 3.26) or in the shaders (Exercise 3.30). In either case, we can carry out
the rotation directly without converting back to a rotation matrix.

In addition to the ef“ciency of using quaternions instead of rotation matrices,
quaternions can be interpolated to obtain smooth sequences of rotations for ani-
mation.
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SUMMARY AND NOTES

In this chapter, we have presented two different„but ultimately complementary„
points of view regarding the mathematics of computer graphics. One is that mathe-
matical abstraction of the objects with which we work in computer graphics is nec-
essary if we are to understand the operations that we carry out in our programs. The
other is that transformations„and the techniques for carrying them out, such as
the use of homogeneous coordinates„are the basis for implementations of graphics
systems.

Our mathematical tools come from the study of vector analysis and linear alge-
bra. For computer-graphics purposes, however, the order in which we have chosen
to present these tools is the reverse of the order that most students learn them. In
particular, linear algebra is studied “rst, and then vector-space concepts are linked to
the study ofn-tuples inRn. In contrast, our study of representation in mathematical
spaces led to our use of linear algebra as a tool for implementing abstract types.

We pursued a coordinate-free approach for two reasons. First, we wanted to
show that all the basic concepts of geometric objects and of transformations are inde-
pendent of the ways the latter are represented. Second, as object-oriented languages
become more prevalent, application programmers will work directly with the objects,
instead of with those objects• representations. The references in Suggested Readings
contain examples of geometric programming systems that illustrate the potential of
this approach.

Homogeneous coordinates provided a wonderful example of the power of math-
ematical abstraction. By going to an abstract mathematical space„the af“ne space„
we were able to “nd a tool that led directly to ef“cient software and hardware
methods.

Finally, we provided the set of af“ne transformations supported in OpenGL and
discussed ways that we could concatenate them to provide all af“ne transformations.
The strategy of combining a few simple types of matrices to build a desired transfor-
mation is a powerful one; you should use it for a few of the exercises at the end of
this chapter. In Chapter 4, we build on these techniques to develop viewing for three-
dimensional graphics; in Chapter 8, we use our transformations to build hierarchical
models.

SUGGESTED READINGS

There are many texts on vector analysis and linear algebra, although most treat
the topics separately. Within the geometric-design community, the vector-space ap-
proach of coordinate-free descriptions of curves and surfaces has been popular; see
the book by Faux and Pratt [Fau80]. See DeRose [DeR88, DeR89] for an introduction
to geometric programming. Homogeneous coordinates arose in geometry [Max51]
and were later discovered by the graphics community [Rob63, Rie81]. Their use in
hardware started with Silicon Graphics• Geometry Engine [Cla82]. Modern hard-
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ware architectures use application-speci“c integrated circuits (ASICs) that include
homogeneous coordinate transformations.

Quaternions were introduced to computer graphics by Shoemake [Sho85] for
use in animation. See the book by Kuipers [Kui99] for many examples of the use of
rotation matrices and quaternions.

Software tools such as Mathematica [Wol91] and MATLAB [Mat95] are excellent
aids for learning to manipulate transformation matrices.

EXERCISES

3.1 Show that the following sequences commute:
a. A rotation and a uniform scaling
b. Two rotations about the same axis
c. Two translations

3.2 Twist is similar to rotation about the origin except that the amount of rotation
increases by a factorf the farther a point is from the origin. Write a program to
twist the triangle-based Sierpinski gasket by a user-supplied value off . Observe
how the shape of the gasket changes with the number of subdivisions.

3.3 Write a library of functions that will allow you to do geometric programming.
Your library should contain functions for manipulating the basic geometric
types (points, lines, vectors) and operations on those types, including dot
and cross products. It should allow you to change frames. You can also create
functions to interface with OpenGL so that you can display the results of
geometric calculations.

3.4 If we are interested in only two-dimensional graphics, we can use three-
dimensional homogeneous coordinates by representing a point asp = [x y 1]T

and a vector asv = [a b0]T. Find the 3× 3 rotation, translation, scaling, and
shear matrices. How many degrees of freedom are there in an af“ne transfor-
mation for transforming two-dimensional points?

3.5 We can specify an af“ne transformation by considering the location of a small
number of points both before and after these points have been transformed. In
three dimensions, how many points must we consider to specify the transfor-
mation uniquely? How does the required number of points change when we
work in two dimensions?

3.6 How must we change the rotation matrices if we are working in a left-handed
system and we retain our de“nition of a positive rotation?

3.7 Show that any sequence of rotations and translations can be replaced by a
single rotation about the origin followed by a translation.

3.8 Derive the shear transformation from the rotation, translation, and scaling
transformations.
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FIGURE 3.63 Symmetric ori-
entation of cube.

3.9 In two dimensions, we can specify a line by the equationy = mx + h. Find an
af“ne transformation to re”ect two-dimensional points about this line. Extend
your result to re”ection about a plane in three dimensions.

3.10 In Section 3.10, we showed that an arbitrary rotation matrix could be com-
posed from successive rotations about the three axes. How many ways can we
compose a given rotation if we can do only three simple rotations? Are all three
of the simple rotation matrices necessary?

3.11 Add shear to the instance transformation. Show how to use this expanded
instance transformation to generate parallelepipeds from a unit cube.

3.12 Find a homogeneous-coordinate representation of a plane.

3.13 Determine the rotation matrix for a rotation of the formRxRyRz. Assume that
the “xed point is the origin and the angles are� x, � y, and� z.

3.14 Consider the solution of either constant-coef“cient linear differential or dif-
ference equations (recurrences). Show that the solutions of the homogeneous
equations form a vector space. Relate the solution for a particular inhomoge-
neous equation to an af“ne space.

3.15 Write a program to generate a Sierpinski gasket as follows. Start with a white
triangle. At each step, use transformations to generate three similar triangles
that are drawn over the original triangle, leaving the center of the triangle white
and the three corners black.

3.16 Start with a cube centered at the origin and aligned with the coordinate axes.
Find a rotation matrix that will orient the cube symmetrically, as shown in
Figure 3.63.

3.17 We have used vertices in three dimensions to de“ne objects such as three-
dimensional polygons. Given a set of vertices, “nd a test to determine whether
the polygon that they determine is planar.

3.18 Three vertices determine a triangle if they do not lie in the same line. Devise a
test for collinearity of three vertices.

3.19 We de“ned an instance transformation as the product of a translation, a rota-
tion, and a scaling. Can we accomplish the same effect by applying these three
types of transformations in a different order?

3.20 Write a program that allows you to orient the cube with one mouse button, to
translate it with a second, and to zoom in and out with a third.

3.21 Given two nonparallel, three-dimensional vectorsu andv, how can we form
an orthogonal coordinate system in whichu is one of the basis vectors?

3.22 An incremental rotation about thez-axis can be approximated by the matrix
�

�
�
�
�

1 Š� 0 0
� 1 0 0
0 0 1 0
0 0 0 1

�

�
�
�
�

.
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What negative aspects are there if we use this matrix for a large number of
steps? Can you suggest a remedy?Hint: Consider points a distance of 1 from
the origin.

3.23 Find the quaternions for 90-degree rotations about thex- and y-axes. Deter-
mine their product.

3.24 Determine the rotation matrixR = R(� x)R(� y)R(� z). Find the corresponding
quaternion.

3.25 Redo the trackball program using quaternions instead of rotation matrices.

3.26 Using thevec4 class, create a set of quaternion operations that can be carried
out in an application. For example, you might start with the prototypes

typedef vec4 quaternion;
quaternion multq(const quaternion &, const quaternion &);
quaternion addq(const quaternion &, const quaternion &);
quaternion iverseq(const quaternion &);
point4 rotateq(float theta, const point4 &);

3.27 Write a vertex shader that takes as input an angle and an axis of rotation and
rotates vertices about this axis.

3.28 In principle, an object-oriented system could provide scalars, vectors, and
points as basic types. None of the popular APIs does so. Why do you think
this is the case?

3.29 Show that the sum

P = � 1P1 + � 2P2 + . . .+ � nPn

is de“ned if and only if

� 1 + � 2 + . . .+ � n = 1.

Hint: Start with the “rst two terms and write them as

P = � 1P1 + � 2P2 + . . .= � 1P1 + (� 2 + � 1 Š � 1)P2 + . . .

= � 1(P1 Š P2) + (� 1 + � 2)P2 + . . . ,

and then proceed inductively.

3.30 Write a vertex shader whose input is a quaternion and rotates the input vertex
using quaternion rotation.

3.31 Write a functionRotate(float theta, vec3d) that will rotate bytheta
degrees about the axisd with a “xed point at the origin.
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CHAPTER4
VIEWING

We have completed our discussion of the “rst half of the synthetic camera
model„specifying objects in three dimensions. We now investigate the multi-

tude of ways in which we can describe our virtual camera. Along the way, we examine
related topics, such as the relationship between classical viewing techniques and com-
puter viewing and how projection is implemented using projective transformations.

There are three parts to our approach. First, we look at the types of views that we
can create and why we need more than one type of view. Then we examine how an
application program can specify a particular view within OpenGL. We will see that
the viewing process has two parts. In the “rst, we use the model-view matrix to switch
vertex representations from the object frame in which we de“ned our objects to their
representation in the eye frame, in which the camera is at the origin. This represen-
tation of the geometry will allow us to use canonical viewing procedures. The second
part of the process deals with the type of projection we prefer (parallel or perspec-
tive) and the part of the world we wish to image (the clipping or view volume). These
speci“cations will allow us to form a projection matrix that is concatenated with the
model-view matrix. Finally, we derive the projection matrices that describe the most
important parallel and perspective views and investigate how to carry out these pro-
jections in OpenGL.

4.1 CLASSICAL AND COMPUTER VIEWING

Before looking at the interface between computer-graphics systems and application
programs for three-dimensional viewing, we take a slight diversion to consider classi-
cal viewing. There are two reasons for examining classical viewing. First, many of the
jobs that were formerly done by hand drawing„such as animation in movies, archi-
tectural rendering, drafting, and mechanical-parts design„are now routinely done
with the aid of computer graphics. Practitioners of these “elds need to be able to pro-
duce classical views„such as isometrics, elevations, and various perspectives„and
thus must be able to use the computer system to produce such renderings. Second,
the relationships between classical and computer viewing show many advantages of,
and a few dif“culties with, the approach used by most APIs.
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FIGURE 4.1 Viewing.
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FIGURE 4.2 Movement of the center of projection (COP) to infinity.

When we introduced the synthetic-camera model in Chapter 1, we pointed
out the similarities between classical and computer viewing. The basic elements in
both cases are the same. We have objects, a viewer, projectors, and a projection
plane (Figure 4.1). The projectors meet at thecenter of projection(COP). The COP
corresponds to the center of the lens in the camera or in the eye, and in a computer-
graphics system, it is the origin of thecamera framefor perspective views. All
standard graphics systems follow the model that we described in Chapter 1, which
is based on geometric optics. The projection surface is a plane, and the projectors are
straight lines. This situation is the one we usually encounter and is straightforward
to implement, especially with our pipeline model.

Both classical and computer graphics allow the viewer to be an in“nite distance
from the objects. Note that as we move the COP to in“nity, the projectors become
parallel and the COP can be replaced by adirection of projection (DOP), as shown
in Figure 4.2. Note also that as the COP moves to in“nity, we can leave the projection
plane “xed and the size of the image remains about the same, even though the COP is
in“nitely far from the objects. Views with a “nite COP are calledperspective views;
views with a COP at in“nity are calledparallel views. For parallel views, the origin
of the camera frame usually lies in the projection plane.
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Color Plates 9 and 10 show a parallel and a perspective rendering, respectively.
These plates illustrate the importance of having both types of view available in appli-
cations such as architecture; in an API that supports both types of viewing, the user
can switch easily between various viewing modes. Most modern APIs support both
parallel and perspective viewing. The class of projections produced by these systems
is known asplanar geometric projectionsbecause the projection surface is a plane
and the projectors are lines. Both perspective and parallel projections preserve lines;
they do not, in general, preserve angles. Although the parallel views are the limiting
case of perspective viewing, both classical and computer viewing usually treat them as
separate cases. For classical views, the techniques that people use to construct the two
types by hand are different, as anyone who has taken a drafting class surely knows.
From the computer perspective, there are differences in how we specify the two types
of views. Rather than looking at a parallel view as the limit of the perspective view,
we derive the limiting equations and use those equations directly to form the corre-
sponding projection matrix. In modern pipeline architectures, the projection matrix
corresponding to either type of view can be loaded into the pipeline.

Although computer-graphics systems have two fundamental types of viewing
(parallel and perspective), classical graphics appears to permit a host of different
views, ranging from multiview orthographic projections to one-, two-, and three-
point perspectives. This seeming discrepancy arises in classical graphics as a result of
the desire to show a speci“c relationship among an object, the viewer, and the projec-
tion plane, as opposed to the computer-graphics approach of complete independence
of all speci“cations.

4.1.1 Classical Viewing
When an architect draws an image of a building, she knows which side she wishes to
display and thus where she should place the viewer in relationship to the building.
Each classical view is determined by a speci“c relationship between the objects and
the viewer.

In classical viewing, there is the underlying notion of aprincipal face. The
types of objects viewed in real-world applications, such as architecture, tend to be
composed of a number of planar faces, each of which can be thought of as a principal
face. For a rectangular object, such as a building, there are natural notions of the
front, back, top, bottom, right, and left faces. In addition, many real-world objects
have faces that meet at right angles; thus, such objects often have three orthogonal
directions associated with them.

Figure 4.3 shows some of the main types of views. We start with the most re-
strictive view for each of the parallel and perspective types, and then move to the less
restrictive conditions.

4.1.2 Orthographic Projections
Our “rst classical view is theorthographic projection shown in Figure 4.4. In all or-
thographic (or orthogonal) views, the projectors are perpendicular to the projection
plane. In amultiview orthographic projection, we make multiple projections, in
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FIGURE 4.3 Classical views.

FIGURE 4.4 Orthographic projections.

each case with the projection plane parallel to one of the principal faces of the object.
Usually, we use three views„such as the front, top, and right„to display the object.
The reason that we produce multiple views should be clear from Figure 4.5. For a
box-like object, only the faces parallel to the projection plane appear in the image. A
viewer usually needs more than two views to visualize what an object looks like from
its multiview orthographic projections. Visualization from these images can require
skill on the part of the viewer. The importance of this type of view is that it preserves
both distances and angles, and because there is no distortion of either distance or
shape, multiview orthographic projections are well suited for working drawings.

4.1.3 Axonometric Projections
If we want to see more principal faces of our box-like object in a single view, we
must remove one of our restrictions. Inaxonometricviews, the projectors are still
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FIGURE 4.5 Temple and three multiview orthographic projections.
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FIGURE 4.6 Axonometric projections. (a) Construction of trimetric-view
projections. (b) Top view. (c) Side view.

orthogonal to the projection plane, as shown in Figure 4.6, but the projection plane
can have any orientation with respect to the object. If the projection plane is placed
symmetrically with respect to the three principal faces that meet at a corner of our
rectangular object, then we have anisometric view. If the projection plane is placed
symmetrically with respect to two of the principal faces, then the view isdimetric.
The general case is atrimetric view. These views are shown in Figure 4.7. Note that
in an isometric view, a line segment•s length in the image space is shorter than its
length measured in the object space. Thisforeshortening of distances is the same
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FIGURE 4.7 Axonometric views.
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FIGURE 4.8 Oblique view. (a) Construction. (b) Top view. (c) Side view.

in the three principal directions, so we can still make distance measurements. In the
dimetric view, however, there are two different foreshortening ratios; in the trimetric
view, there are three. Also, although parallel lines are preserved in the image, angles
are not. A circle is projected into an ellipse. This distortion is the price we pay for the
ability to see more than one principal face in a view that can be produced easily either
by hand or by computer. Axonometric views are used extensively in architectural and
mechanical design.

4.1.4 Oblique Projections
Theoblique views are the most general parallel views. We obtain an oblique projec-
tion by allowing the projectors to make an arbitrary angle with the projection plane,
as shown in Figure 4.8. Consequently, angles in planes parallel to the projection plane
are preserved. A circle in a plane parallel to the projection plane is projected into a cir-
cle, yet we can see more than one principal face of the object. Oblique views are the
most dif“cult to construct by hand. They are also somewhat unnatural. Most physi-
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cal viewing devices, including the human visual system, have a lens that is in a “xed
relationship with the image plane„usually, the lens is parallel to the plane. Although
these devices produce perspective views, if the viewer is far from the object, the views
are approximately parallel, but orthogonal, because the projection plane is parallel
to the lens. The bellows camera that we used to develop the synthetic-camera model
in Section 1.6 has the ”exibility to produce approximations to parallel oblique views.
One use of such a camera is to create images of buildings in which the sides of the
building are parallel rather than converging as they would be in an image created
with an orthogonal view with the camera on the ground.

From the application programmer•s point of view, there is no signi“cant differ-
ence among the different parallel views. The application programmer speci“es a type
of view„parallel or perspective„and a set of parameters that describe the camera.
The problem for the application programmer is how to specify these parameters in
the viewing procedures so as best to view an object or to produce a speci“c classical
view.

4.1.5 Perspective Viewing
All perspective views are characterized bydiminution of size. When objects are
moved farther from the viewer, their images become smaller. This size change gives
perspective views their natural appearance; however, because the amount by which a
line is foreshortened depends on how far the line is from the viewer, we cannot make
measurements from a perspective view. Hence, the major use of perspective views is
in applications such as architecture and animation, where it is important to achieve
natural-looking images.

In the classical perspective views, the viewer is located symmetrically with respect
to the projection plane, as shown in Figure 4.9. Thus, the pyramid determined by the
window in the projection plane and the center of projection is a symmetric or right

FIGURE 4.9 Perspective viewing.
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(a) (b) (c)

FIGURE 4.10 Classical perspective views. (a) Three-point. (b) Two-point.
(c) One-point.

pyramid. This symmetry is caused by the “xed relationship between the back (retina)
and lens of the eye for human viewing, or between the back and lens of a camera
for standard cameras, and by similar “xed relationships in most physical situations.
Some cameras, such as the bellows camera, have movable “lm backs and can produce
general perspective views. The model used in computer graphics includes this general
case.

The classical perspective views are usually known asone-, two-, andthree-point
perspectives. The differences among the three cases are based on how many of the
three principal directions in the object are parallel to the projection plane. Consider
the three perspective projections of the building shown in Figure 4.10. Any corner
of the building includes the three principal directions. In the most general case„
the three-point perspective„parallel lines in each of the three principal directions
converges to a “nitevanishing point (Figure 4.10(a)). If we allow one of the principal
directions to become parallel to the projection plane, we have a two-point projection
(Figure 4.10(b)), in which lines in only two of the principal directions converge.
Finally, in the one-point perspective (Figure 4.10(c)), two of the principal directions
are parallel to the projection plane, and we have only a single vanishing point. As
with parallel viewing, it should be apparent from the programmer•s point of view that
the three situations are merely special cases of general perspective viewing, which we
implement in Section 4.4.

4.2 VIEWING WITH A COMPUTER

We can now return to three-dimensional graphics from a computer perspective. Be-
cause viewing in computer graphics is based on the synthetic-camera model, we
should be able to construct any of the classical views. However, there is a fundamen-
tal difference. All the classical views are based on a particular relationship among the
objects, the viewer, and the projectors. In computer graphics, we stress the indepen-
dence of the object speci“cations and camera parameters. Hence, to create one of the
classical views, the application program must use information about the objects to
create and place the proper camera.
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Using OpenGL, we will have many options on how and where we carry out
viewing. All our approaches will use the powerful transformation capabilities of the
GPU. Because every transformation is equivalent to a change of frames, we can
develop viewing in terms of the frames and coordinate systems we introduced in
Chapter 3. In particular, we will work with object coordinates, camera coordinates,
and clip coordinates.

A good starting point is the output of the vertex shader. In Chapters 2 and 3, we
used the fact that as long as the vertices output by the vertex shader were within the
clipping volume, they continued onto the rasterizer. Hence, in Chapter 2 we were able
to specify vertex positions inside the default viewing cube. In Chapter 3, we learned
how to scale positions using af“ne transformations so they would be mapped inside
the cube. We also relied on the fact that objects that are sent to the rasterizer are
projected with a simple orthographic projection.

Hidden-surface removal, however, occurs after the fragment shader. Conse-
quently, although an object might be blocked from the camera by other objects, even
with hidden-surface removal enabled, the rasterizer will still generate fragments for
blocked objects within the clipping volume. However, we need more ”exibility in
both how we specify objects and how we view them. There are four major additions
to address:

1. We need the ability to work in the units of the application.

2. We need to position the camera independently of the objects.

3. We want to be able to specify a clipping volume in units related to the appli-
cation.

4. We want to be able to do either parallel or perspective projections.

We can accomplish all these additions by careful use of transformations: the “rst three
using af“ne transformations, and the last using a process called perspective normal-
ization. All of these transformations must be carried out either in the application code
or in the vertex shader.

We approach all these tasks through the transformation capabilities we devel-
oped in Chapter 3. Of the frames that are used in OpenGL, three are important in the
viewing process: the object frame, the camera frame, and the clip coordinate frame.
In Chapters 2 and 3, we were able to avoid explicitly specifying the “rst two by using a
default in which all three frames were identical. We either directly speci“ed vertex po-
sitions in clip coordinates or used an af“ne transformation to scale objects we wanted
to be visible to lie within the clipping cube in clip coordinates. The camera was “xed
to be at the origin and pointing in the negativez-direction in clip coordinates.1

To get a more ”exible way to do viewing, we will separate the process into two
fundamental operations. First, we must position and orient the camera. This oper-
ation is the job of the model-view transformation. After vertices pass through this

1. The default camera can •seeŽ objects behind it if they are in the clipping volume.
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transformation, they will be represented in eye or camera coordinates. The second
step is the application of the projection transformation. This step applies the speci“ed
projection„orthographic or perspective„to the vertices and puts objects within the
speci“ed clipping volume into the same clipping cube in clip coordinates. One of the
functions of either projection will be to allow us to specify a view volume in camera
coordinates rather than having to scale our object to “t into the default view volume.
These transformations are shown in Figure 4.11.

What we have called the current transformation matrix will be the product of
two matrices: the model-view matrix and the projection matrix. The model-view
matrix will take vertices in object coordinates and convert them to a representation
in camera coordinates and thus must encapsulate the positioning and orientation
of the camera. The projection matrix will both carry out the desired projection„
either orthogonal or perspective„and convert a viewing volume speci“ed in camera
coordinates to “t inside the viewing cube in clip coordinates.

4.3 POSITIONING OF THE CAMERA

In this section, we deal with positioning and orientation of the camera; in Section 4.4,
we discuss how we specify the desired projection. Although we will focus on an API
that will work well with OpenGL, we also will examine brie”y a few other APIs to
specify a camera.

4.3.1 Positioning of the Camera Frame
As we saw in Chapter 3, we can specify vertices in any units we choose, and we can
de“ne a model-view matrix by a sequence of af“ne transformations that repositions
these vertices. The model-view transformation is the concatenation of a modeling
transformation that takes instances of objects in object coordinates and brings them
into the world frame. The second part transforms world coordinates to eye coordi-
nates. Because we usually do not need to access world coordinates, we can use the
model-view matrix rather than separate modeling and viewing matrices.

Initially, we set the model-view matrix to an identity matrix, so the camera
frame and the object frame are identical. Hence, the camera is initially pointing in
the negativez-direction (Figure 4.12). In most applications, we model our objects
as being located around the origin, so a camera located at the default position with
the default orientation does not see all the objects in the scene. Thus, either we must
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FIGURE 4.13 Movement of the camera and object frames. (a) Initial
configuration. (b) Configuration after change in the model-view matrix.

move the camera away from the objects that we wish to have in our image, or the
objects must be moved in front of the camera. These are equivalent operations, as
either can be looked at as positioning the frame of the camera with respect to the
frame of the objects.

It might help to think of a scene in which we have initially speci“ed several ob-
jects by specifying all vertices and putting their positions into an array. We start with
the model-view matrix set to an identity matrix. Changes to the model-view matrix
move the object frame relative to the camera and affect the camera•s view of all ob-
jects de“nedafterward, because their vertices are speci“ed relative to the repositioned
object frame. Equivalently, in terms of the ”ow of an application program, the pro-
jection and model-view matrices are part of its state. We will either apply them to
the vertex positions in the application or, more likely, we will send them to the vertex
shader where they will be applied automatically whenever vertex data is sent to the
shader.

In either case, the sequence illustrated in Figure 4.13 shows the process. In part
(a), we have the initial con“guration. A vertex speci“ed atp has the same represen-
tation in both frames. In part (b), we have changed the model-view matrix toC by a
sequence of transformations. The two frames are no longer the same, althoughC
contains the information to move from the camera frame to the object frame or,
equivalently, contains the information that moves the camera away from its initial
position at the origin of the object frame. A vertex speci“ed atq afterthe change to
the model-view matrix is atq in the object frame. However, its position in the camera
frame isCq and can be stored internally within the application or sent to the GPU,
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where it will be converted to camera coordinates. The viewing transformation will
assume that vertex data it starts with is in camera coordinates.

An equivalent view is that the camera is still at the origin of its own frame, and
the model-view matrix is applied to primitives speci“ed in this system. In practice,
you can use either view. But be sure to take great care regarding where in your
program the primitives are speci“ed relative to changes in the model-view matrix.

At any given time, the model-view matrix encapsulates the relationship between
the camera frame and the object frame. Although combining the modeling and view-
ing transformations into a single matrix may initially cause confusion, on closer ex-
amination this approach is a good one. If we regard the camera as an object with
geometric properties, then transformations that alter the position and orientation of
objects should also affect the position and orientation of the camera relative to these
objects.

The next problem is how we specify the desired position of the camera and then
implement camera positioning in OpenGL. We outline three approaches, one in this
section and two in Section 4.3.2. Two others are given as exercises (Exercises 4.2
and 4.3).

Our “rst approach is to specify the position indirectly by applying a sequence
of rotations and translations to the model-view matrix. This approach is a direct
application of the instance transformation that we presented in Chapter 3, but we
must be careful for two reasons. First, we usually want to specify the camera•s position
and orientationbeforewe position any objects in the scene.2 Second, the order of
transformations on the camera may appear to be backward from what you might
expect.

Consider an object centered at the origin. The camera is in its initial position,
also at the origin, pointing down the negativez-axis. Suppose that we want an image
of the faces of the object that point in the positivez-direction. We must move the
cameraaway from the origin. If we allow the camera to remain pointing in the
negativez-direction, then we want to move the camera backward along the positive
z-axis, and the proper transformation is

T =

�

�
�
�
�

1 0 0 0
0 1 0 0
0 0 1 Šd
0 0 0 1

�

�
�
�
�

,

whered is a positive number.
Many people “nd it helpful to interpret this operation as moving the camera

frame relative to the object frame. This point of view has a basis in classical viewing.
In computer graphics, we usually think of objects as being positioned in a “xed frame,

2. In an animation, where in the program we specify the position of the camera depends on whether
we wish to attach the camera to a particular object or to place the camera in a “xed position in the
scene (see Exercise 4.3).
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the camera.

and it is the viewer who must move to the right position to achieve the desired view.
In classical viewing, the viewer dominates. Conceptually, we do viewing by picking up
the object, orienting it as desired, and bringing it to the desired location. One con-
sequence of the classical approach is that distances are measured from the viewer to
the object, rather than„as in most physically based systems„from the object to the
viewer. Classical viewing often resulted in a left-handed camera frame. Early graphics
systems followed the classical approach by having modeling in right-handed coordi-
nates and viewing in left-handed coordinates„a decision that, although technically
correct, caused confusion among users. When we are working in camera coordinates,
we will measure distances from the camera, which is consistent with classical viewing.
In OpenGL, the internal frames are right handed. Fortunately, because the applica-
tion program works primarily in object coordinates, the application programmer
usually does not see any of the internal representations and thus does not have to
worry about these alternate perspectives on viewing.

Suppose that we want to look at the same object from the positivex-axis. Now,
not only do we have to move away from the object, but we also have to rotate the
camera about they-axis, as shown in Figure 4.14. We must do the translation after
we rotate the camera by 90 degrees about they-axis. In the program, the calls must
be in the reverse order, as we discussed in Section 3.11, so we expect to see code like
the following:

mat4 model_view;
model_view = Translate(0.0, 0.0, -d)*RotateX(-90.0);

In terms of the two frames, “rst we rotate the object frame relative to the camera
frame, and then we move the two frames apart.

In Chapters 2 and 3, we were able to show simple three-dimensional examples by
using an identity matrix as the default projection matrix. That default setting has the
effect of creating an orthographic projection with the camera at the origin, pointed
in the negativez-direction. In our cube example in Chapter 3, we rotated the cube to
see the desired faces. As we just discussed, rotating the cube is equivalent to rotating
the frame of the cube with respect to the frame of the camera; we could have achieved
the same view by rotating the camera relative to the cube. We can extend this strategy
of translating and rotating the camera to create other orthographic views. Perspective
views require changes to the default projection.

Consider creating an isometric view of the cube. Suppose that again we start with
a cube centered at the origin and aligned with the axes. Because the default camera
is in the middle of the cube, we want to move the camera away from the cube by a
translation. We obtain an isometric view when the camera is located symmetrically
with respect to three adjacent faces of the cube; for example, anywhere along the line
from the origin through the point(1, 1, 1). We can move the cube away from the
camera and then rotate the cube to achieve the desired view or, equivalently, move
the camera away from the cube and then rotate it to point at the cube.

Starting with the default camera, suppose that we are now looking at the cube
from somewhere on the positivez-axis. We can obtain one of the eight isometric
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FIGURE 4.15 Cube after rotation about x-axis. (a) View from positive
z-axis. (b) View from positive y-axis.

views„there is one for each vertex„by “rst rotating the cube about thex-axis until
we see the two faces symmetrically, as shown in Figure 4.15(a). Clearly, we obtain this
view by rotating the cube by 45 degrees. The second rotation is about they-axis. We
rotate the cube until we get the desired isometric. The required angle of rotation is
Š35.26 degrees about they-axis. This second angle of rotation may not seem obvious.
Consider what happens to the cube after the “rst rotation. From our position on
the positivez-axis, the cube appears as shown in Figure 4.15(a). The original corner
vertex at(Š1, 1, 1) has been transformed to(Š1, 0,

�
2). If we look at the cube from

the x-axis, as in Figure 4.15(b), we see that we want to rotate the right vertex to the
y-axis. The right triangle that determines this angle has sides of 1 and

�
2, which

correspond to an angle of 35.26 degrees. However, we need a clockwise rotation, so
the angle must be negative. Finally, we move the camera away from the origin. Thus,
our strategy is “rst to rotate the frame of the camera relative to the frame of the object
and then to separate the two frames; the model-view matrix is of the form

M = TRxRy.

We obtain this model-view matrix for an isometric by multiplying the matrices
in homogeneous coordinates. The concatenation of the rotation matrices yields
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It is simple to verify that the original vertex(Š1, 1, 1) is correctly transformed to
(0, 0,
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3) by this matrix. If we concatenate in the translation by(0, 0,Šd), the
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In OpenGL, the code for setting the model-view matrix is as follows:

mat4 model_view;
model_view = Translate(0.0, 0.0, -d)*RotateX(35.26)*RotateY(45.0);

We have gone from a representation of our objects in object coordinates to one
in camera coordinates. Rotation and translation do not affect the size of an object
nor, equivalently, the size of its orthographic projection. However, these transforma-
tions can affect whether or not objects are clipped. Because the clipping volume is
measured relative to the camera, if, for example, we translate the object away from
the camera, it may no longer lie within the clipping volume. Hence, even though
the projection of the object is unchanged and the camera still points at it, the object
would not be in the image.

4.3.2 Two Viewing APIs
The construction of the model-view matrix for an isometric view is a little unsatis-
fying. Although the approach was intuitive, an interface that requires us to compute
the individual angles before specifying the transformations is a poor one for an ap-
plication program. We can take a different approach to positioning the camera„an
approach that is similar to that used by PHIGS, one of the original standard APIs for
three-dimensional graphics. Our starting point is again the object frame. We describe
the camera•s position and orientation in this frame. The precise type of image that
we wish to obtain„perspective or parallel„is determined separately by the speci“-
cation of the projection matrix. This second part of the viewing process is often called
thenormalization transformation. We approach this problem as one of a change in
frames. Again, we think of the camera as positioned initially at the origin, pointed
in the negativez-direction. Its desired location is centered at a point called theview-
reference point(VRP; Figure 4.16), whose position is given in the object frame. The
user executes a function such as

set_view_reference_point(x, y, z);

to specify this position. Next, we want to specify the orientation of the camera. We
can divide this speci“cation into two parts: speci“cation of theview-plane normal
(VPN) and speci“cation of theview-up vector(VUP). The VPN (n in Figure 4.16)
gives the orientation of the projection plane or back of the camera. The orientation
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of a plane is determined by that plane•s normal, and thus part of the API is a function
such as

set_view_plane_normal(nx, ny, nz);

The orientation of the plane does not specify what direction is up from the camera•s
perspective. Given only the VPN, we can rotate the camera with its back in this plane.
The speci“cation of the VUP “xes the camera and is performed by a function such as

set_view_up(vup_x, vup_y, vup_z);

We project the VUP vector on the view plane to obtain the up-direction vectorv
(Figure 4.17). Use of the projection allows the user to specify any vector not parallel
to v, rather than being forced to compute a vector lying in the projection plane. The
vectorv is orthogonal ton. We can use the cross product to obtain a third orthogonal
directionu. This new orthogonal coordinate system usually is referred to as either the
viewing-coordinate systemor the u-v-n system. With the addition of the VRP, we
have the desired camera frame. The matrix that does the change of frames is theview-
orientation matrix and is equivalent to the viewing component of the model-view
matrix.

We can derive this matrix using rotations and translations in homogeneous
coordinates. We start with the speci“cations of the view-reference point,

p =

�

�
�
�
�

x
y
z
1

�

�
�
�
�

,

the view-plane normal,

n =

�

�
�
�
�

nx

ny

nz

0

�

�
�
�
�

,

and the view-up vector,

vup =

�

�
�
�
�

vupx
vupy
vupz
0

�

�
�
�
�

.

We construct a new frame with the view-reference point as its origin, the view-
plane normal as one coordinate direction, and two other orthogonal directions that
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we callu and v. Our default is that the originalx, y, z axes becomeu, v, n, re-
spectively. The view-reference point can be handled through a simple translation
T(Šx, Šy, Šz) from the viewing frame to the original origin. The rest of the model-
view matrix is determined by a rotation so that the model-view matrixV is of the
form

V = TR.

The directionv must be orthogonal ton; hence,

n . v = 0.

Figure 4.17 shows thatv is the projection ofvup into the plane formed byn andvup
and thus must be a linear combination of these two vectors,

v = � n + � vup.

If we temporarily ignore the length of the vectors, then we can set� = 1 and solve for

� = Š
vup

. n

n . n

and

v = vup Š
vup

. n

n . n
n.

We can “nd the third orthogonal direction by taking the cross product

u = v × n.

These vectors do not generally have unit length. We can normalize each indepen-
dently, obtaining three unit-length vectorsu�, v�, andn�. The matrix

A =

�

�
�
�
�

u�
x v�

x n�
x 0

u�
y v�

y n�
y 0

u�
z v�

z n�
z 0

0 0 0 1

�

�
�
�
�

is a rotation matrix that orients a vector in theu�v�n� system with respect to the
original system. However, we really want to go in the opposite direction to obtain the
representation of vectors in the original system in theu�v�n� system. We wantAŠ1,
but becauseA is a rotation matrix, the desired matrixR is

R = AŠ1 = AT.
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Finally, multiplying by the translation matrixT, we have

V = RT =

�

�
�
�
�
�

u�
x u�

y u�
z Šxu�

x Š yu�
y Š zu�

z

v�
x v�

y v�
z Šxv�

x Š yv�
y Š zv�

z

n�
x n�

y n�
z Šxn�

x Š yn�
y Š zn�

z

0 0 0 1

�

�
�
�
�
�

.

Note that, in this case, the translation matrix is on the right, whereas in our “rst
derivation it was on the left. One way to interpret this difference is that in our “rst
derivation, we “rst rotated one of the frames and then pushed the frames apart in
a direction represented in the camera frame. In the second derivation, the camera
position was speci“ed in the object frame. Another way to understand this difference
is to note that the matricesRT andTR have similar forms. The rotation parts of the
product„the upper-left 3 × 3 submatrices„are identical, as are the bottom rows.
The top three elements in the right column differ because the frame of the rotation
affects the translation coef“cients inRT and does not affect them inTR. For our
isometric example,

n =

�

�
�
�
�

Š1
1
1
0

�

�
�
�
�

,

vup =

�

�
�
�
�

0
1
0
0

�

�
�
�
�

.

The camera position must be along a diagonal in the original frame. If we use

p =

�
3

3

�

�
�
�
�

Šd
d
d
1

�

�
�
�
�

,

we obtain the same model-view matrix that we derived in Section 4.3.1.

4.3.3 The Look-At Function
The use of the VRP, VPN, and VUP is but one way to provide an API for specifying
the position of a camera. In many situations, a more direct method is appropriate.
Consider the situation illustrated in Figure 4.18. Here a camera is located at a pointe
called theeye point, speci“ed in the object frame, and it is pointed at a second point
a, called theat point. These points determine a VPN and a VRP. The VPN is given by



4.3 Positioning of the Camera 213

x

y

z

(upx, upy, upz )

(atx, aty, atz )

(eyex, eyey, eyez )

FIGURE 4.18 Look-at positioning.

the vector formed by point subtraction between the eyepoint and the at point,

vpn = a Š e,

and normalizing it,

n =
vpn

|vpn|
.

The view-reference point is the eye point. Hence, we need only to add the desired
up direction for the camera, and a function to construct the desired matrixLookAt
could be of the form3

mat4 LookAt(point4 eye, point4 at, vec4 up)

or the equivalent form

mat4 LookAt(GLfloat eyex, GLfloat eyey, GLfloat eyez,
GLfloat atx, GLfloat aty, GLfloat atz,
GLfloat upx, GLfloat upy, GLfloat upz);

Note that once we have computed the vectorvpn, we can proceed as we did with
forming the transformation in the previous section. A slightly simpler computation
would be to form a vector perpendicular ton andvup by taking their cross product
and normalizing it,

u =
vup × n

|vup × n|
.

3. Because we are working in homogeneous coordinates,vup can be avec4 type if the fourth
component is a zero.
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FIGURE 4.19 Roll, pitch, and yaw.
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azimuth.

Finally, we get the normalized projection of the up vector onto the camera plane by
taking a second cross product

v =
n × u

|n × u|
.

Note that we can use the standard rotations, translations, and scalings as part of
de“ning our objects. Although these transformations will also alter the model-view
matrix, it is often helpful conceptually to consider the use ofLookAt as positioning
the objects and subsequent operations that affect the model-view matrix as position-
ing the camera.

Note that whereas functions, such asLookAt, that position the camera alter
the model-view matrix and are speci“ed in object coordinates, the functions that we
introduce to form the projection matrix will be speci“ed in eye coordinates.

4.3.4 Other Viewing APIs
In many applications, neither of the viewing interfaces that we have presented is
appropriate. Consider a ”ight-simulation application. The pilot using the simulator
usually uses three angles„roll , pitch, and yaw„to specify her orientation. These
angles are speci“ed relative to the center of mass of the vehicle and to a coordinate
system aligned along the axes of the vehicle, as shown in Figure 4.19. Hence, the
pilot sees an object in terms of the three angles and of the distance from the object
to the center of mass of her vehicle. A viewing transformation can be constructed
(Exercise 4.2) from these speci“cations from a translation and three simple rotations.

Viewing in many applications is most naturally speci“ed in polar„rather than
rectilinear„coordinates. Applications involving objects that rotate about other ob-
jects “t this category. For example, consider the speci“cation of a star in the sky. Its
direction from a viewer is given by its elevation and azimuth (Figure 4.20). Theeleva-
tion is the angle above the plane of the viewer at which the star appears. By de“ning a
normal at the point that the viewer is located and using this normal to de“ne a plane,
we de“ne the elevation, regardless of whether or not the viewer is actually standing
on a plane. We can form two other axes in this plane, creating a viewing-coordinate
system. Theazimuth is the angle measured from an axis in this plane to the projec-
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FIGURE 4.21 Orthogonal
projection.

tion onto the plane of the line between the viewer and the star. The camera can still
be rotated about the direction it is pointed by atwist angle.

4.4 PARALLEL PROJECTIONS

A parallel projection is the limit of a perspective projection in which the center of
projection is in“nitely far from the objects being viewed, resulting in projectors that
are parallel rather than converging at the center of projection. Equivalently, a parallel
projection is what we would get if we had a telephoto lens with an in“nite focal length.
Rather than “rst deriving the equations for a perspective projection and computing
their limiting behavior, we will derive the equations for parallel projections directly
using the fact that we know in advance that the projectors are parallel and point in a
direction of projection.

4.4.1 Orthogonal Projections
Orthogonal ororthographic projections are a special case of parallel projections,
in which the projectors are perpendicular to the view plane. In terms of a camera,
orthogonal projections correspond to a camera with a back plane parallel to the lens,
which has an in“nite focal length. Figure 4.21 shows an orthogonal projection with
the projection planez = 0. As points are projected into this plane, they retain theirx
andy values, and the equations of projection are

xp = x,

yp = y,

zp = 0.

We can write this result using our original homogeneous coordinates:
�

�
�
�
�

xp

yp

zp

1

�

�
�
�
�

=

�

�
�
�
�

1 0 0 0
0 1 0 0
0 0 0 0
0 0 0 1

�

�
�
�
�

�

�
�
�
�

x
y
z
1

�

�
�
�
�

.

To prepare ourselves for a more general orthogonal projection, we can write this
expression as

q = MIp ,

where

p =

�

�
�
�
�

x
y
z
1

�

�
�
�
�

,
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I is a 4× 4 identity matrix, and

M =

�

�
�
�
�

1 0 0 0
0 1 0 0
0 0 0 0
0 0 0 1

�

�
�
�
�

.

The projection described byM is carried out by the hardware after the vertex shader.
Hence, only those objects inside the cube of side length 2 centered at the origin will
be projected and possibly visible. If we want to change which objects are visible, we
can replace the identity matrix by a transformationN that we can carry out either in
the application or in the vertex shader, which will give us control over the clipping
volume. For example, if we replaceI with a scaling matrix, we can see more or fewer
objects.

4.4.2 Parallel Viewing with OpenGL
We will focus on a single orthogonal viewing function in which the view volume is
a right parallelepiped, as shown in Figure 4.22. The sides of the clipping volume are
the four planes

x = right,

x = left,

y = top,

y = bottom.

The near (front) clipping plane is located a distancenear from the origin, and the
far (back) clipping plane is at a distancefar from the origin. All these values are in
camera coordinates. We will derive a function

mat4 Ortho(GLfloat left, GLfloat right, GLfloat bottom, GLfloat top,
GLfloat near, GLfloat far)

which will form the projection matrixN.4

Although mathematically we get a parallel view by moving the camera to in“n-
ity, because the projectors are parallel, we can slide this camera in the direction of
projection without changing the projection. Consequently, it is helpful to think of an
orthogonal camera located initially at the origin in camera coordinates with the view
volume determined by

4. Users of Microsoft Windows may have to change the identi“ersnear andfar becausefar is a
reserved word in Visual C++.
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FIGURE 4.22 Orthographic viewing.

x = ± 1,

y = ± 1,

z = ± 1

as the default behavior. Equivalently, we are applying an identity projection matrix
for N. We will derive a nonidentity matrixN using translation and scaling that will
transform vertices in camera coordinates to “t inside the default view volume, a
process calledprojection normalization. This matrix is what will be produced by
Ortho . Note that we are forced to take this approach because the “nal projection
carried out by the GPU is “xed. Nevertheless, the normalization process is ef“cient
and will allow us to carry out parallel and perspective projections with the same
pipeline.

4.4.3 Projection Normalization
When we introduced projection in Chapter 1 and looked at classical projection earlier
in this chapter, we viewed it as a technique that took the speci“cation of points
in three dimensions and mapped them to points on a two-dimensional projection
surface. Such a transformation is not invertible, because all points along a projector
map into the same point on the projection surface.

In computer graphics systems, we adopt a slightly different approach. First, we
work in four dimensions using homogeneous coordinates. Second, we retain depth
information„distance along a projector„as long as possible so that we can do
hidden-surface removal later in the pipeline. Third, we use projection normalization,
to convert all projections into orthogonal projections by “rst distorting the objects
such that the orthogonal projection of the distorted objects is the same as the de-
sired projection of the original objects. This technique is shown in Figure 4.23. The
concatenation of thenormalization matrix, which carries out the distortion and the
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(a) (b)

FIGURE 4.23 Predistortion of objects. (a) Perspective view. (b) Ortho-
graphic projection of distorted object.

Orthographic
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Distort
(normalize)

FIGURE 4.24 Normalization transformation.

simple orthogonal projection matrix from Section 4.4.2, as shown in Figure 4.24,
yields a homogeneous coordinate matrix that produces the desired projection.

One advantage of this approach is that we can design the normalization matrix
so that view volume is distorted into thecanonical view volume, which is the cube
de“ned by the planes

x ± 1,

y ± 1,

z ± 1.

Besides the advantage of having both perspective and parallel views supported by the
same pipeline by loading in the proper normalization matrix, the canonical view vol-
ume simpli“es the clipping process because the sides are aligned with the coordinate
axes.

The normalization process de“nes what most systems call theprojectionmatrix.
The projection matrix brings objects into four-dimensional clip coordinates, and
the subsequent perspective division converts vertices to a representation in three-
dimensional normalized device coordinates. Values in normalized device coordinates
are later mapped to window coordinates by the viewport transformation. Here we are
concerned with the “rst step„deriving the projection matrix.
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4.4.4 Orthogonal-Projection Matrices
Although parallel viewing is a special case of perspective viewing, we start with or-
thogonal parallel viewing and later extend the normalization technique to perspective
viewing.

In OpenGL, the default projection matrix is an identity matrix, or equivalently,
what we would get from the following code:

mat4 N = Ortho(-1.0, 1.0, -1.0, 1.0, -1.0, 1.0);

The view volume is in fact the canonical view volume. Points within the cube de“ned
by the sidesx ± 1, y ± 1, andz ± 1 are mapped to the same cube. Points outside this
cube remain outside the cube. As trivial as this observation may seem, it indicates that
we can get the desired projection matrix for the general orthogonal view by “nding a
matrix that maps the right parallelepiped speci“ed byOrtho to this same cube.

Before we do so, recall that the last two parameters inOrtho are distances to
the near and far planes measured from a camera at the origin pointed in the negative
z-direction. Thus, the near plane is atz = 1.0, which is behind the camera, and the
far plane is atz = Š 1.0, which is in front of the camera. Although the projectors are
parallel and an orthographic projection is conceptually akin to having a camera with
a long telephoto lens located far from the objects, the importance of the near and far
distances inOrtho is that they determine which objects are clipped out.

Now suppose that, instead, we set theOrtho parameters by the following func-
tion call:

mat4 N = Ortho(left, right, bottom, top, near, far);

We now have speci“ed a right parallelepiped view volume whose right side (relative
to the camera) is the planex = left, whose left side is the planex = right, whose top
is the planey = top, and whose bottom is the planey = bottom. The front is the near
clipping planez = Š near, and the back is the far clipping planez = Š far. The pro-
jection matrix that OpenGL sets up is the matrix that transforms this volume to the
cube centered at the origin with sides of length 2, which is shown in Figure 4.25. This
matrix converts the vertices that specify our objects to vertices within this canonical
view volume, by scaling and translating them. Consequently, vertices are transformed
such that vertices within the speci“ed view volume are transformed to vertices within
the canonical view volume, and vertices outside the speci“ed view volume are trans-
formed to vertices outside the canonical view volume. Putting everything together,
we see that the projection matrix is determined by the type of view and the view vol-
ume speci“ed inOrtho , and that these speci“cations are relative to the camera. The
positioning and orientation of the camera are determined by the model-view matrix.
These two matrices are concatenated together, and objects have their vertices trans-
formed by this matrix product.

We can use our knowledge of af“ne transformations to “nd this projection ma-
trix. There are two tasks that we need to do. First, we must move the center of the
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FIGURE 4.25 Mapping a view volume to the canonical view volume.
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FIGURE 4.26 Affine transformations for normalization.

speci“ed view volume to the center of the canonical view volume (the origin) by do-
ing a translation. Second, we must scale the sides of the speci“ed view volume to each
have a length of 2 (see Figure 4.25). Hence, the two transformations are

T = T(Š(right + left)/ 2, Š(top+ bottom)/ 2, + (far + near)/ 2)

and

S= S(2/( right Š left), 2/( topŠ bottom), 2/( nearŠ far)) ,

and they can be concatenated together (Figure 4.26) to form the projection matrix

N = ST=

�

�
�
�
�
�
�

2
rightŠ left 0 0 Š left+ right

rightŠ left

0 2
topŠbottom 0 Š top+ bottom

topŠbottom

0 0 Š 2
farŠnear Š far+ near

farŠnear

0 0 0 1

�

�
�
�
�
�
�

.

This matrix maps the near clipping plane,z = Š near, to the planez = Š 1 and the
far clipping plane,z = Š far, to the planez = 1. Because the camera is pointing in the
negativez-direction, the projectors are directed from in“nity on the negativez-axis
toward the origin.

4.4.5 Oblique Projections
UsingOrtho , we have only a limited class of parallel projections„namely, only those
for which the projectors are orthogonal to the projection plane. As we saw earlier in
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this chapter, oblique parallel projections are useful in many “elds.5 We could develop
an oblique projection matrix directly; instead, however, we follow the process that
we used for the general orthogonal projection. We convert the desired projection to
a canonical orthogonal projection of distorted objects.

An oblique projection can be characterized by the angle that the projectors make
with the projection plane, as shown in Figure 4.27. In APIs that support general par-
allel viewing, the view volume for an oblique projection has the near and far clipping
planes parallel to the view plane, and the right, left, top, and bottom planes parallel
to the direction of projection, as shown in Figure 4.28. We can derive the equations
for oblique projections by considering the top and side views in Figure 4.29, which
shows a projector and the projection planez = 0. The angles� and� characterize the
degree of obliqueness. In drafting, projections such as the cavalier and cabinet pro-
jections are determined by speci“c values of these angles. However, these angles are
not the only possible interface (see Exercises 4.9 and 4.10).

If we consider the top view, we can “ndxp by noting that

tan � =
z

xp Š x
,

and thus

xp = x + z cot � .

Likewise,

yp = y + z cot � .

5. Note that without oblique projections we cannot draw coordinate axes in the way that we have
been doing in this book (see Exercise 4.15).
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FIGURE 4.29 Oblique projection. (a) Top view. (b) Side view.

Using the equation for the projection plane

zp = 0,

we can write these results in terms of a homogeneous-coordinate matrix

P =

�

�
�
�
�

1 0 cot� 0
0 1 cot� 0
0 0 0 0
0 0 0 1

�

�
�
�
�

.

Following our strategy of the previous example, we can breakP into the product

P = MorthH(� , �) =

�

�
�
�
�

1 0 0 0
0 1 0 0
0 0 0 0
0 0 0 1

�

�
�
�
�

�

�
�
�
�

1 0 cot� 0
0 1 cot� 0
0 0 1 0
0 0 0 1

�

�
�
�
�

,

whereH(� , �) is a shearing matrix. Thus, we can implement an oblique projection
by “rst doing a shear of the objects byH(� , �) and then doing an orthographic
projection. Figure 4.30 shows the effect ofH(� , �) on an object„a cube„inside an
oblique view volume. The sides of the clipping volume become orthogonal to the
view plane, but the sides of the cube become oblique as they are affected by the same
shear transformation. However, the orthographic projection of the distorted cube is
identical to the oblique projection of the undistorted cube.

We are not “nished, because the view volume created by the shear is not our
canonical view volume. We have to apply the same scaling and translation matrices
that we used in Section 4.4.4. Hence, the transformation
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FIGURE 4.30 Effect of shear transformation.

ST=
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�
�
�
�
�
�

2
rightŠ left 0 0 Š right+ left

rightŠ left

0 2
topŠbottom 0 Š top+ bottom

topŠbottom

0 0 Š 2
farŠnear Š far+ near

nearŠfar

0 0 0 1

�

�
�
�
�
�
�

must be inserted after the shear and before the “nal orthographic projection, so the
“nal matrix is

N = MorthSTH.

The values ofleft, right, bottom, andtop are the vertices of the right parallelepiped
view volume created by the shear. These values depend on how the sides of the
original view volume are communicated through the application program; they may
have to be determined from the results of the shear to the corners of the original view
volume. One way to do this calculation is shown in Figure 4.29.

The speci“cation for an oblique projection can be through the angles� and 

that projectors make with the projection plane. The parametersnearandfar are not
changed by the shear. However, thex and y values of where the sides of the view
volume intersect the near plane are changed by the shear and becomeleft, right, top,
andbottom. If these points of intersection are(xmin, near), (xmax, near), (ymin, near),
and(ymax, near), then our derivation of shear in Chapter 3 yields the relationships



224 Chapter 4 Viewing

left = xmin Š near� cot � ,

right = xmax Š near� cot � ,

top= ymax Š near� cot � ,

bottom= ymin Š near� cot � .

4.4.6 An Interactive Viewer
In this section, we extend the rotating cube program to include both the model-view
matrix and an orthogonal projection matrix whose parameters can be set interac-
tively. As in our previous examples with the cube, we have choices as to where to
apply our transformations. In this example, we will send the model-view and pro-
jection matrices to the vertex shader. Because the model-view matrix can be used to
both transform an object and position the camera, in this example we will not use the
mouse function and instead focus on camera position and the orthogonal projection.
It will be straightforward to bring back the mouse and idle callbacks later to restart
the rotation of the cube.

The colored cube is centered at the origin in object coordinates so wherever we
place the camera, theat point is at the origin. Let•s position the camera in polar
coordinates so theeye point has coordinates

eye=

�

�
r cos�

r sin � cos�
r sin � sin �

�

� ,

where the radiusr is the distance from the origin. We can let the up direction be they-
direction in object coordinates. These values specify a model-view matrix through the
LookAt function. In this example, we will send both a model-view and a projection
matrix to the vertex shader with the following display callback:

void display( )
{

glClear(GL_COLOR_BUFFER_BIT | GL_DEPTH_BUFFER_BIT);
eye[0] = radius*cos(theta);
eye[1] = radius*sin(theta)*cos(phi);
eye[2] = radius*sin(theta)*sin(phi);
model_view = LookAt(eye, at, up);
projection = Ortho(left, right, bottom, top, near, far);
glUniformMatrix4fv(matrix_loc, 1, GL_TRUE, model_view);
glUniformMatrix4fv(projection_loc, 1, GL_TRUE, projection);
glDrawArrays(GL_TRIANGLES, 0, N);
glutSwapBuffers();

}

The corresponding vertex shader is
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in vec4 vPosition;
in vec4 vColor;
out vec4 color;
uniform mat4 model_view;
uniform mat4 projection;
void main()
{

gl_Position = projection*model_view*vPosition;
color = vColor;

}

We can use the keyboard callback to alter the projection matrix and the camera
position. The position of the camera is controlled by the r, o, and p keys, and the
sides of the viewing parallelpiped by the x, y, and z keys.

void mykey(unsigned char key, int mousex, int mousey)
{

float dr = M_PI/180.0*5.0; // 5 degrees in radians
if(key==•q•||key==•Q•) exit(0);
if(key == •x•) {left *= 1.1; right *= 1.1;}
if(key == •X•) {left *= 0.9; right *= 0.9;}
if(key == •y•) {bottom *= 1.1; top *= 1.1;}
if(key == •Y•) {bottom *= 0.9; top *= 0.9;}
if(key == •z•) {near *= 1.1; far *= 1.1;}
if(key == •Z•) {near *= 0.9; far *= 0.9;}
if(key == •r•) radius *= 2.0;
if(key == •R•) radius *= 0.5;
if(key == •o•) theta += dr;
if(key == •O•) theta -= dr;
if(key == •p•) phi += dr;
if(key == •P•) phi -= dr;
glutPostRedisplay();

}

Note that as we move the camera around, the size of the image of the cube does
not change, which is a consequence of using an orthogonal projection. However,
depending on the radius, some or even all of the cube can be clipped out. This
behavior is a consequence of the parameters inOrtho being measured relative to
the camera. Hence, if we move the camera back by increasing the radius but leave
the near and far distances unchanged, “rst the back of the cube will be clipped out.
Eventually, as the radius becomes larger, the entire cube will be clipped out.

Now consider what happens as we change the parameters inOrtho . As we in-
creaseright andleft , the cube elongates in thex-direction. A similar phenomenon
occurs when we increasebottom andtop in they-direction. Although this distortion
of the cube•s image may be annoying, it is a consequence of using anx Š y rectan-
gle inOrtho that is not square. This rectangle is mapped to the full viewport, which
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has been unchanged. We can alter the program so that we increase or decrease all of
left , right , bottom, andtop simultaneously or we can alter the viewport as part
of any change toOrtho (see Exercise 4.28).

4.5 PERSPECTIVE PROJECTIONS

We now turn to perspective projections, which are what we get with a camera whose
lens has a “nite focal length or, in terms of our synthetic camera model, the center of
projection is “nite.

As with parallel projections, we will separate perspective viewing into two parts:
the positioning of the camera and the projection. Positioning will be done the same
way, and we can use theLookAt function. The projection part is equivalent to select-
ing a lens for the camera. As we saw in Chapter 1, it is the combination of the lens and
the size of the “lm (or of the back of the camera) that determines how much of the
world in front of a camera appears in the image. In computer graphics, we make an
equivalent choice when we select the type of projection and the viewing parameters.

With a physical camera, a wide-angle lens gives the most dramatic perspectives,
with objects near the camera appearing large compared to objects far from the lens.
A telephoto lens gives an image that appears ”at and is close to a parallel view.

First, we consider the mathematics for a simple projection. We can extend our
use of homogeneous coordinates to the projection process, which allows us to char-
acterize a particular projection with a 4× 4 matrix.

4.5.1 Simple Perspective Projections
Suppose that we are in the camera frame with the camera located at the origin,
pointed in the negativez-direction. Figure 4.31 shows two possibilities. In Fig-
ure 4.31(a), the back of the camera is orthogonal to thez-direction and is parallel
to the lens. This con“guration corresponds to most physical situations, including
those of the human visual system and of simple cameras. The situation shown in
Figure 4.31(b) is more general; the back of the camera can have any orientation with
respect to the front. We consider the “rst case in detail because it is simpler. How-
ever, the derivation of the general result follows the same steps and should be a direct
exercise (Exercise 4.6).

As we saw in Chapter 1, we can place the projection plane in front of the center
of projection. If we do so for the con“guration of Figure 4.32(a), we get the views
shown in Figure 4.33. A point in space(x, y, z) is projected along a projector into the
point (xp, yp, zp). All projectors pass through the origin, and, because the projection
plane is perpendicular to thez-axis,

zp = d.

Because the camera is pointing in the negativez-direction, the projection plane is in
the negative half-spacez < 0, and the value ofd is negative.
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FIGURE 4.31 Two cameras. (a) Back parallel to front. (b) Back not parallel
to front.
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FIGURE 4.32 Three views of perspective projection. (a) Three-dimensional view. (b) Top view. (c) Side view.

From the top view shown in Figure 4.32(b), we see two similar triangles whose
tangents must be the same. Hence,

x
z

=
xp

d
,

and

xp =
x

z/ d
.

Using the side view shown in Figure 4.32(c), we obtain a similar result foryp:

yp =
y

z/ d
.

These equations are nonlinear. The division byz describesnonuniform foreshort-
ening: The images of objects farther from the center of projection are reduced in size
(diminution) compared to the images of objects closer to the COP.
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Model-view Projection Perspective
division

FIGURE 4.33 Projection pipeline.

We can look at the projection process as a transformation that takes points
(x, y, z) to other points(xp, yp, zp). Although thisperspective transformationpre-
serves lines, it is not af“ne. It is also irreversible. Because all points along a projector
project into the same point, we cannot recover a point from its projection. In Sec-
tions 4.7 and 4.8, we will develop an invertible variant of the projection transforma-
tion that preserves distances that are needed for hidden-surface removal.

We can extend our use of homogeneous coordinates to handle projections. When
we introduced homogeneous coordinates, we represented a point in three dimensions
(x, y, z) by the point(x, y, z, 1) in four dimensions. Suppose that, instead, we replace
(x, y, z) by the four-dimensional point

p =

�

�
�
�
�

wx
wy
wz
w

�

�
�
�
�

.

As long asw 	= 0, we can recover the three-dimensional point from its four-
dimensional representation by dividing the “rst three components byw. In this new
homogeneous-coordinate form, points in three dimensions become lines through
the origin in four dimensions. Transformations are again represented by 4× 4 ma-
trices, but now the “nal row of the matrix can be altered„and thusw can be changed
by such a transformation.

Obviously, we would prefer to keepw = 1 to avoid the divisions otherwise nec-
essary to recover the three-dimensional point. However, by allowingw to change,
we can represent a larger class of transformations, including perspective projections.
Consider the matrix

M =

�

�
�
�
�

1 0 0 0
0 1 0 0
0 0 1 0
0 0 1/ d 0

�

�
�
�
�

.

The matrixM transforms the point

p =

�

�
�
�
�

x
y
z
1

�

�
�
�
�
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to the point

q =

�

�
�
�
�

x
y
z

z/ d

�

�
�
�
�

.

At “rst glance,q may not seem sensible; however, when we remember that we have
to divide the “rst three components by the fourth to return to our original three-
dimensional space, we obtain the results

xp =
x

z/ d
,

yp =
y

z/ d
,

zp =
z

z/ d
= d,

which are the equations for a simple perspective projection. In homogeneous coor-
dinates, dividingq by itsw component replacesq by the equivalent point

q� =

�

�
�
�
�

x
z/ d
y

z/ d
d
1

�

�
�
�
�

=

�

�
�
�
�

xp

yp

zp

1

�

�
�
�
�

.

We have shown that we can do at least a simple perspective projection, by de“n-
ing a 4× 4 projection matrix that we apply after the model-view matrix. However,
we must perform aperspective divisionat the end. This division can be made a part
of the pipeline, as shown in Figure 4.33.

4.6 PERSPECTIVE PROJECTIONS WITH OPENGL

The projections that we developed in Section 4.4 did not take into account the proper-
ties of the camera„the focal length of its lens or the size of the “lm plane. Figure 4.34
shows theangle of viewfor a simple pinhole camera, like the one that we discussed in
Chapter 1. Only those objects that “t within the angle of view of the camera appear in
the image. If the back of the camera is rectangular, only objects within a semi-in“nite
pyramid„the view volume„whose apex is at the COP can appear in the image. Ob-
jects not within the view volume are said to beclipped out of the scene. Hence, our
description of simple projections has been incomplete; we did not include the effects
of clipping.

With most graphics APIs, the application program speci“es clipping parameters
through the speci“cation of a projection. The in“nite pyramid in Figure 4.34 becomes
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Angle of view

FIGURE 4.34 Specification of a view volume.
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FIGURE 4.35 Front and back clipping planes.

a “nite clipping volume by adding front and back clipping planes, in addition to the
angle of view, as shown in Figure 4.35. The resulting view volume is afrustum„a
truncated pyramid. We have “xed only one parameter by specifying that the COP is
at the origin in the camera frame. In principle, we should be able to specify each of
the six sides of the frustum to have almost any orientation. If we did so, however,
we would make it dif“cult to specify a view in the application and complicate the
implementation. In practice, we rarely need this ”exibility, and usually we can get by
with only two perspective viewing functions. Other APIs differ in their function calls
but incorporate similar restrictions.

4.6.1 Perspective Functions
We will develop two functions for specifying perspective views and one for specifying
parallel views. Alternatively, we can form the projection matrix directly, either by
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FIGURE 4.36 Specification of a frustum.

loading it or by applying rotations, translations, and scalings to an initial identity
matrix. We can specify a perspective camera view by the function

mat4 Frustum(GLfloat left, GLfloat right, GLfloat bottom, GLfloat top,
GLfloat near, GLfloat far);

whose parameters are similar to those inOrtho . These parameters are shown in Fig-
ure 4.36 in the camera frame. The near and far distances are measured from the COP
(the origin in eye coordinates) to front and back clipping planes, both of which are
parallel to the planez = 0. Because the camera is pointing in the negativez-direction,
the front (near) clipping plane is the planez = Š nearand the back (far) clipping
plane is the planez = Š far. The left, right, top, and bottom values are measured in
the near (front clipping) plane. The planex = left is to the left of the camera as viewed
from the COP in the direction the camera is pointing. Similar statements hold for
right , bottom, andtop . Although in virtually all applicationsfar > near> 0, as
long asnear	= far, the resulting projection matrix is valid, although objects behind
the center of projection„the origin„will be inverted in the image if they lie between
the near and far planes.

Note that these speci“cations do not have to be symmetric with respect to the
z-axis and that the resulting frustum also does not have to be symmetric (a right
frustum). In Section 4.7, we show how the projection matrix for this projection can
be derived from the simple perspective-projection matrix.

In many applications, it is natural to specify the angle of view, or “eld of view.
However, if the projection plane is rectangular, rather than square, then we see a
different angle of view in the top and side views (Figure 4.37). The anglefovyis the
angle between the top and bottom planes of the clipping volume. The function

mat4 Perspective(GLfloat fovy, GLfloat aspect, GLfloat near, GLfloat far);
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FIGURE 4.37 Specification using the field of view.

allows us to specify the angle of view in the up (y) direction, as well as the aspect
ratio„width divided by height„of the projection plane. The near and far planes are
speci“ed as inFrustum.

4.7 PERSPECTIVE-PROJECTION MATRICES

For perspective projections, we follow a path similar to the one that we used for
parallel projections: We “nd a transformation that allows us, by distorting the vertices
of our objects, to do a simple canonical projection to obtain the desired image.
Our “rst step is to decide what this canonical viewing volume should be. We then
introduce a new transformation, theperspective-normalization transformation,
that converts a perspective projection to an orthogonal projection. Finally, we derive
the perspective-projection matrix we will use in OpenGL.

4.7.1 Perspective Normalization
In Section 4.5, we introduced a simple perspective-projection matrix. For the pro-
jection plane atz = Š 1 and the center of the projection at the origin, the projection
matrix is

M =

�

�
�
�
�

1 0 0 0
0 1 0 0
0 0 1 0
0 0 Š1 0

�

�
�
�
�

.

To form an image, we also need to specify a clipping volume. Suppose that we “x
the angle of view at 90 degrees by making the sides of the viewing volume intersect
the projection plane at a 45-degree angle. Equivalently, the view volume is the semi-
in“nite view pyramid formed by the planes
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FIGURE 4.38 Simple perspective projection.

x = ± z,

y = ± z,

shown in Figure 4.38. We can make the volume “nite by specifying the near plane to
bez = Š nearand the far plane to bez = Š far, where bothnearandfar, the distances
from the center of projection to the near and far planes, satisfy

0 < near< far.

Consider the matrix

N =

�

�
�
�
�

1 0 0 0
0 1 0 0
0 0 � �
0 0 Š1 0

�

�
�
�
�

,

which is similar toM but is nonsingular. For now, we leave� and� unspeci“ed (but
nonzero). If we applyN to the homogeneous-coordinate pointp = [ x y z 1]T,
we obtain the new pointq = [ x� y� z� w� ]T, where

x� = x,

y� = y,

z� = � z + � ,

w� = Š z.

After dividing byw�, we have the three-dimensional point
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x�� = Š
x
z

,

y�� = Š
y
z

,

z�� = Š



� +
�
z

�
.

If we apply an orthographic projection along thez-axis toN, we obtain the matrix

MorthN =

�

�
�
�
�

1 0 0 0
0 1 0 0
0 0 0 0
0 0 Š1 0

�

�
�
�
�

,

which is a simple perspective-projection matrix, and the projection of the arbitrary
point p is

p� = MorthNp =

�

�
�
�
�

x
y
0

Šz

�

�
�
�
�

.

After we do the perspective division, we obtain the desired values forxp andyp:

xp = Š
x
z

,

yp = Š
y
z

.

We have shown that we can apply a transformationN to points, and after an or-
thogonal projection, we obtain the same result as we would have for a perspective
projection. This process is similar to how we converted oblique projections to or-
thogonal projections by “rst shearing the objects.

The matrixN is nonsingular and transforms the original viewing volume into a
new volume. We choose� and� such that the new volume is the canonical clipping
volume. Consider the sides

x = ± z.

They are transformed byx�� = Š x/ z to the planes

x�� = ± 1.

Likewise, the sidesy = ± z are transformed to

y�� = ± 1.
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FIGURE 4.39 Perspective normalization of view volume.

The front clipping planez = Š nearis transformed to the plane

z�� = Š



� Š
�

near

�
.

Finally, the far planez = Š far is transformed to the plane

z�� = Š



� Š
�
far

�
.

If we select

� = Š
near+ far
nearŠ far

,

� = Š
2 � near� far

nearŠ far
,

then the planez = Š near is mapped to the planez�� = Š 1, the planez = Š far is
mapped to the planez�� = 1, and we have our canonical clipping volume. Figure 4.39
shows this transformation and the distortion to a cube within the volume. Thus,N
has transformed the viewing frustum to a right parallelepiped, and an orthographic
projection in the transformed volume yields the same image as does the perspective
projection. The matrixN is called theperspective-normalization matrix. The map-
ping

z�� = Š



� +
�
z

�

is nonlinear but preserves the ordering of depths. Thus, ifz1 andz2 are the depths of
two points within the original viewing volume and

z1 > z2,
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FIGURE 4.40 OpenGL perspective.

then their transformations satisfy

z��
1 > z��

2 .

Consequently, hidden-surface removal works in the normalized volume, although
the nonlinearity of the transformation can cause numerical problems because the
depth buffer has a limited depth resolution. Note that although the original projec-
tion plane we placed atz = Š 1 has been transformed byN to the planez�� = � Š � ,
there is little consequence to this result because we followN by an orthographic pro-
jection.

Although we have shown that both perspective and parallel transformations
can be converted to orthographic transformations, the effects of this conversion are
greatest in implementation. As long as we can put a carefully chosen projection
matrix in the pipeline before the vertices are de“ned, we need only one viewing
pipeline for all possible views. In Chapter 6, where we discuss implementation in
detail, we will see how converting all view volumes to right parallelepipeds by our
normalization process simpli“es both clipping and hidden-surface removal.

4.7.2 OpenGL Perspective Transformations
The functionFrustum does not restrict the view volume to a symmetric (or right)
frustum. The parameters are as shown in Figure 4.40. We can form the perspective
matrix by “rst converting this frustum to the symmetric frustum with 45-degree
sides (see Figure 4.39). The process is similar to the conversion of an oblique parallel
view to an orthogonal view. First, we do a shear to convert the asymmetric frustum
to a symmetric one. Figure 4.40 shows the desired transformation. The shear an-
gle is determined by our desire to skew (shear) the point((left + right)/ 2, (top+
bottom)/ 2, Šnear) to (0, 0,Šnear). The required shear matrix is

H(� , �) = H



cotŠ1



left + right
Š2near

�
, cotŠ1



top+ bottom

Š2near

��
.

The resulting frustum is described by the planes
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x = ±
right Š left
Š2 � near

,

y = ±
topŠ bottom

Š2 � near
,

z = Š near,

z = Š far.

The next step is to scale the sides of this frustum to

x = ± z,

y = ± z,

without changing either the near plane or the far plane. The required scaling matrix
is S(Š2 � near/( right Š left), Š2 � near/( topŠ bottom), 1). Note that this transfor-
mation is determined uniquely without reference to the location of the far plane
z = Š far because in three dimensions, an af“ne transformation is determined by the
results of the transformation on four points. In this case, these points are the four
vertices where the sides of the frustum intersect the near plane.

To get the far plane to the planez = Š 1and the near plane toz = 1after applying
a projection normalization, we use the projection-normalization matrixN:

N =

�

�
�
�
�

1 0 0 0
0 1 0 0
0 0 � �
0 0 Š1 0

�

�
�
�
�

,

with � and � as in Section 4.7.1. The resulting projection matrix is in terms of the
near and far distances,

P = NSH=

�

�
�
�
�
�
�

2� near
rightŠ left 0 right+ left

rightŠ left 0

0 2� near
topŠbottom

top+ bottom
topŠbottom 0

0 0 Š far+ near
farŠnear

Š2far� near
farŠnear

0 0 Š1 0

�

�
�
�
�
�
�

.

We obtain the projection matrix corresponding toPersective(fovy,
aspect, near, far) by using symmetry inP so

left = Š right,

bottom= Š top,

and simple trigonometry to determine
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top= near� tan(fovy),

right = top� aspect,

simplifyingP to

P = NSH=

�

�
�
�
�
�
�

near
right 0 0 0

0 near
top 0 0

0 0 Šfar+ near
farŠnear

Š2far� near
farŠnear

0 0 Š1 0

�

�
�
�
�
�
�

.

4.7.3 Perspective Example
We have to make almost no changes to our previous example to go from an orthogo-
nal projection to a perspective projection. We can substituteFrustum for Ortho and
the parameters are the same. However, for a perspective view we should have

far > near> 0.

Note that if we want to see the foreshortening we associate with perspective views, we
can either move the cube off thez-axis or add additional cubes to the right or left.

We can add the perspective division to our vertex shader, so it becomes

in vec4 vPosition;
in vec4 vColor;
out vec4 color;
uniform mat4 model_view;
uniform mat4 projection;
void main()
{

gl_Position = projection*model_view*vPosition/vPosition.w;
color = vColor;

}

The full program is in Appendix A.

4.8 HIDDEN-SURFACE REMOVAL

Before introducing a few additional examples and extensions of viewing, we need to
deepen our understanding of the hidden-surface…removal process. Let•s start with the
cube we have been using in our examples. When we look at a cube that has opaque
sides, depending on its orientation, we see only one, two, or three front-facing sides.
From the perspective of our basic viewing model, we can say that we see only these
faces because they block the projectors from reaching any other surfaces.
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From the perspective of computer graphics, however, all six faces of the cube
have been speci“ed and travel down the graphics pipeline; thus, the graphics sys-
tem must be careful about which surfaces it displays. Conceptually, we seek algo-
rithms that either remove those surfaces that should not be visible to the viewer,
calledhidden-surface…removal algorithms, or “nd which surfaces are visible, called
visible-surface algorithms. There are many approaches to the problem, several of
which we investigate in Chapter 6. OpenGL has a particular algorithm associated with
it, the z-buffer algorithm, to which we can interface through three function calls.
Hence, we introduce that algorithm here, and we return to the topic in Chapter 6.

Hidden-surface…removal algorithms can be divided into two broad classes.
Object-space algorithmsattempt to order the surfaces of the objects in the scene
such that rendering surfaces in a particular order provides the correct image. For
example, for our cube, if we were to render the back-facing surfaces “rst, we could
•paintŽ over them with the front surfaces and would produce the correct image. This
class of algorithms does not work well with pipeline architectures in which objects
are passed down the pipeline in an arbitrary order. In order to decide on a proper
order in which to render the objects, the graphics system must have all the objects
available so it can sort them into the desired back-to-front order.

Image-spacealgorithmswork as part of the projection process and seek to deter-
mine the relationship among object points on each projector. Thez-buffer algorithm
is of the latter type and “ts in well with the rendering pipeline in most graphics sys-
tems because we can save partial information as each object is rendered.

The basic idea of thez-buffer algorithm is shown in Figure 4.41. A projector from
the COP passes through two surfaces. Because the circle is closer to the viewer than to
the triangle, it is the circle•s color that determines the color placed in the color buffer
at the location corresponding to where the projector pierces the projection plane. The
dif“culty is determining how we can make this idea work regardless of the order in
which the triangle and the circle pass through the pipeline.

COP

Projection
plane

z 2

z1

FIGURE 4.41 The z-buffer algorithm.



240 Chapter 4 Viewing

Let•s assume that all the objects are polygons. If, as the polygons are rasterized,
we can keep track of the distance from the COP or the projection plane to the closest
point on each projector that already has been rendered, then we can update this
information as successive polygons are projected and “lled. Ultimately, we display
only the closest point on each projector. The algorithm requires adepth buffer, or z-
buffer, to store the necessary depth information as polygons are rasterized. Because
we must keep depth information for each pixel in the color buffer, thez-buffer has
the same spatial resolution as the color buffers. Its depth resolution is usually 32 bits
with recent graphics cards that store this information as ”oating-point numbers. The
z-buffer is one of the buffers that constitute the frame buffer and is usually part of
the memory on the graphics card.

The depth buffer is initialized to a value that corresponds to the farthest distance
from the viewer. When each polygon inside the clipping volume is rasterized, the
depth of each fragment„how far the corresponding point on the polygon is from the
viewer„is calculated. If this depth is greater than the value at that fragment•s location
in the depth buffer, then a polygon that has already been rasterized is closer to the
viewer along the projector corresponding to the fragment. Hence, for this fragment
we ignore the color of the polygon and go on to the next fragment for this polygon,
where we make the same test. If, however, the depth is less than what is already in the
z-buffer, then along this projector the polygon being rendered is closer than any one
we have seen so far. Thus, we use the color of the polygon to replace the color of the
pixel in the color buffer and update the depth in thez buffer.6

For the example shown in Figure 4.41, we see that if the triangle passes through
the pipeline “rst, its colors and depths will be placed in the color andz-buffers. When
the circle passes through the pipeline, its colors and depths will replace the colors and
depths of the triangle where they overlap. If the circle is rendered “rst, its colors and
depths will be placed in the buffers. When the triangle is rendered, in the areas where
there is overlap the depths of the triangle are greater than the depth of the circle, and
at the corresponding pixels no changes will be made to the color or depth buffers.

Major advantages of this algorithm are that its complexity is proportional to the
number of fragments generated by the rasterizer and that it can be implemented
with a small number of additional calculations over what we have to do to project
and display polygons without hidden-surface removal. We will return to this issue in
Chapter 6.

From the application programmer•s perspective, she must initialize the depth
buffer and enable hidden-surface removal by using

glutInitDisplayMode(GLUT_DOUBLE | GLUT_RGB | GLUT_DEPTH);
glEnable(GL_DEPTH_TEST);

6. The color of the polygon is determined by shading (Chapter 5) and texture mapping (Chapter 7)
if these features are enabled.
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FIGURE 4.42 Mesh.

Here we use the GLUT library for the initialization and specify a depth buffer in
addition to our usual RGB color and double buffering. The programmer can clear
the color and depth buffers as necessary for a new rendering by using

glClear(GL_COLOR_BUFFER_BIT | GL_DEPTH_BUFFER_BIT);

4.8.1 Culling
For a convex object, such as the cube, faces whose normals point away from the viewer
are never visible and can be eliminated or culled before the rasterizer. We can turn on
culling in OpenGL by enabling it as follows:

glEnable(GL_CULL_FACE);

However, culling is guaranteed to produce a correct image only if we have a single
convex object. Often we can use culling in addition to thez-buffer algorithm (which
works with any collection of polygons). For example, suppose that we have a scene
composed of a collection ofn cubes. If we use only thez-buffer algorithm, we pass
6n polygons through the pipeline. If we enable culling, half the polygons can be
eliminated early in the pipeline, and thus only 3n polygons pass through all stages
of the pipeline. We consider culling further in Chapter 6.

4.9 DISPLAYING MESHES

We now have the tools to walk through a scene interactively by having the camera
parameters change in response to user input. Before introducing a simple interface,
let•s consider another example of data display: mesh plots. Ameshis a set of polygons
that share vertices and edges. A general mesh, as shown in Figure 4.42, may contain
polygons with any number of vertices and require a moderately sophisticated data
structure to store and display ef“ciently. Rectangular and triangular meshes, such as
we introduced in Chapter 2 for modeling a sphere, are much simpler to work with and
are useful for a wide variety of applications. Here we introduce rectangular meshes for
the display of height data. Height data determine a surface, such as terrain, through
either a function that gives the heights above a reference value, such as elevations
above sea level, or through samples taken at various points on the surface.

Suppose that the heights are given byy through a function

y = f (x, z),

wherex and z are the points on a two-dimensional surface such as a rectangle.
Thus, for eachx, z we get exactly oney, as shown in Figure 4.43. Such surfaces are
sometimes called2-1/2…dimensional surfacesor height “elds. Although all surfaces
cannot be represented this way, they have many applications. For example, if we use
anx, zcoordinate system to give positions on the surface of the earth, then we can use
such a function to represent the height or altitude at each location. In many situations
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FIGURE 4.43 Height field.

the functionf is known only discretely, and we have a set of samples or measurements
of experimental data of the form

yij = f (xi , zj).

We assume that these data points are equally spaced such that

xi = x0 + i� x, i = 0, . . . ,N ,

zj = z0 + j� z, j = 0, . . . ,M ,

where� x and � z are the spacing between the samples in thex- and z-directions,
respectively. Iff is known analytically, then we can sample it to obtain a set of discrete
data with which to work.

Probably the simplest way to display the data is to draw a line strip for each value
of x and another for each value ofz, thus generatingN + M line strips. Suppose
that the height data are in an arraydata . We can form a single array with the data
converted to vertices arranged by rows with the code

float data[N][M];
point4 vertices[2*N*M]

int k =0;
for(in t i = 0; i<N; i++) for(int j=0; j<M; j++)
{

vertices[k] = vec4(i, data[i][j], j, 1.0);
k++;

}

We can form an array for the vertices by column by switching roles ofi and j as
follows:
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point4 vertices[N*M];

int k =0;
for(in t i = 0; i<M; i++) for(int j=0; j<N; j++)
{

vertices[k] = point4(j, data[j][i],i,1.0);
k++;

}

We usually will want to scale the data to be over a convenient range, such as(0, 1),
and scale thex andz values to make them easier to display as part of the model-view
matrix or, equivalently, by adjusting the size of the view volume.

We can display these vertices by sending both arrays to the vertex shader. So in
the initialization we set up the vertex buffer object with the correct size but without
sending any data:

GLuint buffer;

glBindVertexArray(buffer);

loc = glGetAttribLocation(program, "vPosition");
glEnableVertexAttribArray(loc);
glVertexAttribPointer(loc, 4, GL_FLOAT, GL_FALSE, 0,

BUFFER_OFFSET(0));

glGenBuffers(1, &buffer);
glBindBuffer(GL_ARRAY_BUFFER, buffer);
glBufferData(GL_ARRAY_BUFFER, sizeof(vertices), NULL,

GL_DYNAMIC_DRAW)

In the display callback, we load the two vertex arrays successively and display them:

/* form array of vertices by row here */

glBufferData(GL_ARRAY_BUFFER, sizeof(vertices), vertices,
GL_DYNAMIC_DRAW);

glDrawArrays(GL_LINE_STRIP, 0, N*M);

/* form array of vertices by column here */

glBufferData(GL_ARRAY_BUFFER, sizeof(vertices), vertices,
GL_DYNAMIC_DRAW);

glDrawArrays(GL_LINE_STRIP, 0, N*M);

You should now be able to complete a program to display the data. Figure 4.44
shows a rectangular mesh from height data for a part of Honolulu, Hawaii. These data
are available on the Web site for the book. There are a few problems with this simple



244 Chapter 4 Viewing

FIGURE 4.44 Mesh plot of Honolulu data using line strips.

approach. One is that we have to load data onto the GPU twice every time we want to
display the mesh and thus are wasting a lot of time moving data from the CPU to the
GPU. A second problem is that we are not doing any hidden-surface removal, so we
see the lines from parts of the original surface that should be hidden from the viewer.
Third, there are some annoying •extraŽ lines that appear from the end of one row (or
column) to the next row (or column). These lines are a consequence of putting all
rows (and columns) into a single line strip.

We can get around the last problem by assigning vertex colors carefully. The
“rst two problems can be avoided by displaying the data as a surface using polygons.
An added advantage in using polygons is that we will be able to extend our code to
displaying the mesh with lights and material properties in Chapter 5.

4.9.1 Displaying Meshes as a Surface
One simple way to generate a surface is through a triangular mesh. We can use the
four pointsyij , yi+ 1, j, yi+ 1, j+ 1, andyi , j+ 1 to generate two triangles. Thus, the height
data specify a mesh of 2NM triangles.

The basic OpenGL program is straightforward. We can form the array of triangle
data in themain function or as part of initialization as in the following code, which
normalizes the data to be in the range (0, 1), thex values to be over(Š1, 1), and the
z values to be over(Š1, 0):

float data[N][M]; // all values assumed non negative
float fmax; // maximum of data
point4 triangles[6*N*M] // vertex positions
float fn = float(N);
float fm = float(M);

int k =0;
for(i=0; i<N-1; i++) for(j=0; j<M-1;j++)

//NM quads, 2 triangles/quad
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{
triangles[k] = vec4(2.0*(i/fn-0.5), data[i][j]/fmax, -j/fm,

1.0); k++;
triangles[k] = vec4(2.0*((i+1)/fn-0.5), data[i+1][j]/fmax,

-j/fm, 1.0); k++;
triangles[k] = vec4(2.0*((i+1)/fn-0.5), data[i+1][j+1]/fmax,

-(j+1)/fm,1.0); k++;
triangles[k] = vec4(2.0*((i+1)/fn-0.5),data[i+1][j]/fmax,

-j/fm, 1.0); k++;
triangles[k] = vec4(2.0*((i+1)/fn-0.5), data[i+1][j+1]/fmax,

-(j+1)/fm,1.0); k++;
triangles[k] = vec4(2.0*(i/fn-0.5), data[i][j+1]/fmax,

-(j+1)/fm, 1.0); k++;
}

We initialize the vertex array as before,

glBindVertexArray(abuffer);

loc = glGetAttribLocation(program, "vPosition");
glEnableVertexAttribArray(loc);
glVertexAttribPointer(loc, 4, GL_FLOAT, GL_FALSE, 0,

BUFFER_OFFSET(0));

glGenBuffers(1, buffers);
glBindBuffer(GL_ARRAY_BUFFER, buffers[0]);
glBufferData(GL_ARRAY_BUFFER, sizeof(triangles), triangles,

GL_STATIC_DRAW);

and display it as

glPolygonMode(GL_FRONT_AND_BACK, GL_LINE);
glDrawArrays(GL_TRIANGLES, 0, 6*N*M);

If we integrate this code with our previous example using line strips, the output
will look almost identical. Although we have designed a surface, by choosing to
display only the edges by using a polygon mode ofGL_LINE, we do not generate any
fragments corresponding to the inside of the polygon, and thus we see the edges of
polygons that would be hidden if the mode wereGL_FILL. We can “x this problem
by rendering the data twice, “rst as a “lled white surface and second as black lines.
Because the data are already on the GPU, we do not have to send any vertex data to
the GPU for the second rendering. We can specify two colors in the initialization that
we will send to the fragment shader

color4 white = vec4(1.0, 1.0, 1.0, 1.0);
color4 black = vec4(0.0, 0.0, 0.0, 1.0);

color_loc = glGetUniformLocation(program, "fcolor");
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and then modify to the display callback to have the code

glPolygonMode(GL_FRONT_AND_BACK, GL_FILL);
glUniform4fv(color_loc, 1, white);
glDrawArrays(GL_TRIANGLES, 0, 6*N*M);
glPolygonMode(GL_FRONT_AND_BACK, GL_LINE);
glUniform4fv(color_loc, 1, black);
glDrawArrays(GL_TRIANGLES, 0, 6*N*M);

The modi“ed fragment shader is

uniform vec4 fcolor;
void main()
{

gl_FragColor = fcolor;
}

4.9.2 Polygon Offset
There are interesting aspects to this OpenGL program, and we can make various
modi“cations. First, if we use all the data, the resulting plot may contain many small
polygons. The resulting density of lines in the display may be annoying and can
contain moiŕe patterns. Hence, we might prefer to subsample the data either by using
everykth point for somek or by averaging groups of data points to obtain a new set
of samples with smallerN andM.

There is one additional trick that we used in the display of Figure 4.44. If we
draw both a polygon and a line loop with the code in the previous section, then each
triangle is rendered twice in the same plane, once “lled and once by its edges. Even
though the second rendering of just the edges is done with “lled rendering, numer-
ical inaccuracies in the renderer often cause parts of second rendering to lie behind
the corresponding fragments in the “rst rendering. We can avoid this problem by
enabling thepolygon offset modeand setting the offset parameters usingglPoly-
gonOffset . Polygon “ll offset moves fragments slightly away from the viewer, so all
the desired lines should be visible. In initialization, we can set up polygon offset by

glEnable(GL_POLYGON_OFFSET_FILL);
glPolygonOffset(1.0, 1.0);

The two parameters inPolygonOffset are combined with the slope of the polygon
and an implementation-dependent constant. Consequently, you may have to do a
little experimentation to “nd the best values.

Perhaps the greatest weakness of our code is that we are sending too much data
to the GPU and not using the most ef“cient rendering method. Consider a mesh
consisting of a single row ofNquadrilaterals. If we render it as 2N triangles using
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point4 vertices[6*N];

glDrawArrays(GL_TRIANGLES, 0, 6*N);

we send 6N vertices to the GPU. If we instead set our vertices as a triangle strip, then
these two lines of code become

point4 vertices[2*N-2];

glDrawArrays(GL_TRIANGLE_STRIP, 0, 2*N-2);

Not only are we sending less data and requiring less of the GPU•s memory, but the
GPU will render the triangles much faster as a triangle strip as opposed to individual
triangles. For a 1× M mesh, we can easily construct the array for a triangle strip.
For anN × M mesh, the process is more complex. Although it would be simple
to repeat the process for the 1× M meshN times, setting upN triangle strips,
this approach would have us repeatedly sending data to the GPU. What we need
is a single triangle strip for the entire mesh. Exercises 4.22 and 4.23 outline two
approaches.

4.9.3 Walking Through a Scene
The next step is to specify the camera and add interactivity. In this version, we use
perspective viewing, and we allow the viewer to move the camera by pressing the x,
X, y, Y, z, and Z keys on the keyboard, but we have the camera always pointing at
the center of the cube. TheLookAt function provides a simple way to reposition and
reorient the camera.

The changes that we have to make to our previous program in Section 4.4 are
minor. We de“ne an arrayviewer[3] to hold the camera position. Its contents are
altered by the simple keyboard callback functionkeys as follows:

void keys(unsigned char key, int x, int y)
{

if(key == •x•) viewer[0]-= 1.0;
if(key == •X•) viewer[0]+= 1.0;
if(key == •y•) viewer[1]-= 1.0;
if(key == •Y•) viewer[1]+= 1.0;
if(key == •z•) viewer[2]-= 1.0;
if(key == •Z•) viewer[2]+= 1.0;
glutPostRedisplay();

}

The display function callsLookAt usingviewer for the camera position and uses the
origin for the at position. The cube is rotated, as before, based on the mouse input.
Note the order of the function calls indisplay that alter the model-view matrix:
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mat4 model_view;
void display()
{

glClear(GL_COLOR_BUFFER_BIT | GL_DEPTH_BUFFER_BIT);

model_view = LookAt(viewer[0],viewer[1],viewer[2],
0.0, 0.0, 0.0, 0.0, 1.0, 0.0)
*RotateX(theta[0])*RotateY(theta[1])*RotateZ(theta[2]);

/* draw mesh or other objects here */

glutSwapBuffers();
}

We can invokeFrustum from the reshape callback to specify the camera lens through
the following code:

mat4 projection;

void myReshape(int w, int h)
{

glViewport(0, 0, w, h);

GLfloat left = -2.0, right = 2.0, bottom = -2.0, top = 2.0;
GLfloat aspect = (GLfloat ) w / h;

if ( aspect <= 1.0 ) {
bottom /= aspect;
top /= aspect;

} else {
left *= aspect;
right *= aspect;

}

projection = Frustum(left, right, bottom, top, 2.0, 20.0);
glUniformMatrix4fv(projection_loc, 1, GL_TRUE, projection);

}

Note that we chose the values of the parameters inFrustum based on the aspect ratio
of the window. Other than the added speci“cation of a keyboard callback function in
main, the rest of the program is the same as the program in Section 4.4. If you run
this program, you should note the effects of moving the camera, the lens, and the
sides of the viewing frustum. Note what happens as you move toward the mesh. You
should also consider the effect of always having the viewer look at the center of the
mesh as she is moving.

Note that we could have used the mouse buttons to move the viewer. We could
use the mouse buttons to move the user forward or to turn her right or left (see
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Exercise 4.14). However, by using the keyboard for moving the viewer, we can use
the mouse to move the object as with the rotating cube in Chapter 3.

In this example, we are using direct positioning of the camera throughLookAt.
There are other possibilities. One is to use rotation and translation matrices to alter
the model-view matrix incrementally. If we want to move the viewer through the
scene without having her looking at a “xed point, this option may be more appealing.
We could also keep a position variable in the program and change it as the viewer
moves. In this case, the model-view matrix would be computed from scratch rather
than changed incrementally. Which option we choose depends on the particular
application, and often on other factors as well, such as the possibility that numerical
errors might accumulate if we were to change the model-view matrix incrementally
many times.

The basic mesh rendering can be extended in many ways. In Chapter 5, we
will learn to add lights and surface properties to create a more realistic image; in
Chapter 7, we will learn to add a texture to the surface. The texture map might be
an image of the terrain from a photograph or other data that might be obtained by
digitization of a map. If we combine these techniques, we can generate a display in
which we can make the image depend on the time of day by changing the position
of the light source. It is also possible to obtain smoother surfaces by using the data
to de“ne a smoother surface with the aid of one of the surface types that we will
introduce in Chapter 10.

4.10 PROJECTIONS AND SHADOWS

The creation of simple shadows is an interesting application of projection matrices.
Although shadows are not geometric objects, they are important components of
realistic images and give many visual clues to the spatial relationships among the
objects in a scene. Starting from a physical point of view, shadows require a light
source to be present. A point is in shadow if it is not illuminated by any light source
or, equivalently, if a viewer at that point cannot see any light sources. However, if the
only light source is at the center of projection, there are no visible shadows, because
any shadows are behind visible objects. This lighting strategy has been called the
•”ashlight in the eyeŽ model and corresponds to the simple lighting we have used
thus far.

To add physically correct shadows, we must understand the interaction between
light and materials, a topic that we investigate in Chapter 5. There we show that global
calculations are dif“cult; normally, they cannot be done in real time.

Nevertheless, the importance of shadows in applications such as ”ight simulators
led to a number of special approaches that can be used in many circumstances.
Consider the shadow generated by the point source in Figure 4.45. We assume for
simplicity that the shadow falls on the ground or the surface,

y = 0.
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FIGURE 4.45 Shadow from a single polygon.

Not only is the shadow a ”at polygon, called ashadow polygon, but it also is the
projection of the original polygon onto the surface. Speci“cally, the shadow polygon
is the projection of the polygon onto the surface with the center of projection at the
light source. Thus, if we do a projection onto the plane of a surface in a frame in
which the light source is at the origin, we obtain the vertices of the shadow polygon.
These vertices must then be converted back to a representation in the object frame.
Rather than do the work as part of an application program, we can “nd a suitable
projection matrix and use it to compute the vertices of the shadow polygon.

Suppose that we start with a light source at(xl , yl , zl), as shown in Figure 4.46(a).
If we reorient the “gure such that the light source is at the origin, as shown in
Figure 4.46(b), by a translation matrixT(Šxl , Šyl , Šzl), then we have a simple
perspective projection through the origin. The projection matrix is

M =

�

�
�
�
�

1 0 0 0
0 1 0 0
0 0 1 0
0 1

Šyl
0 0

�

�
�
�
�

.

Finally, we translate everything back withT(xl , yl , zl). The concatenation of this
matrix and the two translation matrices projects the vertex(x, y, z) to

xp = xl Š
x Š xl

(y Š yl)/ yl
,

yp = 0,

zp = zl Š
z Š zl

(y Š yl)/ yl
.



4.10 Projections and Shadows 251

y

x

z

(b)(a)

FIGURE 4.46 Shadow polygon projection. (a) From a light source.
(b) With source moved to the origin.

However, with an OpenGL program, we can alter the model-view matrix to form the
desired polygon as follows. If the light source is “xed, we can compute the shadow
projection matrix once as part of initialization. Otherwise, we need to recompute
it, perhaps in the idle callback function, if the light source is moving. The code for
setting up the matrix is as follows:

float light[3]; // location of light
mat4 m; // shadow projection matrix initially an identity matrix

m[3][1] = -1.0/light[1];

Let•s project a single square polygon parallel onto the planey = 0. We can specify the
square through the vertices

point4 square[4] = {vec4(-0.5, 0.5, -0.5, 1.0), vec4(-0.5, 0.5, 0.5, 1.0),
vec4(0.5, 0.5, -0.5, 1.0), vec4(0.5, 0.5, 0.5, 1.0)};

Note that the vertices are ordered so that we can render them using a triangle strip.
We initialize a red color for the square and a black color for its shadow, which we will
send to the fragment shader. We initialize a vertex array and a buffer object, as we did
in our previous examples:
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GLuint abuffer, buffer;
glGenVertexArrays(1, &abuffer);
glBindVertexArray(abuffer);

int loc = glGetAttribLocation(program, "vPosition");
glEnableVertexAttribArray(loc);
glVertexAttribPointer(loc, 4, GL_FLOAT, GL_FALSE, 0,

BUFFER_OFFSET(0));
color_loc = glGetUniformLocation(program, "fcolor");

glGenBuffers(1, &buffer);
glBindBuffer(GL_ARRAY_BUFFER, buffer);
glBufferData(GL_ARRAY_BUFFER, sizeof(square), square,

GL_STATIC_DRAW);

If the data do not change, we can also set the projection matrix and model-view
matrix as part of initialization and send them to the vertex shader:

model_view = LookAt(eye, at, up);
projection = Ortho(left, right, bottom, top, near, far);
glUniformMatrix4fv(matrix_loc, 1, GL_TRUE, model_view);
glUniformMatrix4fv(projection_loc, 1, GL_TRUE, projection);

The core of the display callback is

void display()
{

mat4 mm;
// clear the window
glClear(GL_COLOR_BUFFER_BIT | GL_DEPTH_BUFFER_BIT);

// render red square

glUniform4fv(color_loc, 1, red);
glDrawArrays(GL_TRIANGLE_STRIP, 0, 4);

// matrix to compute vertices of shadow polygon

mm = model_view*Translate(light[0], light[1],
light[2])*m*Translate(-light[0], -light[1], -light[2]);
glUniformMatrix4fv(matrix_loc, 1, GL_TRUE, mm);

// render shadow polygon

glUniform4fv(color_loc, 1, black);
glDrawArrays(GL_TRIANGLE_STRIP, 0, 4);
glutSwapBuffers();

}
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Note that although we are performing a projection with respect to the light
source, the matrix that we use is the model-view matrix. We render the same polygon
twice: the “rst time as usual and the second time with an altered model-view matrix
that transforms the vertices. The same viewing conditions are applied to both the
polygon and its shadow polygon. The results of computing shadows for the colored
cube are shown in Color Plate 29.

For a simple environment, such as an airplane ”ying over ”at terrain casting
a single shadow, this technique works well. It is also easy to convert from point
sources to distant (parallel) light sources (see Exercise 4.17). However, when objects
can cast shadows on other objects, this method becomes impractical. In Chapter 11,
we address more general, but slower, rendering methods that will create shadows
automatically as part of the rendering process.

SUMMARY AND NOTES

We have come a long way. We can now write complete, nontrivial, three-dimensional
applications. Probably the most instructive activity that you can do now is to write
such an application. Developing skill with manipulating the model-view and projec-
tion functions takes practice.

We have presented the mathematics of the standard projections. Although most
APIs obviate the application programmer from writing projection functions, under-
standing the mathematics leads to understanding a pipeline implementation based
on concatenation of 4× 4 matrices. Until recently, application programs had to do
the projections within the applications, and most hardware systems did not support
perspective projections.

There are three major themes in the remainder of this book. First, we explore
modeling further by expanding our basic set of primitives. In Chapter 8, we incorpo-
rate more complex relationships between simple objects through hierarchical models.
In Chapter 9, we explore approaches to modeling that allow us to describe objects
through procedures rather than as geometric objects. This approach allows us to
model objects with only as much detail as is needed, to incorporate physical laws into
our models, and to model natural phenomena that cannot be described by polygons.
In Chapter 10, we leave the world of ”at objects, adding curves and curved surfaces.
These objects are de“ned by vertices, and we can implement them by breaking them
into small ”at primitives, so we can use the same viewing pipeline.

The second major theme is realism. Although more complex objects allow us
to build more realistic models, we also explore more complex rendering options. In
Chapter 5, we consider the interaction of light with the materials that characterize
our objects. We look more deeply at hidden-surface…removal methods, at shading
models, and in Chapter 7 at techniques such as texture mapping that allow us to create
complex images from simple objects using advanced rendering techniques.

Third, we look more deeply at implementation in Chapter 6. At this point, we
have introduced the major functional units of the graphics pipeline. We discuss the
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details of the algorithms used in each unit. We will also see additional possibilities for
creating images by working directly in the frame buffer.

SUGGESTED READINGS

Carlbom and Paciorek [Car78] discuss the relationships between classical and com-
puter viewing. Rogers and Adams [Rog90] give many examples of the projection
matrices corresponding to the standard views used in drafting. Foley et al. [Fol90],
Watt [Wat00], and Hearn and Baker [Hea04] derive canonical projection transfor-
mations. All follow a PHIGS orientation, so the API is slightly different from the
one used here, although Foley derives the most general case. The references differ
in whether they use column or row matrices, in where the COP is located, and in
whether the projection is in the positive or negativez-direction. See theOpenGL Pro-
gramming Guide[Shr10] for a further discussion of the use of the model-view and
projection matrices in OpenGL.

EXERCISES

4.1 Not all projections are planar geometric projections. Give an example of a
projection in which the projection surface is not a plane and another in which
the projectors are not lines.

4.2 Consider an airplane whose position is speci“ed by the roll, pitch, and yaw and
by the distance from an object. Find a model-view matrix in terms of these
parameters.

4.3 Consider a satellite orbiting the earth. Its position above the earth is speci“ed
in polar coordinates. Find a model-view matrix that keeps the viewer looking
at the earth. Such a matrix could be used to show the earth as it rotates.

4.4 Show how to computeu andv directions from the VPN, VRP, and VUP using
only cross products.

4.5 Can we obtain an isometric of the cube by a single rotation about a suitably
chosen axis? Explain your answer.

4.6 Derive the perspective-projection matrix when the COP can be at any point
and the projection plane can be at any orientation.

4.7 Show that perspective projection preserves lines.

4.8 Any attempt to take the projection of a point in the same plane as the COP
will lead to a division by zero. What is the projection of a line segment that has
endpoints on either side of the projection plane?

4.9 De“ne one or more APIs to specify oblique projections. You do not need to
write the functions; just decide which parameters the user must specify.

4.10 Derive an oblique-projection matrix from speci“cation of front and back clip-
ping planes and top-right and bottom-left intersections of the sides of the
clipping volume with the front clipping plane.
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4.11 Our approach of normalizing all projections seems to imply that we could
predistort all objects and support only orthographic projections. Explain any
problems we would face if we took this approach to building a graphics system.

4.12 How do the OpenGL projection matrices change if the COP is not at the
origin? Assume that the COP is at(0, 0,d) and the projection plane isz = 0.

4.13 We can create an interesting class of three-dimensional objects by extending
two-dimensional objects into the third dimension by extrusion. For example,
a circle becomes a cylinder, a line becomes a quadrilateral, and a quadrilateral
in the plane becomes a parallelepiped. Use this technique to convert the two-
dimensional maze from Exercise 2.7 to a three-dimensional maze.

4.14 Extend the maze program of Exercise 4.13 to allow the user to walk through
the maze. A click on the middle mouse button should move the user forward;
a click on the right or left button should turn the user 90 degrees to the right
or left, respectively.

4.15 If we were to use orthogonal projections to draw the coordinate axes, thex-
andy-axes would lie in the plane of the paper, but thez-axis would point out of
the page. Instead, we can draw thex- andy-axes meeting at a 90-degree angle,
with thez-axis going off atŠ135 degrees from thex-axis. Find the matrix that
projects the original orthogonal-coordinate axes to this view.

4.16 Write a program to display a rotating cube in a box with three light sources.
Each light source should project the cube onto one of the three visible sides of
the box.

4.17 Find the projection of a point onto the planeax+ by+ cz+ d = 0 from a light
source located at in“nity in the direction(dx, dy, dz).

4.18 Using one of the three-dimensional interfaces discussed in Chapter 3, write a
program to move the camera through a scene composed of simple objects.

4.19 Write a program to ”y through the three-dimensional Sierpinski gasket formed
by subdividing tetrahedra. Can you prevent the user from ”ying through walls?

4.20 In animation, often we can save effort by working with two-dimensional pat-
terns that are mapped onto ”at polygons that are always parallel to the camera,
a technique known asbillboarding. Write a program that will keep a simple
polygon facing the camera as the camera moves.

4.21 Stereo images are produced by creating two images with the viewer in two
slightly different positions. Consider a viewer who is at the origin but whose
eyes are separated by� x units. What are the appropriate viewing speci“cations
to create the two images?

4.22 In Section 4.9, we displayed a mesh by drawing two line strips. How would
you alter this approach to not draw the extra line from the end of one row (or
column) to the begining of the next row (or column)?

4.23 Derive a method for displaying a mesh using a single triangle strip.

4.24 Construct a fragment shader that does polygon offset during a perspective
projection.
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4.25 Write a shader that modi“es the height of a mesh in the shader.

4.26 Render a rectangular mesh as a single triangle strip by creating a degenerate
triangle at the end of each row.

4.27 Write a program that will ”y around above a mesh. Your program should allow
the user to look around at the hills and valleys rather than always looking at a
single point.

4.28 Write a reshape callback that does not distort the shape of objects as the win-
dow is altered.



CHAPTER5
LIGHTING AND SHADING

We have learned to build three-dimensional graphical models and to display
them. However, if you render one of our models, you might be disappointed

to see images that look ”at and thus fail to show the three-dimensional nature of
the model. This appearance is a consequence of our unnatural assumption that each
surface is lit such that it appears to a viewer in a single color. Under this assumption,
the orthographic projection of a sphere is a uniformly colored circle, and a cube
appears as a ”at hexagon. If we look at a photograph of a lit sphere, we see not a
uniformly colored circle but rather a circular shape with many gradations, orshades,
of color. It is these gradations that give two-dimensional images the appearance of
being three-dimensional.

What we have left out is the interaction between light and the surfaces in our
models. This chapter begins to “ll that gap. We develop separate models of light
sources and of the most common light…material interactions. Our aim is to add
shading to a fast pipeline graphics architecture. Consequently, we develop only local
lighting models. Such models, as opposed to global lighting models, allow us to
compute the shade to assign to a point on a surface, independent of any other surfaces
in the scene. The calculations depend only on the material properties assigned to the
surface, the local geometry of the surface, and the locations and properties of the light
sources. In this chapter, we introduce the lighting models used most often in OpenGL
applications. We shall see that we have choices as to where to apply a given lighting
model: in the application, in the vertex shader, or in the fragment shader.

Following our previous development, we investigate how we can apply shading
to polygonal models. We develop a recursive approximation to a sphere that will allow
us to test our shading algorithms. We then discuss how light and material properties
are speci“ed in OpenGL applications and can be added to our sphere-approximating
program.

We conclude the chapter with a short discussion of the two most important
methods for handling global lighting effects: ray tracing and radiosity.

257
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FIGURE 5.1 Reflecting surfaces.

5.1 LIGHT AND MATTER

In Chapters 1 and 2, we presented the rudiments of human color vision, delaying
until now any discussion of the interaction between light and surfaces. Perhaps the
most general approach to rendering is based on physics, where we use principles such
as conservation of energy to derive equations that describe how light is re”ected from
surfaces.

From a physical perspective, a surface can either emit light by self-emission,
as a light bulb does, or re”ect light from other surfaces that illuminate it. Some
surfaces may both re”ect light and emit light from internal physical processes. When
we look at a point on an object, the color that we see is determined by multiple
interactions among light sources and re”ective surfaces. These interactions can be
viewed as a recursive process. Consider the simple scene in Figure 5.1. Some light
from the source that reaches surface A is scattered. Some of this re”ected light reaches
surface B, and some of it is then scattered back to A, where some of it is again re”ected
back to B, and so on. This recursive scattering of light between surfaces accounts
for subtle shading effects, such as the bleeding of colors between adjacent surfaces.
Mathematically, the limit of this recursive process can be described using an integral
equation, therenderingequation, which in principle we could use to “nd the shading
of all surfaces in a scene. Unfortunately, this equation generally cannot be solved
analytically. Numerical methods for computing a solution are not fast enough for
real-time rendering. There are various approximate approaches, such as radiosity and
ray tracing, each of which is an excellent approximation to the rendering equation
for particular types of surfaces. Although ray tracing can render moderately complex
scenes in real time, these methods cannot render scenes at the rate at which we can
pass polygons through the modeling-projection pipeline. Consequently, we focus on
a simpler rendering model, based on the Phong re”ection model, that provides a
compromise between physical correctness and ef“cient calculation. We will introduce
global methods in Section 5.10 and then consider the rendering equation, radiosity,
and ray tracing in greater detail in Chapter 11.
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FIGURE 5.2 Light and surfaces.

Rather than looking at a global energy balance, we follow rays of light from
light-emitting (or self-luminous) surfaces that we calllight sources. We then model
what happens to these rays as they interact with re”ecting surfaces in the scene. This
approach is similar to ray tracing, but we consider only single interactions between
light sources and surfaces. There are two independent parts of the problem. First, we
must model the light sources in the scene. Then we must build a re”ection model that
deals with the interactions between materials and light.

To get an overview of the process, we can start following rays of light from a
point source, as shown in Figure 5.2. As we noted in Chapter 1, our viewer sees only
the light that leaves the source and reaches her eyes„perhaps through a complex
path and multiple interactions with objects in the scene. If a ray of light enters her
eye directly from the source, she sees the color of the source. If the ray of light hits
a surface visible to our viewer, the color she sees is based on the interaction between
the source and the surface material: She sees the color of the light re”ected from the
surface toward her eyes.

In terms of computer graphics, we replace the viewer by the projection plane, as
shown in Figure 5.3. Conceptually, the clipping window in this plane is mapped to
the screen; thus, we can think of the projection plane as ruled into rectangles, each
corresponding to a pixel. The color of the light source and of the surfaces determines
the color of one or more pixels in the frame buffer.

We need to consider only those rays that leave the source and reach the viewer•s
eye, either directly or through interactions with objects. In the case of computer
viewing, these are the rays that reach the center of projection (COP) after passing
through the clipping rectangle. Note that in scenes for which the image shows a lot
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COP

FIGURE 5.3 Light, surfaces, and computer imaging.

(a) (b) (c)

FIGURE 5.4 Light…material interactions. (a) Specular surface. (b) Diffuse
surface. (c) Translucent surface.

of the background, most rays leaving a source do not contribute to the image and are
thus of no interest to us. We make use of this observation in Section 5.10.

Figure 5.2 shows both single and multiple interactions between rays and objects.
It is the nature of these interactions that determines whether an object appears red or
brown, light or dark, dull or shiny. When light strikes a surface, some of it is absorbed
and some of it is re”ected. If the surface is opaque, re”ection and absorption account
for all the light striking the surface. If the surface is translucent, some of the light is
transmitted through the material and emerges to interact with other objects. These
interactions depend on wavelength. An object illuminated by white light appears red
because it absorbs most of the incident light but re”ects light in the red range of
frequencies. A shiny object appears so because its surface is smooth. Conversely, a dull
object has a rough surface. The shading of objects also depends on the orientation of
their surfaces, a factor that we shall see is characterized by the normal vector at each
point. These interactions between light and materials can be classi“ed into the three
groups depicted in Figure 5.4.



5.2 Light Sources 261

x

y

z

�

�

I

p

FIGURE 5.5 Light source.

1. Specular surfacesappear shiny because most of the light that is re”ected or
scatteredis in a narrow range of angles close to the angle of re”ection. Mirrors
areperfectly specular surfaces; the light from an incoming light ray may be
partially absorbed, but all re”ected light from a given angle emerges at a single
angle, obeying the rule that the angle of incidence is equal to the angle of
re”ection.

2. Diffuse surfacesare characterized by re”ected light being scattered in all
directions. Walls painted with matte or ”at paint are diffuse re”ectors, as are
many natural materials, such as terrain viewed from an airplane or a satellite.
Perfectly diffuse surfacesscatter light equally in all directions, and thus a ”at
perfectly diffuse surface appears the same to all viewers.

3. Translucent surfacesallow some light to penetrate the surface and to emerge
from another location on the object. This process ofrefraction characterizes
glass and water. Some incident light may also be re”ected at the surface.

We shall model all these surfaces in Section 5.3. First, we consider light sources.

5.2 LIGHT SOURCES

Light can leave a surface through two fundamental processes: self-emission and re-
”ection. We usually think of a light source as an object that emits light only through
internal energy sources. However, a light source, such as a light bulb, can also re”ect
some light that is incident on it from the surrounding environment. We will usually
omit the emissive term in our simple models. When we discuss lighting in Section 5.7,
we will see that we can easily add a self-emission term.

If we consider a source such as the one in Figure 5.5, we can look at it as an
object with a surface. Each point(x, y, z) on the surface can emit light that is char-
acterized by the direction of emission(� , �) and the intensity of energy emitted at
each wavelength� . Thus, a general light source can be characterized by a six-variable
illumination function I (x, y, z, � , � , �) . Note that we need two angles to specify a
direction, and we are assuming that each frequency can be considered independently.
From the perspective of a surface illuminated by this source, we can obtain the total
contribution of the source (Figure 5.6) by integrating over its surface, a process that
accounts for the emission angles that reach this surface and must also account for the
distance between the source and the surface. For a distributed light source, such as a
light bulb, the evaluation of this integral is dif“cult, whether we use analytic or nu-
merical methods. Often, it is easier to model the distributed source with polygons,
each of which is a simple source, or with an approximating set of point sources.

We consider four basic types of sources: ambient lighting, point sources, spot-
lights, and distant light. These four lighting types are suf“cient for rendering most
simple scenes.
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FIGURE 5.6 Adding the contribution from a source.

5.2.1 Color Sources
Not only do light sources emit different amounts of light at different frequencies,
but their directional properties can vary with frequency as well. Consequently, a
physically-correct model can be complex. However, our model of the human visual
system is based on three-color theory, which tells us we perceive three tristimulus
values rather than a full-color distribution. For most applications, we can thus model
light sources as having three components„red, green, and blue„and can use each of
the three color sources to obtain the corresponding color components that a human
observer sees.

We describe a source through a three-component intensity, orluminance, func-
tion

I =

�

�
Ir

Ig

Ib

�

� ,

each of whose components is the intensity of the independent red, green, and blue
components. Thus, we use the red component of a light source for the calculation of
the red component of the image. Because light…material computations involve three
similar but independent calculations, we will tend to present a single scalar equation,
with the understanding that it can represent any of the three color components.

5.2.2 Ambient Light
In many rooms, such as classrooms or kitchens, the lights have been designed and
positioned to provide uniform illumination throughout the room. Such illumination
is often achieved through large sources that have diffusers whose purpose is to scatter
light in all directions. We could create an accurate simulation of such illumination,
at least in principle, by modeling all the distributed sources and then integrating the
illumination from these sources at each point on a re”ecting surface. Making such a
model and rendering a scene with it would be a daunting task for a graphics system,
especially one for which real-time performance is desirable. Alternatively, we can
look at the desired effect of the sources: to achieve a uniform light level in the room.
This uniform lighting is calledambient light. If we follow this second approach, we
can postulate an ambient intensity at each point in the environment. Thus, ambient
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FIGURE 5.7 Point source illuminating a surface.

FIGURE 5.8 Shadows created
by finite-size light source.

illumination is characterized by an intensity,Ia, that is identical at every point in the
scene.

Our ambient source has three color components:

Ia =

�

�
Iar

Iag

Iab

�

� .

We will use thescalar Ia to denote any one of the red, green, or blue components of
Ia. Although every point in our scene receives the same illumination fromIa, each
surface can re”ect this light differently.

5.2.3 Point Sources
An idealpoint sourceemits light equally in all directions. We can characterize a point
source located at a pointp0 by a three-component color matrix:

I(p0) =

�

�
Ir(p0)
Ig(p0)
Ib(p0)

�

� .

The intensity of illumination received from a point source is proportional to the
inverse square of the distance between the source and surface. Hence, at a pointp
(Figure 5.7), the intensity of light received from the point source is given by the matrix

i(p, p0) =
1

|p Š p0|2
I(p0).

As with ambient light, we will useI (p0) to denote any of the components ofI(p0).
The use of point sources in most applications is determined more by their ease

of use than by their resemblance to physical reality. Scenes rendered with only point
sources tend to have high contrast; objects appear either bright or dark. In the real
world, it is the large size of most light sources that contributes to softer scenes, as
we can see from Figure 5.8, which shows the shadows created by a source of “nite
size. Some areas are fully in shadow, or in theumbra, whereas others are in partial
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FIGURE 5.11 Spotlight expo-
nent.

FIGURE 5.12 Parallel light
source.

shadow, or in thepenumbra. We can mitigate the high-contrast effect from point-
source illumination by adding ambient light to a scene.

The distance term also contributes to the harsh renderings with point sources.
Although the inverse-square distance term is correct for point sources, in practice it
is usually replaced by a term of the form(a + bd+ cd2)Š1, whered is the distance
betweenp andp0. The constantsa, b, andccan be chosen to soften the lighting. Note
that if the light source is far from the surfaces in the scene, the intensity of the light
from the source is suf“ciently uniform that the distance term is constant over each
surface.

5.2.4 Spotlights
Spotlights are characterized by a narrow range of angles through which light is emit-
ted. We can construct a simple spotlight from a point source by limiting the angles at
which light from the source can be seen. We can use a cone whose apex is atps, which
points in the directionls, and whose width is determined by an angle� , as shown in
Figure 5.9. If� = 180, the spotlight becomes a point source.

More realistic spotlights are characterized by the distribution of light within the
cone„usually with most of the light concentrated in the center of the cone. Thus, the
intensity is a function of the angle� between the direction of the source and a vector
s to a point on the surface (as long as this angle is less than� ; Figure 5.10). Although
this function could be de“ned in many ways, it is usually de“ned by cose � , where the
exponente(Figure 5.11) determines how rapidly the light intensity drops off.

As we shall see throughout this chapter, cosines are convenient functions for
lighting calculations. Ifu and v are any unit-length vectors, we can compute the
cosine of the angle� between them with the dot product

cos� = u . v,

a calculation that requires only three multiplications and two additions.

5.2.5 Distant Light Sources
Most shading calculations require the direction from the point on the surface to
the light source position. As we move across a surface, calculating the intensity at
each point, we should recompute this vector repeatedly„a computation that is a
signi“cant part of the shading calculation. However, if the light source is far from
the surface, the vector does not change much as we move from point to point, just as
the light from the sun strikes all objects that are in close proximity to one another
at the same angle. Figure 5.12 illustrates that we are effectively replacing a point
source of light with a source that illuminates objects with parallel rays of light„a
parallel source. In practice, the calculations for distant light sources are similar to the
calculations for parallel projections; they replace thelocationof the light source with
the directionof the light source. Hence, in homogeneous coordinates, a point light
source atp0 is represented internally as a four-dimensional column matrix:
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In contrast, the distant light source is described by a direction vector whose represen-
tation in homogeneous coordinates is the matrix

p0 =

�

�
�
�
�

x
y
z
0

�

�
�
�
�

.

The graphics system can carry out rendering calculations more ef“ciently for distant
light sources than for near ones. Of course, a scene rendered with distant light sources
looks different from a scene rendered with near sources. Fortunately, our models will
allow both types of sources.

5.3 THE PHONG REFLECTION MODEL

Although we could approach light…material interactions through physical models, we
have chosen to use a model that leads to ef“cient computations, especially when we
use it with our pipeline-rendering model. The re”ection model that we present was
introduced by Phong and later modi“ed by Blinn. It has proved to be ef“cient and
to be a close-enough approximation to physical reality to produce good renderings
under a variety of lighting conditions and material properties.

The Phong model uses the four vectors shown in Figure 5.13 to calculate a color
for an arbitrary pointp on a surface. If the surface is curved, all four vectors can
change as we move from point to point. The vectorn is the normal atp; we discuss
its calculation in Section 5.4. The vectorv is in the direction fromp to the viewer
or COP. The vectorl is in the direction of a line fromp to an arbitrary point on the
source for a distributed light source or, as we are assuming for now, to the point-
light source. Finally, the vectorr is in the direction that a perfectly re”ected ray from
l would take. Note thatr is determined byn andl. We calculate it in Section 5.4.

The Phong model supports the three types of material…light interactions„
ambient, diffuse, and specular„that we introduced in Section 5.1. Suppose that we
have a set of point sources. We assume that each source can have separate ambient,
diffuse, and specular components for each of the three primary colors. Although this
assumption may appear unnatural, remember that our goal is to create realistic shad-
ing effects in as close to real time as possible. We use a local model to simulate effects
that can be global in nature. Thus, our light-source model has ambient, diffuse, and
specular terms. We need nine coef“cients to characterize these terms at any pointp
on the surface. We can place these nine coef“cients in a 3× 3 illumination matrix for
theith light source:
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Li =

�

�
Lira Liga Liba

Lird Ligd Libd

Lirs Ligs Libs

�

� .

The “rst row of the matrix contains the ambient intensities for the red, green, and
blue terms from sourcei. The second row contains the diffuse terms; the third con-
tains the specular terms. We assume that any distance-attenuation terms have not yet
been applied. This matrix is only a simple way of storing the nine lighting terms we
need. In practice, we will use constructs such as

vec3 light_i_ambient, light_i_diffuse, light_i_specular;

or

vec4 light_i_ambient, light_i_diffuse, light_i_specular;

for each source in our code. The four-dimensional form will be useful when we
consider lighting with materials that are not opaque.

We construct the model by assuming that we can compute how much of each
of the incident lights is re”ected at the point of interest. For example, for the red
diffuse term from sourcei, Lird, we can compute a re”ection termRird, and the latter•s
contribution to the intensity atp isRirdLird. The value ofRird depends on the material
properties, the orientation of the surface, the direction of the light source, and the
distance between the light source and the viewer. Thus, for each point, we have nine
coef“cients that we can place in a matrix of re”ection terms of the form

Ri =

�

�
Rira Riga Riba

Rird Rigd Ribd

Rirs Rigs Ribs

�

� .

We can then compute the contribution for each color source by adding the ambient,
diffuse, and specular components. For example, the red intensity that we see atp from
sourcei is

Iir = RiraLira + RirdLird + RirsLirs

= Iira + Iird + Iirs.

We obtain the total intensity by adding the contributions of all sources and, possibly,
a global ambient term. Thus, the red term is

Ir =
�

i

(Iira + Iird + Iirs) + Iar,

whereIar is the red component of the global ambient light.
We can simplify our notation by noting that the necessary computations are the

same for each source and for each primary color. They differ depending on whether
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FIGURE 5.14 Rough surface.
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FIGURE 5.15 Illumination of
a diffuse surface. (a) At noon.
(b) In the afternoon.

we are considering the ambient, diffuse, or specular terms. Hence, we can omit the
subscriptsi, r, g, and b. We write

I = Ia + Id + Is = LaRa + LdRd + LsRs,

with the understanding that the computation will be done for each of the primaries
and each source; the global ambient term can be added at the end. As with the lighting
terms, when we get to code we will use forms such as

vec4 reflect_i_ambient, reflect_i_diffuse, reflect_i_specular;

Note that these terms are all for a single surface and in general we will have different
re”ectivity properties for each material.

5.3.1 Ambient Reflection
The intensity of ambient lightIa is the same at every point on the surface. Some of this
light is absorbed and some is re”ected. The amount re”ected is given by the ambient
re”ection coef“cient,Ra = ka. Because only a positive fraction of the light is re”ected,
we must have

0 � ka � 1,

and thus

Ia = kaLa.

HereLa can be any of the individual light sources, or it can be a global ambient term.
A surface has, of course, three ambient coef“cients„kar, kag, andkab„and they

can differ. Hence, for example, a sphere appears yellow under white ambient light if
its blue ambient coef“cient is small and its red and green coef“cients are large.

5.3.2 Diffuse Reflection
A perfectly diffuse re”ector scatters the light that it re”ects equally in all directions.
Hence, such a surface appears the same to all viewers. However, the amount of
light re”ected depends both on the material„because some of the incoming light
is absorbed„and on the position of the light source relative to the surface. Diffuse
re”ections are characterized by rough surfaces. If we were to magnify a cross section
of a diffuse surface, we might see an image like that shown in Figure 5.14. Rays of
light that hit the surface at only slightly different angles are re”ected back at markedly
different angles. Perfectly diffuse surfaces are so rough that there is no preferred angle
of re”ection. Such surfaces, sometimes calledLambertian surfaces, can be modeled
mathematically with Lambert•s law.

Consider a diffuse planar surface, as shown in Figure 5.15, illuminated by the
sun. The surface is brightest at noon and dimmest at dawn and dusk because, ac-
cording to Lambert•s law, we see only the vertical component of the incoming light.
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FIGURE 5.16 Vertical contributions by Lambert•s law. (a) At noon. (b) In
the afternoon.

One way to understand this law is to consider a small parallel light source striking
a plane, as shown in Figure 5.16. As the source is lowered in the (arti“cial) sky, the
same amount of light is spread over a larger area, and the surface appears dimmer.
Returning to the point source of Figure 5.15, we can characterize diffuse re”ections
mathematically. Lambert•s law states that

Rd 
 cos� ,

where� is the angle between the normal at the point of interestn and the direction
of the light sourcel. If both l andn are unit-length vectors,1 then

cos� = l . n.

If we add in a re”ection coef“cientkd representing the fraction of incoming diffuse
light that is re”ected, we have the diffuse re”ection term:

Id = kd(l . n)Ld.

If we wish to incorporate a distance term, to account for attenuation as the light
travels a distanced from the source to the surface, we can again use the quadratic
attenuation term:

Id =
kd

a + bd+ cd2
(l . n)Ld.

1. Direction vectors, such asl and n, are used repeatedly in shading calculations through the dot
product. In practice, both the programmer and the graphics software should seek to normalize all
such vectors as soon as possible.
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FIGURE 5.17 Specular high-
lights.

FIGURE 5.18 Specular sur-
face.

There is a potential problem with this expression because (l . n)Ld will be neg-
ative if the light source is below the horizon. In this case, we want to use zero rather
than a negative value. Hence, in practice we use max((l . n)Ld, 0).

5.3.3 Specular Reflection
If we employ only ambient and diffuse re”ections, our images will be shaded and will
appear three-dimensional, but all the surfaces will look dull, somewhat like chalk.
What we are missing are the highlights that we see re”ected from shiny objects. These
highlights usually show a color different from the color of the re”ected ambient and
diffuse light. For example, a red plastic ball viewed under white light has a white
highlight that is the re”ection of some of the light from the source in the direction
of the viewer (Figure 5.17).

Whereas a diffuse surface is rough, a specular surface is smooth. The smoother
the surface is, the more it resembles a mirror. Figure 5.18 shows that as the surface
gets smoother, the re”ected light is concentrated in a smaller range of angles centered
about the angle of a perfect re”ector„a mirror or a perfectly specular surface. Mod-
eling specular surfaces realistically can be complex because the pattern by which the
light is scattered is not symmetric. It depends on the wavelength of the incident light,
and it changes with the re”ection angle.

Phong proposed an approximate model that can be computed with only a slight
increase over the work done for diffuse surfaces. The model adds a term for specular
re”ection. Hence, we consider the surface as being rough for the diffuse term and
smooth for the specular term. The amount of light that the viewer sees depends on
the angle� betweenr, the direction of a perfect re”ector, andv, the direction of the
viewer. The Phong model uses the equation

Is = ksLs cos� � .

The coef“cientks (0 � ks � 1) is the fraction of the incoming specular light that is
re”ected. The exponent� is ashininesscoef“cient. Figure 5.19 shows how, as� is
increased, the re”ected light is concentrated in a narrower region centered on the
angle of a perfect re”ector. In the limit, as� goes to in“nity, we get a mirror; values in
the range 100 to 500 correspond to most metallic surfaces, and smaller values (< 100)
correspond to materials that show broad highlights.

The computational advantage of the Phong model is that if we have normalizedr
andn to unit length, we can again use the dot product, and the specular term becomes

Is = ksLsmax((r . v)� , 0).

We can add a distance term, as we did with diffuse re”ections. What is referred to as
thePhong model, including the distance term, is written

I =
1

a + bd+ cd2
(kdLdmax(l . n, 0) + ksLsmax((r . v)� , 0)) + kaLa.

This formula is computed for each light source and for each primary.
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FIGURE 5.19 Effect of shininess coefficient.

It might seem to make little sense either to associate a different amount of ambi-
ent light with each source or to allow the components for specular and diffuse lighting
to be different. Because we cannot solve the full rendering equation, we must use var-
ious tricks in an attempt to obtain realistic renderings.

Consider, for example, an environment with many objects. When we turn on a
light, some of that light hits a surface directly. These contributions to the image can
be modeled with specular and diffuse components of the source. However, much of
the rest of the light from the source is scattered from multiple re”ections from other
objects and makes a contribution to the light received at the surface under considera-
tion. We can approximate this term by having an ambient component associated with
the source. The shade that we should assign to this term depends onboththe color of
the source and the color of the objects in the room„an unfortunate consequence of
our use of approximate models. To some extent, the same analysis holds for diffuse
light. Diffuse light re”ects among the surfaces, and the color that we see on a partic-
ular surface depends on other surfaces in the environment. Again, by using carefully
chosen diffuse and specular components with our light sources, we can approximate
a global effect with local calculations.

We have developed the Phong model in object space. The actual shading, how-
ever, is not done until the objects have passed through the model-view and projection
transformations. These transformations can affect the cosine terms in the model (see
Exercise 5.19). Consequently, to make a correct shading calculation, we must either
preserve spatial relationships as vertices and vectors pass through the pipeline, per-
haps by sending additional information through the pipeline from object space, or
go backward through the pipeline to obtain the required shading information.

5.3.4 The Modified Phong Model
If we use the Phong model with specular re”ections in our rendering, the dot product
r . v should be recalculated at every point on the surface. We can obtain an interesting
approximation by using the unit vector halfway between the viewer vector and the
light-source vector:
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h =
l + v

|l + v|
.

Figure 5.20 shows all “ve vectors. Here we have de“ned
 as the angle betweenn and
h, thehalfway angle. Whenv lies in the same plane as dol, n, andr, we can show
(see Exercise 5.7) that

2
 = � .

If we replacer . v with n . h, we avoid calculation ofr. However, the halfway angle

is smaller than� , and if we use the same exponentein (n . h)e that we used in(r . v)e,
then the size of the specular highlights will be smaller. We can mitigate this problem
by replacing the value of the exponente with a valuee� so that(n . h)e�

is closer to
(r . v)e. It is clear that avoiding recalculation ofr is desirable. However, to appreciate
fully where savings can be made, you should consider all the cases of ”at and curved
surfaces, near and far light sources, and near and far viewers (see Exercise 5.8).

When we use the halfway vector in the calculation of the specular term, we
are using theBlinn-Phong, or modi“ed Phong, lighting model. This model is the
default in systems with a “xed-function pipeline and is the one we will use in our
“rst shaders that carry out lighting.

Color Plate 17 shows a group of Utah teapots (Section 10.10) that have been ren-
dered in OpenGL using the modi“ed Phong model. Note that it is only our ability to
control material properties that makes the teapots appear different from one another.
The various teapots demonstrate how the modi“ed Phong model can create a variety
of surface effects, ranging from dull surfaces to highly re”ective surfaces that look like
metal.

5.4 COMPUTATION OF VECTORS

The illumination and re”ection models that we have derived are suf“ciently general
that they can be applied to either curved or ”at surfaces, to parallel or perspective
views, and to distant or near surfaces. Most of the calculations for rendering a scene
involve the determination of the required vectors and dot products. For each special
case, simpli“cations are possible. For example, if the surface is a ”at polygon, the
normal is the same at all points on the surface. If the light source is far from the
surface, the light direction is the same at all points.

In this section, we examine how the vectors are computed for the general case. In
Section 5.5, we see what additional techniques can be applied when our objects are
composed of ”at polygons. This case is especially important because most renderers,
including OpenGL, render curved surfaces by approximating those surfaces with
many small, ”at polygons.
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5.4.1 Normal Vectors
For smooth surfaces, the vector normal to the surface exists at every point and gives
the local orientation of the surface. Its calculation depends on how the surface is
represented mathematically. Two simple cases„the plane and the sphere„illustrate
both how we compute normals and where the dif“culties lie.

A plane can be described by the equation

ax + by+ cz+ d = 0.

As we saw in Chapter 3, this equation could also be written in terms of the normal to
the plane,n, and a point,p0, known to be on the plane as

n . (p Š p0) = 0,

wherep is any point(x, y, z) on the plane. Comparing the two forms, we see that the
vectorn is given by

n =

�

�
a
b
c

�

� ,

or, in homogeneous coordinates,

n =

�

�
�
�
�

a
b
c
0

�

�
�
�
�

.

However, suppose that instead we are given three noncollinear points„p0, p1, p2„
that are in this plane and thus are suf“cient to determine it uniquely. The vectors
p2 Š p0 andp1 Š p0 are parallel to the plane, and we can use their cross product to
“nd the normal

n = (p2 Š p0) × (p1 Š p0).

We must be careful about the order of the vectors in the cross product: Reversing
the order changes the surface from outward pointing to inward pointing, and that
reversal can affect the lighting calculations. Some graphics systems use the “rst three
vertices in the speci“cation of a polygon to determine the normal automatically.
OpenGL does not do so, but as we shall see in Section 5.5, forcing users to compute
normals creates more ”exibility in how we apply our lighting model.

For curved surfaces, how we compute normals depends on how we represent the
surface. In Chapter 10, we discuss three different methods for representing curves
and surfaces. We can see a few of the possibilities by considering how we represent a
unit sphere centered at the origin. The usual equation for this sphere is theimplicit
equation
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p

FIGURE 5.21 Tangent plane
to sphere.

f (x, y, z) = x2 + y2 + z2 Š 1= 0,

or in vector form,

f (p) = p . p Š 1= 0.

The normal is given by thegradient vector, which is de“ned by the column matrix

n =

�

�
�
�

� f
� x
� f
� y

� f
� z

�

�
�
� =

�

�
2x
2y
2z

�

� = 2p.

The sphere could also be represented inparametric form. In this form, thex, y,
andz values of a point on the sphere are represented independently in terms of two
parametersu andv:

x = x(u, v),

y = y(u, v),

z = z(u, v).

As we shall see in Chapter 10, this form is preferable in computer graphics, especially
for representing curves and surfaces; although, for a particular surface, there may be
multiple parametric representations. One parametric representation for the sphere is

x(u, v) = cosu sinv,

y(u, v) = cosu cosv,

z(u, v) = sinu.

Asu andv vary in the rangeŠ
/ 2< u < 
/ 2,Š
 < v < 
 , we get all the points on
the sphere. When we are using the parametric form, we can obtain the normal from
thetangentplane, shown in Figure 5.21, at a pointp(u, v) = [x(u, v) y(u, v) z(u, v)]T

on the surface. The tangent plane gives the local orientation of the surface at a point;
we can derive it by taking the linear terms of the Taylor series expansion of the surface
at p. The result is that atp, lines in the directions of the vectors represented by

� p
� u

=

�

�
�

� x
� u
� y
� u
� z
� u

�

�
� ,

� p
� v

=

�

�
�

� x
� v
� y
� v
� z
� v

�

�
�

lie in the tangent plane. We can use their cross product to obtain the normal

n =
� p
� u

×
� p
� v

.

For our sphere, we “nd that
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n
rl

� r
� i

FIGURE 5.22 A mirror.

n = cosu

�

�
cosu sinv
cosu cosv

sinu

�

� = (cosu)p.

We are interested in only the direction ofn; thus, we can divide by cosu to obtain the
unit normal to the sphere

n = p.

In Section 5.9, we use this result to shade a polygonal approximation to a sphere.
Within a graphics system, we usually work with a collection of vertices, and the

normal vector must be approximated from some set of points close to the point where
the normal is needed. The pipeline architecture of real-time graphics systems makes
this calculation dif“cult because we process one vertex at a time, and thus the graphics
system may not have the information available to compute the approximate normal at
a given point. Consequently, graphics systems often leave the computation of normals
to the user program.

In OpenGL, we will usually set up a normal as a vertex attribute by a mechanism
such as

typedef normal vec4;

normal n = vec4(nx, ny, nz, 0.0);

and then send the normal as needed to a vertex shader as an attribute quali“ed
variable.

5.4.2 Angle of Reflection
Once we have calculated the normal at a point, we can use this normal and the
direction of the light source to compute the direction of a perfect re”ection. An ideal
mirror is characterized by the following statement:The angle of incidence is equal
to the angle of re”ection.These angles are as pictured in Figure 5.22. Theangle of
incidenceis the angle between the normal and the light source (assumed to be a point
source); theangle of re”ectionis the angle between the normal and the direction in
which the light is re”ected. In two dimensions, there is but a single angle satisfying
the angle condition. In three dimensions, however, our statement is insuf“cient to
compute the required angle: There is an in“nite number of angles satisfying our
condition. We must add the following statement:At a pointp on the surface, the
incoming light ray, the re”ected light ray, and the normal at the point must all lie in
the same plane.These two conditions are suf“cient for us to determiner from n and
l. Our primary interest is the direction, rather than the magnitude, ofr. However,
many of our rendering calculations will be easier if we deal with unit-length vectors.
Hence, we assume that bothl andn have been normalized such that

|l| = | n| = 1.



5.5 Polygonal Shading 275

We also want

|r | = 1.

If � i = � r, then

cos� i = cos� r .

Using the dot product, the angle condition is

cos� i = l . n = cos� r = n . r .

The coplanar condition implies that we can writer as a linear combination ofl
andn:

r = � l + � n.

Taking the dot product withn, we “nd that

n . r = � l . n + � = l . n.

We can get a second condition between� and� from our requirement thatr also be
of unit length; thus,

1= r . r = � 2 + 2�� l . n + � 2.

Solving these two equations, we “nd that

r = 2(l . n)n Š l .

Some of the shaders we develop will use this calculation to compute a re”ection
vector for use in the application; others that need the re”ection vector only in a shader
can use the GLSLreflect function to compute it. Methods such as environment
maps will use the re”ected-view vector (see Exercise 5.26) that is used to determine
what a viewer would see if she looked at a re”ecting surface such as a highly polished
sphere.

5.5 POLYGONAL SHADING

Assuming that we can compute normal vectors, given a set of light sources and a
viewer, the lighting models that we have developed can be applied at every point on
a surface. Unfortunately, even if we have simple equations to determine normal vec-
tors, as we did in our example of a sphere (Section 5.4), the amount of computation
required can be large. We have already seen many of the advantages of using polyg-
onal models for our objects. A further advantage is that for ”at polygons, we can
signi“cantly reduce the work required for shading. Most graphics systems, including
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FIGURE 5.23 Polygonal mesh.

l v

FIGURE 5.24 Distant source and viewer.

OpenGL, exploit the ef“ciencies possible for rendering ”at polygons by decomposing
curved surfaces into many small, ”at polygons.

Consider a polygonal mesh, such as that shown in Figure 5.23, where each poly-
gon is ”at and thus has a well-de“ned normal vector. We consider three ways to shade
the polygons: ”at shading, smooth or Gouraud shading, and Phong shading.

5.5.1 Flat Shading
The three vectors„l, n, andv„can vary as we move from point to point on a surface.
For a ”at polygon, however,n is constant. If we assume a distant viewer,v is constant
over the polygon. Finally, if the light source is distant,l is constant. Heredistant
could be interpreted in the strict sense of meaning that the source is at in“nity. The
necessary adjustments, such as changing thelocationof the source to thedirectionof
the source, could then be made to the shading equations and to their implementation.
Distantcould also be interpreted in terms of the size of the polygon relative to how far
the polygon is from the source or viewer, as shown in Figure 5.24. Graphics systems
or user programs often exploit this de“nition.

If the three vectors are constant, then the shading calculation needs to be carried
out only once for each polygon, and each point on the polygon is assigned the same
shade. This technique is known as”at , or constant, shading.

Flat shading will show differences in shading among the polygons in our mesh.
If the light sources and viewer are near the polygon, the vectorsl andv will be dif-
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FIGURE 5.25 Flat shading of polygonal mesh.

FIGURE 5.26 Step chart.

ferent for each polygon. However, if our polygonal mesh has been designed to model
a smooth surface, ”at shading will almost always be disappointing because we can
see even small differences in shading between adjacent polygons, as shown in Fig-
ure 5.25. The human visual system has a remarkable sensitivity to small differences
in light intensity, due to a property known aslateral inhibition . If we see an increas-
ing sequence of intensities, as is shown in Figure 5.26, we perceive the increases in
brightness as overshooting on one side of an intensity step and undershooting on
the other, as shown in Figure 5.27. We see stripes, known asMach bands, along the
edges. This phenomenon is a consequence of how the cones in the eye are connected
to the optic nerve, and there is little that we can do to avoid it, other than to look for
smoother shading techniques that do not produce large differences in shades at the
edges of polygons.

5.5.2 Smooth and Gouraud Shading
In our rotating-cube example of Section 3.12, we saw that the rasterizer interpolates
colors assigned to vertices across a polygon. Suppose that the lighting calculation
is made at each vertex using the material properties and the vectorsn, v, and l
computed for each vertex. Thus, each vertex will have its own color that the rasterizer
can use to interpolate a shade for each fragment. Note that if the light source is
distant, and either the viewer is distant or there are no specular re”ections, then
smooth (or interpolative) shading shades a polygon in a constant color.

Actual intensity

Perceived intensity

FIGURE 5.27 Perceived and actual intensities at an edge.
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FIGURE 5.28 Normals near
interior vertex.

If we consider our mesh, the idea of a normal existing at a vertex should cause
concern to anyone worried about mathematical correctness. Because multiple poly-
gons meet at interior vertices of the mesh, each of which has its own normal, the
normal at the vertex is discontinuous. Although this situation might complicate the
mathematics, Gouraud realized that the normal at the vertex could bede“nedin such
a way as to achieve smoother shading through interpolation. Consider an interior ver-
tex, as shown in Figure 5.28, where four polygons meet. Each has its own normal. In
Gouraud shading, we de“ne the normal at a vertex to be the normalized average of
the normals of the polygons that share the vertex. For our example, thevertexnormal
is given by

n =
n1 + n2 + n3 + n4

|n1 + n2 + n3 + n4|
.

From an OpenGL perspective, Gouraud shading is deceptively simple. We need only
to set the vertex normals correctly. Often, the literature makes no distinction between
smooth and Gouraud shading. However, the lack of a distinction causes a problem:
How do we “nd the normals that we should average together? If our program is lin-
ear, specifying a list of vertices (and other properties), we do not have the necessary
information about which polygons share a vertex. What we need, of course, is a data
structure for representing the mesh. Traversing this data structure can generate the
vertices with the averaged normals. Such a data structure should contain, at a mini-
mum, polygons, vertices, normals, and material properties. One possible structure is
the one shown in Figure 5.29. The key information that must be represented in the
data structure is which polygons meet at each vertex.

Color Plates 4 and 5 show the shading effects available in OpenGL. In Color
Plate 4, there is a single light source, but each polygon has been rendered with a
single shade (constant shading), computed using the Phong model. In Color Plate 5,

Polygons

V
er

tic
es

FIGURE 5.29 Mesh data structure.
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nB

FIGURE 5.30 Edge normals.
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nC nD

FIGURE 5.31 Interpolation of
normals in Phong shading.

normals have been assigned to all the vertices. OpenGL has then computed shades
for the vertices and has interpolated these shades over the faces of the polygons.

Color Plate 21 contains another illustration of the smooth shading provided
by OpenGL. We used this color cube as an example in both Chapters 2 and 3, and
the programs are in Appendix A. The eight vertices are colored black, white, red,
green, blue, cyan, magenta, and yellow. Once smooth shading is enabled, OpenGL
interpolates the colors across the faces of the polygons automatically.

5.5.3 Phong Shading
Even the smoothness introduced by Gouraud shading may not prevent the appear-
ance of Mach bands. Phong proposed that instead of interpolating vertex intensities,
as we do in Gouraud shading, we interpolate normals across each polygon. Consider
a polygon that shares edges and vertices with other polygons in the mesh, as shown
in Figure 5.30. We can compute vertex normals by interpolating over the normals of
the polygons that share the vertex. Next, we can use interpolation, as we did in Chap-
ter 3, to interpolate the normals over the polygon. Consider Figure 5.31. We can use
the interpolated normals at verticesA and B to interpolate normals along the edge
between them:

nC(�) = (1Š �) nA + � nB.

We can do a similar interpolation on all the edges. The normal at any interior point
can be obtained from points on the edges by

n(� , �) = (1Š �) nC + � nD.

Once we have the normal at each point, we can make an independent shading calcu-
lation. Usually, this process can be combined with rasterization of the polygon. Until
recently, Phong shading could only be carried out off-line because it requires the in-
terpolation of normals across each polygon. In terms of the pipeline, Phong shading
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requires that the lighting model be applied to each fragment, hence, the nameper-
fragment shading. We will implement Phong shading through a fragment shader.

5.6 APPROXIMATION OF A SPHERE
BY RECURSIVE SUBDIVISION

We have used the sphere as an example curved surface to illustrate shading calcu-
lations. However, the sphere is not an object supported within OpenGL, so we will
generate approximations to a sphere using triangles through a process known asre-
cursive subdivision, a technique we introduced in Chapter 2 for constructing the
Sierpinski gasket. Recursive subdivision is a powerful technique for generating ap-
proximations to curves and surfaces to any desired level of accuracy. The sphere
approximation provides a basis for us to write simple programs that illustrate the
interactions between shading parameters and polygonal approximations to curved
surfaces.

Our starting point is a tetrahedron, although we could start with any regular
polyhedron whose facets could be divided initially into triangles.2 The regular tetra-
hedron is composed of four equilateral triangles, determined by four vertices. We
start with the four vertices(0, 0, 1), (0, 2

�
2/ 3,Š1/ 3), (Š

�
6/ 3,Š

�
2/ 3,Š1/ 3), and

(
�

6/ 3, Š
�

2/ 3, Š1/ 3). All four lie on the unit sphere, centered at the origin. (Exer-
cise 5.6 suggests one method for “nding these points.)

We get a “rst approximation by drawing a wireframe for the tetrahedron. We
specify the four vertices as follows:

point4 v[4]= {vec4(0.0, 0.0, 1.0, 1.0),
vec4(0.0, 0.942809, -0.333333, 1.0),
vec4(-0.816497, -0.471405, -0.333333, 1.0),
vec4(0.816497, -0.471405, -0.333333, 1.0)};

We then put the vertices into an array

point4 data[12];

so we can display the triangles using line loops. Each triangle adds three points to this
array using the function

static in t k = 0;

void triangle(point4 a, point4 b, point4 c)
{

data[k]= a;

2. The regular icosahedron is composed of 20 equilateral triangles; it makes a nice starting point for
generating spheres. See [Shr10].
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FIGURE 5.32 Tetrahedron.

k++;
data[k] = b;
k++;
data[k] = c;
k++

}

All the data for the tetrahedron is put intodata as follows:

void tetrahedron()
{

triangle(v[0], v[1], v[2]);
triangle(v[3], v[2], v[1]);
triangle(v[0], v[3], v[1]);
triangle(v[0], v[2], v[3]);

}

The order of vertices obeys the right-hand rule, so we can convert the code to draw
shaded polygons with little dif“culty. If we add the usual code for initialization, set-
ting up a vertex buffer object and drawing the array, our program will generate an
image such as that in Figure 5.32: a simple regular polyhedron, but a poor approxi-
mation to a sphere.

We can get a closer approximation to the sphere by subdividing each facet of the
tetrahedron into smaller triangles. Subdividing into triangles will ensure that all the
new facets will be ”at. There are at least three ways to do the subdivision, as shown
in Figure 5.33. We can bisect each of the angles of the triangle and draw the three
bisectors, which meet at a common point, thus generating three new triangles. We
can also compute the center of mass (centroid) of the vertices by simply averaging
them and then draw lines from this point to the three vertices, again generating three
triangles. However, these techniques do not preserve the equilateral triangles that
make up the regular tetrahedron. Instead„recalling a construction for the Sierpinski
gasket of Chapter 2„we can connect the bisectors of the sides of the triangle, forming
four equilateral triangles, as shown in Figure 5.33(c). We use this technique for our
example.

After we have subdivided a facet as just described, the four new triangles will
still be in the same plane as the original triangle. We can move the new vertices that

(a) (b) (c)

FIGURE 5.33 Subdivision of a triangle by (a) bisecting angles,
(b) computing the centroid, and (c) bisecting sides.
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we created by bisection to the unit sphere by normalizing each bisected vertex, using
the normalization functionnormalize in vec.h . We can now subdivide a single
triangle, de“ned by the verticesa, b, andc:

point4 v1, v2, v3;
v1 = normalize(a + b);
v2 = normalize(a + c);
v3 = normalize(b + c);

triangle(a, v2, v1);
triangle(c, v3, v2);
triangle(b, v1, v3);
triangle(v1, v2, v3);

We can use this code in our tetrahedron routine to generate 16 triangles rather than
4, but we would rather be able to repeat the subdivision processn times to generate
successively closer approximations to the sphere. By calling the subdivision routine
recursively, we can control the number of subdivisions.

First, we make the tetrahedron routine depend on the depth of recursion by
adding an argumentn:

void tetrahedron(int n)
{

divide_triangle(v[0], v[1], v[2], n);
divide_triangle(v[3], v[2], v[1], n);
divide_triangle(v[0], v[3], v[1], n);
divide_triangle(v[0], v[2], v[3], n);

}

Thedivide_triangle function calls itself to subdivide further ifn is greater than
zero but generates triangles ifn has been reduced to zero. Here is the code:

void divide_triangle(point4 a, point4 b, point4 c, int n)
{

point4 v1, v2, v3;
if (n>0)
{

v1 = normalize(v[a] + v[b]);
v2 = normalize(v[a] + v[c]);
v3 = normalize(v[b] + v[c]);
divide_triangle(a ,v2, v1, n-1);
divide_triangle(c ,v3, v2, n-1);
divide_triangle(b ,v1, v3, n-1);
divide_triangle(v1 ,v2, v3, n-1);

}
else triangle(a, b, c);

}
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FIGURE 5.34 Sphere approx-
imations using subdivision.

Figure 5.34 shows an approximation to the sphere drawn with this code. We now turn
to adding lighting and shading to our sphere approximation.

5.7 SPECIFYING LIGHTING PARAMETERS

For many years, the Blinn-Phong lighting model was the standard in computer
graphics. It was implemented in hardware and was speci“ed as part of the OpenGL
“xed-functionality pipeline. With the present emphasis on shaders, we are free to im-
plement other lighting models with no loss of ef“ciency. We can also choose where
to apply a light model. Consequently, we must specify a group of lighting and mate-
rial parameters and then either use them in the application code or send them to the
shaders.

5.7.1 Light Sources
In Section 5.2. we introduced four types of light sources: ambient, point, spotlight,
and distant. However, because spotlights and distant light sources can be derived
from a point source, we will focus on point sources and ambient light. An ideal point
source emits light uniformly in all directions. To get a spotlight from a point source,
we need only limit the directions of the point source and make the light emissions
follow a desired pro“le. To get a distant source from a point source, we need to allow
the location of the source to go to in“nity so the position of the source becomes
the direction of the source. Note that this argument is similar to the argument that
parallel viewing is the limit of perspective viewing as the center of projection moves
to in“nity. As we argued in deriving the equations for parallel projections, we will
“nd it easier to derive the equations for lighting with distant sources directly rather
than by taking limits.

Although the contribution of ambient light is the same everywhere in a scene,
ambient light is dependent on the sources in the environment. For example, consider
a closed room with a single white point source. When the light is turned off, there is
no light in the room of any kind. When the light is turned on, at any point in the room
that can see the light source there is a contribution from the light hitting surfaces
directly contributing to the diffuse or specular re”ection we see at that point. There
is also a contribution from the white light bouncing off of multiple surfaces in the
room and giving a contribution that is almost the same at every point in the room. It
is this latter contribution that we call ambient light. Its color depends not only on the
color of the source but also on the re”ective properties of the surfaces in the room.
Thus if the room has red walls, we would expect the ambient component to have a
dominant red component. However, the existence of an ambient component to the
shade we see on a surface is ultimately tied to the light sources in the environment
and hence becomes part of the speci“cation of the sources.

For every light source, we must specify its color and either its location or its
direction. As in Section 5.2, the color of a source will have three components„
diffuse, specular, and ambient„that we can specify for a single light as
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color4 light_diffuse, light_specular, light_ambient;

We can specify the position of the light as follows:

point4 light_position;

For a point source, its position will be in homogeneous coordinates, so a light might
be speci“ed as

point4 light_position = vec4(1.0, 2.0, 3.0, 1.0);

If the fourth component is changed to zero as in

point4 light_position = vec4(1.0, 2.0, 3.0, 0.0);

the source becomes a directional source in the direction(1.0, 2.0, 3.0).
For positional light sources, we may also want to account for the attenuation

of light received due to its distance from the source. Although for an ideal source the
attenuation is inversely proportional to the square of the distanced, we can gain more
”exibility by using the distance-attenuation model,

f (d) =
1

a + bd+ cd2
,

which contains constant, linear, and quadratic terms. We can use three ”oats for these
values,

float attenuation_constant, attenuation_linear, attenuation_quadratic;

and use them in the application or send them to the shaders as uniform variables.
We can also convert a positional source to a spotlight by setting its direction, the

angle of the cone or the spotlight cutoff, and the drop off rate or spotlight exponent.
These three parameters can be speci“ed by three ”oats.

5.7.2 Materials
Material properties should match up directly with the supported light sources and
with the chosen re”ection model. We may also want the ”exibility to specify different
material properties for the front and back faces of a surface.

For example, we might specify ambient, diffuse, and specular re”ectivity coef-
“cients (ka, kd, ks) for each primary color through three colors using either RGB or
RGBA colors as

color3 ambient = color3(0.2, 0.2, 0.2);
color3 diffuse = color3(1.0, 0.8, 0.0);
color3 specular = color3(1.0, 1.0, 1.0);
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or, assuming the surface is opaque,

color4 ambient = color4(0.2, 0.2, 0.2, 1.0);
color4 diffuse = color4(1.0, 0.8, 0.0, 1.0);
color4 specular = color4(1.0, 1.0, 1.0, 1.0);

Here we have de“ned a small amount of white ambient re”ectivity, yellow diffuse
properties, and white specular re”ections. Note that often the diffuse and specular
re”ectivity are the same. For the specular component, we also need to specify its
shininess:

float shininess;

If we have different re”ectivity properties for the front and back faces, we can also
specify three additional parameters,

color4 back_ambient, back_diffuse, back_specular;

that can be used to render the back faces.
We also want to allow for scenes in which a light source is within the view volume

and thus might be visible. For example, for an outdoor night scene, we might see the
moon in an image. We could model the moon with a simple polygonal approximation
to a circle. However, when we render the moon, its color should be constant and
not be affected by other light sources. We can create such effects by including an
emissive component that models self-luminous sources. This term is unaffected by
any of the light sources, and it does not affect any other surfaces. It adds a “xed color
to the surfaces and is speci“ed in a manner similar to other material properties. For
example,

color4 emission = color4(0.0, 0.3, 0.3, 1.0);

spec“es a small amount of blue-green (cyan) emission.
From an application programmer•s perspective, we would like to have material

properties that we can specify with a single function call. We can achieve this goal by
de“ning material objects in the application usingstruct s orclass es. For example,
consider thetypedef

typedef struct materialStruct {
color4 ambient;
color4 diffuse;
color4 specular;
color4 emission;
float shininess;

} materialStruct;

We can now de“ne materials by code such as
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materialStruct brassMaterials =
{

{0.33, 0.22, 0.03, 1.0},
{0.78, 0.57, 0.11, 1.0},
{0.99, 0.91, 0.81, 1.0},
{0.0, 0.0, 0.0, 1.0},
27.8

};

and access this code through a pointer,

currentMaterial = &brassMaterials;

5.8 IMPLEMENTING A LIGHTING MODEL

Thus far, we have only looked at parameters that we might use in a light model. We
have yet to build a particular model. Nor have we worried about where to apply
a lighting model. We focus on a simple version of the Blinn-Phong model using a
single point source. Because light from multiple sources is additive, we can repeat the
calculation for each source and add up the individual contributions. We have three
choices as to where we do the calculation: in the application, in the vertex shader,
or in the fragment shader. Although the basic model can be the same for each, there
will major differences both in ef“ciency and appearance, depending on where the
calculation is done.

5.8.1 Applying the Lighting Model in the Application
We have used two methods to assign colors to “lled triangles. In the “rst, we sent
a single color for each polygon to the shaders as a uniform variable and used this
color for each fragment. In the second, we assigned a color to each vertex as a vertex
attribute. The rasterizer then interpolated these vertex colors across the polygon.
Both these approaches can be applied to lighting. In constant or ”at shading, we
apply a lighting model once for each polygon and use the computed color for the
entire polygon. In the interpolative shading, we apply the model at each vertex to
compute a vertex color attribute. The vertex shader can then output these colors and
the rasterizer will interpolate them to determine a color for each fragment.

Let•s do a simple example with ambient, diffuse, and specular lighting. Assume
that the following parameters have been speci“ed for a single point light source:

color4 light_ambient, light_diffuse, light_specular;
point4 light_position;

Also assume that there is a single material whose parameters are

color4 reflect_ambient, reflect_diffuse, reflect_specular;



5.8 Implementing a Lighting Model 287

The color we need to compute is the sum of the ambient, diffuse, and specular
contributions:

color4 color_out, ambient, diffuse, specular;

color_out = ambient + diffuse + specular;

Each component of the ambient term is the product of the corresponding terms from
the ambient light source and the material re”ectivity. We can use the function

vec4 product(vec4 a, vec4 b)
{

return vec4(a[0]*b[0], a[1]*b[1], a[2]*b[2], a[3]*b[3]);
}

Hence,

ambient = product(light_ambient, reflect_ambient);

We need the normal to compute the diffuse term. Because we are working with
triangles, we have the three vertices and these vertices determine a unique plane and
its normal. Suppose that we have three verticesv0, v1, andv2. The cross product
of v1-v0 andv2-v1 is perpendicular to the plane determined by the three vertices.
Thus, we get the desired unit normal as follows:

vec4 v0, v1, v2;

vec4 n = normalize(cross(v1-v0, v2-v1));

Note that the direction of the normal depends on the order of the vertices and
assumes we are using the right-hand rule to determine an outward face.

Next, we need to take the dot product of the unit normal with the vector in the
direction of the light source. There are four cases we must consider:

1. Constant shading with a distant source

2. Interpolative shading with a distant source

3. Constant shading with a “nite source

4. Interpolative shading with a “nite source

For constant shading, we only need to compute a single diffuse color for each
triangle. For a distant source, we have the direction of the source that is the same
for all points on the triangle. Hence, we can simply take the dot product of the unit
normal with a normalized source direction. The diffuse contribution is then

color4 diffuse = product(light_diffuse, reflect_ambient)*dot(n, normalize(light_position));
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There is one additional step we should take. The diffuse term only makes sense if the
dot product is nonnegative, so we must modify the calculation to

color4 diffuse;

floa t d = dot(n, normalize(light_position));
if (d>0) diffuse = product(light_diffuse, reflect_ambient)*d;
else diffuse = vec4(0.0, 0.0, 0.0, 1.0);

For a distant light source, the diffuse contribution at each vertex is identical,
so we need do only one diffuse calculation per polygon, and thus interpolative and
constant diffuse shading are the same.

For a “nite or near source, we have two choices: We either compute a single
diffuse contribution for the entire polygon and use constant shading, or we compute
the diffuse term at each vertex and use interpolative shading. Because we are working
with triangles, the normal is the same at each vertex, but with a near source the vector
from any point on the polygon to the light source will be different. If we use a single
color, we can use the point at the center of the triangle to compute the direction:

point4 v = (1.0/3.0)* (v0 + v1 + v2);
vector4 light_vector = light_position - v;
floa t d = dot(n, normalize(light_vector));
if (d>0) diffuse = product(light_diffuse, reflect_ambient)*d;

else diffuse = vec4(0.0, 0.0, 0.0, 1.0);

The calculation for the specular term appears to be similar to the calculation for
the diffuse, but there is one tricky issue. We need to compute the halfway vector. For
a distance source, the light position becomes a direction, so

vec4 half = normalize(light_position + view_direction);

The view direction is a vector from a point on the surface to the eye. The default is
that the camera is at the origin in object space, so for a vertexv, the vector is

vec4 origin = vec4(0.0, 0.0, 0.0, 1.0);
vec4 view_directio n = v - origin;

Thus, even though each triangle has a single normal, there is a different halfway
vector for each vertex, and consequently the specular term will vary across the surface
as the rasterizer interpolates the vertex shades. The specular term for vertexv can be
computed as

color4 specular;

floa t s = dot(half, n);
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FIGURE 5.35 Shading of con-
vex objects.

FIGURE 5.36 Visible back
surfaces.

if (s>0.0) specular =
pow(s, material_shininess)*product(light_specular, material_specular);

else specular = vec4(0.0, 0.0, 0.0, 1.0);

where the expressionexp(material_shininess*log(s)) evaluatess to the
powermaterial_shininess .

5.8.2 Efficiency
For a static scene, the lighting computation is done once so we can send the vertex
positions and vertex colors to the GPU once. Consider what happens if we add
lighting to our rotating-cube program. Each time the cube rotates about a coordinate
axis, the normal to four of the faces changes as does the position of each of the six
vertices. Hence, we must recompute the diffuse and specular components at each of
the vertices. If we do all the calculations in the CPU, both the vertex positions and
colors must then be sent to the GPU. For large data sets, this process is extremely
inef“cient. Not only are we doing a lot of computation on the CPU, but we are
also causing a potential bottleneck by sending so much vertex data to the GPU.
Consequently, we will almost always want to do lighting calculation in the shaders.

Before examining shaders for lighting, there are a few other ef“ciency measures
we can employ, either in the application or in a shader. We can obtain many ef“cien-
cies if we assume that either or both of the viewer and the light source are far from the
polygon we are rendering. Hence, even if the source is a point source with a “nite lo-
cation, it might be far enough away that the distances from the vertices to the source
are all about the same. In this case, the diffuse term at each vertex would be identical
and we would need do only one calculation per polygon. Note that a de“nition of far
and near in this context depends both on the distance to the light source and the size
of the polygon. A small polygon will not show much variation in the diffuse compo-
nent even if the source is fairly close to the polygon. The same argument holds for the
specular term when we consider the distance between vertices and the viewer. We can
add parameters that allow the application to specify if it wants to use these simpli“ed
calculations.

In Chapter 3, we saw that a surface has both a front face and a back face. For
polygons, we determine front and back by the order in which the vertices are spec-
i“ed, using the right-hand rule. For most objects, we see only the front faces, so we
are not concerned with how OpenGL shades the back-facing surfaces. For example,
for convex objects, such as a sphere or a parallelepiped (Figure 5.35), the viewer can
never see a back face, regardless of where she is positioned. However, if we remove a
side from a cube or slice the sphere, as shown in Figure 5.36, a properly placed viewer
may see a back face; thus, we must shade both the front and back faces correctly. In
many situations, we can ignore all back faces by either culling them out in the appli-
cation or by not rendering any face whose normal does not point toward the viewer.
If we render back faces, they may have different material properties than the front
faces, so we must specify a set of back face properties.
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Light sources are special types of geometric objects and have geometric at-
tributes, such as position, just like polygons and points. Hence, light sources can
be affected by transformations. We can specify them at the desired position or specify
them in a convenient position and move them to the desired position by the model-
view transformation. The basic rule governing object placement is that vertices are
converted to eye coordinates by the model-view transformation in effect at the time
the vertices are de“ned. Thus, by careful placement of the light-source speci“cations
relative to the de“nition of other geometric objects, we can create light sources that
remain stationary while the objects move, light sources that move while objects re-
main stationary, and light sources that move with the objects.

We also have choices as to which coordinate system to use for lighting computa-
tions. For now, we will do our lighting calculations in object coordinates. Depending
on whether or not the light source or objects are moving, it may be more ef“cient to
use eye coordinates. Later when we add texture mapping to our skills, we will intro-
duce lighting methods that will use local coordinate systems.

5.8.3 Lighting in the Vertex Shader
When we presented transformations, we saw that a transformation such as the
model-view transformation could be carried out either in the application or the
vertex shader, but for most applications it was far more ef“cient to implement
the transformation in the shader. The same is true for lighting. To implement lighting
in the vertex shader, we must carry out three steps.

First, we must choose a lighting model. Do we use the Blinn-Phong or some
other model? Do we include distance attenuation? Do we want two-sided lighting?
Once we make these decisions, we can write a vertex shader to implement the model.
Finally, we have to transfer the necessary data to the shader. Some data can be trans-
ferred using uniform variables, and other data can be transferred as vertex attributes.

Let•s go through the process for the model we just developed, the Blinn-Phong
model without distance attenuation with a single point light source. We can transfer
the ambient, diffuse, and specular components of the source plus its position as
uniform variables. We can do likewise for the material properties. Rather than writing
the application code “rst, because we know how to transfer information to a shader,
“rst we will write the vertex shader.

The vertex shader must output a vertex position in clip coordinates and a vertex
color to the rasterizer. If we send a model-view matrix and a projection matrix to the
shader, then the computation of the vertex position is identical to our examples from
Chapters 3 and 4. Hence, this part of the code will look something like

in vec4 vPosition;
uniform mat4 ModelView;
uniform mat4 Projection;
void main()
{

gl_Position = Projection*ModelView*vPosition;
}
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The output color is the sum of the ambient, diffuse, and specular contributions,

out vec4 color
vec4 ambient, diffuse, specular;

color = ambient + diffuse + specular;

so the part we must address is computation of these three terms.
Rather than sending all the re”ectivity and light colors separately to the shader,

we send only the product term for each contribution. Thus, in the ambient computa-
tion, we use the products of the red, green, and blue ambient light with the red, green,
and blue ambient re”ectivities. We can compute these products and send them to the
shader as the uniform vector

in vec4 AmbientProduct;

We can do the same for the diffuse and specular products:

uniform vec4 DiffuseProduct, SpecularProduct;

The ambient term is then simply

ambient = AmbientProduct;

The diffuse term requires a normal for each vertex. Because triangles are ”at, the
normal is the same for each vertex in a triangle so we can send the normal to the
shader as a uniform variable.3 We can use thenormalize function to get a unit-
length normal from thevec4 type we used in the application:

uniform vec4 Normal;

vec3 N = normalize(Normal.xyz);

The unit vector in the direction of the light source is given by

vec3 L = normalize(LightPosition - vPosition).xyz;

The diffuse term is then

diffuse = max(dot(L, N), 0.0)*DiffuseProduct;

The specular term is computed in a similar manner. Because the viewer is at the origin
in object coordinates, the normalized vector in the direction of the viewer is

3. In Section 5.9, we will consider methods that assign a different normal to each vertex of a polygon.
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vec3 E = -normalize(vPosition.xyz);

and the halfway vector is

vec3 H = normalize(L+E);

The specular term is then

specular = pow(max(dot(N, H), 0.0), Shininess)*SpecularProduct;

However, if the light source is behind the surface, there cannot be a specular term, so
we add a simple test:

specular = max(pow(max(dot(N, H), 0.0), Shininess)
*SpecularProduct, 0.0);

Here is the full shader:

in vec4 vPosition;
in vec4 Normal;
out vec4 color;
uniform vec4 AmbientProduct, DiffuseProduct, SpecularProduct;
uniform mat4 ModelView;
uniform mat4 Projection;
uniform vec4 LightPosition;
uniform float Shininess;

void main()
{

vec4 ambient, diffuse, specular;
gl_Position = Projection*ModelView*vPosition;
vec3 N = normalize(Normal.xyz);
vec3 L = normalize(LightPosition.xyz - (ModelView*vPosition).xyz);
vec3 E = -normalize((ModelView*vPosition).xyz);
vec3 H = normalize(L+E);
float Kd = max(dot(L, N), 0.0);
float Ks = pow(max(dot(N, H), 0.0), Shininess);
ambient = AmbientProduct;
diffuse = Kd*DiffuseProduct;
specular = max(pow(max(dot(N, H), 0.0), Shininess)

*SpecularProduct, 0.0);
color = vec4((ambient + diffuse + specular).xyz, 1.0);

}

Because the colors are set in the vertex shader, the simple fragment shader that we
have used previously,
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in vec4 color;
void main()
{

gl_FragColor = color;
}

will take the interpolated colors from the rasterizer and assign them to fragments.
Let•s return to the cube-shading example. The main change we have to make is to

set up uniform variables for the light and material parameters. Thus, for the ambient
component we might have an ambient light term and an ambient re”ectivity given as

color4 light_ambient = color4(0.2, 0.2, 0.2, 1.0);
color4 material_ambient = color4(1.0, 0.0, 1.0, 1.0);

We compute the ambient product

color4 ambient_product = product(light_ambient, material_ambient);

We get these values to the shader as follows:

GLuint ambient_product_loc;
ambient_product_loc = glGetUniformLocation(program, "AmbientProduct");
glUniform4fv(ambient_product_loc, 4, ambient_product);

We can do the same for the rest of the uniform variables in the vertex shader. Note
that the normal vector depends on more than one vertex and so cannot be computed
in the shader, because the shader has the position information only for the vertex that
initiated its execution.

There is an additional issue that has to do with the fact that the cube is rotating.
As the cube rotates, the positions of all the vertices and all the normals to the surface
change. When we “rst developed the program, we applied the rotation transforma-
tion in the application, and each time that the rotation matrix was updated we resent
the vertices to the GPU. Later, we argued that it was far more ef“cient to send the
rotation matrix to the shader and let the transformation be carried out in the GPU.
The same is true with this example. We can send a projection matrix and a model-
view matrix as uniform variables. This example has only one object, the cube, and
thus the rotation matrix and the model-view matrix are identical. If we want to apply
the rotation to the normal vector in the GPU, then we need to make the following
change to the shader:

vec4 NN = ModelView*Normal;
vec3 N = normalize(NN.xyz);

The complete program is in Appendix A.
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FIGURE 5.37 Shaded sphere
model.

However, if there are multiple objects in the scene or the viewing parameters
change, we have to be a little careful with this construct. Suppose that there is a sec-
ond, nonrotating cube in the scene and we also use nondefault viewing parameters.
Now we have two different model-view matrices, one for each cube. One is constant
and the other is changing as one of the cubes rotates. What is really changing is the
modeling part of the model-view matrix and not the viewing part that positions the
camera. We can handle this complication in a number of ways. We could compute
the two model-view matrices in the application and send them to the vertex shader
each time there is a rotation. We could also use separate modeling and viewing trans-
formations and send only the modeling matrix„the rotation matrix„to the shader
after initialization. We would then form the model-view matrix in the shader. We
could also just send the rotation angles to the shader and do all the work there. If the
light source is also changing its position, we have even more options.

5.9 SHADING OF THE SPHERE MODEL

The rotating cube is a simple example to demonstrate lighting, but because there are
only six faces and they meet at right angles, it is not a good example for testing the
smoothness of a lighting model. Consider instead the sphere model that we developed
in Section 5.6. Although the model comprises many small triangles, unlike the cube,
we do not want to see the edges. Rather, we want to shade the polygons so that we
cannot see the edges where triangles meet and the smoother the shading, the fewer
polygons we need to model the sphere.

To shade the sphere model, we can start with the same shaders we used for
the rotating cube. The differences are in the application program. We replace the
generation of the cube with the tetrahedron subdivision from Section 5.6, adding the
computation of the normals, which are sent to the vertex shader as attribute quali“ed
variables. The result is shown in Figure 5.37. Note that even as we increase the number
of subdivisions so that the interiors of the spheres appear smooth, we can still see
edges of polygons around the outside of the sphere image. This type of outline is
called asilhouette edge.

The differences in this example between constant shading and smooth shading
are minor. Because each triangle is ”at, the normal is the same at each vertex. If the
source is far from the object, the diffuse component will be constant for each triangle.
Likewise, if the camera is far from the viewer, the specular term will be constant for
each triangle. However, because two adjacent triangles will have different normals
and thus are shaded with different colors, we still can see the lack of smoothness even
if we create many triangles.

One way to get an idea of how smooth a display we can get with relatively few
triangles is to use the actual normals of the sphere for each vertex in the approxima-
tion. In Section 5.4, we found that for the sphere centered at the origin, the normal
at a pointp is simplyp. Hence, in thetriangle function, the position of a vertex
gives the normal:
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FIGURE 5.38 Shading of the
sphere with the true normals.

void triangle(point4 a, point4 b, point4 c)
{

normals[k] = a;
data[k]= a;
k++;
normals[k] = b;
data[k] = b;
k++;
normals[k] = c;
data[k] = c;
k++;

}

The results of this de“nition of the normals are shown in Figure 5.38 and Color
Plate 29.

Although using the true normals produces a rendering more realistic than ”at
shading, the example is not a general one, because we have used normals that are
known analytically. We also have not provided a true Gouraud-shaded image. Sup-
pose we want a Gouraud-shaded image of our approximate sphere. At each vertex, we
need to know the normals of all polygons incident at the vertex. Our code does not
have a data structure that contains the required information. Try Exercises 5.9 and
5.10, in which you construct such a structure. Note that six polygons meet at a vertex
created by subdivision, whereas only three polygons meet at the original vertices of
the tetrahedron.

5.10 PER-FRAGMENT LIGHTING

There is another option we can use to obtain a smoother shading. We can do the light-
ing calculation on a per-fragment basis rather than on a per-vertex basis. When we
did all our lighting calculations in the vertex shader, visually there was no advantage
over doing the same computation in the application and then sending the computed
vertex colors to the vertex shader, which would then pass them on to the rasterizer.
Thus, whether we did lighting in the vertex shader or in the application, the rasterizer
interpolated the same vertex colors to obtain fragment colors.

With a fragment shader, we can do an independent lighting calculation for each
fragment. The fragment shader needs to get the interpolated values of the normal
vector, light source position, and eye position from the rasterizer. The vertex shader
can compute these values and output them to the rasterizer. In addition, the vertex
shader must output the vertex position in clip coordinates. Here is the vertex shader:

in vec4 vPosition;
in vec4 Normal;

uniform mat4 ModelView;
uniform vec4 LightPosition;
uniform mat4 Projection;
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out vec3 N;
out vec3 L;
out vec3 E;

void main()
{

gl_Position = Projection*ModelView*vPosition;
N = Normal.xyz;
L = LightPosition.xyz - vPosition.xyz;
if (LightPosition.w == 0.0) L = LightPosition.xyz;
E = vPosition.xyz;

}

The fragment shader can now apply the Blinn-Phong lighting model to each fragment
using the light and material parameters passed in from the application as uniform
variables and the interpolated vectors from the rasterizer. The following shader cor-
responds to the vertex shader we used in the previous example:

uniform vec4 AmbientProduct, DiffuseProduct, SpecularProduct;
uniform mat4 ModelView;
uniform vec4 LightPosition;
uniform float Shininess;

in vec3 N;
in vec3 L;
in vec3 E;

void main()
{

vec3 NN = normalize(N);
vec3 EE = normalize(E);
vec3 LL = normalize(L);
vec4 ambient, diffuse, specular;
vec3 H = normalize(LL+EE);
float Kd = max(dot(LL, NN), 0.0);
Kd = dot(LL, NN);
float Ks = pow(max(dot(NN, H), 0.0), Shininess);
ambient = AmbientProduct;
diffuse = Kd*DiffuseProduct;
if (dot(LL, NN) < 0.0) specular = vec4(0.0, 0.0, 0.0, 1.0);
else specular = Ks*SpecularProduct;
gl_FragColor = vec4((ambient + diffuse + specular).xyz, 1.0);

}

Note that we normalize vectors in the fragment shader rather than in the vertex
shaders. If we were to normalize a variable such as the normals in the vertex shader, it
would not guarantee that the interpolated normals produced by the rasterizer would
have the unit magnitude needed for the lighting computation.
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5.10.1 Nonphotorealistic Shading
Programmable shaders make it possible to not only incorporate more realistic light-
ing models in real time but also to create interesting nonphotorealistic effects. Two
such examples are the use of only a few colors and emphasizing the edges in objects.
Both these effects are techniques that we might want to use to obtain a cartoonlike
effect in an image.

Suppose that we use only two colors in a vertex shader:

vec4 color1 = vec4(1.0, 1.0, 0.0, 1.0); // yellow
vec4 color2 = vec4(1.0, 0.0, 0.0, 1.0); // red

We could then switch between the colors based, for example, on the magnitude of the
diffuse color. Using the light and normal vectors, we could assign colors as

if (dot(lightv, norm) > 0.5) gl_FrontColor = color1;
else gl_FrontColor = color2;

Although we could have used two colors in simpler ways, by using the diffuse color to
determine a threshold, the color of the object changes with its shape and the position
of the light source.

We can also try to draw the silhouette edge of an object. One way to identify
such edges is to look at sign changes indot(lightv, norm) . This value should be
positive for any vertex facing the viewer and negative for a vertex pointed away from
the viewer. Thus, we can test for small values of this value and assign a color such as
black to the vertex:

vec4 color3 = vec4(0.0, 0.0, 0.0, 1.0); // black

if (abs(dot(viewv, norm) < 0.01)) glFrontColor = color3;

5.11 GLOBAL ILLUMINATION

There are limitations imposed by the local lighting model that we have used. Con-
sider, for example, an array of spheres illuminated by a distant source, as shown in
Figure 5.39(a). The spheres close to the source block some of the light from the source
from reaching the other spheres. However, if we use our local model, each sphere is
shaded independently; all appear the same to the viewer (Figure 5.39(b)). In addi-
tion, if these spheres are specular, some light is scattered among spheres. Thus, if the
spheres were very shiny, we should see the re”ection of multiple spheres in some of
the spheres and possibly even the multiple re”ections of some spheres in themselves.
Our lighting model cannot handle this situation. Nor can it produce shadows, except
by using the tricks for some special cases, as we saw in Chapter 4.

All of these phenomena„shadows, re”ections, blockage of light„are global
effects and require a global lighting model. Although such models exist and can be
quite elegant, in practice they are incompatible with the pipeline model. With the
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FIGURE 5.39 Array of shaded spheres. (a) Global lighting model.
(b) Local lighting model.

COP

FIGURE 5.40 Polygon blocked
from light source.

pipeline model, we must render each polygon independently of the other polygons,
and we want our image to be the same regardless of the order in which the application
produces the polygons. Although this restriction limits the lighting effects that we can
simulate, we can render scenes very rapidly.

There are alternative rendering strategies, including ray tracing and radiosity,
that can handle global effects. Each is best at different lighting conditions. Ray trac-
ing starts with the synthetic-camera model but determines for each projector that
strikes a polygon if that point is indeed illuminated by one or more sources before
computing the local shading at each point. Thus, in Figure 5.40, we see three poly-
gons and a light source. The projector shown intersects one of the polygons. A local
renderer might use the modi“ed Phong model to compute the shade at the point of
intersection. The ray tracer would “nd that the light source cannot strike the point of
intersection directly but that light from the source is re”ected from the third polygon
and this re”ected light illuminates the point of intersection. In Chapter 11, we shall
show how to “nd this information and make the required calculations.

A radiosity renderer is based upon energy considerations. From a physical point
of view, all the light energy in a scene is conserved. Consequently, there is an energy
balance that accounts for all the light that radiates from sources and is re”ected by
various surfaces in the scene. A radiosity calculation thus requires the solution of
a large set of equations involving all the surfaces. As we shall see in Chapter 11, a
ray tracer is best suited to a scene consisting of highly re”ective surfaces, whereas
a radiosity renderer is best suited for a scene in which all the surfaces are perfectly
diffuse.

Although a pipeline renderer cannot take into account many global phenomena
exactly, this observation does not mean we cannot produce realistic imagery with
OpenGL or another API that is based upon a pipeline architecture. What we can do
is use our knowledge of OpenGL and of the effects that global lighting produces to
approximate what a global renderer would do. For example, our use of projective
shadows in Chapter 4 shows that we can produce simple shadows. Many of the most
exciting advances in computer graphics over the past few years have been in the use of
pipeline renderers for global effects. We will study many such techniques in the next
few chapters, including mapping methods, multipass rendering, and transparency.
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SUMMARY AND NOTES

We have developed a lighting model that “ts well with our pipeline approach to
graphics. With it, we can create a variety of lighting effects, and we can employ
different types of light sources. Although we cannot create the global effects of a
ray tracer, a typical graphics workstation can render a polygonal scene using the
modi“ed Phong re”ection model and smooth shading in the same amount of time
as it can render a scene without shading. From the perspective of an application
program, adding shading requires setting parameters that describe the light sources
and materials and can be implemented with programmable shaders. In spite of the
limitations of the local lighting model that we have introduced, our simple renderer
performs remarkably well; it is the basis of the re”ection model supported by most
APIs.

Programmable shaders have changed the picture considerably. Not only can we
create new methods of shading each vertex, we can use fragment shaders to do the
lighting calculation for each fragment, thus avoiding the need to interpolate colors
across each polygon. Methods such as Phong shading that were not possible within
the standard pipeline can now be programmed by the user and will execute in about
the same amount of time as the modi“ed Phong shader. It is also possible to create a
myriad of new shading effects.

The recursive-subdivision technique that we used to generate an approximation
to a sphere is a powerful one that will reappear in various guises in Chapter 10, where
we use variants of this technique to render curves and surfaces. It will also arise when
we introduce modeling techniques that rely on the self-similarity of many natural
objects.

This chapter concludes our development of polygonal-based graphics. You
should now be able to generate scenes with lighting and shading. Techniques for
creating even more sophisticated images, such as texture mapping and compositing,
involve using the pixel-level capabilities of graphics systems„topics that we consider
in Chapter 7.

Now is a good time for you to write an application program. Experiment with
various lighting and shading parameters. Try to create light sources that move, either
independently or with the objects in the scene. You will probably face dif“culties
in producing shaded images that do not have small defects, such as cracks between
polygons through which light can enter. Many of these problems are artifacts of small
numerical errors in rendering calculations. There are many tricks of the trade for
mitigating the effects of these errors. Some you will discover on your own; others
are given in the Suggested Readings for this chapter.

We turn to rasterization issues in Chapter 6. Although we have seen some of
the ways in which the different modules in the rendering pipeline function, we have
not yet seen the details. As we develop these details, you will see how the pieces “t
together such that each successive step in the pipeline requires only a small increment
of work.
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SUGGESTED READINGS

The use of lighting and re”ection in computer graphics has followed two parallel
paths: the physical and the computational. From the physical perspective, Kajiya•s
rendering equation [Kaj86] describes the overall energy balance in an environment
and requires knowledge of the re”ectivity function for each surface. Re”ection mod-
els, such as the Torrance-Sparrow model [Tor67] and Cook-Torrance model [Coo82],
are based on modeling a surface with small planar facets. See Hall [Hal89] and Foley
[Fol90] for discussions of such models.

Phong [Pho75] is credited with putting together a computational model that in-
cluded ambient, diffuse, and specular terms. The use of the halfway vector was “rst
suggested by Blinn [Bli77]. The basic model of transmitted light was used by Whit-
ted [Whi80]. It was later modi“ed by Heckbert and Hanrahan [Hec84]. Gouraud
[Gou71] introduced interpolative shading.

The OpenGL Programming Guide[Shr10] contains many good hints on effec-
tive use of OpenGL•s rendering capabilities and discusses the “xed-function lighting
pipeline that uses functions that have been deprecated in shader-based OpenGL.

EXERCISES

5.1 Most graphics systems and APIs use the simple lighting and re”ection models
that we introduced for polygon rendering. Describe the ways in which each of
these models is incorrect. For each defect, give an example of a scene in which
you would notice the problem.

5.2 Often, when a large polygon that we expect to have relatively uniform shading
is shaded by OpenGL, it is rendered brightly in one area and more dimly in
others. Explain why the image is uneven. Describe how you can avoid this
problem.

5.3 In the development of the Phong re”ection model, why do we not consider
light sources being obscured from the surface by other surfaces in our re”ec-
tion model?

5.4 How should the distance between the viewer and the surface enter the render-
ing calculations?

5.5 We have postulated an RGB model for the material properties of surfaces. Give
an argument for using a subtractive color model instead.

5.6 Find four points equidistant from one another on a unit sphere. These points
determine a tetrahedron.Hint: You can arbitrarily let one of the points be at
(0, 1, 0) and let the other three be in the planey = Š d for some positive value
of d.

5.7 Show that ifv lies in the same plane asl, n, and r, then the halfway angle
satis“es

2
 = � .
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What relationship is there between the angles ifv is not coplanar with the other
vectors?

5.8 Consider all the combinations of near or far viewers, near or far light sources,
”at or curved surfaces, and diffuse and specular re”ections. For which cases
can you simplify the shading calculations? In which cases does the use of the
halfway vector help? Explain your answers.

5.9 Construct a data structure for representing the subdivided tetrahedron. Tra-
verse the data structure such that you can Gouraud-shade the approximation
to the sphere based on subdividing the tetrahedron.

5.10 Repeat Exercise 5.9 but start with an icosahedron instead of a tetrahedron.

5.11 Construct a data structure for representing meshes of quadrilaterals. Write a
program to shade the meshes represented by your data structure.

5.12 Write a program that does recursive subdivisions on quadrilaterals and quadri-
lateral meshes.

5.13 Consider two materials that meet along a planar boundary. Suppose that the
speed of light in the two materials arev1 and v2. Show that Snell•s law is a
statement that light travels from a point in one material to a point in the second
material in the minimum time.

5.14 Show that the halfway vectorh is at the angle at which a surface must be
oriented so that the maximum amount of re”ected light reaches the viewer.

5.15 Although we have yet to discuss frame-buffer operations, you can start con-
structing a ray tracer using a single routine of the formwrite_pixel(x, y,
color) that places the value ofcolor (either an RGB color or an intensity)
at the pixel located at(x, y) in the frame buffer. Write a pseudocode routine
ray that recursively traces a cast ray. You can assume that you have a function
available that will intersect a ray with an object. Consider how to limit how far
the original ray will be traced.

5.16 If you have a pixel-writing routine available on your system, write a ray tracer
that will ray-trace a scene composed of only spheres. Use the mathematical
equations for the spheres rather than a polygonal approximation.

5.17 Add light sources and shading to the maze program in Exercise 2.23.

5.18 Using the sphere-generation program in Appendix A as a starting point, con-
struct an interactive program that will allow you to position one or more light
sources and to alter material properties. Use your program to try to generate
images of surfaces that match familiar materials, such as various metals, plas-
tic, and carbon.

5.19 As geometric data pass through the viewing pipeline, a sequence of rotations,
translations, scalings, and a projection transformation is applied to the vectors
that determine the cosine terms in the Phong re”ection model. Which, if any,
of these operations preserve(s) the angles between the vectors? What are the
implications of your answer for implementation of shading?
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5.20 Estimate the amount of extra calculations required for Phong shading as com-
pared to Gouraud shading. Take into account the results of Exercise 5.19.

5.21 If the light position is altered by an af“ne transformation, such as a modeling
transformation, how must the normal vector be transformed so that the angle
between the normal and the light vector remains unchanged?

5.22 Redo the implementation of the Blinn-Phong shading model so the calcula-
tions are carried out in eye coordinates.

5.23 Generalize the shadow-generation algorithm (Section 4.10) to handle ”at sur-
faces at arbitrary orientations.

5.24 Convert the shadow-generation algorithm (Section 4.10) to an algorithm for
distant sources.Hint: The perspective projection should become a parallel
projection.

5.25 Compare the shadow-generation algorithm of Section 4.10 to the generation
of shadows by a global-rendering method. What types of shadows can be
generated by one method but not the other?

5.26 Consider a highly re”ective sphere centered at the origin with a unit radius. If a
viewer is located atp, describe the points she would see re”ected in the sphere
at a point on its surface.



CHAPTER6
FROM VERTICES TO
FRAGMENTS

We now turn to the next steps in the pipeline: clipping, rasterization, and
hidden-surface removal. Although we have yet to consider some major parts

of OpenGL that are available to the application programmer, including discrete
primitives, texture mapping, and curves and surfaces, there are several reasons for
considering these topics at this point. First, you may be wondering how your pro-
grams are processed by the system that you are using: how lines are drawn on the
screen, how polygons are “lled, and what happens to primitives that lie outside the
viewing volumes de“ned in your program. Second, our contention is that if we are
to use a graphics system ef“ciently, we need to have a deeper understanding of the
implementation process: which steps are easy, and which tax our hardware and soft-
ware. Third, our discussion of implementation will open the door to new capabilities
that are supported by the latest hardware.

Learning implementation involves studying algorithms. As when we study any
algorithm, we must be careful to consider such issues as theoretical versus practical
performance, hardware versus software implementations, and the speci“c character-
istics of an application. Although we can test whether an OpenGL implementation
works correctly in the sense that it produces the correct pixels on the screen, there
are many choices for the algorithms employed. We focus on the basic operations that
are both necessary to implement a standard API and required whether the rendering
is done by a pipeline architecture or by another method, such as ray tracing. Conse-
quently, we present a variety of the basic algorithms for each of the principal tasks in
an implementation.

In this chapter, we are concerned with the basic algorithms that are used to im-
plement the rendering pipeline employed by OpenGL. We shall focus on three issues:
clipping, rasterization, and hidden-surface removal. Clipping involves eliminating
objects that lie outside the viewing volume and thus cannot be visible in the image.
Rasterization produces fragments from the remaining objects. These fragments can
contribute to the “nal image. Hidden-surface removal determines which fragments
correspond to objects that are visible, namely, those that are in the view volume and
are not blocked from view by other objects closer to the camera.

303
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FIGURE 6.1 High-level view of the graphics process.

6.1 BASIC IMPLEMENTATION STRATEGIES

Let us begin with a high-level view of the implementation process. In computer
graphics, we start with an application program, and we end with an image. We
can again consider this process as a black box (Figure 6.1) whose inputs are the
vertices and states de“ned in the program„geometric objects, attributes, camera
speci“cations„and whose output is an array of colored pixels in the frame buffer.

Within the black box, we must do many tasks, including transformations, clip-
ping, shading, hidden-surface removal, and rasterization of the primitives that can
appear on the display. These tasks can be organized in a variety of ways, but regard-
less of the strategy that we adopt, we must always do two things: We must pass every
geometric object through the system, and we must assign a color to every pixel in the
color buffer that is displayed.

Suppose that we think of what goes into the black box in terms of a single
program that carries out the entire process. This program takes as input a set of
vertices specifying geometric objects and produces as output pixels in the frame
buffer. Because this program must assign a value to every pixel and must process
every geometric primitive (and every light source), we expect this program to contain
at least two loops that iterate over these basic variables.

If we wish to write such a program, then we must immediately address the
following question: Which variable controls the outer loop? The answer we choose
determines the ”ow of the entire implementation process. There are two fundamental
strategies, often called theimage-orientedand theobject-orientedapproaches.

In the object-oriented approach, the outer loop is over the objects. We can think
of the program as controlled by a loop of this form:

for (each_object) render(object);

A pipeline renderer “ts this description. Vertices are de“ned by the program and
”ow through a sequence of modules that transforms them, colors them, and deter-
mines whether they are visible. A polygon might ”ow through the steps illustrated in
Figure 6.2. Note that after a polygon passes through geometric processing, the ras-
terization of this polygon can potentially affect any pixels in the frame buffer. Most
implementations that follow this approach are based on construction of a rendering
pipeline containing hardware or software modules for each of the tasks. Data (ver-
tices) ”ow forward through the system.

In the past, the major limitations of the object-oriented approach were the large
amount of memory required and the high cost of processing each object indepen-
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FIGURE 6.2 Object-oriented approach.

dently. Any geometric primitive that emerges from the geometric processing can po-
tentially affect any set of pixels in the frame buffer; thus, the entire color buffer„and
various other buffers, such as the depth buffer used for hidden-surface removal„
must be of the size of the display and must be available at all times. Before memory
became both inexpensive and dense, this requirement was considered to be a serious
problem. Now various pipelined geometric processors are available that can process
tens of millions of polygons per second. In fact, precisely because we are doing the
same operations on every primitive, the hardware to build an object-based system is
fast and relatively inexpensive, with many of the functions implemented with special-
purpose chips.

Today, the main limitation of object-oriented implementations is that they can-
not handle most global calculations. Because each geometric primitive is processed
independently„and in an arbitrary order„complex shading effects that involve
multiple geometric objects, such as re”ections, cannot be handled except by approx-
imate methods. The major exception is hidden-surface removal, where thez buffer is
used to store global information.

Image-oriented approaches loop over pixels, or rows of pixels calledscanlines,
that constitute the frame buffer. In pseudocode, the outer loop of such a program is
of the following form:

for (each_pixel) assign_a_color(pixel);

For each pixel, we work backward, trying to determine which geometric prim-
itives can contribute to its color. The advantages of this approach are that we need
only limited display memory at any time and that we can hope to generate pixels
at the rate and in the order required to refresh the display. Because the results of
most calculations do not differ greatly from pixel to pixel (or scanline to scanline), we
can use this coherence in our algorithms by developing incremental forms for many
of the steps in the implementation. The main disadvantage of this approach is that,
unless we “rst build a data structure from the geometric data, we do not know which
primitives affect which pixels. Such a data structure can be complex and may imply
that all the geometric data must be available at all times during the rendering process.
For problems with very large databases, even having a good data representation may
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not avoid memory problems. However, because image-space approaches have access
to all objects for each pixel, they are well suited to handle global effects such as
shadows and re”ections. Ray tracing (Chapter 11) is an example of the image-based
approach.

We lean toward the object-based approach, although we look at examples of
algorithms suited for both approaches.

6.2 FOUR MAJOR TASKS

We start by reviewing the blocks in the pipeline, focusing on those blocks that we
have yet to discuss in detail. There are four major tasks that any graphics system
must perform to render a geometric entity, such as a three-dimensional polygon, as
that entity passes from de“nition in a user program to possible display on an output
device:

1. Modeling

2. Geometry processing

3. Rasterization

4. Fragment processing

Figure 6.3 shows how these tasks might be organized in a pipeline implementation.
Regardless of the approach, all four tasks must be carried out.

6.2.1 Modeling
The usual results of the modeling process are sets of vertices that specify a group of
geometric objects supported by the rest of the system. We have seen a few examples
that required some modeling by the user, such as the approximation of spheres in
Chapter 5. In Chapters 8 and 9, we explore other modeling techniques.

We can look at the modeler as a black box that produces geometric objects
and is usually a user program. Yet, there are other tasks that the modeler might
perform. Consider, for example, clipping: the process of eliminating parts of objects
that cannot appear on the display because they lie outside the viewing volume. A
user can generate geometric objects in her program, and she can hope that the rest
of the system can process these objects at the rate at which they are produced, or
the modeler can attempt to ease the burden on the rest of the system by minimizing
the number of objects that it passes on. The latter approach often means that the
modeler may do some of the same jobs as the rest of the system, albeit with different
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algorithms. In the case of clipping, the modeler, knowing more about the speci“cs
of the application, can often use a good heuristic to eliminate many, if not most,
primitives before they are sent on through the standard viewing process.

6.2.2 Geometry Processing
Geometry processing works with vertices. The goals of the geometry processor are to
determine which geometric objects can appear on the display and to assign shades
or colors to the vertices of these objects. Four processes are required: projection,
primitive assembly, clipping, and shading.

Usually, the “rst step in geometry processing is to change representations from
object coordinates to camera or eye coordinates using the model-view transforma-
tion. As we saw in Chapter 3, the conversion to camera coordinates is only the “rst
part of the viewing process. The second step is to transform vertices using the pro-
jection transformation to a normalized view volume in which objects that might be
visible are contained in a cube centered at the origin. Vertices are now represented in
clip coordinates. Not only does this normalization convert both parallel and ortho-
graphic projections to a simple orthographic projection in a simple volume but, in
addition, we simplify the clipping process, as we shall see in Section 6.7.

Geometric objects are transformed by a sequence of transformations that may
reshape and move them (modeling) or may change their representations (viewing).
Eventually, only those primitives that “t within a speci“ed volume, theview volume,
can appear on the display after rasterization. We cannot, however, simply allow all
objects to be rasterized, hoping that the hardware will take care of primitives that lie
wholly or partially outside the view volume. The implementation must carry out this
task before rasterization. One reason is that rasterizing objects that lie outside the
view volume is inef“cient because such objects cannot be visible. Another reason is
that when vertices reach the rasterizer, they can no longer be processed individually
and “rst must be assembled into primitives. Primitives that lie partially in the viewing
volume can generate new primitives with new vertices for which we must carry out
shading calculations. Before clipping can take place, vertices must be grouped into
objects, a process known asprimitive assembly.

Note that even though an object lies inside the view volume, it will not be vis-
ible if it is obscured by other objects. Algorithms forhidden-surface removal(or
visible-surface determination) are based on the three-dimensional spatial relation-
ships among objects. This step is normally carried out as part of fragment processing.

As we saw in Chapter 5, colors can be determined on either a per-vertex or
per-fragment basis. If they are assigned on a per-vertex basis, they can be sent from
the application as vertex attributes or computed in the vertex shader. If lighting is
enabled, vertex colors are computed using a lighting model that can be implemented
in the application or in the vertex shader.

After clipping takes place, the remaining vertices are still in four-dimensional
homogeneous coordinates. Perspective division converts them to three-dimensional
representation in normalized device coordinates.
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Collectively, these operations constitute what has been calledfront-end process-
ing. All involve three-dimensional calculations, and all require ”oating-point arith-
metic. All generate similar hardware and software requirements. All are carried out
on a vertex-by-vertex basis. We will discuss clipping, the only geometric step that we
have yet to discuss, in Section 6.3.

6.2.3 Rasterization
Even after geometric processing has taken place, we still need to retain depth infor-
mation for hidden-surface removal. However, only thex, y values of the vertices are
needed to determine which pixels in the frame buffer can be affected by the primitive.
For example, after perspective division, a line segment that was speci“ed originally
in three dimensions by two vertices becomes a line segment speci“ed by a pair of
three-dimensional vertices in normalized device coordinates. To generate a set of
fragments that give the locations of the pixels in the frame buffer corresponding to
these vertices, we only need theirx, y components or, equivalently, the results of
the orthogonal projection of these vertices. We determine these fragments through
a process calledrasterization or scan conversion. For line segments, rasterization
determines which fragments should be used to approximate a line segment between
the projected vertices. For polygons, rasterization determines which pixels lie inside
the two-dimensional polygon determined by the projected vertices.

The colors that we assign to these fragments can be determined by the vertex at-
tributes or obtained by interpolating the shades at the vertices that are computed, as
in Chapter 5. Objects more complex than line segments and polygons are usually ap-
proximated by multiple line segments and polygons, and thus most graphics systems
do not have special rasterization algorithms for them. We shall see exceptions to this
rule for some special curves and surfaces in Chapter 10.

The rasterizer starts with vertices in normalized device coordinates but outputs
fragments whose locations are in units of the display„window coordinates. As we
saw in Chapters 2 and 4, the projection of the clipping volume must appear in the
assigned viewport. In OpenGL, this “nal transformation is done after projection
and is two-dimensional. The preceding transformations have normalized the view
volume such that its sides are of length 2 and line up with the sides of the viewport
(Figure 6.4), so this transformation is simply

xv = xvmin +
x + 1.0

2.0
(xvmax Š xvmin),

yv = yvmin +
y + 1.0

2.0
(yvmax Š yvmin),

zv = zvmin +
z + 1.0

2.0
(zvmax Š zvmin).

Recall that for perspective viewing, thesez-values have been scaled nonlinearly
by perspective normalization. However, they retain their original depth order, so they
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FIGURE 6.4 Viewport transformation.

can be used for hidden-surface removal. We shall use the termscreen coordinatesto
refer to the two-dimensional system that is the same as window coordinates but lacks
the depth coordinate.

6.2.4 Fragment Processing
In the simplest situations, each fragment is assigned a color by the rasterizer and this
color is placed in the frame buffer at the locations corresponding to the fragment•s
location. However, there are many other possibilities.

The separate pixel pipeline (Chapter 7), supported by architectures such as
OpenGL, merges with the results of the geometric pipeline at the rasterization stage.
Consider what happens when a shaded and texture-mapped polygon is processed.
Vertex lighting is computed as part of the geometric processing. The texture values are
not needed until after rasterization when the renderer has generated fragments that
correspond to locations inside a polygon. At this point, interpolation of per-vertex
colors and texture coordinates takes place, and the texture parameters determine how
to combine texture colors and fragment colors to determine “nal colors in the color
buffer.

As we have noted, objects that are in the view volume will not be visible if they
are blocked by any opaque objects closer to the viewer. The required hidden-surface
removal process is typically carried out on a fragment-by-fragment basis.

Until now, we have assumed that all objects are opaque and thus an object located
behind another object is not visible. We can also assume that objects aretranslucent
and allow some light to pass through. In this case, fragment colors may have to
be blended with the colors of pixels already in the color buffer. We consider this
possibility in Chapter 7.

In most displays, the process of taking the image from the frame buffer and
displaying it on a monitor happens automatically and is not of concern to the appli-
cation program. However, there are numerous problems with the quality of display,
such as the jaggedness associated with images on raster displays. In Chapter 7, we in-
troduce algorithms for reducing this jaggedness, oraliasing, and we discuss problems
with color reproduction on displays.
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6.3 CLIPPING

We can now turn to clipping, the process of determining which primitives, or parts of
primitives, “t within the clipping or view volume de“ned by the application program.
Clipping is done before the perspective division that is necessary if thew component
of a clipped vertex is not equal to 1. The portions of all primitives that can possibly
be displayed„we have yet to apply hidden-surface removal„lie within the cube

w � x � Š w,

w � y � Š w,

w � z � Š w.

This coordinate system is callednormalized device coordinatesbecause it depends
on neither the original application units nor the particulars of the display device,
although the information to produce the correct image is retained in this coordinate
system. Note also that projection has been carried out only partially. We still must do
the perspective division and the “nal orthographic projection.

We shall concentrate on clipping of line segments and polygons because they
are the most common primitives to pass down the pipeline. Although the OpenGL
pipeline does clipping on three-dimensional objects, there are other systems in which
the objects are “rst projected into thex, y plane. Fortunately, many of the most
ef“cient algorithms are almost identical in two and three dimensions, and we will
focus on these algorithms.

6.4 LINE-SEGMENT CLIPPING

A clipper decides which primitives, or parts of primitives, can possibly appear on
the display and be passed on to the rasterizer. Primitives that “t within the speci“ed
view volume pass through the clipper, or areaccepted. Primitives that cannot appear
on the display are eliminated, orrejectedor culled. Primitives that are only partially
within the view volume must be clipped such that any part lying outside the volume
is removed.

Clipping can occur at one or more places in the viewing pipeline. The modeler
may clip to limit the primitives that the hardware must handle. The primitives may
be clipped after they have been projected from three- to two-dimensional objects.
In OpenGL, primitives are clipped against a three-dimensional view volume before
rasterization. We shall develop a sequence of clippers. For both pedagogic and his-
toric reasons, we start with two two-dimensional line-segment clippers. Both extend
directly to three dimensions and to clipping of polygons.

6.4.1 Cohen-Sutherland Clipping
The two-dimensional clipping problem for line segments is shown in Figure 6.5. We
can assume for now that this problem arises after three-dimensional line segments
have been projected onto the projection plane and that the window is part of the
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projection plane mapped to the viewport on the display. All values are speci“ed as
real numbers. We can see that the entire line segment AB appears on the display,
whereas none of CD appears. EF and GH have to be shortened before being displayed.
Although a line segment is completely determined by its endpoints, GH shows that
even if both endpoints lie outside the clipping window, part of the line segment may
still appear on the display.

We could compute the intersections of the lines (of which the segments are parts)
with the sides of the window and could thus determine the necessary information
for clipping. However, we want to avoid intersection calculations, if possible, because
each intersection requires a ”oating-point division. The Cohen-Sutherland algorithm
was the “rst to seek to replace most of the expensive ”oating-point multiplications
and divisions with a combination of ”oating-point subtractions and bit operations.

The algorithm starts by extending the sides of the window to in“nity, thus break-
ing up space into the nine regions shown in Figure 6.6. Each region can be assigned a
unique 4-bit binary number, oroutcode, b0b1b2b3, as follows. Suppose that(x, y) is
a point in the region; then

b0 =
�

1 if y > ymax,
0 otherwise.

Likewise,b1 is 1 ify < ymin, andb2 andb3 are determined by the relationship between
x and the left and right sides of the window. The resulting codes are indicated in
Figure 6.7. For each endpoint of a line segment, we “rst compute the endpoint•s
outcode, a step that can require eight ”oating-point subtractions per line segment.

Consider a line segment whose outcodes are given byo1 = outcode(x1, y1) and
o2 = outcode(x2, y2). We can now reason on the basis of these outcodes. There are
four cases:

1. (o1 = o2 = 0). Both endpoints are inside the clipping window, as is true for
segmentAB in Figure 6.7. The entire line segment is inside, and the segment
can be sent on to be rasterized.

2. (o1 	= 0, o2 = 0; or vice versa). One endpoint is inside the clipping window;
one is outside (see segmentCD in Figure 6.7). The line segment must be
shortened. The nonzero outcode indicates which edge or edges of the window
are crossed by the segment. One or two intersections must be computed. Note
that after one intersection is computed, we can compute the outcode of the
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FIGURE 6.7 Cases of outcodes in Cohen-Sutherland algorithm.

point of intersection to determine whether another intersection calculation is
required.

3. (o1 & o2 	= 0). By taking the bitwiseAND of the outcodes, we determine
whether or not the two endpoints lie on the same outside side of the window.
If so, the line segment can be discarded (see segmentEFin Figure 6.7).

4. (o1 & o2 = 0). Both endpoints are outside, but they are on the outside of
different edges of the window. As we can see from segmentsGH and IJ in
Figure 6.7, we cannot tell from just the outcodes whether the segment can be
discarded or must be shortened. The best we can do is to intersect with one
of the sides of the window and to check the outcode of the resulting point.

All our checking of outcodes requires only Boolean operations. We do intersection
calculations only when they are needed, as in the second case, or where the outcodes
did not contain enough information, as in the fourth case.

The Cohen-Sutherland algorithm works best when there are many line segments
but few are actually displayed. In this case, most of the line segments lie fully outside
one or two of the extended sides of the clipping rectangle and can thus be eliminated
on the basis of their outcodes. The other advantage is that this algorithm can be
extended to three dimensions. The main disadvantage of the algorithm is that it
must be used recursively. Consider line segmentGH in Figure 6.7. It must be clipped
against both the left and top sides of the clipping window. Generally, the simplest
way to do so is to use the initial outcodes to determine the “rst side of the clipping
window to clip against. After this “rst shortening of the original line segment, a new
outcode is computed for the new endpoint created by shortening, and the algorithm
is reexecuted.

We have not discussed how to compute any required intersections. The form this
calculation takes depends on how we choose to represent the line segment, although
only a single division should be required in any case. If we use the standard explicit
form of a line,

y = mx + h,

wherem is the slope of the line andh is the line•sy intercept, then we can compute
m and h from the endpoints. However, vertical lines cannot be represented in this
form„a critical weakness of the explicit form. If we were interested in only the



6.4 Line-Segment Clipping 313

Cohen-Sutherland algorithm, it would be fairly simple to program all cases directly
because the sides of the clipping rectangle are parallel to the axes. However, we are
interested in more than just clipping; consequently, other representations of the line
and line segment are of importance. In particular, parametric representations are
almost always used in computer graphics. We have already seen the parametric form
of the line in Chapter 4; the parametric representation of other types of curves is
considered in Chapter 10.

6.4.2 Liang-Barsky Clipping
If we use the parametric form for lines, we can approach the clipping of line segments
in a different„and ultimately more ef“cient„manner. Suppose that we have a line
segment de“ned by the two endpointsp1 = [x1, y1]

T andp2 = [x2, y2]
T. We can use

these endpoints to de“ne a unique line that we can express parametrically, either in
matrix form,

p(�) = (1Š �) p1 + � p2,

or as two scalar equations,

x(�) = (1Š �) x1 + � x2,

y(�) = (1Š �) y1 + � y2.

Note that this form is robust and needs no changes for horizontal or vertical lines.
As the parameter� varies from 0 to 1, we move along the segment fromp1 to p2.
Negative values of� yield points on the line on the other side ofp1 from p2. Similarly,
values of� > 1 give points on the line pastp2 going off to in“nity.

Consider a line segment and the line of which it is part, as shown in Figure 6.8(a).
As long as the line is not parallel to a side of the window (if it is, we can handle that
situation with ease), there are four points where the line intersects the extended sides
of the window. These points correspond to the four values of the parameter:� 1, � 2,
� 3, and� 4. One of these values corresponds to the line entering the window; another
corresponds to the line leaving the window. Leaving aside, for the moment, how we

4�

3� 2�

1�

4�
3�

2�

1�

(a) (b)

FIGURE 6.8 Two cases of a parametric line and a clipping window.
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FIGURE 6.9 Polygon clipping
in shadow generation.

compute these intersections, we can order them and determine which correspond to
intersections that we need for clipping. For the given example,

1> � 4 > � 3 > � 2 > � 1 > 0.

Hence, all four intersections are inside the original line segment, with the two in-
nermost (� 2 and � 3) determining the clipped line segment. We can distinguish this
case from the case in Figure 6.8(b), which also has the four intersections between the
endpoints of the line segment, by noting that the order for this case is

1> � 4 > � 2 > � 3 > � 1 > 0.

The line intersects both the top and the bottom of the window before it intersects
either the left or the right; thus, the entire line segment must be rejected. Other cases
of the ordering of the points of intersection can be argued in a similar way.

Ef“cient implementation of this strategy requires that we avoid computing inter-
sections until they are needed. Many lines can be rejected before all four intersections
are known. We also want to avoid ”oating-point divisions where possible. If we use
the parametric form to determine the intersection with the top of the window, we
“nd the intersection at the value

� =
ymax Š y1

y2 Š y1
.

Similar equations hold for the other three sides of the window. Rather than com-
puting these intersections, at the cost of a division for each, we instead write the
equation as

�( y2 Š y1) = �� y = ymax Š y1 = � ymax.

All the tests required by the algorithm can be restated in terms of� ymax, � y, and
similar terms can be computed for the other sides of the windows. Thus, all decisions
about clipping can be made without ”oating-point division. Only if an intersection is
needed (because a segment has to be shortened) is the division done. The ef“ciency of
this approach, compared to that of the Cohen-Sutherland algorithm, is that we avoid
multiple shortening of line segments and the related reexecutions of the clipping
algorithm. We forgo discussion of other ef“cient two-dimensional, line-clipping al-
gorithms because, unlike the Cohen-Sutherland and Liang-Barsky algorithms, these
algorithms do not extend to three dimensions.

6.5 POLYGON CLIPPING

Polygon clipping arises in a number of ways. Certainly, we want to be able to clip
polygons against rectangular windows for display. However, we may at times want
windows that are not rectangular. Other parts of an implementation, such as shadow
generation and hidden-surface removal, can require clipping of polygons against
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(a) (b)

FIGURE 6.10 Clipping of a
concave polygon. (a) Before
clipping. (b) After clipping.

FIGURE 6.11 Creation of a
single polygon.

other polygons. For example, Figure 6.9 shows the shadow of a polygon that we create
by clipping a polygon that is closer to the light source against polygons that are farther
away. Many antialiasing methods rely on our ability to clip polygons against other
polygons.

We can generate polygon-clipping algorithms directly from line-clipping algo-
rithms by clipping the edges of the polygon successively. However, we must be careful
to remember that a polygon is a two-dimensional object with an interior, and de-
pending on the form of the polygon, we can generate more than one polygonal object
by clipping. Consider the nonconvex (orconcave) polygon in Figure 6.10(a). If we
clip it against a rectangular window, we get the result shown in Figure 6.10(b). Most
viewers looking at this “gure would conclude that we have generated three polygons
by clipping. Unfortunately, implementing a clipper that can increase the number of
objects can be a problem. We could treat the result of the clipper as a single polygon,
as shown in Figure 6.11, with edges that overlap along the sides of the window, but
this choice might cause dif“culties in other parts of the implementation.

Convex polygons do not present such problems. Clipping a convex polygon
against a rectangular window can leave at most a single convex polygon (see Exer-
cise 6.3). A graphics system might then either forbid the use of concave polygons or
divide (tessellate) a given polygon into a set of convex polygons, as shown in Fig-
ure 6.12. (OpenGL 4.1 includes tessellation functions.)

For rectangular clipping regions, both the Cohen-Sutherland and the Liang-
Barsky algorithms can be applied to polygons on an edge-by-edge basis. There is
another approach, developed by Sutherland and Hodgeman, that “ts well with the
pipeline architectures that we have discussed.

A line-segment clipper can be envisioned as a black box whose input is the pair
of vertices from the segment to be tested and clipped and whose output either is a
pair of vertices corresponding to the clipped line segment or is nothing if the input
line segment lies outside the window (Figure 6.13).

Rather than considering the clipping window as four line segments, we can con-
sider it as the object created by the intersection of four in“nite lines that determine
the top, bottom, right, and left sides of the window. We can then subdivide our clip-
per into a pipeline of simpler clippers, each of which clips against a single line that is
the extension of an edge of the window. We can use the black-box view on each of the
individual clippers.

FIGURE 6.12 Tessellation of a concave polygon.
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FIGURE 6.13 Two views of clipping. (a) Clipping against a rectangle.
(b) Clipper as a black box.
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FIGURE 6.14 Clipping against top. (a) Graphically. (b) Black-box view.

y = ymax(x3, y3)

(x1, y1)

(x2, y2)

FIGURE 6.15 Intersection
with the top of the window.

Suppose that we consider clipping against only the top of the window. We can
think of this operation as a black box whose input and output are pairs of vertices,
with the value ofymax as a parameter known to the clipper (Figure 6.14). Using the
similar triangles in Figure 6.15, we see that if there is an intersection, it lies at

x3 = x1 + (ymax Š y1)
x2 Š x1

y2 Š y1
,

y3 = ymax.

Thus, the clipper returns one of three pairs:{(x1, y1), (x2, y2)}; {(x1, y1), (xi ,
ymax)}; or {(xi , ymax), (x2, y2)}. We can clip against the bottom, right, and left lines
independently, using the same equations, with the roles ofx andy exchanged as nec-
essary and the values for the sides of the window inserted. The four clippers can now
be arranged in the pipeline of Figure 6.16. If we build this con“guration in hardware,
we have a clipper that is working on four vertices concurrently. Figure 6.17 shows a
simple example of the effect of successive clippers on a polygon.
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FIGURE 6.16 Pipeline clipping. (a) Clipping problem. (b) Pipeline
clippers.
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FIGURE 6.17 Example of pipeline clipping.

6.6 CLIPPING OF OTHER PRIMITIVES

Our emphasis in Chapters 1 through 5 was on writing programs in which the objects
are built from line segments and triangles. We often render the curved objects that
we discuss in Chapter 10 by subdividing them into small, approximately ”at poly-
gons. In pipeline architectures, we usually “nd some variant of the clippers that we
have presented. Nevertheless, there are situations in which we want either to clip ob-
jects before they reach the hardware or to employ algorithms optimized for other
primitives.
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(a) (b)

FIGURE 6.18 Using bounding boxes. (a) Polygon and clipping window.
(b) Polygon, bounding box, and clipping window.

FIGURE 6.19 Clipping with
bounding boxes.

6.6.1 Bounding Boxes and Volumes
Suppose that we have a many-sided polygon, as shown in Figure 6.18(a). We could
apply one of our clipping algorithms, which would clip the polygon by individually
clipping all that polygon•s edges. However, we can see that the entire polygon lies
outside the clipping window. We can exploit this observation through the use of
the axis-aligned bounding box or the extent of the polygon (Figure 6.18(b)): the
smallest rectangle, aligned with the window, that contains the polygon. Calculating
the bounding box requires merely going through the vertices of the polygon to “nd
the minimum and maximum of both thex andy values.

Once we have the bounding box, we can often avoid detailed clipping. Consider
the three cases in Figure 6.19. For the polygon above the window, no clipping is
necessary, because the minimumy for the bounding box is above the top of the
window. For the polygon inside the window, we can determine that it is inside by
comparing the bounding box with the window. Only when we discover that the
bounding box straddles the window do we have to carry out detailed clipping, using
all the edges of the polygon. The use of extents is such a powerful technique„in both
two and three dimensions„that modeling systems often compute a bounding box
for each object automatically and store the bounding box with the object.

Axis-aligned bounding boxes work in both two and three dimensions. In three
dimensions, they can be used in the application to perform clipping to reduce the
burden on the pipeline. Other volumes, such as spheres, can also work well. One
of the other applications of bounding volumes is in collision detection (Chapter 9).
One of the fundamental operations in animating computer games is to determine if
two moving entities have collided. For example, consider two animated characters
moving in a sequence of images. We need to know when they collide so that we can
alter their paths. This problem has many similarities to the clipping problem because
we want to determine when the volume of one intersects the volume of the other. The
complexity of the objects and the need to do these calculations very quickly make this
problem dif“cult. A common approach is to place each object in a bounding volume,
either an axis-aligned bounding box or a sphere, and to determine if the volumes
intersect. If they do, then detailed calculations can be done.
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(a) (b)

FIGURE 6.20 Curve clipping.

6.6.2 Curves, Surfaces, and Text
The variety of curves and surfaces that we can de“ne mathematically makes it dif“cult
to “nd general algorithms for processing these objects. The potential dif“culties can
be seen from the two-dimensional curves in Figure 6.20. For a simple curve, such
as a quadric, we can compute intersections, although at a cost higher than that
for lines. For more complex curves, such as the spiral, not only must intersection
calculations be computed with numerical techniques, but even determining how
many intersections we must compute may be dif“cult. We can avoid such problems
by approximating curves with line segments and surfaces with planar polygons. The
use of bounding boxes can also prove helpful, especially in cases such as quadratics,
where we can compute intersections exactly but would prefer to make sure that the
calculation is necessary before carrying it out.

The handling of text differs from API to API, with many APIs allowing the user to
specify how detailed a rendering of text is required. There are two extremes. On one
end, text is stored as bit patterns and is rendered directly by the hardware without
any geometric processing. Any required clipping is done in the frame buffer. At the
other extreme, text is de“ned like any other geometric object and is then processed
through the standard viewing pipeline. OpenGL allows both these cases by not having
a separate text primitive. The user can choose which mode she prefers by de“ning
either bitmapped characters, using pixel operations, or stroke characters, using the
standard primitives.

6.6.3 Clipping in the Frame Buffer
We might also consider delaying clipping until after objects have been projected and
converted into screen coordinates. Clipping can be done in the frame buffer through
a technique calledscissoring. However, it is usually better to clip geometric entities
before the vertices reach the frame buffer; thus, clipping within the frame buffer
generally is required only for raster objects, such as blocks of pixels.

6.7 CLIPPING IN THREE DIMENSIONS

In three dimensions, we clip against a bounded volume rather than against a bounded
region in the plane. The simplest extension of two-dimensional clipping to three
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FIGURE 6.21 Three-dimensional clipping against a right parallelepiped.

dimensions is for the right parallelepiped clipping region (Figure 6.21):

xmin � x � xmax,

ymin � y � ymax,

zmin � z � zmax

or in clip space

Šw � x � w,

Šw � y � w,

Šw � z � w.

Our three clipping algorithms (Cohen-Sutherland, Liang-Barsky, and
Sutherland-Hodgeman) and the use of extents can be extended to three dimensions.
For the Cohen…Sutherland algorithm, we replace the 4-bit outcode with a 6-bit out-
code. The additional 2 bits are set if the point lies either in front of or behind the
clipping volume (Figure 6.22). The testing strategy is virtually identical for the two-
and three-dimensional cases.

For the Liang-Barsky algorithm, we add the equation

z(�) = (1Š �) z1 + � z2

to obtain a three-dimensional parametric representation of the line segment. We have
to consider six intersections with the surfaces that form the clipping volume, but we
can use the same logic as we did in the two-dimensional case. Pipeline clippers add
two modules to clip against the front and back of the clipping volume.

The major difference between two- and three-dimensional clippers is that in
three dimensions we are clipping either lines against planes or polygons against
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FIGURE 6.22 Cohen-Sutherland regions in three dimensions.
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section.

planes instead of clipping lines against lines as we do in two dimensions. Conse-
quently, our intersection calculations must be changed. A typical intersection calcu-
lation can be posed in terms of a parametric line in three dimensions intersecting a
plane (Figure 6.23). If we write the line and plane equations in matrix form (wheren
is the normal to the plane andp0 is a point on the plane), we must solve the equations

p(�) = (1Š �) p1 + � p2,

n . (p(�) Š p0) = 0

for the � corresponding to the point of intersection. This value is

� =
n . (p0 Š p1)

n . (p2 Š p1)
,

and computation of an intersection requires six multiplications and a division. How-
ever, if we look at the standard viewing volumes, we see that simpli“cations are
possible. For orthographic viewing (Figure 6.24), the view volume is a right paral-
lelepiped, and each intersection calculation reduces to a single division, as it did for
two-dimensional clipping.

When we consider an oblique view (Figure 6.25), we see that the clipping volume
no longer is a right parallelepiped. Although you might think that we have to compute
dot products to clip against the sides of the volume, here is where the normalization
process that we introduced in Chapter 4 pays dividends. We showed that an oblique
projection is equivalent to a shearing of the data followed by an orthographic projec-
tion. Although the shear transformation distorts objects, they are distorted such that
they project correctly by an orthographic projection. The shear also distorts the clip-
ping volume from a general parallelepiped to a right parallelepiped. Figure 6.26(a)
shows a top view of an oblique volume with a cube inside the volume. Figure 6.26(b)
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FIGURE 6.24 Clipping for orthographic viewing.
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FIGURE 6.25 Clipping for oblique viewing.
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FIGURE 6.26 Distortion of view volume by shear. (a) Top view before
shear. (b) Top view after shear.

shows the volume and object after they have been distorted by the shear. As far as pro-
jection is concerned, carrying out the oblique transformation directly or replacing it
by a shear transformation and an orthographic projection requires the same amount
of computation. When we add in clipping, it is clear that the second approach has
a de“nite advantage because we can clip against a right parallelepiped. This example
illustrates the importance of considering the incremental nature of the steps in an im-
plementation. Analysis of either projection or clipping in isolation fails to show the
importance of the normalization process.

For perspective projections, the argument for normalization is just as strong.
By carrying out the perspective-normalization transformation from Chapter 4, but
not the orthographic projection, we again create a rectangular clipping volume and
simplify all subsequent intersection calculations.
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6.8 RASTERIZATION

We are now ready to take the “nal step in the journey from the speci“cation of geo-
metric entities in an application program to the formation of fragments: rasterization
of primitives. In this chapter, we are concerned with only line segments and polygons,
both of which are de“ned by vertices. We can assume that we have clipped the prim-
itives such that each remaining primitive is inside the view volume.

Fragments are potential pixels. Each fragment has a color attribute and a location
in screen coordinates that corresponds to a location in the color buffer. Fragments
also carry depth information that can be used for hidden-surface removal. To clarify
the discussion, we will ignore hidden-surface removal until Section 6.11 and thus
we can work directly in screen coordinates. Because we are not considering hidden-
surface removal, translucent fragments, or antialiasing, we can develop rasterization
algorithms in terms of the pixels that they color.

We further assume that the color buffer is ann × m array of pixels, with(0, 0)
corresponding to the lower-left corner. Pixels can be set to a given color by a single
function inside the graphics implementation of the form

write_pixel(int ix, int iy, int value);

The argumentvalue can be either an index, in color-index mode, or a pointer to
an RGBA color. On the one hand, a color buffer is inherently discrete; it does not
make sense to talk about pixels located at places other than integer values ofix and
iy. On the other hand, screen coordinates, which range over the same values as doix
andiy, are real numbers. For example, we can compute a fragment location such as
(63.4, 157.9) in screen coordinates but must realize that the nearest pixel is centered
either at (63, 158) or at (63.5, 157.5), depending on whether pixels are considered to
be centered at whole or half integer values.

Pixels have attributes that are colors in the color buffer. Pixels can be displayed in
multiple shapes and sizes that depend on the characteristics of the display. We address
this matter in Section 6.13. For now, we can assume that a pixel is displayed as a
square, whose center is at the location associated with the pixel and whose side is
equal to the distance between pixels. In OpenGL, the centers of pixels are located
at values halfway between integers. There are some advantages to this choice (see
Exercise 6.19). We also assume that a concurrent process reads the contents of the
color buffer and creates the display at the required rate. This assumption, which holds
in many systems that have dual-ported memory, allows us to treat the rasterization
process independently of the display of the contents of the frame buffer.

The simplest scan-conversion algorithm for line segments has become known as
theDDA algorithm, after the digital differential analyzer, an early electromechanical
device for digital simulation of differential equations. Because a line satis“es the
differential equationdy/ dx = m, wherem is the slope, generating a line segment is
equivalent to solving a simple differential equation numerically.

Suppose that we have a line segment de“ned by the endpoints(x1, y1) and
(x2, y2). Because we are working in a color buffer, we assume that these values have
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FIGURE 6.27 Line segment in
window coordinates.

FIGURE 6.28 Pixels gener-
ated by DDA algorithm.

FIGURE 6.29 Pixels gener-
ated by high- and low-slope
lines.

FIGURE 6.30 Pixels gener-
ated by revised DDA algo-
rithm.

been rounded to have integer values, so the line segment starts and ends at a known
pixel.1 The slope is given by

m =
y2 Š y1

x2 Š x1
=

� y
� x

.

We assume that

0 � m � 1.

We can handle other values ofmusing symmetry. Our algorithm is based on writing a
pixel for each value ofix in write_pixel asx goes fromx1to x2. If we are on the line
segment, as shown in Figure 6.27, for any change inx equal to� x, the corresponding
changes iny must be

� y = m� x.

As we move fromx1 to x2, we increasex by 1 in each iteration; thus, we must increase
y by

� y = m.

Although eachx is an integer, eachy is not, becausem is a ”oating-point number
and we must round it to “nd the appropriate pixel, as shown in Figure 6.28. Our
algorithm, in pseudocode, is

for (ix=x1; ix <= x2; ix++)
{

y+=m;
write_pixel(x, round(y), line_color);

}

whereround is a function that rounds a real number to an integer. The reason that
we limited the maximum slope to 1 can be seen from Figure 6.29. Our algorithm
is of this form: For eachx, “nd the besty. For large slopes, the separation between
pixels that are colored can be large, generating an unacceptable approximation to the
line segment. If, however, for slopes greater than 1, we swap the roles ofx andy, the
algorithm becomes this: For eachy, “nd the bestx. For the same line segments, we
get the approximations in Figure 6.30. Note that the use of symmetry removes any
potential problems from either vertical or horizontal line segments. You may want to
derive the parts of the algorithm for negative slopes.

Because line segments are determined by vertices, we can use interpolation to
assign a different color to each pixel that we generate. We can also generate various

1. This assumption is not necessary to derive an algorithm. If we use a “xed-point representation
for the endpoints and do our calculations using “xed-point arithmetic, then we retain the compu-
tational advantages of the algorithm and produce a more accurate rasterization.
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dash and dot patterns by changing the color that we use as we generate pixels. Neither
of these effects has much to do with the basic rasterization algorithm, as the latter•s
job is to determine only which pixels to color rather than to determine the color that
is used.

6.9 BRESENHAM•S ALGORITHM

The DDA algorithm appears ef“cient. Certainly it can be coded easily, but it re-
quires a ”oating-point addition for each pixel generated. Bresenham derived a line-
rasterization algorithm that, remarkably, avoids all ”oating-point calculations and
has become the standard algorithm used in hardware and software rasterizers.

We assume, as we did with the DDA algorithm, that the line segment goes
between the integer points(x1, y1) and(x2, y2) and that the slope satis“es

0 � m � 1.

This slope condition is crucial for the algorithm, as we can see with the aid of Fig-
ure 6.31. Suppose that we are somewhere in the middle of the scan conversion of our
line segment and have just placed a pixel at(i + 1

2, j + 1
2). We know that the line of

which the segment is part can be represented as

y = mx + h.

At x = i + 1
2, this line must pass within one-half the length of the pixel at(i + 1

2,
j + 1

2);2 otherwise, the rounding operation would not have generated this pixel. If
we move ahead tox = i + 3

2, the slope condition indicates that we must set the color
of one of only two possible pixels: either the pixel at(i + 3

2, j + 1
2) or the pixel at

(i + 3
2, j + 3

2). Having reduced our choices to two pixels, we can pose the problem
anew in terms of thedecision variabled = a Š b, wherea and b are the distances
between the line and the upper and lower candidate pixels atx = i + 3

2, as shown
in Figure 6.32. Ifd is positive, the line passes closer to the lower pixel, so we choose
the pixel at(i + 3

2, j + 1
2); otherwise, we choose the pixel at(i + 3

2, j + 3
2). Although

we could computed by computingy = mx + b, we hesitate to do so becausem is a
”oating-point number.

We obtain the computational advantages of Bresenham•s algorithm through two
further steps. First, we replace ”oating-point operations with “xed-point operations.
Second, we apply the algorithm incrementally. We start by replacingd with the new
decision variable

d = (x2 Š x1)(a Š b) = � x(a Š b),

2. We are assuming that the pixels• centers are located halfway between integers.
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FIGURE 6.31 Conditions for Bresenham•s algorithm.

y = mx + h

b

a

i +  3
2

j � 1
2

j + 1
2

j + 3
2

i + 1
2

FIGURE 6.32 Decision variable for Bresenham•s algorithm.

a change that cannot affect which pixels are drawn, because it is only the sign of the
decision variable that matters. If we substitute fora andb, using the equation of the
line and noting that

m =
y2 Š y1

x2 Š x1
=

� y
� x

,

h = y2 Š mx2,

then we can see thatd is an integer. We have eliminated ”oating-point calculations,
but the direct computation ofd requires a fair amount of “xed-point arithmetic.

Let us take a slightly different approach. Suppose thatdk is the value ofd at
x = k + 1

2. We would like to computedk+ 1 incrementally fromdk. There are two
situations, depending on whether or not we incremented they location of the pixel
at the previous step; these situations are shown in Figure 6.33. By observing thata is
the distance between the location of the upper candidate location and the line, we see
that a increases bym only if x was increased by the previous decision; otherwise, it
decreases bym Š 1. Likewise,b either decreases byŠm or increases by 1Š m when
we incrementx. Multiplying by � x, we “nd that the possible changes ind are either
Š2� y or 2(� x Š � y). We can state this result in the form
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FIGURE 6.33 Incrementing of the values of a and b.

dk+ 1 = dk Š
�

2� y if dk > 0;
2(� y Š � x) otherwise.

The calculation of each successive pixel in the color buffer requires only an addition
and a sign test. This algorithm is so ef“cient that it has been incorporated as a single
instruction on graphics chips. See Exercise 6.14 for calculation of the initial valued0.

6.10 POLYGON RASTERIZATION

One of the major advantages that the “rst raster systems brought to users was the
ability to display “lled polygons. At that time, coloring each point in the interior
of a polygon with a different shade was not possible in real time, and the phrases
rasterizing polygonsandpolygon scan conversioncame to mean “lling a polygon with
a single color. Unlike rasterization of lines, where a single algorithm dominates, there
are many viable methods for rasterizing polygons. The choice depends heavily on the
implementation architecture. We concentrate on methods that “t with our pipeline
approach and can also support shading. In Sections 6.10.4 through 6.10.6, we survey
a number of other approaches.

6.10.1 Inside…Outside Testing
Flat simple polygons have well-de“ned interiors. If they are also convex, they are
guaranteed to be rendered correctly by OpenGL and by other graphics systems. More
general polygons arise in practice, however, and we can render them in multiple
ways. For non”at polygons,3 we can work with their projections (Section 6.10.2), or
we can use the “rst three vertices to determine a plane to use for the interior. For
”at nonsimple polygons, we must decide how to determine whether a given point is

3. Strictly speaking, there is no such thing as a non”at polygon because the interior is not de“ned
unless it is ”at. However, from a programming perspective, we cande“nea polygon by simply giving
a list of vertices, regardless of whether or not they lie in the same plane.
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FIGURE 6.34 Filling with the
odd…even test.

inside or outside of the polygon. Conceptually, the process of “lling the inside of a
polygon with a color or pattern is equivalent to deciding which points in the plane of
the polygon are interior (inside) points.

Thecrossingor odd…even testis the most widely used test for making inside…
outside decisions. Suppose thatp is a point inside a polygon. Any ray emanating from
p and going off to in“nity must cross an odd number of edges. Any ray emanating
from a point outside the polygon and entering the polygon crosses an even number
of edges before reaching in“nity. Hence, a point can be de“ned as being inside if after
drawing a line through it and following this line, starting on the outside, we cross an
odd number of edges before reaching it. For the star-shaped polygon in Figure 6.34,
we obtain the inside coloring shown. Odd…even testing is easy to implement and inte-
grates well with the standard rendering algorithms. Usually, we replace rays through
points with scanlines, and we count the crossing of polygon edges to determine inside
and outside.

However, we might want our “ll algorithm to color the star polygon as shown
in Figure 6.35 rather than as shown in Figure 6.34. Thewinding test allows us to
make that happen. This test considers the polygon as a knot being wrapped around
a point or a line. To implement the test, we consider traversing the edges of the
polygon from any starting vertex and going around the edge in a particular direction
(which direction does not matter) until we reach the starting point. We illustrate
the path by labeling the edges, as shown in Figure 6.35(b). Next we consider an
arbitrary point. Thewinding number for this point is the number of times it is
encircled by the edges of the polygon. We count clockwise encirclements as positive
and counterclockwise encirclements as negative (or vice versa). Thus, points outside
the star in Figure 6.35 are not encircled and have a winding number of 0, points that
were “lled in Figure 6.34 all have a winding number of 1, and points in the center that
were not “lled by the odd…even test have a winding number of 2. If we change our “ll
rule to be that a point is inside the polygon if its winding number is not zero, then we
“ll the inside of the polygon as shown in Figure 6.35(a).

Scanline Scanline p

(a) (b)

FIGURE 6.35 Fill using the winding number test.
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FIGURE 6.36 Removal of a
triangle from a polygon.
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FIGURE 6.37 Vertex inside
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FIGURE 6.38 Splitting into
two polygons.

6.10.2 OpenGL and Concave Polygons
Because OpenGL only renders triangles, which are always ”at and convex, we still
have the problem of what to do with more general polygons. One approach is to
work with the application to ensure that they only generate triangles. Another is
to provide software that can tessellate a given polygon into ”at convex polygons,
usually triangles. There are many ways to divide a given polygon into triangles. A
good tessellation should not produce triangles that are long and thin; it should, if
possible, produce sets of triangles that can use supported features, such as triangle
strips and triangle fans.

Let•s consider one approach to tessellating or triangularizing an arbitrary simple
polygon withn vertices. From the construction, it will be clear that we always obtain
a triangularization using exactlyn Š 2 triangles. We assume our polygon is speci“ed
by an ordered list of verticesv0, v1, . . . ,vnŠ1 . Thus, there is an edge fromv0 to v1,
from v1 to v2, and “nally fromvnŠ1 to v0. The “rst step is to “nd the left-most vertex,
vi, a calculation that requires a simple scan of thex components of the vertices. Let
viŠ1 andvi+ 1 be the two neighbors ofvi (where the indices are computed modulon).
These three vertices form the triangleviŠ1, vi, vi+ 1. If the situation is as in Figure 6.36,
then we can proceed recursively by removingvi from the original list and we will have
a triangle and a polygon withn Š 1 vertices.

However, because the polygon may not be convex, the line segment fromviŠ1
to vi+ 1 can cross other edges, as shown in Figure 6.37. We can test for this case by
checking if any of the other vertices lie to the left of the line segment and inside the
triangle determined byviŠ1, vi, vi+ 1. If we connectvi to the left-most of these vertices,
we split the original triangle into two polygons (as in Figure 6.38), each of which has
at least two vertices fewer than the original triangle. Using the leftmost vertex ensures
that the two polygons are simple. Hence, we can proceed recursively with these two
triangles, knowing that in the end we will have all triangles.

Note that the worst-case performance of this method occurs when there are no
vertices in the triangle formed byviŠ1, vi, vi+ 1. We requireO(n) tests to make sure that
this is the case and if it is we then remove only one vertex from the original polygon.
Consequently, the worst-case performance isO(n2). However, if we know in advance
that the polygon is convex, these tests are not needed and the method isO(n). The
best performance in general occurs when the splitting results in two polygons with
an equal number of vertices. If such a split occurs on each step, the method would be
O(n log n). The Suggested Readings at the end of the chapter include methods that
are guaranteed to beO(n logn), but they are more complex than the method outlined
here. In practice, we rarely work with polygons with so many vertices that we need
the more complex methods.

6.10.3 Fill and Sort
A different approach to rasterization of polygons starts with the idea of a polygon
processor: a black box whose inputs are the vertices for a set of two-dimensional
polygons and whose output is a frame buffer with the correct pixels set. Suppose
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FIGURE 6.39 Polygon dis-
played by edges.

(a)

(b)

FIGURE 6.40 Singularities.
(a) Zero or two edge crossings.
(b) One edge crossing.

that we consider “lling each polygon with a constant color„a choice we make only
to clarify the discussion. First, consider a single polygon. The basic rule for “lling a
polygon is as follows:If a point is inside the polygon, color it with the inside (“ll) color.
This conceptual algorithm indicates that polygon “ll is a sorting problem, where we
sort all the pixels in the frame buffer into those that are inside the polygon and those
that are not. From this perspective, we obtain different polygon-“ll algorithms using
different ways of sorting the points. We introduce three possibilities:

Flood “ll

Scanline “ll

Odd…even “ll

6.10.4 Flood Fill
We can display an un“lled polygon by rasterizing its edges into the frame buffer using
Bresenham•s algorithm. Suppose that we have only two colors: a background color
(white) and a foreground, or drawing, color (black). We can use the foreground color
to rasterize the edges, resulting in a frame buffer colored as shown in Figure 6.39
for a simple polygon. If we can “nd an initial point(x, y) inside the polygon„
a seed point„then we can look at its neighbors recursively, coloring them with
the foreground color if they are not edge points. The”ood-“ll algorithm can be
expressed in pseudocode, assuming that there is a functionread_pixel that returns
the color of a pixel:

flood_fill(int x, int y)
{

if (read_pixel(x,y) == WHITE)
{

write_pixel(x,y,BLACK);
flood_fill(x-1,y);
flood_fill(x+1,y);
flood_fill(x,y-1);
flood_fill(x,y+1);

}
}

We can obtain a number of variants of ”ood “ll by removing the recursion. One way
to do so is to work one scanline at a time.

6.10.5 Singularities
We can extend most polygon-“ll algorithms to other shapes if we use care (see Exer-
cise 6.17). Polygons have the distinct advantage that the locations of their edges are
known exactly. Even polygons can present problems, however, when vertices lie on
scanlines. Consider the two cases in Figure 6.40. If we are using an odd…even “ll def-
inition, we have to treat these two cases differently. For case (a), we can count the
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intersection of the scanline with the vertex as either zero or two edge crossings; for
case (b), the vertex…scanline intersection must be counted as one edge crossing.

We can “x our algorithm in one of two ways. We can check to see which of
the two situations we have and then count the edge crossings appropriately. Or we
can prevent the special case of a vertex lying on an edge„asingularity„from ever
arising. We rule it out by ensuring that no vertex has an integery value. If we “nd one
that does, we perturb its location slightly. Another method„one that is especially
valuable if we are working in the frame buffer„is to consider a virtual frame buffer
of twice the resolution of the real frame buffer. In the virtual frame buffer, pixels are
located only at even values ofy, and all vertices are located only at odd values ofy.
Placing pixel centers halfway between integers, as OpenGL does, is equivalent to using
this approach.

6.11 HIDDEN-SURFACE REMOVAL

Although every fragment generated by rasterization corresponds to a location in a
color buffer, we do not want to display the fragment by coloring the corresponding
pixel if the fragment is from an object behind another opaque object. Hidden-surface
removal (or visible-surface determination) is done to discover what part, if any, of
each object in the view volume is visible to the viewer or is obscured from the viewer
by other objects. We describe a number of techniques for a scene composed purely of
planar polygons. Because most renderers will have subdivided surfaces into polygons
at this point, this choice is appropriate. Line segments can be handled by slight
modi“cations (see Exercise 6.7).

6.11.1 Object-Space and Image-Space Approaches
The study of hidden-surface…removal algorithms clearly illustrates the variety of
available algorithms, the differences between working with objects and working with
images, and the importance of evaluating the incremental effects of successive algo-
rithms in the implementation process.

Consider a scene composed ofk three-dimensional opaque ”at polygons, each
of which we can consider to be an individual object. We can derive a genericobject-
spaceapproachby considering the objects pairwise, as seen from the center of projec-
tion. Consider two such polygons,A andB. There are four possibilities (Figure 6.41):

1. A completely obscuresB from the camera; we display onlyA.

2. B obscuresA; we display onlyB.

3. A andB both are completely visible; we display bothA andB.

4. A and B partially obscure each other; we must calculate the visible parts of
each polygon.

For complexity considerations, we can regard the determination of which case we
have and any required calculation of the visible part of a polygon as a single opera-
tion. We proceed iteratively. We pick one of thek polygons and compare it pairwise
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(a) (d)(b) (c)

FIGURE 6.41 Two polygons. (a) B partially obscures A. (b) A partially
obscures B. (c) Both A and B are visible. (d) B totally obscures A.

with the remainingk Š 1polygons. After this procedure, we know which part (if any)
of this polygon is visible, and we render the visible part. We are now done with this
polygon, so we repeat the process with any of the otherk Š 1 polygons. Each step in-
volves comparing one polygon, pairwise, with the other remaining polygons until we
have only two polygons remaining, and we compare these to each other. We can eas-
ily determine that the complexity of this calculation isO(k2). Thus, without deriving
any of the details of any particular object-space algorithm, we should suspect that the
object-space approach works best for scenes that contain relatively few polygons.

Theimage-spaceapproachfollows our viewing and ray-casting model, as shown
in Figure 6.42. Consider a ray that leaves the center of projection and passes through a
pixel. We can intersect this ray with each of the planes determined by ourk polygons,
determine for which planes the ray passes through a polygon, and “nally, for those
rays, “nd the intersection closest to the center of projection. We color this pixel with
the shade of the polygon at the point of intersection. Our fundamental operation is
the intersection of rays with polygons. For ann × m display, we have to carry out this
operationnmk times, givingO(k) complexity.4 Again, without looking at the details
of the operations, we were able to get an upper bound. In general, theO(k) bound
accounts for the dominance of image-space methods. TheO(k) bound is a worst-case
bound. In practice, image-space algorithms perform much better (see Exercise 6.9).
However, because image-space approaches work at the fragment or pixel level, their
accuracy is limited by the resolution of the frame buffer.

6.11.2 Sorting and Hidden-Surface Removal
TheO(k2) upper bound for object-oriented hidden-surface removal might remind
you of the poorer sorting algorithms, such as bubble sort. Any method that involves
brute-force comparison of objects by pairs hasO(k2) complexity. But there is a more
direct connection, which we exploited in the object-oriented sorting algorithms in
Section 6.8.5. If we could organize objects by their distances from the camera, we
should be able to come up with a direct method of rendering them.

But if we follow the analogy, we know that the complexity of good sorting al-
gorithms isO(k log k). We should expect the same to be true for object-oriented

4. We can use more than one ray for each pixel to increase the accuracy of the rendering.
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FIGURE 6.42 Image-space hidden-surface removal.
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FIGURE 6.45 Desired order
of vertices.

hidden-surface removal, and, in fact, such is the case. As with sorting, there are
multiple algorithms that meet these bounds. In addition, there are related problems
involving comparison of objects, such as collision detection, that start off looking as
if they areO(k2) when, in fact, they can be reduced toO(k log k).

6.11.3 Scanline Algorithms
The attraction of ascanline algorithmis that such a method has the potential to
generate pixels as they are displayed. Consider the polygon in Figure 6.43, with one
scanline shown. If we use our odd…even rule for de“ning the inside of the polygon,
we can see three groups of pixels, orspans, on this scanline that are inside the
polygon. Note that each span can be processed independently for lighting or depth
calculations, a strategy that has been employed in some hardware that has parallel
span processors. For our simple example of constant “ll, after we have identi“ed the
spans, we can color the interior pixels of each span with the “ll color.

The spans are determined by the set of intersections of polygons with scanlines.
The vertices contain all the information that we need to determine these intersec-
tions, but the method that we use to represent the polygon determines the order in
which these intersections are generated. For example, consider the polygon in Fig-
ure 6.43, which has been represented by an ordered list of vertices. The most obvious
way to generate scanline…edge intersections is to process edges de“ned by successive
vertices. Figure 6.44 shows these intersections, indexed in the order in which this
method would generate them. Note that this calculation can be done incrementally
(see Exercise 6.18). However, as far as “ll is concerned, this order is far from the one
we want. If we are to “ll one scanline at a time, we would like the intersections sorted,
“rst by scanlines and then by order ofx on each scanline, as shown in Figure 6.45.
A brute-force approach might be to sort all the intersections into the desired order.
However, a large or jagged polygon might intersect so many edges that then inter-
sections can be large enough that theO(n log n) complexity of the sort makes the
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FIGURE 6.47 Back-face test.

calculation too slow for real-time implementations; consider, for example, a polygon
that spans one-half of the scan lines.

A number of methods avoid the general search. One, originally known as the
y…x algorithm, creates a bucket for each scanline. As edges are processed, the in-
tersections with scanlines are placed in the proper buckets. Within each bucket, an
insertion sort orders thex values along each scanline. The data structure is shown in
Figure 6.46. Once again, we see that a properly chosen data structure can speed up
the algorithm. We can go even further by reconsidering how to represent polygons. If
we do so, we arrive at the scanline method that was introduced in Section 6.8.

6.11.4 Back-Face Removal
In Chapter 5, we noted that in OpenGL we can choose to render only front-facing
polygons. For situations where we cannot see back faces, such as scenes composed
of convex polyhedra, we can reduce the work required for hidden-surface removal
by eliminating all back-facing polygons before we apply any other hidden-surface…
removal algorithm. The test forculling a back-facing polygon can be derived from
Figure 6.47. We see the front of a polygon if the normal, which comes out of the front
face, is pointed toward the viewer. If� is the angle between the normal and the viewer,
then the polygon is facing forward if and only if

Š90� � � 90

or, equivalently,

cos� � 0.

The second condition is much easier to test because, instead of computing the cosine,
we can use the dot product:

n . v � 0.
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(xi, yi)
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FIGURE 6.48 Computing the area of a polygon.

We can simplify this test even further if we note that usually it is applied after transfor-
mation to normalized device coordinates. In this system, all views are orthographic,
with the direction of projection along thez-axis. Hence, in homogeneous coordi-
nates,

v =

�

�
�
�
�

0
0
1
0

�

�
�
�
�

.

Thus, if the polygon is on the surface

ax + by+ cz+ d = 0

in normalized device coordinates, we need only to check the sign ofc to determine
whether we have a front- or back-facing polygon. This test can be implemented easily
in either hardware or software; we must simply be careful to ensure that removing
back-facing polygons is correct for our application.

There is another interesting approach to determining back faces. The algorithm
is based on computing the area of the polygon in screen coordinates. Consider the
polygon in Figure 6.48 withn vertices. Its areaa is given by

a =
1
2

�

i

(yi+ 1 + yi)(xi+ 1 Š xi),

where the indices are taken modulon (see Exercise 6.28). A negative area indicates a
back-facing polygon.

6.11.5 The z-Buffer Algorithm
Thez-buffer algorithm is the most widely used hidden-surface…removal algorithm.
It has the advantages of being easy to implement, in either hardware or software, and
of being compatible with pipeline architectures, where it can execute at the speed at
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FIGURE 6.49 The z-buffer algorithm.

which fragments are passing through the pipeline. Although the algorithm works in
image space, it loops over the polygons rather than over pixels and can be regarded
as part of the scan-conversion process that we discussed in Section 6.10.

Suppose that we are in the process of rasterizing one of the two polygons shown
in Figure 6.49. We can compute a color for each point of intersection between a ray
from the center of projection and a pixel, using interpolated values of the vertex
shades computed as in Chapter 5. In addition, we must check whether this point is
visible. It will be visible if it is the closest point of intersection along the ray. Hence,
if we are rasterizingB, its shade will appear on the screen if the distancez2 is less
than the distancez1 to polygonA. Conversely, if we are rasterizingA, the pixel that
corresponds to the point of intersection will not appear on the display. Because we
are proceeding polygon by polygon, however, we do not have the information on
all other polygons as we rasterize any given polygon. However, if we keep depth
information with each fragment, then we can store and update depth information
for each location in the frame buffer as fragments are processed.

Suppose that we have a buffer, thez-buffer, with the same resolution as the
frame buffer and with depth consistent with the resolution that we wish to use for
distance. For example, if we have a 1024× 1280 display and we use standard integers
for the depth calculation, we can use a 1024× 1280z-buffer with 32-bit elements.
Initially, each element in the depth buffer is initialized to a depth corresponding to the
maximum distance away from the center of projection.5 The color buffer is initialized
to the background color. At any time during rasterization and fragment processing,

5. If we have already done perspective normalization, we should replace the center of projection with
the direction of projection because all rays are parallel. However, this change does not affect the
z-buffer algorithm, because we can measure distances from any arbitrary plane, such as the plane
z = 0, rather than from the COP.
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each location in thez-buffer contains the distance along the ray corresponding to the
location of the closest intersection point on any polygon found so far.

The calculation proceeds as follows. We rasterize, polygon by polygon, using one
of the methods from Section 6.10. For each fragment on the polygon correspond-
ing to the intersection of the polygon with a ray through a pixel, we compute the
depth from the center of projection. We compare this depth to the value in thez-
buffer corresponding to this fragment. If this depth is greater than the depth in the
z-buffer, then we have already processed a polygon with a corresponding fragment
closer to the viewer, and this fragment is not visible. If the depth is less than the
depth in thez-buffer,6 then we have found a fragment closer to the viewer. We up-
date the depth in thez-buffer and place the shade computed for this fragment at the
corresponding location in the color buffer. Note that for perspective views, the depth
we are using in thez-buffer algorithm is the distance that has been altered by the
normalization transformation that we discussed in Chapter 4. Although this trans-
formation is nonlinear, it preserves relative distances. However, this nonlinearity can
introduce numerical inaccuracies, especially when the distance to the near clipping
plane is small.

Unlike other aspects of rendering where the particular implementation algo-
rithms may be unknown to the user, for hidden-surface removal, OpenGL uses the
z-buffer algorithm. This exception arises because the application program must ini-
tialize thez-buffer explicitly every time a new image is to be generated.

The z-buffer algorithm works well with image-oriented approaches to imple-
mentation because the amount of incremental work is small. Suppose that we are
rasterizing a polygon, scanline by scanline„an option we examined in Section 6.9.
The polygon is part of a plane (Figure 6.50) that can be represented as

ax + by+ cz+ d = 0.

Suppose that(x1, y1, z1) and (x2, y2, z2) are two points on the polygon (and the
plane). If

� x = x2 Š x1,

� y = y2 Š y1,

� z = z2 Š z1,

then the equation for the plane can be written in differential form as

a� x + b� y + c� z = 0.

6. In OpenGL, we can use the functionglDepthFunc to decide what to do when the distances are
equal.
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(x2, y2, z2)

(x1, y1, z1)

ax + by + cz + d = 0

FIGURE 6.50 Incremental z-buffer algorithm.

This equation is in window coordinates, so each scanline corresponds to a line of
constanty and� y = 0 as we move across a scanline. On a scanline, we increasex in
unit steps, corresponding to moving one pixel in the frame buffer, and� x is constant.
Thus, as we move from point to point across a scanline,

� z = Š
a
c

� x.

This value is a constant that needs to be computed only once for each polygon.
Although the worst-case performance of an image-space algorithm is propor-

tional to the number of primitives, the performance of thez-buffer algorithm is
proportional to the number of fragments generated by rasterization, which depends
on the area of the rasterized polygons.

6.11.6 Scan Conversion with the z-Buffer
We have already presented most of the essentials of polygon rasterization. In Sec-
tion 6.10.1, we discussed the odd…even and winding tests for determining whether a
point is inside a polygon. In Chapter 5, we learned to shade polygons by interpolation.
Here we have only to put together the pieces and to consider ef“ciency.

Suppose that we follow the pipeline once more, concentrating on what happens
to a single polygon. The vertices and normals pass through the geometric transforma-
tions one at a time. The vertices must be assembled into a polygon before the clipping
stage. If our polygon is not clipped out, its vertices and normals can be passed on for
shading and hidden-surface removal. At this point, although projection normaliza-
tion has taken place, we still have depth information. If we wish to use an interpolative
shading method, we can compute the lighting at each vertex.

Three tasks remain: computation of the “nal orthographic projection, hidden-
surface removal, and shading. Careful use of thez-buffer algorithm can accomplish



6.11 Hidden-Surface Removal 339

xs

ys

x

y

z

(a) (b)

FIGURE 6.51 Dual representations of a polygon. (a) Normalized device
coordinates. (b) Screen coordinates.
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FIGURE 6.52 Dual representations of a scanline. (a) In normalized device
coordinates. (b) In screen coordinates.

all three tasks simultaneously. Consider the dual representations of a polygon illus-
trated in Figure 6.51. In (a) the polygon is represented in three-dimensional normal-
ized device coordinates; in (b) it is shown after projection in screen coordinates.

The strategy is to process each polygon, one scanline at a time. If we work again
in terms of these dual representations, we can see that a scanline, projected backward
from screen coordinates, corresponds to a line of constanty in normalized device
coordinates (Figure 6.52). Suppose that we simultaneously march across this scan-
line and its back projection. For the scanline in screen coordinates, we move one
pixel width with each step. We use the normalized-device-coordinate line to deter-
mine depths incrementally and to see whether or not the pixel in screen coordinates
corresponds to a visible point on the polygon. Having computed shading for the ver-
tices of the original polygon, we can use interpolation to obtain the correct color for
visible pixels. This process requires little extra effort over the individual steps that
we have already discussed. It is controlled, and thus limited, by the rate at which we
can send polygons through the pipeline. Modi“cations such as applying bit patterns,
called stipple patterns, or texture to polygons require only slight changes.
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(a) (b)

FIGURE 6.53 Painter•s algorithm. (a) Two polygons and a viewer are
shown. (b) Polygon A partially obscures B when viewed.

6.11.7 Depth Sort and the Painter•s Algorithm
Although image-space methods are dominant in hardware due to the ef“ciency and
ease of implementation of thez-buffer algorithm, often object-space methods are
used within the application to lower the polygon count.Depth sort is a direct imple-
mentation of the object-space approach to hidden-surface removal. We present the
algorithm for a scene composed of planar polygons; extensions to other classes of ob-
jects are possible. Depth sort is a variant of an even simpler algorithm known as the
painter•s algorithm.

Suppose that we have a collection of polygons that is sorted based on how far
from the viewer the polygons are. For the example in Figure 6.53(a), we have two
polygons. To a viewer, they appear as shown in Figure 6.53(b), with the polygon in
front partially obscuring the other. To render the scene correctly, we could “nd the
part of the rear polygon that is visible and render that part into the frame buffer„
a calculation that requires clipping one polygon against the other. Or we could use
an approach analogous to the way a painter might render the scene. She probably
would paint the rear polygon in its entirety and then the front polygon, painting over
that part of the rear polygon not visible to the viewer in the process. Both polygons
would be rendered completely, with the hidden-surface removal being done as a
consequence of theback-to-front rendering of the polygons.7 The two questions
related to this algorithm are how to do the sort and what to do if polygons overlap.
Depth sort addresses both, although in many applications more ef“ciencies can be
found (see, for example, Exercise 6.10).

Suppose we have already computed the extent of each polygon. The next step
of depth sort is to order all the polygons by how far away from the viewer their
maximumz-value is. This step gives the algorithm the namedepth sort. Suppose that
the order is as shown in Figure 6.54, which depicts thez-extents of the polygons after
the sort. If the minimum depth„the z-value„of a given polygon is greater than the
maximum depth of the polygon behind the one of interest, we can paint the polygons
back to front and we are done. For example, polygonA in Figure 6.54 is behind all

7. In ray tracing and scienti“c visualization, we often usefront-to-back renderingof polygons.
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FIGURE 6.54 The z-extents of sorted polygons.
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FIGURE 6.55 Test for overlap in x- and y-extents. (a) Nonoverlapping
x-extents. (b) Nonoverlapping y-extents.

FIGURE 6.56 Polygons with
overlapping extents.

the other polygons and can be painted “rst. However, the others cannot be painted
based solely on thez-extents.

If the z-extents of two polygons overlap, we still may be able to “nd an order
to paint (render) the polygons individually and yield the correct image. The depth-
sort algorithm runs a number of increasingly more dif“cult tests, attempting to “nd
such an ordering. Consider a pair of polygons whosez-extents overlap. The simplest
test is to check theirx- andy-extents (Figure 6.55). If either of thex- or y-extents do
not overlap,8 neither polygon can obscure the other and they can be painted in either
order. Even if these tests fail, it may still be possible to “nd an order in which we can
paint the polygons individually. Figure 6.56 shows such a case. All the vertices of one
polygon lie on the same side of the plane determined by the other. We can process
the vertices (see Exercise 6.12) of the two polygons to determine whether this case
exists.

8. Thex- andy-extent tests apply to only a parallel view. Here is another example of the advantage
of working in normalized device coordinatesafterperspective normalization.
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FIGURE 6.57 Cyclic overlap.

FIGURE 6.58 Piercing poly-
gons.

FIGURE 6.59 Ideal raster line.

Two troublesome situations remain. If three or more polygons overlap cyclically,
as shown in Figure 6.57, there is no correct order for painting. The best we can do
is to divide at least one of the polygons into two parts and attempt to “nd an order
to paint the new set of polygons. The second problematic case arises if a polygon can
pierce another polygon, as shown in Figure 6.58. If we want to continue with depth
sort, we must derive the details of the intersection„a calculation equivalent to clip-
ping one polygon against the other. If the intersecting polygons have many vertices,
we may want to try another algorithm that requires less computation. A performance
analysis of depth sort is dif“cult because the particulars of the application determine
how often the more dif“cult cases arise. For example, if we are working with poly-
gons that describe the surfaces of solid objects, then no two polygons can intersect.
Nevertheless, it should be clear that, because of the initial sort, the complexity must
be at leastO(k log k), wherek is the number of objects.

6.12 ANTIALIASING

Rasterized line segments and edges of polygons look jagged. Even on a display device
that has a resolution as high as 1024× 1280, we can notice these defects in the display.
This type of error arises whenever we attempt to go from the continuous representa-
tion of an object, which has in“nite resolution, to a sampled approximation, which
has limited resolution. The namealiasinghas been given to this effect because of the
tie with aliasing in digital signal processing.

Aliasing errors are caused by three related problems with the discrete nature
of the frame buffer. First, if we have ann × m frame buffer, the number of pixels
is “xed, and we can generate only certain patterns to approximate a line segment.
Many different continuous line segments may be approximated by the same pattern
of pixels. We can say that all these segments arealiasedas the same sequence of
pixels. Given the sequence of pixels, we cannot tell which line segment generated the
sequence. Second, pixel locations are “xed on a uniform grid; regardless of where we
would like to place pixels, we cannot place them at other than evenly spaced locations.
Third, pixels have a “xed size and shape.

At “rst glance, it might appear that there is little we can do about such prob-
lems. Algorithms such as Bresenham•s algorithm are optimal in that they choose the
closest set of pixels to approximate lines and polygons. However, if we have a display
that supports more than two colors, there are other possibilities. Although mathe-
matical lines are one-dimensional entities that have length but not width, rasterized
lines must have a width in order to be visible. Suppose that each pixel is displayed as
a square of width 1 unit and can occupy a box of 1-unit height and width on the dis-
play. Our basic frame buffer can work only in multiples of one pixel;9 we can think of
an idealized line segment in the frame buffer as being one pixel wide, as shown in Fig-
ure 6.59. Of course, we cannot draw this line, because it does not consist of our square

9. Some frame buffers permit operations in units of less than one pixel through multisampling
methods.
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(d)(c)(b)(a)

FIGURE 6.60 Aliased versus antialiased line segments. (a) Aliased line segment.
(b) Antialiased line segment. (c) Magnified aliased line segment.
(d) Magnified antialiased line segment.

FIGURE 6.61 Polygons that
share a pixel.

pixels. We can view Bresenham•s algorithm as a method for approximating the ideal
one-pixel-wide line with our real pixels. If we look at the ideal one-pixel-wide line, we
can see that it partially covers many pixel-sized boxes. It is our scan-conversion algo-
rithm that forces us, for lines of slope less than 1, to choose exactly one pixel value
for each value ofx. If, instead, we shade each box by the percentage of the ideal line
that crosses it, we get the smoother appearing image shown in Figure 6.60(b). This
technique is known asantialiasing by area averaging. The calculation is similar to
polygon clipping. There are other approaches to antialiasing, as well as antialiasing
algorithms that can be applied to other primitives, such as polygons. Color Plate 8
shows aliased and antialiased versions of a small area of the object in Color Plate 1.

A related problem arises because of the simple way that we are using thez-
buffer algorithm. As we have speci“ed that algorithm, the color of a given pixel
is determined by the shade of a single primitive. Consider the pixel shared by the
three polygons shown in Figure 6.61. If each polygon has a different color, the color
assigned to the pixel is the one associated with the polygon closest to the viewer. We
could obtain a much more accurate image if we could assign a color based on an
area-weighted average of the colors of the three triangles. Such algorithms can be
implemented with fragment shaders on hardware with ”oating point frame buffers.

We have discussed only one type of aliasing:spatial-domain aliasing. When we
generate sequences of images, such as for animations, we also must be concerned
with time-domainaliasing. Consider a small object moving in front of the projection
plane that has been ruled into pixel-sized units, as shown in Figure 6.62. If our
rendering process sends a ray through the center of each pixel and determines what
it hits, then sometimes we intersect the object and sometimes, if the projection of the
object is small, we miss the object. The viewer will have the unpleasant experience of
seeing the object ”ash on and off the display as the animation progresses. There are
several ways to deal with this problem. For example, we can use more than one ray
per pixel„a technique common in ray tracing. What is common to all antialiasing
techniques is that they require considerably more computation than does rendering
without antialiasing. In practice, for high-resolution images, antialiasing is done off-
line and only when a “nal image is needed.
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FIGURE 6.62 Time-domain aliasing.

6.13 DISPLAY CONSIDERATIONS

In most interactive applications, the application programmer need not worry about
how the contents of the frame buffer are displayed. From the application program-
mer•s perspective, as long as she uses double buffering, the process of writing into
the frame buffer is decoupled from the process of reading the frame buffer•s contents
for display. The hardware redisplays the present contents of the frame buffer at a rate
suf“cient to avoid ”icker„usually 60 to 85 Hz„and the application programmer
worries only about whether or not her program can execute and “ll the frame buffer
fast enough. As we saw in Chapter 2, the use of double buffering allows the display to
change smoothly, even if we cannot push our primitives through the system as fast as
we would like.

Numerous other problems affect the quality of the display and often cause users
to be unhappy with the output of their programs. For example, the displays of two
monitors may have the same nominal resolution but may display pixels of different
sizes (see Exercises 6.22 and 6.23).

Perhaps the greatest source of problems with displays concerns the basic phys-
ical properties of displays: the range of colors they can display and how they map
software-de“ned colors to the values of the primaries for the display. The color
gamuts of different displays can differ greatly. In addition, because the primaries
on different systems are different, even when two different monitors can produce the
same visible color, they may require different values of the primaries to be sent to
the displays from the graphics system. In addition, the mapping between brightness
values de“ned by the program and what is displayed is nonlinear.

OpenGL does not address these issues directly, because colors are speci“ed as
RGB values that are independent of any display properties. In addition, because RGB
primaries are limited to the range from 0.0 to 1.0, it is often dif“cult to account for the
full range of color and brightness detectable by the human visual system. However, if
we expand on our discussion of color and the human visual system from Chapter 2,
we can gain some additional control over color in OpenGL.
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FIGURE 6.63 Color cube.

6.13.1 Color Systems
Our basic assumption about color, supported by the three-color theory of human
vision, is that the three color values that we determine for each pixel correspond to
the tristimulus values that we introduced in Chapter 2. Thus, a given color is a point
in a color cube, as in Figure 6.63, and can be written symbolically as

C = T1R + T2G + T3B.

However, there are signi“cant differences across RGB systems. For example, suppose
that we have a yellow color that OpenGL has represented with the RGB triplet (0.8,
0.6, 0.0). If we use these values to drive both a CRT and a “lm-image recorder, we will
see different colors, even though in both cases the red is 80 percent of maximum, the
green is 60 percent of maximum, and there is no blue. The reason is that the “lm dyes
and the CRT phosphors have different color distributions. Consequently, the range of
displayable colors (or the colorgamut) is different for each.

The emphasis in the graphics community has been on device-independent
graphics; consequently, the real differences among display properties are not ad-
dressed by most APIs. Fortunately, the colorimetry literature contains the infor-
mation we need. The standards for many of the common color systems exist. For
example, CRTs are based on the National Television Systems Committee (NTSC)
RGB system. We can look at differences in color systems as being equivalent to differ-
ent coordinate systems for representing our tristimulus values. IfC1 = [R1, G1, B1]

T

and C2 = [R2, G2, B2]
T are the representations of the same color in two different

systems, then there is a 3× 3 color-conversion matrixM such that

C2 = MC1.

Whether we determine this matrix from the literature or by experimentation, it
allows us to produce similar displays on different output devices.
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There are numerous potential problems even with this approach. The color
gamuts of the two systems may not be the same. Hence, even after the conversion
of tristimulus values, a color may not be producible on one of the systems. Second,
the printing and graphic arts industries use a four-color subtractive system (CMYK)
that adds black (K) as a fourth primary. Conversion between RGB and CMYK often
requires a great deal of human expertise. Third, there are limitations to our linear
color theory. The distance between colors in the color cube is not a measure of how
far apart the colors are perceptually. For example, humans are particularly sensitive
to color shifts in blue. Color systems such as YUV and CIE Lab have been created to
address such issues.

Most RGB color systems are based on the primaries in real systems, such as CRT
phosphors and “lm dyes. None can produce all the colors that we can see. Most
color standards are based on a theoretical three-primary system called theXYZ color
system. Here, the Y primary is the luminance of the color. In the XYZ system, all
colors can be speci“ed with positive tristimulus values. We use 3× 3 matrices to
convert from an XYZ color representation to representations in the standard systems.
Color specialists often prefer to work withchromaticity coordinatesrather than
tristimulus values. The chromaticity of a color consists of the three fractions of the
color in the three primaries. Thus, if we have the tristimulus values,T1, T2, andT3,
for a particular RGB color, its chromaticity coordinates are

t1 =
T1

T1 + T2 + T3
,

t2 =
T2

T1 + T2 + T3
,

t3 =
T3

T1 + T2 + T3
.

Adding the three equations, we have

t1 + t2 + t3 = 1,

and thus we can work in the two-dimensionalt1, t2 space, “ndingt3 only when
its value is needed. The information that is missing from chromaticity coordinates,
which was contained in the original tristimulus values, is the sumT1 + T2 + T3, a
value related to the intensity of the color. When working with color systems, this
intensity is often not important to issues related to producing colors or matching
colors across different systems.

Because each color fraction must be nonnegative, the chromaticity values are
limited by

1� ti � 0.
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FIGURE 6.64 Triangle of producible colors in chromaticity coordinates.
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FIGURE 6.65 Visible colors and color gamut of a display.

All producible colors must lie inside the triangle in Figure 6.64. Figure 6.65 shows
this triangle for the XYZ system and a curve of the representation for each visible
spectral line. For the XYZ system, this curve must lie inside the triangle. Figure 6.65
also shows the range of colors (inx, y chromaticity coordinates) that are producible
on a typical color printer or CRT. If we compare the two “gures, we see that the colors
inside the curve of pure spectral lines but outside the gamut of the physical display
cannot be displayed on the physical device.

One defect of our development of color is that RGB color is based on how color is
produced and measured rather than on how we perceive a color. When we see a given
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FIGURE 6.66 Hue…lightness…saturation color. (a) Using the RGB color
cube. (b) Using a single cone.

color, we describe it not by three primaries but based on other properties, such as the
name we give the color and how bright a shade we see. The hue…saturation…lightness
(HLS) system is used by artists and some display manufacturers. Thehueis the name
we give to a color: red, yellow, gold. Thelightnessis how bright the color appears.
Saturation is the color attribute that distinguishes a pure shade of a color from a
shade of the same hue that has been mixed with white, forming a pastel shade. We can
relate these attributes to a typical RGB color, as shown in Figure 6.66(a). Given a color
in the color cube, the lightness is a measure of how far the point is from the origin
(black). If we note that all the colors on the principal diagonal of the cube, going from
black to white, are shades of gray and are totally unsaturated, then the saturation is a
measure of how far the given color is from this diagonal. Finally, the hue is a measure
of where the color vector is pointing. HLS colors are usually described in terms of a
color cone, as shown in Figure 6.66(b), or a double cone that also converges at the top.
From our perspective, we can look at the HLS system as providing a representation
of an RGB color in polar coordinates.

6.13.2 The Color Matrix
RGB colors and RGBA colors can be manipulated as any other vector type. In par-
ticular, we can alter their components by multiplying by a matrix we call thecolor
matrix. For example, if we use an RGBA color representation, the matrix multiplica-
tion converts a color,rgba, to a new color,r�g�b�a�, by the matrix multiplication
�

�
�
�
�

r �

g�

b�

a�

�

�
�
�
�

= C
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Thus, if we are dealing with opaque surfaces for whichA = 1, the matrix
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converts the additive representation of a color to its subtractive representation.

6.13.3 Gamma Correction
In Chapter 2, we de“ned brightness as perceived intensity and observed that the
human visual system perceives intensity in a logarithmic manner, as depicted in
Figure 6.67. One consequence of this property is that if we want the brightness steps
to appear to be uniformly spaced, the intensities that we assign to pixels should
increase exponentially. These steps can be calculated from the measured minimum
and maximum intensities that a display can generate.

In addition, the intensityI of a CRT is related to the voltageV applied by

I 
 V �

or

log I = c0 + � log V ,

where the constants� andc0 are properties of the particular CRT. One implication
of these two results is that two monitors may generate different brightnesses for the
same values in the frame buffer. One way to correct for this problem is to have a
lookup table in the display whose values can be adjusted for the particular character-
istics of the monitor„the gamma correction.

There is an additional problem with CRTs. It is not possible to have a CRT
whose display is totally black when no signal is applied. The minimum displayed
intensity is called thedark “eld value and can be problematic, especially when CRT
technology is used to project images. The contrast ratio of a display is the ratio of the
maximum to minimum brightness. Newer display technologies have contrast ratios
in the thousands.

6.13.4 Dithering and Halftoning
We have speci“ed a color buffer by its spatial resolution (the number of pixels)
and by its precision (the number of colors it can display). If we view these separate
numbers as “xed, we say that a high-resolution black-and-white laser printer can
display only 1-bit pixels. This argument also seems to imply that any black-and-white
medium, such as a book, cannot display images with multiple shades. We know from
experience that that is not the case; the trick is to trade spatial resolution for grayscale
or color precision.Halftoning techniques in the printing industry use photographic
means to simulate gray levels by creating patterns of black dots of varying size. The
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FIGURE 6.68 Digital halftone
patterns.

human visual system tends to merge small dots together and sees not the dots, but
rather an intensity proportional to the ratio of white to black in a small area.

Digitalhalftonesdiffer because the size and location of displayed pixels are “xed.
Consider a 4× 4 group of 1-bit pixels, as shown in Figure 6.68. If we look at this
pattern from far away, we see not the individual pixels but rather a gray level based
on the number of black pixels. For our 4× 4 example, although there are 216different
patterns of black and white pixels, there are only 17 possible shades, corresponding to
0 to 16 black pixels in the array. There are many algorithms for generating halftone, or
dither, patterns. The simplest picks 17 patterns (for our example) and uses them to
create a display with 17 rather than two gray levels, although at the cost of decreasing
the spatial resolution by a factor of 4.

The simple algorithm„always using the same array to simulate a shade„can
generate beat, or moiré, patterns when displaying anything regular. Such patterns
arise whenever we image two regular phenomena, because we see the sum and dif-
ferences of their frequencies. Such effects are closely related to the aliasing problems
we shall discuss in Chapter 7.

Many dithering techniques are based on simply randomizing the least signi“cant
bit of the luminance or of each color component. More sophisticated dither algo-
rithms use randomization to create patterns with the correct average properties but
avoid the repetition that can lead to moiré effects (see Exercise 6.26).

Halftoning (or dithering) is often used with color, especially with hard-copy dis-
plays, such as ink-jet printers, that can produce only fully on or off colors. Each pri-
mary can be dithered to produce more visual colors. OpenGL supports such displays
and allows the user to enable dithering (glEnable(GL_DITHER)). Color dithering
allows color monitors to produce smooth color displays, and normally dithering is
enabled. Because dithering is so effective, displays can work well with a limited num-
ber of bits per color, allowing frame buffers to have a limited amount of memory. In
many applications, we need to use the OpenGL query functionglGetIntegerv to
“nd out how many bits are being used for each color since this information is impor-
tant when we use some of the techniques from Chapter 7 that read pixels from the
frame buffer. If dithering is enabled and we read pixels out of the frame buffer, pixels
that were written with the same RGB values may return different values when read.
If these small differences are important, dithering should be disabled before reading
from the frame buffer.

SUMMARY AND NOTES

We have presented an overview of the implementation process, including a sampling
of the most important algorithms. Regardless of what the particulars of an implemen-
tation are„whether the tasks are done primarily in hardware or in software, whether
we are working with a special-purpose graphics workstation or with a simple graph-
ics terminal, and what the API is„the same tasks must be done. These tasks include
implementation of geometric transformations, clipping, and rasterization. The rela-
tionship among hardware, software, and APIs is an interesting one.
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The Geometry Engine that was the basis of many Silicon Graphics workstations
is a VLSI chip that performed geometric transformations and clipping through a
hardware pipeline. GL, the predecessor of OpenGL, was developed as an API for
users of these workstations. Much of the OpenGL literature also follows the pipeline
approach. We should keep in mind, however, that OpenGL is an API: It does not say
anything about the underlying implementation. In principle, an image de“ned by an
OpenGL program could be obtained from a ray tracer. We should carry away two
lessons from our emphasis on pipeline architectures. First, this architecture provides
an aid to the applications programmer in understanding the process of creating
images. Second, at present, the pipeline view can lead to ef“cient hardware and
software implementations.

The example of thez-buffer algorithm is illustrative of the relationship between
hardware and software. Fifteen years ago, many hidden-surface…removal algorithms
were used, of which thez-buffer algorithm was only one. The availability of fast,
dense, inexpensive memory has made thez-buffer algorithm the dominant method
for hidden-surface removal.

A related example is that of workstation architectures, where special-purpose
graphics chips have made remarkable advances in just the past few years. Not only
has graphics performance increased at a rate that exceeds Moore•s law, but many new
features have become available in the graphics processors. The whole approach we
have taken in this book is based on these architectures.

So what does the future hold? Certainly, graphics systems will get faster and less
expensive. More than any other factor, advances in hardware probably will dictate
what future graphics systems will look like. At the present, hardware development is
being driven by the video game industry. For less than$100, we can purchase a graph-
ics card that exceeds the performance of graphics workstations that a few years ago
would have cost more than$100,000. The features and performance of these cards are
optimized for the needs of the computer game industry. Thus, we do not see uniform
speedups in the various graphics functions that we have presented. In addition, new
hardware features are appearing far faster than they can be incorporated into stan-
dard APIs. However, the speed at which these processors operate has challenged both
the graphics and scienti“c communities to discover new algorithms to solve problems
that until now had always been solved using conventional architectures.

On the software side, the low cost and speed of recent hardware has enabled soft-
ware developers to produce rendering software that allows users to balance rendering
time and quality of rendering. Hence, a user can add some ray-traced objects to a
scene, the number depending on how long she is willing to wait for the rendering.
The future of standard APIs is much less clear. On one hand, users in the scienti“c
community prefer stable APIs so that application codes will have a long lifetime. On
the other hand, users want to exploit new hardware features that are not supported
on all systems. OpenGL has tried to take a middle road. Until OpenGL 3.1, all releases
were backward compatible, so applications developed on earlier versions were guar-
anteed to run on new releases. OpenGL 3.1 and later versions deprecated many core
features of earlier versions, including immediate mode rendering and most of the
default behavior of the “xed-function pipeline. This major change in philosophy has
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allowed OpenGL to rapidly incorporate new hardware features. For those who need
to run older code, almost all implementations support a compatibility extension with
all the deprecated functions.

Numerous advanced architectures under exploration use massive parallelism.
How parallelism can be exploited most effectively for computer graphics is still
an open issue. Our two approaches to rendering„object-oriented and image-
oriented„lead to two entirely different ways to develop a parallel renderer, which
we shall explore further in Chapter 11.

We have barely scratched the surface of implementation. The literature is rich
with algorithms for every aspect of the implementation process. The references
should help you to explore this topic further.

SUGGESTED READINGS

The books by Rogers [Rog85] and by Foley and colleagues [Fol90] contain many
more algorithms than we can present here. Also see the seriesGraphic Gems[Gra90,
Gra91, Gra92, Gra94, Gra95] andGPU Gems[Ngu07, Pha05]. Books such as Möller
and Haines [Mol02] and Eberly [Ebe01] cover the in”uence of recent advances in
hardware.

The Cohen-Sutherland [Sut63] clipping algorithm goes back to the early years
of computer graphics, as does Bresenham•s algorithm [Bre63, Bre87], which was
originally proposed for pen plotters. See [Lia84] and [Sut74a] for the Liang-Barsky
and Sutherland-Hogman clippers.

Algorithms for triangulation can be found in references on Computational Ge-
ometry. See, for example, de Berg[deB08], which also discusses Delaunay triangula-
tion, which we discuss in Chapter 10.

The z-buffer algorithm was developed by Catmull [Cat75]. See Sutherland
[Sut74b] for a discussion of various approaches to hidden-surface removal.

Our decision to avoid details of the hardware does not imply that the hardware
is either simple or uninteresting. The rate at which a modern graphics processor can
display graphical entities requires sophisticated and clever hardware designs [Cla82,
Ake88, Ake93]. The discussion by Molnar and Fuchs in [Fol90] shows a variety of
approaches.

Pratt [Pra78] provides matrices to convert among various color systems. Half-
tone and dithering are discussed by Jarvis [Jar76] and by Knuth [Knu87].

EXERCISES

6.1 Consider two line segments represented in parametric form:

p(�) = (1Š �) p1 + � p2,

q(�) = (1Š �) q1 + � q2.
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Find a procedure for determining whether the segments intersect and, if they
do, for “nding the point of intersection.

6.2 Extend the argument of Exercise 6.1 to “nd a method for determining whether
two ”at polygons intersect.

6.3 Prove that clipping a convex object against another convex object results in at
most one convex object.

6.4 In what ways can you parallelize the image- and object-oriented approaches to
implementation?

6.5 Because both normals and vertices can be represented in homogeneous coor-
dinates, both can be operated on by the model-view transformation. Show that
normals may not be preserved by the transformation.

6.6 Derive the viewport transformation. Express it in terms of the three-
dimensional scaling and translation matrices used to represent af“ne trans-
formations in two dimensions.

6.7 Pre…raster-graphics systems were able to display only lines. Programmers pro-
duced three-dimensional images using hidden-line…removal techniques. Many
current APIs allow us to produce wireframe images, composed of only lines, in
which the hidden lines that de“ne nonvisible surfaces have been removed. How
does this problem differ from that of the polygon hidden-surface removal that
we have considered? Derive a hidden-line…removal algorithm for objects that
consist of the edges of planar polygons.

6.8 Often we display functions of the formy = f (x, z) by displaying a rectangular
mesh generated by the set of values{f (xi , zj)} evaluated at regular intervals inx
andz. Hidden-surface removal should be applied because parts of the surface
can be obscured from view by other parts. Derive two algorithms, one using
hidden-surface removal and the other using hidden-line removal, to display
such a mesh.

6.9 Although we argued that the complexity of the image-space approach to
hidden-surface removal is proportional to the number of polygons, perfor-
mance studies have shown almost constant performance. Explain this result.

6.10 Consider a scene composed of only solid, three-dimensional polyhedra. Can
you devise an object-space, hidden-surface…removal algorithm for this case?
How much does it help if you know that all the polyhedra are convex?

6.11 We can look at object-space approaches to hidden-surface removal as analo-
gous to sorting algorithms. However, we argued that the former•s complexity
is O(k2). We know that only the worst-performing sorting algorithms have
such poor performance, and most areO(k log k). Does it follow that object-
space, hidden-surface…removal algorithms have similar complexity? Explain
your answer.

6.12 Devise a method for testing whether one planar polygon is fully on one side of
another planar polygon.
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6.13 What are the differences between our image-space approaches to hidden-
surface removal and to ray tracing? Can we use ray tracing as an alternate
technique to hidden-surface removal? What are the advantages and disadvan-
tages of such an approach?

6.14 Write a program to generate the locations of pixels along a rasterized line
segment using Bresenham•s algorithm. Check that your program works for all
slopes and all possible locations of the endpoints. What is the initial value of
the decision variable?

6.15 Bresenham•s algorithm can be extended to circles. Convince yourself of this
statement by considering a circle centered at the origin. Which parts of the
circle must be generated by an algorithm and which parts can be found by sym-
metry? Can you “nd a part of the circle such that if we know a point generated
by a scan-conversion algorithm, we can reduce the number of candidates for
the next pixel?

6.16 Show how to use ”ood “ll to generate a maze like the one you created in
Exercise 2.7.

6.17 Suppose that you try to extend ”ood “ll to arbitrary closed curves by scan-
converting the curve and then applying the same “ll algorithm that we used
for polygons. What problems can arise if you use this approach?

6.18 Consider the edge of a polygon between vertices at(x1, y1) and(x2, y2). Derive
an ef“cient algorithm for computing the intersection of all scan lines with this
edge. Assume that you are working in window coordinates.

6.19 Vertical and horizontal edges are potentially problematic for polygon-“ll al-
gorithms. How would you handle these cases for the algorithms that we have
presented?

6.20 In two-dimensional graphics, if two polygons overlap, we can ensure that they
are rendered in the same order by all implementations by associating a priority
attribute with each polygon. Polygons are rendered in reverse-priority order;
that is, the highest-priority polygon is rendered last. How should we modify
our polygon-“ll algorithms to take priority into account?

6.21 A standard antialiasing technique used in ray tracing is to cast rays not only
through the center of each pixel but also through the pixel•s four corners. What
is the increase in work compared to casting a single ray through the center?

6.22 Although an ideal pixel is a square of 1 unit per side, most CRT systems
generate round pixels that can be approximated as circles of uniform intensity.
If a completely full unit square has intensity 1.0 and an empty square has
intensity 0.0, how does the intensity of a displayed pixel vary with the radius
of the circle?

6.23 Consider a bilevel display with round pixels. Do you think it is wiser to use
small circles or large circles for foreground-colored pixels? Explain your an-
swer.
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6.24 Why is defocusing the beam of a CRT sometimes called •the poor person•s
antialiasingŽ?

6.25 Suppose that a monochrome display has a minimum intensity output ofImin„
a CRT display is never completely black„and a maximum output ofImax.
Given that we perceive intensities in a logarithmic manner, how should we
assignk intensity levels such that the steps appear uniform?

6.26 Generate a halftone algorithm based on the following idea. Suppose that gray
levels vary from 0.0 to 1.0 and that we have a random-number generator that
produces random numbers that are uniformly distributed over this interval. If
we pick a gray levelg, g/ 100 percent of the random numbers generated will be
less thang.

6.27 Images produced on displays that support only a few colors or gray levels tend
to show contour effects because the viewer can detect the differences between
adjacent shades. One technique for avoiding this visual effect is to add a little
noise (jitter) to the pixel values. Why does this technique work? How much
noise should you add? Does it make sense to conclude that the degraded image
created by the addition of noise is of higher quality than that of the original
image?

6.28 Show that the area of a two-dimensional polygon, speci“ed by the vertices
{x1, yi}, is given by1

2

�
i(yi+ 1 + yi)(xi+ 1 Š xi). What is the signi“cance of

a negative area?Hint: Consider the areas of the trapezoids formed by two
successive vertices and corresponding values on thex-axis.
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CHAPTER7
DISCRETE TECHNIQUES

Thus far, we have worked directly with geometric objects, such as lines, polygons,
and polyhedra. Although we understood that, if visible, these entities would

eventually be rasterized into pixels in the frame buffer, we did not have to concern
ourselves with working with pixels directly. Over the last 25 years, the major advances
in hardware and software have evolved to allow the application program to access the
frame buffer both directly and indirectly. Many of the most exciting methods that
have evolved over the past two decades rely on interactions between the application
program and various buffers. Texture mapping, antialiasing, compositing, and alpha
blending are only a few of the techniques that become possible when the API allows
us to work with discrete buffers. At the same time, GPUs have evolved to include
a large amount of memory to support discrete techniques. This chapter introduces
these techniques, focusing on those that are supported by OpenGL and by similar
APIs.

We start by looking at the frame buffer in more detail and the basis for working
with arrays of pixels. We then consider mapping methods. These techniques are
applied during the rendering process, and they enable us to give the illusion of a
surface of great complexity, although the surface might be a single polygon. All these
techniques use arrays of pixels to de“ne how the shading process that we studied in
Chapter 5 is augmented to create these illusions. We shall then look at some of the
other buffers that are supported by the OpenGL API and how these buffers can be
used for new applications. In particular, we examine techniques for combining or
compositing images. Here we use the fourth •colorŽ in RGBA mode, and we shall see
that we can use this channel to blend images and to create effects such as transparency.
We conclude with a discussion of the aliasing problems that arise whenever we work
with discrete elements.

7.1 BUFFERS

We have already used two types of standard buffers: color buffers and depth buffers.
There may be others supported by the hardware and software for special purposes.
What all buffers have in common is that they are inherently discrete: They have
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FIGURE 7.1 Buffer.

limited resolution, both spatially and in depth. We can de“ne a (two-dimensional)1

buffer as a block of memory withn × m k-bit elements (Figure 7.1).
We have used the termframe bufferto mean the set of buffers that the graphics

system uses for rendering, including the front and back color buffers, the depth
buffer, and other buffers the hardware may provide. These buffers generally reside on
the graphics card. Later in this chapter, we will extend the notion of a frame buffer to
include other buffers that a system might provide for off-screen rendering operations.
For now, we will work with just the standard frame buffer.

At a given spatial location in the frame buffer, thek bits can include 32-bit RGBA
colors, integers representing depths, or bits that can be used for masks. Groups of bits
can store 1-byte representations of color components, integers for depths, or ”oating-
point numbers for colors or depths. Figure 7.2 shows the OpenGL frame buffer and
some of its constituent parts. If we consider the entire frame buffer, the values ofn
andm match the spatial resolution of the display. The depth of the frame buffer„
the value ofk„can exceed a few hundred bits. Even for the simple cases that we have
seen so far, we have 64 bits for the front and back color buffers and 32 bits for the
depth buffer. The numerical accuracy orprecisionof a given buffer is determined by
its depth. Thus, if a frame buffer has 32 bits each for its front and back color buffers,
each RGBA color component is stored with a precision of 8 bits.

When we work with the frame buffer, we usually work with one constituent
buffer at a time. Thus, we shall use the termbufferin what follows to mean a partic-
ular buffer within the frame buffer. Each of these buffers isn × m and isk bits deep.
However,k can be different for each buffer. For a color buffer, itsk is determined
by how many colors the system can display, usually 24 for RGB displays and 32 for
RGBA displays. For the depth buffer, itsk is determined by the depth precision that
the system can support, often 32 bits to match the size of a ”oating-point number or
an integer. We use the termbitplane to refer to any of thek n× m planes in a buffer,
andpixel to refer to allk of the bits at a particular spatial location. With this de“ni-
tion, a pixel can be a byte, an integer, or even a ”oating-point number, depending on
which buffer is used and how data are stored in the buffer.

The applications programmer generally will not know how information is stored
in the frame buffer, because the frame buffer is inside the implementation which
the programmer sees as a black box. Thus, the application program sends (writes
or draws) information into the frame buffer or obtains (reads) information from the
frame buffer through OpenGL functions. When the application program reads or
writes pixels, not only are data transferred between ordinary processor memory and
graphics memory on the graphics card, but usually these data must be reformatted to
be compatible with the frame buffer. Consequently, what are ordinarily thought of as
digital images, for example JPEG, PNG, or TIFF images, exist only on the application
side of the process. Not only must the application programmer worry how to decode
particular images so they can be sent to the frame buffer through OpenGL functions,
but the programmer also must be aware of the time that is spent in the movement

1. We can also have one-, three-, and four-dimensional buffers.
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FIGURE 7.2 OpenGL frame buffer.

of digital data between processor memory and the frame buffer. If the application
programmer also knows the internal format of how data are stored in any of the
buffers, she can often write application programs that execute more ef“ciently.

7.2 DIGITAL IMAGES

Before we look at how the graphics system can work with digital images through pixel
and bit operations, let•s “rst examine what we mean by a digital image.2 Within our
programs, we generally work with images that are arrays of pixels. These images can
be of a variety of sizes and data types, depending on the type of image with which we
are working. For example, if we are working with RGB images, we usually represent
each of the color components with 1 byte whose values range from 0 to 255. Thus, we
might declare a 512× 512 image in our application program as

GLubyte myimage[512][512][3];

or, if we are using a ”oating-point representation,

typedef vec3 color3;

color3 myimage[512][512];

If we are working with monochromatic orluminanceimages, each pixel represents a
gray level from black (0) to white (255), so we would use

GLubyte myimage[512][512];

2. Most references often use the termimageinstead ofdigital image. This terminology can be
confused with using the termimageto refer to the result of combining geometric objects and a
camera, through the projection process, to obtain what we have called an image. In this chapter,
the context should be clear so that there should not be any confusion.
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One way to form digital images is through code in the application program. For
example, suppose that we want to create a 512× 512 image that consists of an 8× 8
checkerboard of alternating red and black squares, such as we might use for a game.
The following code will work:

color3 check[512][512];
color3 red = color3(1.0, 0.0, 0.0);
color3 black = color3(0.0, 0.0, 0.0);

for ( int i = 0; i < 512; i++)
for( in t j = 0; j < 512; j++)
{

check[i][j] = ((8*i+j)/64) % 64 ? red : black;
}

Usually, writing code to form images is limited to those that contain regular
patterns. More often, we obtain images directly from data. For example, if we have
an array of real numbers that we have obtained from an experiment or a simulation,
we can scale them to go over the range 0 to 255 and then convert these data to form
an unsigned-byte luminance image or over 0.0 to 1.0 for a ”oating-point image.

There is a third method of obtaining images that has become much more preva-
lent because of the in”uence of the Internet. Images are produced by scanning con-
tinuous images, such as photographs, or produced directly using digital cameras.
Each image is in one of many possible •standardŽ formats. Some of the most popu-
lar formats are GIF, TIFF, PNG, PDF, and JPEG. These formats include direct coding
of the values in some order, compressed but lossless coding, and compressed lossy
coding. Each format arose from the particular needs of a group of applications. For
example, PostScript (PS) images are de“ned by the PostScript language used to con-
trol printers. These images are an exact encoding of the image data„either RGB or
luminance„into the 7-bit ASCII character set. Consequently, PostScript images can
be understood by a large class of printers and other devices but tend to be very large.
Encapsulated PostScript (EPS) are similar but include additional information that
is useful for previewing images. GIF images are color index images and thus store a
color table and an array of indices for the image.

TIFF images can have two forms. In one form, all the image data are coded di-
rectly. A header describes how the data are arranged. In the second form, the data are
compressed. Compression is possible because most images contain much redundant
data. For example, large areas of most images show very little variation in color or
intensity. This redundancy can be removed by algorithms that result in a compressed
version of the original image that requires less storage. Compressed TIFF images
are formed by the Lempel-Ziv algorithm that provides optimal lossless compression
allowing the original image to be compressed and recovered exactly. JPEG images
are compressed by an algorithm that allows small errors in the compression and re-
construction of the image. Consequently, JPEG images have very highcompression
ratios, that is, the ratio of the number of bits in the original “le to the number of
bits in the compressed data “le, with little or no visible distortion. Figure 7.3 shows



7.2 Digital Images 361

(a) (b)

(c)

FIGURE 7.3 (a) Original TIFF luminance image. (b) JPEG image com-
pressed by a factor of 18. (c) JPEG image compressed by a factor of 37.

three versions of a single 1200× 1200 luminance image: uncompressed, as a TIFF
image (Figure 7.3(a)); and as two JPEG images, compressed with different ratios (Fig-
ure 7.3(b) and Figure 7.3(c)). The corresponding “le sizes are 1,440,198; 80,109; and
38,962 bytes, respectively. Thus, the TIFF image has 1 byte for each pixel plus 198
bytes of header and trailer information. For the JPEG images, the compression ra-
tios are approximately 18 and 37. Even with the higher compression ratio, there is
little visible distortion in the image. If we store the original image as a PostScript im-
age, the “le will be approximately twice as large as the TIFF image because each byte
will be converted into two 7-bit ASCII characters, each pair requiring 2 bytes of stor-
age. If we store the image as a compressed TIFF “le, we need only about one-half of
the storage. Using a zip “le„a popular format used for compressing arbitrary “les„
would give about the same result. This amount of compression is image-dependent.
Although this compression method is lossless, the compression ratio is far worse than
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is obtainable with lossy JPEG images, which are visibly almost indistinguishable from
the original. This closeness accounts for the popularity of the JPEG format for send-
ing images over the Internet. Most digital cameras produce images in JPEG and RAW
formats. The RAW format gives the unprocessed RGB data plus a large amount of
header information, including the date, the resolution, and the distribution of the
colors.

The large number of image formats poses problems for a graphics API. Although
some image formats are simple, others are quite complex. The OpenGL API avoids
the problem by supporting only blocks of pixels, as compared to images formatted
for “les. Most of these OpenGL formats correspond to internal formats that differ
in the number of bits for each color component and the order of the components
in memory. There is limited support for compressed texture images but not for the
standard formats such as JPEG. Hence, although OpenGL can work with images
that are arrays of standard data types in memory, it is the application programmer•s
responsibility to read any formatted images into processor memory and write them
out as formatted “les. We will not deal with these issues here, as any discussion
would require us to discuss the details of particular image formats. The necessary
information can be found in the Suggested Readings at the end of the chapter.

We can also obtain digital images directly from our graphics system by forming
images of three-dimensional scenes using the geometric pipeline and then reading
these images back. We will see how to do the required operations later in the chapter.

7.3 WRITING INTO BUFFERS

In a modern graphics system, a user program can both write into and read from the
buffers. There are two factors that make these operations different from the usual
reading and writing into computer memory. First, we only occasionally want to read
or write a single pixel or bit. Rather, we tend to read and write rectangular blocks
of pixels (or bits), known asbit blocks. For example, we rasterize an entire scan
line at a time when we “ll a polygon; we write a small block of pixels when we
display a raster character; we change the values of all pixels in a buffer when we
do a clear operation. Hence, it is important to have both the hardware and software
support a set of operations that work on rectangular blocks of pixels, known asbit-
block transfer(bitblt ) operations, as ef“ciently as possible. These operations are also
known asraster operations(raster-ops).

Suppose that we want to take ann × m block of pixels from one of our buffers,
the source buffer, and to copy it into either the same buffer or another buffer, the
destination buffer. This transfer is shown in Figure 7.4. A typical form for a bitblt
write operation is

write_block(source, n, m, x, y, destination, u, v);

wheresource and destination are the buffers. The operation writes ann × m
source block whose lower-left corner is at(x,y) to the destination buffer starting at
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FIGURE 7.4 Writing of a block.

a location(u,v) . Although there are numerous details that we must consider, such
as what happens if the source block goes over the boundary of the destination block,
the essence of bitblt is that a single function call alters the entire destination block.
Note that, from the hardware perspective, the type of processing involved has none of
the characteristics of the processing of geometric objects. Consequently, the hardware
that optimizes bitblt operations has a completely different architecture from the ge-
ometric pipeline. Thus, the OpenGL architecture contains both a geometry pipeline
and a pixel pipeline, each of which usually is implemented separately.

7.3.1 Writing Modes
A second difference between normal writing into memory and bitblt operations is the
variety of ways we can write into the buffers. OpenGL supports 16 different modes
(writing modes) for putting pixel data into a buffer. To understand the full range of
possibilities, let•s consider how we might write into a buffer.

The usual concept of a write-to memory is replacement. The execution of a
statement in a C program such as

y=x;

results in the value at the location wherey is stored being replaced with the value at
the location ofx.

There are other possibilities. Suppose that we can work one bit at a time in our
buffers. Consider the writing model in Figure 7.5. The bit that we wish to place in
memory, perhaps in an altered form, is called thesource bit, s; the place in memory
where we want to put it is called thedestination bit, d. If, as in Chapter 3, we
are allowed to read before writing, as depicted in Figure 7.5, then writing can be
described by a replacement functionf such that

d � f (d, s).

For a 1-bit source and destination, there are only 16 possible ways to de“ne the
function f „namely, the 16 logical operations between two bits. These operations
are shown in Figure 7.6, where each of the 16 columns on the right corresponds
to one possiblef . We can use the binary number represented by each column to
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FIGURE 7.6 Writing modes.

denote a writing mode; equivalently, we can denote writing modes by the logical
operation de“ned by the column. Suppose that we think of the logical value •1Ž
as corresponding to a background color (say, white) and •0Ž as corresponding to
a foreground color (say, black). We can examine the effects of various choices off .
Writing modes 0 and 15 are clear operations that change the value of the destination
to either the foreground or the background color. The new value of the destination
bit is independent of both the source and the destination values. Modes 3 and 7 are
the normal writing modes. Mode 3 is the function

d � s.

It simply replaces the value of the destination bit with the source. Mode 7 is the logical
ORoperation:

d � s+ d.

Figure 7.7 shows that these two writing modes can have different effects on the
contents of the frame buffer. In this example, we write a dashed line into a frame
buffer that already had a black (foreground colored) rectangle rendered into it. Both
modes write the foreground color over the background color, but they differ if we
try to write the background color over the foreground color. Which mode should be
used depends on what effect the application programmer wishes to create.
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Mode 3 Mode 7

FIGURE 7.7 Writing in modes 3 and 7.

7.3.2 Writing with XOR
Mode 6 is the exclusive-or operationXOR, denoted by� ; it is the most interesting of
the writing modes. Unlike modes 3 and 7, mode 6 cannot be implemented without
a read of the destination bit. The power of theXOR write mode comes from the
property that, ifsandd are binary variables, then

d = (d � s) � s.

Thus, if we applyXORtwice to a bit, we return that bit to its original state.
The most important applications of this mode involve interaction. Consider

what happens when we use menus in an interactive application, such as in a painting
program. In response to a mouse click, a menu appears, covering a portion of the
screen. After the user indicates an action from the menu, the menu disappears, and
the area of the screen that it covered is returned to that area•s original state. What has
transpired involves the use of off-screen memory, known asbacking store. Suppose
that the menu has been stored off-screen as an array of bits,M, and that the area of
the screen where the menu appears is an array of bits,S. Consider the sequence of
operations

S� S� M ,

M � S� M ,

S� S� M ,

where we assume that theXORoperation is applied to corresponding bits inSand
M. If we substitute the result of the “rst equation in the second, and the result of the
second in the third, we “nd that, at the end of the three operations, the menu appears
on the screen. The original contents of the screen, where the menu is now located,
are now off-screen, where the menu was originally. We have swapped the menu
with an area of the screen using three bitblt operations. This method of swapping is
considerably different from the normal mode of swapping, which uses replacement-
mode writing, but requires temporary storage to effect the swap.
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There are numerous variants of this technique. One is to move a cursor around
the screen without affecting the area under it. Another is “lling polygons with a
solid color as part of scan conversion. Note that, because many APIs trace their
backgrounds to the days before raster displays became the norm, theXOR-write
mode was not always available. In OpenGL, the standard mode of writing into the
frame buffer is mode 3. Fragments are copied into the frame buffer. We can change
the mode by enabling logic operations

glLogicOp(mode);
glEnable(GL_COLOR_LOGIC_OP);

wheremodecan be any of the 16 modes. The usual ones are theGL_COPY(the default)
andGL_XOR.

7.4 MAPPING METHODS

One of the most powerful uses of discrete data is for surface rendering. The process
of modeling an object by a set of geometric primitives and then rendering these
primitives has its limitations. Consider, for example, the task of creating a virtual
orange by computer. Our “rst attempt might be to start with a sphere. From our
discussion in Chapter 5, we know that we can build an approximation to a sphere
out of triangles, and can render these triangles using material properties that match
those of a real orange. Unfortunately, such a rendering would be far too regular to
look much like an orange. We could instead follow the path that we shall explore in
Chapter 10: We could try to model the orange with some sort of curved surface, and
then render the surface. This procedure would give us more control over the shape
of our virtual orange, but the image that we would produce still would not look
right. Although it might have the correct overall properties, such as shape and color,
it would lack the “ne surface detail of the real orange. If we attempt to add this detail
by adding more polygons to our model, even with hardware capable of rendering tens
of millions of polygons per second, we can still overwhelm the pipeline.

An alternative is not to attempt to build increasingly more complex models, but
rather to build a simple model and to add detail as part of the rendering process. As
we saw in Chapter 6, as the implementation renders a surface„be it a polygon or a
curved surface„it generates sets of fragments, each of which corresponds to a pixel
in the frame buffer. Fragments carry color, depth, and other information that can
be used to determine how they contribute to the pixels to which they correspond. As
part of the rasterization process, we must assign a shade or color to each fragment. We
started in Chapter 5 by using the modi“ed-Phong model to determine vertex colors
that could be interpolated across surfaces. However, these colors can be modi“ed dur-
ing fragment processing after rasterization. The mapping algorithms can be thought
of as either modifying the shading algorithm based on a two-dimensional array, the
map, or as modifying the shading by using the map to alter surface parameters, such
as material properties and normals. There are three major techniques:
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FIGURE 7.8 Texture mapping a pattern to a surface.

Texture mapping
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Texture mappinguses an image (or texture) to in”uence the color of a fragment.
Textures can be speci“ed using a “xed pattern, such as the regular patterns often used
to “ll polygons; by a procedural texture-generation method; or through a digitized
image. In all cases, we can characterize the resulting image as the mapping of a texture
to a surface, as shown in Figure 7.8, as part of the rendering of the surface.

Whereas texture maps give detail by painting patterns onto smooth surfaces,
bump mapsdistort the normal vectors during the shading process to make the sur-
face appear to have small variations in shape, such as the bumps on a real orange.
Re”ection maps, or environment maps, allow us to create images that have the ap-
pearance of re”ected materials without our having to trace re”ected rays. In this
technique, an image of the environment is painted onto the surface as that surface
is being rendered.

The three methods have much in common. All three alter the shading of indi-
vidual fragments as part of fragment processing. All rely on the map being stored as
a one-, two-, or three-dimensional digital image. All keep the geometric complexity
low while creating the illusion of complex geometry. However, all are also subject to
aliasing errors.

There are various examples of two-dimensional mappings in the color plates.
Color Plate 7 was created using an OpenGL environment map and shows how a single
texture map can create the illusion of a highly re”ective surface while avoiding global
calculations. Color Plate 15 uses a texture map for the surface of the table; Color
Plate 10 uses texture mapping to create a brick pattern. In virtual reality, visualization
simulations, and interactive games, real-time performance is required. Hardware
support for texture mapping in modern systems allows the detail to be added, without
signi“cantly degrading the rendering time.

However, in terms of the standard pipeline, there are signi“cant differences
among the three techniques. Standard texture mapping is supported by the basic
OpenGL pipeline and makes use of both the geometric and pixel pipelines. Environ-
ment maps are a special case of standard texture mapping but can be altered to create
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a variety of new effects if we can alter fragment processing. Bump mapping requires
us to process each fragment independently, something we can do with a fragment
shader.

7.5 TEXTURE MAPPING

Textures are patterns. They can range from regular patterns, such as stripes and
checkerboards, to the complex patterns that characterize natural materials. In the real
world, we can distinguish among objects of similar size and shape by their textures.
Thus, if we want to create detailed virtual objects, we can extend our present capabil-
ities by mapping a texture to the objects that we create.

Textures can be one, two, three, or four dimensional. For example, a one-
dimensional texture might be used to create a pattern for coloring a curve. A three-
dimensional texture might describe a solid block of material from which we could
sculpt an object. Because the use of surfaces is so important in computer graphics,
mapping two-dimensional textures to surfaces is by far the most common use of tex-
ture mapping and will be the only form of texture mapping that we shall consider
in detail. However, the processes by which we map these entities is much the same
regardless of the dimensionality of the texture, and we lose little by concentrating on
two-dimensional texture mapping.

7.5.1 Two-Dimensional Texture Mapping
Although there are multiple approaches to texture mapping, all require a sequence of
steps that involve mappings among three or four different coordinate systems. At var-
ious stages in the process, we shall be working with screen coordinates, where the “nal
image is produced; object coordinates, where we describe the objects upon which the
textures will be mapped; texture coordinates, which we use to locate positions in the
texture; and parametric coordinates, which we use to help us de“ne curved surfaces.
Methods differ according to the types of surfaces we are using and the type of render-
ing architecture we have. Our approach will be to start with a fairly general discussion
of texture, introducing the various mappings, and then to show how texture mapping
is handled by a real-time pipeline architecture, such as that employed by OpenGL.

In most applications, textures start out as two-dimensional images of the sorts
we introduced in Section 7.2. Thus, they might be formed by application programs
or scanned in from a photograph, but, regardless of their origin, they are eventu-
ally brought into processor memory as arrays. We call the elements of these arrays
texels, or texture elements, rather than pixels to emphasize how they will be used.
However, at this point, we prefer to think of this array as a continuous rectangu-
lar two-dimensional texture patternT(s, t ). The independent variabless and t are
known astexture coordinates.3 With no loss of generality, we can scale our texture
coordinates to vary over the interval [0,1].

3. In four dimensions, the coordinates are in(s, t , r , q) space.
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A texture map associates a texel with each point on a geometric object that
is itself mapped to screen coordinates for display. If the object is represented in
homogeneous or(x, y, z, w) coordinates, then there are functions such that

x = x(s, t ),

y = y(s, t ),

z = z(s, t ),

w = w(s, t ).

One of the dif“culties we must confront is that although these functions exist con-
ceptually, “nding them may not be possible in practice. In addition, we are worried
about the inverse problem: Having been given a point(x, y, z) or (x, y, z, w) on an
object, how do we “nd the corresponding texture coordinates, or equivalently, how
do we “nd the •inverseŽ functions

s= s(x, y, z, w),

t = t(x, y, z, w)

to use to “nd the texelT(s, t )?
If we de“ne the geometric object using parametric (u, v) surfaces, such as we did

for the sphere in Section 5.6, there is an additional mapping function that gives object
coordinate values,(x, y, z) or (x, y, z, w) in terms ofu andv. Although this mapping
is known for simple surfaces, such as spheres and triangles, and for the surfaces
that we shall discuss in Chapter 10, we also need the mapping from parametric
coordinates(u, v) to texture coordinates and sometimes the inverse mapping from
texture coordinates to parametric coordinates.

We also have to consider the projection process that take us from object coor-
dinates to screen coordinates, going through eye coordinates, clip coordinates, and
window coordinates along the way. We can abstract this process through a function
that takes a texture coordinate pair(s, t ) and tells us where in the color buffer the
corresponding value ofT(s, t ) will make its contribution to the “nal image. Thus,
there is a mapping of the form

xs = xs(s, t ),

ys = ys(s, t )

into coordinates, where(xs, ys) is a location in the color buffer.
Depending on the algorithm and the rendering architecture, we might also want

the function that takes us from a pixel in the color buffer to the texel that makes a
contribution to the color of that pixel.

One way to think about texture mapping is in terms of two concurrent map-
pings: the “rst from texture coordinates to object coordinates, and the second from
parametric coordinates to object coordinates, as shown in Figure 7.9. A third map-
ping takes us from object coordinates to screen coordinates.
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FIGURE 7.9 Texture maps for a parametric surface.

Conceptually, the texture-mapping process is simple. A small area of the texture
pattern maps to the area of the geometric surface, corresponding to a pixel in the
“nal image. If we assume that the values ofT are RGB color values, we can use these
values either to modify the color of the surface that might have been determined by
a lighting model or to assign a color to the surface based on only the texture value.
This color assignment is carried out as part of the assignment of fragment colors.

On closer examination, we face a number of dif“culties. First, we must determine
the map from texture coordinates to object coordinates. A two-dimensional texture
usually is de“ned over a rectangular region in texture space. The mapping from this
rectangle to an arbitrary region in three-dimensional space may be a complex func-
tion or may have undesirable properties. For example, if we wish to map a rectangle to
a sphere, we cannot do so without distortion of shapes and distances. Second, owing
to the nature of the rendering process, which works on a pixel-by-pixel basis, we are
more interested in the inverse map from screen coordinates to texture coordinates. It
is when we are determining the shade of a pixel that we must determine what point in
the texture image to use„a calculation that requires us to go from screen coordinates
to texture coordinates. Third, because each pixel corresponds to a small rectangle on
the display, we are interested in mapping not points to points, but rather areas to ar-
eas. Here again is a potential aliasing problem that we must treat carefully if we are to
avoid artifacts, such as wavy sinusoidal or moiré patterns.

Figure 7.10 shows several of the dif“culties. Suppose that we are computing a
color for the square pixel centered at screen coordinates(xs, ys). The center(xs, ys)
corresponds to a point(x, y, z) in object space, but, if the object is curved, the
projection of the corners of the pixel backward into object space yields a curved
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FIGURE 7.11 Aliasing in texture generation.

preimageof the pixel. In terms of the texture imageT(s, t ), projecting the pixel back
yields a preimage in texture space that is the area of the texture that ideally should
contribute to the shading of the pixel.

Let•s put aside for a moment the problem of how we “nd the inverse map, and
let us look at the determination of colors. One possibility is to use the location that
we get by back projection of the pixel center to “nd a texture value. Although this
technique is simple, it is subject to serious aliasing problems, which are especially
visible if the texture is periodic. Figure 7.11 illustrates the aliasing problem. Here,
we have a repeated texture and a ”at surface. The back projection of the center of
each pixel happens to fall in between the dark lines, and the texture value is always
the lighter color. More generally, not taking into account the “nite size of a pixel
can lead to moiŕe patterns in the image. A better strategy„but one more dif“cult to
implement„is to assign a texture value based on averaging of the texture map over
the preimage. Note that this method is imperfect, too. For the example in Figure 7.11,
we would assign an average shade, but we would still not get the striped pattern of the
texture. Ultimately, we still have aliasing defects due to the limited resolution of both
the frame buffer and the texture map. These problems are most visible when there
are regular high-frequency components in the texture.

Now we can turn to the mapping problem. In computer graphics, most curved
surfaces are represented parametrically. A pointp on the surface is a function of two
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FIGURE 7.12 Linear texture mapping.

parametersu andv. For each pair of values, we generate the point

p(u, v) =

�

�
x(u, v)
y(u, v)
z(u, v)

�

� .

In Chapter 10, we study in detail the derivation of such surfaces. Given a parametric
surface, we can often map a point in the texture mapT(s, t ) to a point on the surface
p(u, v) by a linear map of the form

u = as+ bt + c,

v = ds+ et + f .

As long asae	= bd, this mapping is invertible. Linear mapping makes it easy to
map a texture to a group of parametric surface patches. For example, if, as shown
in Figure 7.12, the patch determined by the corners(smin, tmin) and (smax, tmax)
corresponds to the surface patch with corners(umin, vmin) and(umax, vmax), then the
mapping is

u = umin +
sŠ smin

smax Š smin
(umax Š umin),

v = vmin +
t Š tmin

tmax Š tmin
(vmax Š vmin).

This mapping is easy to apply, but it does not take into account the curvature of the
surface. Equal-sized texture patches must be stretched to “t over the surface patch.

Another approach to the mapping problem is to use a two-part mapping. The
“rst step maps the texture to a simple three-dimensional intermediate surface, such
as a sphere, cylinder, or cube. In the second step, the intermediate surface containing
the mapped texture is mapped to the surface being rendered. This two-step mapping
process can be applied to surfaces de“ned in either geometric or parametric coordi-
nates. The following example is essentially the same in either system.

Suppose that our texture coordinates vary over the unit square, and that we use
the surface of a cylinder of heighth and radiusr as our intermediate object, as shown
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FIGURE 7.13 Texture mapping with a cylinder.

in Figure 7.13. Points on the cylinder are given by the parametric equations

x = r cos(2
 u),

y = r sin(2
 u),

z = v/ h,

asu andv vary over (0,1). Hence, we can use the mapping

s= u,

t = v.

By using only the curved part of the cylinder, and not the top and bottom, we were
able to map the texture without distorting its shape. However, if we map to a closed
object, such as a sphere, we must introduce shape distortion. This problem is similar
to the problem of creating a two-dimensional image of the earth for a map. If you
look at the various maps of the earth in an atlas, all distort shapes and distances.
Both texture-mapping and map-design techniques must choose among a variety of
representations, based on where we wish to place the distortion. For example, the
familiar Mercator projection puts the most distortion at the poles. If we use a sphere
of radiusr as the intermediate surface, a possible mapping is

x = r cos(2
 u),

y = r sin(2
 u) cos(2
 v),

z = r sin(2
 u) sin(2
 v).

We can also use a rectangular box, as shown in Figure 7.14. Here, we map the texture
to a box that can be unraveled, like a cardboard packing box. This mapping often is
used with environment maps (Section 7.8).

The second step is to map the texture values on the intermediate object to the
desired surface. Figure 7.15 shows three possible strategies. In Figure 7.15(a), we take
the texture value at a point on the intermediate object, go from this point in the
direction of the normal until we intersect the object, and then place the texture value
at the point of intersection. We could also reverse this method, starting at a point on
the surface of the object and going in the direction of the normal at this point until
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FIGURE 7.15 Second mapping. (a) Using the normal from the interme-
diate surface. (b) Using the normal from the object surface. (c) Using the
center of the object.

we intersect the intermediate object, where we obtain the texture value, as shown in
Figure 7.15(b). A third option, if we know the center of the object, is to draw a line
from the center through a point on the object, and to calculate the intersection of
this line with the intermediate surface, as shown in Figure 7.15(c). The texture at the
point of intersection with the intermediate object is assigned to the corresponding
point on the desired object.

7.6 TEXTURE MAPPING IN OPENGL

OpenGL supports a variety of texture-mapping options. The “rst version of OpenGL
contained the functionality to map one- and two-dimensional textures to one-
through four-dimensional graphical objects. Mapping of three-dimensional textures
now is part of OpenGL and is supported by most hardware. We will focus on mapping
two-dimensional textures to surfaces.

OpenGL•s texture maps rely on its pipeline architecture. We have seen that there
are actually two parallel pipelines: the geometric pipeline and the pixel pipeline. For
texture mapping, the pixel pipeline merges with fragment processing after raster-
ization, as shown in Figure 7.16. This architecture determines the type of texture
mapping that is supported. In particular, texture mapping is done as part of frag-
ment processing. Each fragment that is generated is then tested for visibility with the
z-buffer. We can think of texture mapping as a part of the shading process, but a part
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FIGURE 7.16 Pixel and geometry pipelines.

that is done on a fragment-by-fragment basis. Texture coordinates are handled much
like normals and colors. They are associated with vertices through the OpenGL state,
and the required texture values can then be obtained by interpolating the texture co-
ordinates at the vertices across polygons.

7.6.1 Two-Dimensional Texture Mapping
Texture mapping requires interaction among the application program, the vertex
shader, and the fragment shader. There are three basic steps. First, we must form a
texture image and place it in texture memory on the GPU. Second, we must assign
texture coordinates to each fragment. Finally, we must apply the texture to each
fragment. Each of these steps can be accomplished in multiple ways, and there are
many parameters that we can use to control the process. As texture mapping has
become more important and GPUs have evolved to support more texture-mapping
options, APIs have added more and more texture-mapping functions.

7.6.2 Texture Objects
In early versions of OpenGL, there was only a single texture, thecurrent texture, that
existed at any time. Each time that a different texture was needed„for example, if we
wanted to apply different textures to different surfaces in the same scene„we had to
set up a new texture map. This process was very inef“cient. Each time another texture
image was needed, it had to be loaded into texture memory, replacing the texels that
were already there.

In a manner analogous to having multiple program objects,textureobjectsallow
the application program to de“ne objects that consist of the texture array and the
various texture parameters that control its application to surfaces. As long as there is
suf“cient memory to retain them, these objects reside in texture memory.

We create a two-dimensional texture object by “rst getting some unused iden-
ti“ers by callingglGenTextures . For a single texture, we could use the following
code:

GLuint mytex[1];

glGenTextures(1, mytex);
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We start forming a new texture object with the functionglBindTexture , as in the
following code:

glBindTexture(GL_TEXTURE_2D, mytex[0]);

Subsequent texture functions specify the texture image and its parameters, which
become part of the texture object. Another call toglBindTexture with a new name
starts a new texture object. A later execution ofglBindTexture with an existing
name makes that texture object the current texture object. We can delete unused
texture objects byglDeleteTextures .

7.6.3 The Texture Array
Two-dimensional texture mapping starts with an array of texels, which is a two-
dimensional pixel rectangle. Suppose that we have a 512× 512 imagemy_texels
that was generated by our program, or perhaps was read in from a “le into an array:

GLubyte my_texels[512][512][3];

We specify that this array is to be used as a two-dimensional texture after a call to
glBindTexture by

glTexImage2D(GL_TEXTURE_2D, 0, GL_RGB, 512, 512, 0,
GL_RGB, GL_UNSIGNED_BYTE, my_texels);

More generally, two-dimensional textures are speci“ed through the functions

glTexImage2D(GLenum target, GLint level, GLint iformat,
GLsizei width, GLsizei height, GLint border, GLenum format,
GLenum type, GLvoid *tarray)

Thetarget parameter lets us choose a single image, as in our example, set up a cube
map (Section 7.9), or test if there is suf“cient texture memory for a texture image.
Thelevel parameter is used for mipmapping (Section 7.6.5), where 0 denotes the
highest level (or resolution) or that we are not using mipmapping. The third param-
eter speci“es how we would like the texture stored in texture memory. The fourth
and “fth parameters (width and height) specify the size of the image in memory. The
border parameter is no longer used and should be set to 0. The format and type
parameters describe how the pixels in the image in processor memory are stored, so
that OpenGL can read those pixels and store them in texture memory.

7.6.4 Texture Coordinates and Samplers
The key element in applying a texture in the fragment shader is the mapping between
the location of a fragment and the corresponding location within the texture image
where we will get the texture color for that fragment. Because each fragment has a
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FIGURE 7.17 Mapping to texture coordinates.

location in the frame buffer that is one of its attributes, we need not refer to this
position explicitly in the fragment shader. The potential dif“culty is identifying the
desired location in the texture image. In many applications, we could compute this
location from a mathematical model of the objects. In others, we might use some
sort of approximation. OpenGL does not have any preferred method and simply
requires that we provide the location to the fragment shader or compute it within
the shader.

Rather than having to use integer texel locations that depend on the dimensions
of the texture image, we use two ”oating-point texture coordinates,s and t, both
of which range over the interval (0.0, 1.0) as we traverse the texture image. For
our example of a 512× 512 two-dimensional texture image, the value (0.0, 0.0)
corresponds to the texelmy_texels[0][0] , and (1.0, 1.0) corresponds to the texel
my_texels[511][511] , as shown in Figure 7.17. Any values ofsandt in the unit
interval correspond to a unique texel.

It is up to the application and the shaders to determine the appropriate texture
coordinates for a fragment. The most common method is to treat texture coordinates
as a vertex attribute. Thus, we could provide texture coordinates just as we provide
vertex colors in the application. We then would pass these coordinates to the vertex
shader and let the rasterizer interpolate the vertex texture coordinates to fragment
texture coordinates.

Let•s consider a simple example of using our checkerboard texture image for
each side of the cube example. The example is particularly simple because we have
an obvious mapping between each face of the cube and the texture coordinates for
each vertex; namely, we assign texture coordinates (0.0, 0.0), (0.0, 1.0), (1.0, 1.0), and
(1.0, 0.0) to the four corners of each face.

Recall that we form 36 triangles for the six faces. We add an array to hold the
texture coordinates:

#define N 36

GLfloat tex_coord[N][2];

Here is the code of thequadfunction:
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typedef vec2 point2;

void quad(int a, int b, int c, int d)
{

static int i =0; /* vertex and color index */
quad_color[i] = colors[a];
points[i] = vertices[a];
tex_coord[i] = point2(0.0, 0.0);
i++;
quad_color[i] = colors[a];
points[i] = vertices[b];
tex_coord[i] = point2(0.0, 1.0);
i++;
quad_color[i] = colors[a];
points[i] = vertices[c];
tex_coord[i] = point2(1.0, 1.0);
i++;

quad_color[i] = colors[a];
points[i] = vertices[a];
tex_coord[i] = point2(0.0, 0.0);
i++;
quad_color[i] = colors[a];
points[i] = vertices[c];
tex_coord[i] = point2(1.0, 1.0);
i++;
quad_color[i] = colors[a];
points[i] = vertices[d];
tex_coord[i] = point2(1.0, 0.0);
i++;

}

We also need to do our initialization so we can pass the texture coordinates as a vertex
attribute with the identi“ertexcoord in the vertex shader:

GLuint loc3;

loc3 = glGetAttribLocation(program, "texcoord");
glEnableVertexAttribArray(loc3);
glVertexAttribPointer(loc3, 2, GL_FLOAT, GL_FALSE, 0, tex_coord);

Next, we need to initialize the buffer object to store all of the data. Since we have three
separate arrays of data, we will need to load them into an appropriately sized buffer
in three operations usingglBufferSubData :

GLintptr offset;
GLsizeiptr size =

sizeof(points) + sizeof(quad_color) + sizeof(tex_coord);
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glGenBuffers(1, buffer);
glBindBuffer(GL_ARRAY_BUFFER, buffers[0]);
glBufferData(GL_ARRAY_BUFFER, size, NULL, GL_STATIC_DRAW);
offset = 0;
glBufferData(GL_ARRAY_BUFFER, offset, sizeof(points), points);
offset += sizeof(points);
glBufferData(GL_ARRAY_BUFFER, offset, sizeof(quad_color), quad_color);
offset += sizeof(quad_color);
glBufferData(GL_ARRAY_BUFFER, offset, sizeof(tex_coord), tex_coord);

Turning to the vertex shader, we add the texture coordinate attribute and output
the texture coordinates. Here is the vertex shader for the rotating cube with texture
coordinates:

in vec2 texcoord;
in vec4 vPosition;
in vec4 vColor;

out vec4 color;
out vec2 st;

uniform vec3 theta;

void main()
{

mat4 rx, ry, rz;
vec3 c = cos(theta);
vec3 s = sin(theta);
rz = mat4(c.z, -s.z, 0.0, 0.0,

s.z, c.z, 0.0, 0.0,
0.0, 0.0, 1.0, 0.0,
0.0, 0.0, 0.0, 1.0);

ry = mat4(c.y, 0.0, s.y, 0.0,
0.0, 1.0, 0.0, 0.0,
-s.y, 0.0, c.y, 0.0,
0.0, 0.0, 0.0, 1.0);

rx = mat4(1.0, 0.0, 0.0, 0.0,
0.0, c.x, -s.x, 0.0,
0.0, s.x, c.x, 0.0,
0.0, 0.0, 0.0, 1.0);

gl_Position = rz*ry*rx*vPosition;
color = vColor;
st = texcoord;

}

The output texture coordinatesst are interpolated by the rasterizer and can be inputs
to the fragment shader.
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Note that the vertex shader is only concerned with the texture coordinates and
has nothing to do with the texture object we created earlier. We should not be sur-
prised because the texture itself is not needed until we are ready to assign a color to a
fragment, that is in the fragment shader. Note also that many of the complexities of
how we can apply the texture, many of which we have yet to discuss, are inside the
texture object and thus will allow us to use very simple fragment shaders.

The key to putting everything together is a new type of variable called asampler
which most often appears only in a fragment shader. A sampler variable provides
access to a texture object, including all its parameters. There are sampler variables
for the types of textures supported by OpenGL, including one-dimensional (sam-
pler1D ), two-dimensional (sampler2D), and three-dimensional (sampler3D) tex-
tures and special types such as cube maps (samplerCube).

We link the texture objectmytex we created in the application with the shader
using a uniform variable

GLuint tex_loc;

tex_loc = glGetUniformLocation(program, "texMap");

glUniform1i(tex_loc, 0);

wheretexMap is the name of the sampler in the fragment shader and the second
parameter inglUniform1i refers to the default texture unit. We will discuss mutliple
texture units in Section 7.6.7.

The fragment shader is almost trivial. The interpolated vertex colors and the
texture coordinates are input variables. If we want the texture values to multiply the
colors as if we were using the checkerboard texture to simulate glass that alternates
between clear and opaque, we could multiply the colors from the application by the
values in the texture image as in the following fragment shader:

in vec2 st;
in vec4 color;
uniform sampler2D texMap;

void main()
{

gl_FragColor = color * texture2D(texMap, st);
}

In the example shown in Figure 7.18(a), we use the whole texture on a rectangle.
If we used only part of the range ofs and t„for example, (0.0, 0.5)„we would
use only part ofmy_texels for the texture map, and would get an image like that
in Figure 7.18(b). OpenGL interpolatess and t across the quadrilateral, then maps
these values back to the appropriate texel inmy_texels . The quadrilateral example
is simple because there is an obvious mapping of texture coordinates to vertices. For
general polygons, the application programmer must decide how to assign the texture
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(a) (b)

FIGURE 7.18 Mapping of a checkerboard texture to a quadrilateral.
(a) Using the entire texel array. (b) Using part of the texel array.

(a) (b) (c)

FIGURE 7.19 Mapping of texture to polygons. (a and b) Mapping of a checkerboard texture
to a triangle. (c) Mapping of a checkerboard texture to a trapezoid.

coordinates. Figure 7.19 shows a few of the possibilities with the same texture map.
Figures 7.19(a) and (b) use the same triangle but different texture coordinates. Note
the artifacts of the interpolation and how quadrilaterals are treated as two triangles
as they are rendered in Figure 7.19(c).

The basics of OpenGL texture mapping are simple: Specify an array of colors
for the texture values, then assign texture coordinates. Unfortunately, there are a
few nasty details that we must discuss before we can use texture effectively. Solving
the resulting problems involves making trade-offs between quality of the images and
ef“ciency.

One problem is how to interpret a value ofsor t outside of the range (0.0, 1.0).
Generally, we want the texture either to repeat if we specify values outside this range
or to clamp the values to 0.0 or 1.0„that is, we want to use the values at 0.0 and 1.0
for values below and above the interval (0.0, 1.0), respectively. For repeated textures,
we set these parameters via

glTexParameteri(GL_TEXTURE_2D, GL_TEXTURE_WRAP_S, GL_REPEAT);
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For t , we useGL_TEXTURE_WRAP_T; for clamping, we useGL_CLAMP_TO_EDGE. By
executing these functions after theglBindTexture , the parameters become part of
the texture object.

7.6.5 Texture Sampling
Aliasing of textures is a major problem. When we map texture coordinates to the array
of texels, we rarely get a point that corresponds to the center of a texel. One option
is to use the value of the texel that is closest to the texture coordinate output by the
rasterizer. This option is known aspoint sampling, but it is the one most subject
to visible aliasing errors. A better strategy, although one that requires more work,
is to use a weighted average of a group of texels in the neighborhood of the texel
determined by point sampling. This option is known aslinear “ltering . Thus, in
Figure 7.20 we see the location within a texel that is given by bilinear interpolation
from the texture coordinates at the vertices and the four texels that would be used
to obtain a smoother value. If we are using linear “ltering, there is a problem at the
edges of the texel array as we need additional texel values outside the array.

There is a further complication, however, in deciding how to use the texel values
to obtain a texture value. The size of the pixel that we are trying to color on the screen
may be smaller or larger than one texel, as shown in Figure 7.21.

In the “rst case, the texel is larger than one pixel (magni“cation); in the second,
it is smaller (mini“cation ). In both cases, the fastest strategy is to use the value of
the nearest point sampling. We can specify this option for both magni“cation and
mini“cation of textures as follows:

glTexParameteri(GL_TEXTURE_2D, GL_TEXTURE_MAG_FILTER, GL_NEAREST);
glTexParameteri(GL_TEXTURE_2D, GL_TEXTURE_MIN_FILTER, GL_NEAREST);

Alternatively, we can use “ltering to obtain a smoother, less aliased image if we specify
GL_LINEARinstead ofGL_NEAREST.

OpenGL has another way to deal with the mini“cation problem; it is called
mipmapping. For objects that project to an area of screen space that is small com-
pared with the size of the texel array, we do not need the resolution of the original
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FIGURE 7.21 Mapping texels to pixels. (a) Minification. (b) Magnification.
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texel array. OpenGL allows us to create a series of texture arrays at reduced sizes; it
will then automatically use the appropriate size. For a 64× 64 original array, we can
set up 32× 32, 16× 16, 8× 8, 4× 4, 2× 2, and 1× 1 arrays for the current texture
object by executing the function call

glGenerateMipmap(GL_TEXTURE_2D);

We can also set up the maps directly using thelevel parameter inglTexIm-
age2D. This parameter is the level in the mipmap hierarchy for the speci“ed texture
array. Thus, level 0 refers to the original image, level 1 to the image at half resolution,
and so on. However, we can give a pointer to any image in different calls toglTex-
Image2Dand thus can have entirely different images used at different levels of the
mipmap hierarchy. These mipmaps are invoked automatically if we specify

glTexParameteri(GL_TEXTURE_2D,
GL_TEXTURE_MIN_FILTER,GL_NEAREST_MIPMAP_NEAREST);

This option asks OpenGL to use point sampling with the best mipmap. We can
also do “ltering within the best mipmap (GL_NEAREST_MIPMAP_LINEAR), point
sampling using linear “ltering between mipmaps (GL_LINEAR_MIPMAP_NEAREST),
or both “lters (GL_LINEAR_MIPMAP_LINEAR). Figure 7.22 shows the differences in
mapping a texture using the nearest texel, linear “ltering, and mipmapping, both
with using the nearest texel and with linear “ltering. The object is a quadrilateral that
appears almost as a triangle when shown in perspective. The texture is a series of
black and white lines that is applied so that the lines converge at the far side of the
quadrilateral. Note that this texture map, because of its regularity, shows dramatic
aliasing effects. The use of the nearest texel shows moiré patterns and jaggedness
in the lines. Using linear “ltering makes the lines smoother, but there are still clear
moiré patterns. The texels between the black and white stripes are gray because of
the “ltering. Mipmapping also replaces many of the blacks and whites of the two-
color patterns with grays that are the average of the two color values. For the parts
of the object that are farthest from the viewer, the texels are gray and blend with the
background. The mipmapped texture using the nearest texel in the proper mipmap
still shows the jaggedness that is smoothed out when we use linear “ltering with the
mipmap. Advances in the speed of graphics processors (GPUs) and the inclusion
of large amounts of texture memory in these GPUs often allows applications to use
“ltering and mipmapping without a performance penalty.

A “nal issue in using textures in OpenGL is the interaction between texture and
shading. For RGB colors, there are multiple options. The texture can modulate the
shade that we would have assigned without texture mapping by multiplying the color
components of the texture by the color components from the shader. We could let
the color of the texture totally determine the color of a fragment„a technique called
decaling. These and other options are easily implemented in the fragment shader.
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(a) (b)

(c) (d)

FIGURE 7.22 Texture mapping to a quadrilateral. (a) Point sampling.
(b) Linear filtering. (c) Mipmapping point sampling. (d) Mipmapping
linear filtering.

7.6.6 Working with Texture Coordinates
Our examples so far have assumed implicitly that we know how to assign texture
coordinates. If we work with rectangular polygons of the same size, then it is fairly
easy to assign coordinates. We can also use the fact that texture coordinates can be
stored as one-, two-, three-, or four-dimensional arrays, just as are vertices. Thus,
texture coordinates can be transformed by matrices and manipulated in the same
manner as we transformed positions with the model-view and projection matrices.
We can use a texture matrix to scale and orient textures and to create effects in which
the texture moves with the object, the camera, or the lights.

However, if the set of polygons is an approximation to a curved object, then as-
signing texture coordinates is far more dif“cult. Consider the polygonal approxima-
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FIGURE 7.23 Polygonal model of Utah teapot.

FIGURE 7.24 Texture-mapped Utah teapot.

tion of the Utah teapot4 in Figure 7.23. Although the model uses only quadrilaterals,
these quadrilaterals differ in size, with smaller quadrilaterals in areas where the ob-
ject has higher curvature and larger quadrilaterals in ”atter areas. Figure 7.24 shows
our checkerboard texture mapped to the teapot without making any adjustment for
the different sizes of the polygons. As we can see, by assigning the same set of texture
coordinates to each polygon, the texture mapping process adjusts to the individual
sizes of the polygons by scaling the texture map as needed. Hence, in areas such as
the handle, where many small polygons are needed to give a good approximation to
the curved surface, the black and white boxes are small compared to those on the
body of the teapot. In some applications, these patterns are acceptable. However, if
all surfaces of the teapot were made from the same material, we would expect to
see the same pattern on all its parts. In principle, we could use the texture matrix
to scale texture coordinates to achieve the desired display. However, in practice, it is
almost impossible to determine the necessary information from the model to form
the matrix.

One solution to this problem is to generate texture coordinates for each vertex
in terms of the distance from a plane in either eye coordinates or object coordinates.
Mathematically, each texture coordinate is given as a linear combination of the ho-
mogeneous coordinate values. Thus, forsandt,

4. We shall discuss the Utah teapot in detail in Chapter 10.
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(a)

(b)

FIGURE 7.25 Teapot using texture coordinate generation. (a) In object
coordinates. (b) In eye coordinates.

s= asx + bsy + csz + dsw,

t = atx + bty + ctz + dtw.

Figure 7.25(a) shows the teapot with texture coordinate generation in object
space. Figure 7.25(b) uses the same equations but with the calculations in eye space.
By doing the calculation in object space, the texture is “xed to the object and thus
will rotate with the object. Using eye space, the texture pattern changes as we apply
transformations to the object and give the illusion of the object moving through
a texture “eld. One of the important applications of this technique is in terrain
generation and mapping. We can map surface features as textures directly onto a
three-dimensional mesh.

7.6.7 Multitexturing
Thus far, we have looked at applying a single texture to an object. However, there are
many surface rendering effects that can best be implemented by more than a single
application of a texture. For example, suppose that we want to apply a shadow to an
object whose surface shades are themselves determined by a texture map. We could
use a texture map for the shadow, but if there were only a single texture application,
this method would not work.
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Frame bufferTexture unit 1Texture unit 0 Texture unit 2Fragment

FIGURE 7.26 Sequence of texture units.

If, instead, we have multiple texture units as in Figure 7.26, then we can accom-
plish this task. Each unit acts as an independent texturing stage starting with the
results of the previous stage. This facility is supported in recent versions of OpenGL.

Suppose that we want to use two texture units. We can de“ne two texture objects
as part of our initialization. We then activate each in turn and decide how its texture
should be applied. The usual code is of the form

glActiveTexture(GL_TEXTURE0); /* unit 0 */
glBindTexture(GL_TEXTURE_2D, object0);

/* how to apply texture 0 */
glActiveTexture(GL_TEXTURE1); /* unit 1 */
glBindTexture(GL_TEXTURE_2D, object1);

/* how to apply texture 1 */

Each texture unit can use different texture coordinates, and the application needs to
provide those texture coordinates for each unit.

7.7 TEXTURE GENERATION

One of the most powerful uses of texture mapping is to provide detail without
generating numerous geometric objects. High-end graphics systems can do two-
dimensional texture mapping in real time; for every frame, the texture is mapped
to objects as part of the rendering process at almost the same rate as non-texture-
mapped objects are processed. Graphics boards for personal computers now contain
a signi“cant amount of texture memory and allow game developers to use texture
mapping to create complex animated environments.

If, for example, we want to simulate grass in a scene, we can texture map an
image of grass that we might have obtained by, say, scanning a photograph, faster than
we can generate two- or three-dimensional objects that look like grass. In mapping
applications, rather than generating realistic surface detail for terrain, we can digitize
a real map and paint it on a three-dimensional surface model by texture mapping.

We can also look for procedural methods for determining texture patterns. Of
particular interest are patterns that we see in nature, such as the textures of sand,
grass, or minerals. These textures show both structure (regular patterns) and consid-
erable randomness. Most approaches to generating such textures algorithmically start
with a random-number generator and process its output, as shown in Figure 7.27. We
shall study procedural noise in detail in Chapter 9.
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FIGURE 7.27 Texture generation.

The generation of a three-dimensional texture “eldT(s, t , r) is a direct extension
of two-dimensional texture-generation techniques. There are some practical advan-
tages to using three-dimensional textures. Most important is that by associating each
(s, t , r) value directly with an(x, y, z) point, we can avoid the mapping problem en-
tirely. The user needs only to de“ne a functionT(s, t , r) with the desired properties.
Conceptually, this process is similar to sculpting the three-dimensional object from a
solid block whose volume is colored by the speci“ed texture. This technique has been
used to generate objects that look as if they have been carved from solid rock. The
texture-generation process de“nes a functionT(s, t , r) that displays the graininess
we associate with materials such as marble and granite.

There are other advantages to using three-dimensional textures. Suppose that
we have a two-dimensional texture that we obtained by photographing or modeling
some natural material, such as stone. Now suppose that we want to create a cube that
looks like it was formed from this stone. If we use two-dimensional texture mapping,
we have to map the same pattern to the six sides of the cube. To make the cube
look real, we must try to make the texture map appear continuous at the edges of
the cube, where two texture maps meet. When we work with natural patterns, it is
virtually impossible to ensure that we can do this matching. Note that the problem
is even more serious at the vertices of the cube, where three texture maps meet
(see Exercise 7.26). Often we can use “ltering and texture borders to give visually
acceptable results. However, if we use three-dimensional textures, this problem does
not arise.

7.8 ENVIRONMENT MAPS

Highly re”ective surfaces are characterized by specular re”ections that mirror the en-
vironment. Consider, for example, a shiny metal ball in the middle of a room. We can
see the contents of the room, in a distorted form, on the surface of the ball. Obviously,
this effect requires global information, as we cannot shade the ball correctly without
knowing about the rest of the scene. A physically based rendering method, such as a
ray tracer, can produce this kind of image, although in practice ray-tracing calcula-
tions usually are too time-consuming to be practical for real-time applications. We
can, however, use variants of texture mapping that can give approximate results that
are visually acceptable throughenvironment mapsor re”ection maps.

The basic idea is simple. Consider the mirror in Figure 7.28, which we can look
at as a polygon whose surface is a highly specular material. From the point of view
of a renderer, the position of the viewer and the normal to the polygon are known,
so that the angle of re”ection is determined as in Chapter 5. If we follow along this
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FIGURE 7.28 Scene with a mirror.

angle until we intersect the environment, we obtain the shade that is re”ected in the
mirror. Of course, this shade is the result of a shading process that involves the light
sources and materials in the scene. We can obtain an approximately correct value of
this shade as part of a two-step rendering pass, similar in some respects to the two-
step texture-mapping process that we outlined in Section 7.5. In the “rst pass, we
render the scene without the mirror polygon, with the camera placed at the center of
the mirror pointed in the direction of the normal of the mirror. Thus, we obtain an
image of the objects in the environment as •seenŽ by the mirror. This image is not
quite correct (Exercise 7.3), but is usually good enough. We can then use this image
to obtain the shades (texture values) to place on the mirror polygon for the second
normal rendering with the mirror placed back in the scene.

There are two dif“culties with this approach. First, the images that we obtain in
the “rst pass are not quite correct, because they have been formed without one of the
objects„the mirror„in the environment. Second, we must confront the mapping
issue. Onto what surface should we project the scene in the “rst pass, and where
should we place the camera? Potentially, we want all the information in the scene
as we may want to do something like have our mirror move so that we should see
different parts of the environment on successive frames, and thus a simple projection
will not suf“ce.

There have been a variety of approaches to this projection problem. The clas-
sic approach is to project the environment onto a sphere centered at the center of
projection. In Figure 7.29, we see some polygons that are outside the sphere and
their projections on the sphere. Note that a viewer located at the center of the sphere
cannot tell whether she is seeing the polygons in their original positions or their pro-
jections on the sphere. This illusion is similar to what we see in a planetarium. The
•starsŽ that appear to be an in“nite distance away are actually the projection of lights
onto the hemisphere which encloses the audience.

In the original version of environment mapping, the surface of the sphere was
then converted to a rectangle using lines of longitude and latitude for the mapping.
Although conceptually simple, there are problems at the poles where the shape dis-
tortion becomes in“nite. Computationally, this mapping does not preserve areas very
well and requires evaluating a large number of trigonometric functions.
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FIGURE 7.29 Mapping of the environment.
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FIGURE 7.30 Reflection map.

OpenGL supports a variation of this method calledsphere mapping. The appli-
cation program supplies a circular image that is the orthographic projection of the
sphere onto which the environment has been mapped. The advantage of this method
is that the mapping from the re”ection vector to two-dimensional texture coordi-
nates on this circle is simple and can be implemented in either hardware or software.
The dif“cult part is obtaining the required circular image. It can be approximated
by taking a perspective projection with a very wide-angle lens or by remapping some
other type of projection, such as the cube projection that we discuss next. We load
the texture image in texture memory throughglTexImage2D.

The equations for generating the texture coordinates can be understood with the
help of Figure 7.30. It is probably easiest if we work backward from the viewer to the
image. Suppose that the texture map is in the planez = Š d, whered is positive and we
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project backward orthogonally toward a unit sphere centered at the origin. Thus, if
the texture coordinates in the plane are(s, t ), then the projector intersects the sphere
at (s, t ,

�
(1.0Š s2 Š t2)). For the unit sphere centered at the origin, the coordinates

of any point on the sphere are also the components of the unit normal at that point.
We can then compute the direction of re”ection, as in Chapter 5, by

r = 2(n . v)n Š v,

where

v =

�

�
s
t
0

�

� ,

n =

�

�
s
t

�
1.0Š s2 Š t2

�

� .

The vectorr points into the environment. Thus, any object thatr intersects has
texture coordinates(s, t ). However, this argument is backward because we start with
an object de“ned by vertices. Givenr, we can solve forsandt and “nd that if

r =

�
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rx

ry

rz
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,

where

f = 2
�

r2
x + r2

y + (rz + 1)2.

If we put everything into eye coordinates, we computer using the unit vector from
the origin to the vertex forv and the vertex normal forn.

This process reveals some issues that show that this method is only approximate.
The re”ection map is only correct for the vertex at the origin. In principle, each vertex
should have its own re”ection map. Actually each point on the object should have
its own map and not an approximate value computed by interpolation. The errors
are most signi“cant the farther the object is from the origin. Nevertheless, re”ection
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FIGURE 7.31 Reflective cube map.

mapping gives visually acceptable results in most situations, especially when there is
animation as in “lms and games.

If we want to compute an environment map using the graphics system, we prefer
to use the standard projections that are supported by the graphics systems. For an
environment such as a room, the natural intermediate object is a box. We compute six
projections, corresponding to the walls, ”oor, and ceiling, using six virtual cameras
located at the center of the box, each pointing in a different direction. At this point, we
can treat the six images as a single environment map and derive the textures from it, as
in Figure 7.31. Color Plate 23 shows one frame from Pixar Animation Studio•sGeri•s
Game.A re”ection map was computed on a box (Color Plate 24) and then mapped
to Geri•s glasses.

We could also compute the six images in our program and use them to compute
the circular image required by OpenGL•s spherical maps. Note that all these methods
can suffer from geometric distortions and aliasing problems. In addition, unless the
application recomputes the environment maps, they are not correct if the viewer
moves.

Regardless of how the images are computing, once we have them, we can specify
a cube map in OpenGL with six function calls, one for each face of a cube centered
at the origin. Thus, if we have a 512× 512 RGBA imageimagexp for the positive-x
face, we have the following:

glTexImage2D(GL_TEXTURE_CUBE_MAP_POSITIVE_X, 0, GL_RGBA, 512, 512,
0, GL_RGBA, GL_UNSIGNED_BYTE, imagexp);

For re”ection maps, the calculation of texture coordinates can be done auto-
matically. However, cube maps are fundamentally different from sphere maps, which
are much like standard two-dimensional texture maps with special coordinate cal-
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culations. Here, we must use three-dimensional texture coordinates, which are often
computed in the shader.

These techniques are examples ofmultipass rendering(or multirendering),
where, in order to compute a single image, we compute multiple images, each using
the rendering pipeline. Multipass methods are becoming increasingly more impor-
tant as the power of graphics cards has increased to the point that we can render a
scene multiple times from different perspectives in less time than is needed for rea-
sonable refresh rates. Equivalently, most of these techniques can be done within the
fragment shader.

7.9 REFLECTION MAP EXAMPLE

Let•s look at a simple example of a re”ection map based on our rotating cube example.
In this example, we will use a cube map in which each of the six texture maps is a
single texel. Our rotating cube will be totally re”ective and placed inside a box, each
of whose sides is one of the six colors: red, green, blue, cyan, magenta, and yellow.
Here•s how we can set up the cube map as part of initialization using texture unit 1:

GLuint tex[1];

GLubyte red[3] = {255, 0, 0};
GLubyte green[3] = {0, 255, 0};
GLubyte blue[3] = {0, 0, 255};
GLubyte cyan[3] = {0, 255, 255};
GLubyte magenta[3] = {255, 0, 255};
GLubyte yellow[3] = {255, 255, 0};

glActiveTexture(GL_TEXTURE1);
glGenTextures(1, tex);
glBindTexture(GL_TEXTURE_CUBE_MAP, tex);

glTexImage2D(GL_TEXTURE_CUBE_MAP_POSITIVE_X ,0,GL_RGB,1,1,0,GL_RGB,
GL_UNSIGNED_BYTE, red);

glTexImage2D(GL_TEXTURE_CUBE_MAP_NEGATIVE_X ,0,GL_RGB,1,1,0,GL_RGB,
GL_UNSIGNED_BYTE, green);

glTexImage2D(GL_TEXTURE_CUBE_MAP_POSITIVE_Y ,0,GL_RGB,1,1,0,GL_RGB,
GL_UNSIGNED_BYTE, blue);

glTexImage2D(GL_TEXTURE_CUBE_MAP_NEGATIVE_Y ,0,GL_RGB,1,1,0,GL_RGB,
GL_UNSIGNED_BYTE, cyan);

glTexImage2D(GL_TEXTURE_CUBE_MAP_POSITIVE_Z ,0,GL_RGB,1,1,0,GL_RGB,
GL_UNSIGNED_BYTE, magenta);

glTexImage2D(GL_TEXTURE_CUBE_MAP_NEGATIVE_Z ,0,GL_RGB,1,1,0,GL_RGB,
GL_UNSIGNED_BYTE, yellow);

glTexParameteri(GL_TEXTURE_CUBE_MAP,GL_TEXTURE_MIN_FILTER,GL_NEAREST);
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FIGURE 7.32 Reflection cube map.

The texture map will be applied using a sampler in the fragment shader. We set up
the required uniform variables as in our other examples:

GLuint texMapLocation;

texMapLocation = glGetUniformLocation(program, "texMap");
glUniform1i(texMapLocation, 1); // corresponding to unit 1

Now that we have set up the cube map, we can turn to the determination of the
texture coordinates. The required computations for a re”ection or environment map
are shown in Figure 7.32. We assume that the environment has already been mapped
to the cube. The difference between a re”ection map and a simple cube texture map
is that we use the re”ection vector to access the texture for a re”ection map rather
than the view vector. We can compute the re”ection vector at each vertex in our
vertex program and then let the fragment program interpolate these values over the
primitive.

However, to compute the re”ection vector, we need the normal to each side of
the rotating cube. We can compute normals in the application and send them to the
vertex shader as a vertex attribute through thequadfunction

point4 normals[N];
vec4 normal;

void quad(int a, int b, int c, int d)
{

static int i =0;

normal = normalize(cross(vertices[b]-vertices[a],
vertices[c]-vertices[b]));

normals[i] = normal;
points[i] = vertices[a];
i++;
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normals[i] = normal;
points[i] = vertices[b];
i++;
normals[i] = normal;
points[i] = vertices[c];
i++;
normals[i] = normal;
points[i] = vertices[a];
i++;
normals[i] = normal;
points[i] = vertices[c];
i++;
normals[i] = normal;
points[i] = vertices[d];
i++;

}

and combining the normal data in a vertex array

glBindBuffer(GL_ARRAY_BUFFER, buffer);
glBufferData(GL_ARRAY_BUFFER, sizeof(points) + sizeof(normals),

NULL, GL_STATIC_DRAW);
glBufferSubData(GL_ARRAY_BUFFER, 0, sizeof(points), points);
glBufferSubData(GL_ARRAY_BUFFER, sizeof(points),

sizeof(normals), normals)

that is aligned with the shader

loc2 = glGetAttribLocation(program, "Normal");
glEnableVertexAttribArray(loc2);

We will assume that the rotation to the cube is applied in the application and its effect
is incorporated in the model-view matrix. We also assume that the camera location
is “xed. The normals must then be rotated in the vertex shader before we can use the
reflect function to compute the direction of re”ection. Our vertex shader is

in vec4 vPosition;
in vec4 Normal;
out vec3 R;

uniform mat4 ModelView;
uniform mat4 Projection;

void main()
{

gl_Position = Projection*ModelView*vPosition;
vec3 eyePos = vPosition.xyz;
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vec4 NN = ModelView*Normal;
vec3 N = normalize(NN.xyz);
R = reflect(eyePos, N);

}

It computes the re”ection vector in eye coordinates as a varying variable. If we want
the color to be totally determined by the texture, the fragment shader is simply as
follows:

in vec3 R;
uniform samplerCube texMap;

void main()
{

vec4 texColor = textureCube(texMap, R);
gl_FragColor = texColor;

}

We can create more complex lighting by having the color determined in part by the
specular, diffuse, and ambient lighting as we did for the modi“ed-Phong lighting
model.

However, we must be careful as to which frame we want to use in our shaders.
The difference between this example and previous ones is that the environment map
usually is computed in world coordinates. Object positions and normals are speci“ed
in object coordinates and are brought into the world frame by modeling transforma-
tions in the application. We usually never see the object-coordinate representation of
objects because the model-view transformation converts object coordinates directly
to eye coordinates. In many applications, we de“ne our objects directly without mod-
eling transformations so that model and object coordinates are the same. However,
we want to write our program in a manner that allows for modeling transformations
when we do re”ection mapping. One way to accomplish this task is to compute the
modeling matrix in the application and pass it to the fragment program as a uni-
form variable. Also note that we need the inverse transpose of the modeling matrix
to transform the normal. However, if we pass in the inverse matrix as another uni-
form variable, we can postmultiply the normal to obtain the desired result. Color
Plate 12 shows the use of a re”ection map to determine the colors on the teapot. The
teapot is set inside a cube, each of whose sides is one of the colors red, green, blue,
cyan, magenta, or yellow.

7.10 BUMP MAPPING

Bump mapping is a texture-mapping technique that can give the appearance of great
complexity in an image without increasing the geometric complexity. Unlike simple
texture mapping, bump mapping will show changes in shading as the light source or
object moves, making the object appear to have variations in surface smoothness.
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Let•s start by returning to our example of creating an image of an orange. If
we take a photograph of a real orange, we can apply this image as a texture map
to a surface. However, if we move the lights or rotate the object, we immediately
notice that we have the image of a model of an orange rather than the image of a
real orange. The problem is that a real orange is characterized primarily by small
variations in its surface rather than by variations in its color, and the former are not
captured by texture mapping. The technique ofbump mappingvaries the apparent
shape of the surface by perturbing the normal vectors as the surface is rendered; the
colors that are generated by shading then show a variation in the surface properties.
Unlike techniques such as environment mapping that can be implemented without
programmable shaders, bump mapping cannot be done in real time without them.

7.10.1 Finding Bump Maps
We start with the observation that the normal at any point on a surface characterizes
the orientation of the surface at that point. If we perturb the normal at each point
on the surface by a small amount, then we create a surface with small variations in
its shape. If this perturbation to the normal can be applied only during the shading
process, we can use a smooth model of the surface, which must have a smooth
normal, but we can shade it in a way that gives the appearance of a complex surface.
Because the perturbations are to the normal vectors, the rendering calculations are
correct for the altered surface, even though the more complex surface de“ned by the
perturbed normals need never be created.

We can perturb the normals in many ways. The following procedure for para-
metric surfaces is an ef“cient one. Letp(u, v) be a point on a parametric surface. The
partial derivatives at the point
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lie in the plane tangent to the surface at the point. Their cross product can be nor-
malized to give the unit normal at that point:

n =
pu × pv

|pu × pv|
.

Suppose that we displace the surface in the normal direction by a function called
the bump, or displacement, function, d(u, v), which we can assume is known and
small (|d(u, v)| � 1). The displaced surface is given by

p� = p + d(u, v)n.

We would prefer not to create the displaced surface because such a surface would
have a higher geometric complexity than the undisplaced surface and would thus
slow down the rendering process. We just want to make it look as though we have
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displaced the original surface. We can achieve the desired look by altering the normal
n, instead ofp, and using the perturbed normal in our shading calculations.

The normal at the perturbed pointp� is given by the cross product

n� = p�
u × p�

v.

We can compute the two partial derivatives by differentiating the equation forp�,
obtaining

p�
u = pu +

� d
� u

n + d(u, v)nu,

p�
v = pv +

� d
� v

n + d(u, v)nv.

If d is small, we can neglect the term on the right of these two equations and take their
cross product, noting thatn × n = 0, to obtain the approximate perturbed normal:

n� � n +
� d
� u

n × pv +
� d
� v

n × pu.

The two terms on the right are the displacement, the difference between the original
and perturbed normals. The cross product of two vectors is orthogonal to both of
them. Consequently, both cross products yield vectors that lie in the tangent plane at
p, and their sum must also be in the tangent plane.

Although p�
u and p�

v lie in the tangent plane perpendicular ton�, they are
not necessarily orthogonal to each other. We can obtain an orthogonal basis and a
corresponding rotation matrix using the cross product. First, we normalizen� and
p�

u, obtaining the vectors

m =
n�

|n�|
,

t =
p�

u

|p�
u|

.

We obtain the third orthogonal vector,b, by

b = m × t .

The vectort is called thetangent vectorat p, andb is called thebinormal vector at
p. The matrix

M = [ t b m ]T

is the rotation matrix that will convert representations in the original space to repre-
sentations in terms of the three vectors. The new space is sometimes calledtangent
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space. Because the tangent and binormal vectors can change for each point on the
surface, tangent space is a local coordinate system.

To better understand the implication of having introduced another frame, one
that is local to the point on the surface, let•s consider a bump from the planez = 0.
The surface can be written in implicit form as

f (x, y) = ax + by+ c= 0.

If we letu = x andv = y, then, ifa 	= 0, we have

p(u, v) =

�

�
�

u

Š
b
a

v Š
c
a

0

�

�
� .

The vectors� p/� u and� p/� v can be normalized to give the orthogonal vectors

p�
u

|p�
u|

= [ 1 0 0]T ,

p�
v

|p�
v|

= [ 0 1 0]T .

Because these vectors turned out to be orthogonal, they serve as the tangent binormal
vectors. The unit normal is

n = [ 0 0 1]T .

For this case, the displacement function is a functiond(x, y). To specify the
bump map, we need two functions that give the values of� d/� x and� d/� y. If these
functions are known analytically, we can evaluate them either in the application
or in the shader. More often, however, we have a sampled version ofd(x, y) as an
array of pixelsD = [dij ]. The required partial derivatives can be approximated by the
difference between adjacent elements in the following array:

� d
� x


 dij Š diŠ1,j ,

� d
� y


 dij Š di , jŠ1.

These arrays can be precomputed in the application and stored as a texture called a
normal map. The fragment shader can obtain the values using a sampler.

Before we develop the necessary shaders, consider what is different for the gen-
eral case when the surface is not described by the planez = 0. In our simple case,
the tangent space axes aligned with the object or world axes. In general, the normal
from a surface will not point in thez-direction nor along any particular axis. In ad-
dition, the tangent and binormal vectors, although orthogonal to each other and the
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normal, will have no particular orientation with respect to the world or object axes.
The displacement function is measured along the normal so its partial derivatives
are in an arbitrary plane. However, in tangent space this displacement is along the
z-coordinate axis. Hence, the importance of the matrixM composed of the normal,
tangent, and binormal vectors is that it allows us to go to the local coordinate system
in which the bump map calculations match what we just did. The usual implemen-
tation of bump mapping is to “nd this matrix and transform object-space vectors
into vectors in a tangent space local coordinate system. Because tangent space is lo-
cal, the change in representation can be different for every fragment. With polygonal
meshes, the calculation can be simpler if we use the same normal across each polygon
and the application can send the tangent and binormal to the vertex shader once for
each polygon.

We are almost ready to write vertex and fragment shaders for bump mapping.
The entities that we need for lighting„the surface normal, the light vector(s), the
half-angle vector, the vertex location„are usually in eye or object coordinates at the
point in the process when we do lighting. Whether we use a normal map or compute
the perturbation of the normal procedurally in a fragment shader, the displacements
are in texture-space coordinates. For correct shading, we have to convert either the
normal map to object-space coordinates or the object-space coordinates to texture-
space coordinates. In general, the latter requires less work because it can be carried
out on a per-vertex basis in the vertex shader rather than on a per-fragment basis.
As we have seen, the matrix needed to convert from object space to texture space is
precisely the matrix composed of the normal, tangent, and binormal.

We can send the normal to the vertex shader as a vertex attribute if it changes
at each vertex, or, if we are working with a single ”at polygon at a time, we can
use a uniform variable. The application can also provide tangent vectors in a similar
manner. The binormal can then be computed in the shader using the cross-product
function. These computations are done in the vertex shader, which produces a light
vector and view vector in tangent coordinates for use in the fragment shader. Because
the normal vector in tangent coordinates always points in the positivez-direction, the
view and light vectors are suf“cient for doing lighting in tangent space.

7.10.2 Bump Map Example
Our example is a single square in the planey = 0 with a light source above the plane
that rotates in the planey = 10.0. We will include only diffuse lighting to minimize
the amount of code we need. Our displacement is a small square in the center of the
original square. Before developing the code, the output is shown in Figure 7.33. The
image on the left is with the light source in its original position; the image on the left
is with the light source rotated 45 degrees in thex Š z plane at the same height above
the surface.

First, let•s look at the application program. We will use two triangles for the
square polygon, and each of the six vertices will have a texture. So that part of the
code will be much as in previous examples:
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FIGURE 7.33 Bump mapping of a square displacement.

point4 points[6];
point2 tex_coord[6];

void mesh()
{

point4 vertices[4] = {
point4(0.0, 0.0, 0.0, 1.0),
point4(1.0, 0.0, 0.0, 1.0),
point4(1.0, 0.0, 1.0, 1.0),
point4(0.0, 0.0, 1.0, 1.0)

};

points[0] = vertices[0];
tex_coord[0] = point2(0.0, 0.0);
points[1] = vertices[1];
tex_coord[1] = point2(1.0, 0.0);
points[2] = vertices[2];
tex_coord[2] = point2(1.0, 1.0);
points[3] = vertices[2];
tex_coord[3] = point2(1.0, 1.0);
points[4] = vertices[3];
tex_coord[4] = point2(0.0, 1.0);
points[5] = vertices[0];
tex_coord[5] = point2(0.0, 0.0);

}

We send these data to the GPU as vertex attributes.
The displacement map is generated as an array in the application. The displace-

ment data are in the arraydata . The normal map is computing by taking the differ-
ences to approximate the partial derivatives for two of the components and using 1.0
for the third to form the arraynormals . Because these values are stored as colors in
a texture image, the components are scaled to the interval (0.0, 1.0).
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const in t N = 256;

float data[N+1][N+1];
vec3 normals[N][N];

for(in t i = 0; i < N+1; i++)
for(in t j = 0; j < N+1; j++)

data[i][j]=0.0;

for(in t i = N/4; i < 3*N/4; i++)
for(in t j = N/4; j < 3*N/4; j++)

data[i][j] = 1.0;

for(in t i = 0;i < N; i++)
for(in t j = 0;j < N; j++)
{

vec4 n = vec3(data[i][j] - data[i+1][j], 0.0, data[i][j] -
data[i][j+1]);

normals[i][j] = 0.5*normalize(n) + 0.5;
}

The arraynormals is then sent to the GPU by building a texture object. We send
a projection matrix, a model-view matrix, the light position, and the diffuse lighting
parameters to the shaders as uniform variables. Because the surface is ”at, the normal
is constant and can be sent to the shader as a uniform variable. Likewise, the tangent
vector is constant and can be any vector in the same plane as the polygon and can also
be sent to the vertex shader as a uniform variable.

We now turn to the vertex shader. In this simple example, we want to do the
calculations in texture space. Hence, we must transform both the light vector and eye
vector to this space. The required transformation matrix is composed of the normal,
tangent, and binormal vectors.

The normal and tangent are speci“ed in object coordinates and must “rst be
converted to eye coordinates. The required transformation matrix is thenormal
matrix, which is the inverse transpose of the upper-left 3× 3 submatrix of the model-
view matrix (see Exercise 7.30). We assume this matrix is computed in the application
and sent to the shader as another uniform variable. We can then use the transformed
normal and tangent to give the binormal in eye coordinates. Finally, we use these
three vectors to transform the view vector and light vector to texture space. Here is
the vertex shader:

/* bump map vertex shader */

out vec3 L; /* light vector in texture-space coordinates */
out vec3 V; /* view vector in texture-space coordinates */
out vec2 st; /* texture coordinates */

in vec2 texcoord;
in vec4 vPosition;
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uniform vec3 Normal;
uniform vec4 LightPosition;
uniform mat4 ModelView;
uniform mat4 Projection;
uniform mat4 NormalMatrix;
uniform vec3 objTangent;

void main()
{

gl_Position = Projection*ModelView*vPosition;

st = texcoord;

vec3 eyePosition = vec3(ModelView*vPosition);
vec3 eyeLightPos = LightPosition.xyz;

/* normal, tangent, and binormal in eye coordinates */

vec3 N = normalize(NormalMatrix*Normal);
vec3 T = normalize(NormalMatrix*objTangent);
vec3 B = cross(N, T);

/* light vector in texture space */

L.x = dot(T, eyeLightPos-eyePosition);
L.y = dot(B, eyeLightPos-eyePosition);
L.z = dot(N, eyeLightPos-eyePosition);

L = normalize(L);

/* view vector in texture space */

V.x = dot(T, -eyePosition);
V.y = dot(B, -eyePosition);
V.z = dot(N, -eyePosition);

V = normalize(V);
}

Our strategy for the fragment shader is to provide the normalized perturbed
normals as a texture map from the application as a normal map. The fragment shader
is given by the following code:

in vec3 L;
in vec3 V;
in vec2 st;
uniform vec4 DiffuseProduct;
uniform sampler2D texMap;
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void main()
{

vec4 N = texture2D(texMap, st);
vec3 NN = normalize(2.0*N.xyz-1.0);
vec3 LL = normalize(L);
float Kd = max(dot(NN.xyz, LL), 0.0);
gl_FragColor = Kd*DiffuseProduct;

}

The values in the texture map are scaled back to the interval (Š1.0, 1.0). The diffuse
product is a vector computed in the application, each of whose components is the
product of a diffuse light component and a diffuse material component.

Note that this example does not use the texture-space view vectors computed in
the vertex shader. These vectors would be necessary if we wanted to add a specular
term. We have only touched the surface (so to speak) of bump mapping. Many
of its most powerful applications are when it is combined with procedural texture
generation, which we explore further in Chapter 8.

7.11 COMPOSITING TECHNIQUES

Thus far, we have assumed that we want to form a single image and that the ob-
jects that form this image have surfaces that are opaque. OpenGL provides a mecha-
nism, throughalpha(� ) blending, that can, among other effects, create images with
translucent objects. Thealpha channelis the fourth color in RGBA (or RGB� ) color
mode. Like the other colors, the application program can control the value of A (or
� ) for each pixel. However, in RGBA mode, if blending is enabled, the value of� con-
trols how the RGB values are written into the frame buffer. Because fragments from
multiple objects can contribute to the color of the same pixel, we say that these ob-
jects areblendedor compositedtogether. We can use a similar mechanism to blend
together images.

7.11.1 Opacity and Blending
The opacity of a surface is a measure of how much light penetrates through that
surface. An opacity of 1 (� = 1) corresponds to a completely opaque surface that
blocks all light incident on it. A surface with an opacity of 0 is transparent; all light
passes through it. Thetransparencyor translucencyof a surface with opacity� is
given by 1Š � .

Consider the three uniformly lit polygons shown in Figure 7.34. Assume that
the middle polygon is opaque, and the front polygon, nearest to the viewer, is trans-
parent. If the front polygon were perfectly transparent, the viewer would see only
the middle polygon. However, if the front polygon is only partially opaque (partially
transparent), similar to colored glass, the color that viewer sees is a blending of the
colors of the front and middle polygon. Because the middle polygon is opaque, the
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FIGURE 7.34 Translucent and opaque polygons.

viewer does not see the back polygon. If the front polygon is red and the middle is
blue, she sees magenta, due to the blending of the colors. If we let the middle polygon
be only partially opaque, she sees the blending of the colors of all three polygons.

In computer graphics, we usually render polygons one at a time into the frame
buffer. Consequently, if we want to use blending or compositing, we need a way to
apply opacity as part of fragment processing. We can use the notion of source and
destination pixels, just as we used source and destination bits in Section 7.3. As a
polygon is processed, pixel-sized fragments are computed and, if they are visible, are
assigned colors based on the shading model in use. Until now, we have used the color
of a fragment„as computed by the shading model and by any mapping techniques„
to determine the color of the pixel in the frame buffer at the location in screen
coordinates of the fragment. If we regard the fragment as the source pixel and the
frame-buffer pixel as the destination, we can combine these values in various ways.
Using � values is one way of controlling the blending on a fragment-by-fragment
basis. Combining the colors of polygons is similar to joining two pieces of colored
glass into a single piece of glass that has a higher opacity and a color different from
either of the original pieces.

If we represent the source and destination pixels with the four-element (RGB� )
arrays

s= [ sr sg sb sa ] ,

d = [ dr dg db da ] ,

then a compositing operation replacesd with

d� = [ brsr + crdr bgsg + cgdg bbsb + cbdb basa + cada ] .

The arrays of constantsb = [ br bg bb ba ] and c = [ cr cg cb ca ] are the
sourceand destination blending factors, respectively. As occurs with RGB colors,
a value of� over 1.0 is limited (or clamped) to the maximum of 1.0, and negative
values are clamped to 0.0. We can choose both the values of� and the method of
combining source and destination values to achieve a variety of effects.
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7.11.2 Image Compositing
The most straightforward use of� blending is to combine and display several images
that exist as pixel maps or equivalently, as sets of data that have been rendered inde-
pendently. In this case, we can regard each image as a radiant object that contributes
equally to the “nal image. Usually, we wish to keep our RGB colors between 0 and
1 in the “nal image, without having to clamp those values greater than 1. Hence, we
can either scale the values of each image or use the source and destination blending
factors.

Suppose that we haven images that should contribute equally to the “nal display.
At a given pixel, imagei has componentsCi� i . Here, we are usingCi to denote the
color triplet (Ri , Gi , Bi). If we replaceCi by 1

nCi and� i by 1
n, then we can simply add

each image into the frame buffer (assuming the frame buffer is initialized to black
with an� = 0). Alternately, we can use a source blending factor of1

n by setting the�
value for each pixel in each image to be1

n, and using 1 for the destination blending
factor and� for the source blending factor. Although these two methods produce the
same image, if the hardware supports compositing, the second may be more ef“cient.
Note that if n is large, blending factors of the form1n can lead to signi“cant loss of
color resolution. Recent frame buffers support ”oating point arithmetic and thus can
avoid this problem.

7.11.3 Blending and Compositing in OpenGL
The mechanics of blending in OpenGL are straightforward. We enable blending by

glEnable(GL_BLEND);

Then we set up the desired source and destination factors by

glBlendFunc(source_factor, destination_factor);

OpenGL has a number of blending factors de“ned, including the values 1 (GL_ONE)
and 0 (GL_ZERO), the source� and 1Š � (GL_SRC_ALPHAand GL_ONE_MINUS_
SRC_ALPHA), and the destination � and 1Š � (GL_DST_ALPHAand
GL_ONE_MINUS_DST_ALPHA). The application program speci“es the desired op-
tions and then uses RGBA color.

The major dif“culty with compositing is that for most choices of the blending
factors the order in which we render the polygons affects the “nal image. For example,
many applications use the source� as the source blending factor and 1Š � for the
destination factor. The resulting color and opacity are

(Rd� , Gd� , Bd� , � d�) = (� sRs + (1Š � s)Rd, � sG + (1Š � s)Gd, � sBs

+ (1Š � s)Bd, � s� d + (1Š � s)� d).

This formula ensures that neither colors nor opacities can saturate. However, the
resulting color and� values depend on the order in which the polygons are rendered.
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FIGURE 7.35 Raster line.

Consequently, unlike in most OpenGL programs, where the user does not have to
worry about the order in which polygons are rasterized, to get a desired effect we
must now control this order within the application.

A more subtle but visibly apparent problem occurs when we combine opaque
and translucent objects in a scene. Normally, when we use blending, we do not en-
able hidden-surface removal, because polygons behind any polygon already rendered
would not be rasterized and thus would not contribute to the “nal image. In a scene
with both opaque and transparent polygons, any polygon behind an opaque polygon
should not be rendered, but translucent polygons in front of opaque polygons should
be composited. There is a simple solution to this problem that does not require the
application program to order the polygons. We can enable hidden-surface removal as
usual and can make thez-buffer read-only for any polygon that is translucent. We do
so by calling

glDepthMask(GL_FALSE);

When the depth buffer is read-only, a translucent polygon that lies behind any opaque
polygon already rendered is discarded. A translucent polygon that lies in front of any
polygon that has already been rendered is blended with the color of the polygons it
is in front of. However, because thez-buffer is read-only for this polygon, the depth
values in the buffer are unchanged. Opaque polygons set the depth mask to true and
are rendered normally. Note that because the result of compositing depends on the
order in which we composite individual elements, we may notice defects in images
in which we render translucent polygons in an arbitrary order. If we are willing to
sort the translucent polygons, then we can render all the opaque polygons “rst and
then render the translucent polygons in a back-to-front order with thez-buffer in a
read-only mode.

7.11.4 Antialiasing Revisited
One of the major uses of the� channel is for antialiasing. Because a line must have
a “nite width to be visible, the default width of a line that is rendered should be
one pixel wide. We cannot produce a thinner line. Unless the line is horizontal or
vertical, such a line partially covers a number of pixels in the frame buffer, as shown in
Figure 7.35. Suppose that, as part of the geometric-processing stage of the rendering
process, as we process a fragment, we set the� value for the corresponding pixel to be
a number between 0 and 1 that is the amount of that pixel covered by the fragment.
We can then use this� value to modulate the color as we render the fragment to
the frame buffer. We can use a destination blending factor of 1Š � and a source
destination factor of� . However, if there is overlap of fragments within a pixel, then
there are numerous possibilities, as we can see from Figure 7.35. In Figure 7.36(a), the
fragments do not overlap; in Figure 7.36(b), they do overlap. Consider the problem
from the perspective of a renderer that works one polygon a time. For our simple
example, suppose that we start with an opaque background and that the frame buffer
starts with the background colorC0. We can set� 0 = 0, because no part of the pixel
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(a)
(b)

FIGURE 7.36 Fragments. (a) Nonoverlapping. (b) Overlapping.

has yet been covered with fragments from polygons. The “rst polygon is rendered.
The color of the destination pixel is set to

Cd = (1Š � 1)C0 + � 1C1,

and its� value is set to

� d = � 1.

Thus, a fragment that covers the entire pixel (� 1 = 1) will have its color assigned to
the destination pixel, and the destination pixel will be opaque. If the background is
black, the destination color will be� 1C1. Now consider the fragment from the second
polygon that subtends the same pixel. How we add in its color and� value depends
on how we wish to interpret the overlap. If there is no overlap, we can assign the new
color by blending the color of the destination with the color of the fragment, resulting
in the color and� :

Cd = (1Š � 2)((1Š � 1)C0 + � 1C1) + � 2C2,

� d = � 1 + � 2.

This color is a blending of the two colors and does not need to be clamped. The
resulting value of� represents the new fraction of the pixel that is covered. However,
the resulting color is affected by the order in which the polygons are rendered. The
more dif“cult questions are what to do if the fragments overlap and how to tell
whether there is an overlap. One tactic is to take a probabilistic view. If fragment 1
occupies a fraction� 1 of the pixel, fragment 2 occupies a fraction� 2 of the same
pixel, and we have no other information about the location of the fragments within
the pixel, then the average area of overlap is� 1� 2. We can represent the average case
as shown in Figure 7.37. Hence, the new destination� should be

� d = � 1 + � 2 Š � 1� 2.
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FIGURE 7.37 Average overlap.

How we should assign the color is a more complex problem, because we have
to decide whether the second fragment is in front of the “rst or the “rst is in front
of the second, or even whether the two should be blended. We can de“ne an appro-
priate blending for whichever assumption we wish to make. Note that, in a pipeline
renderer, polygons can be generated in an order that has nothing to do with their
distances from the viewer. However, if we couple� blending with hidden-surface re-
moval, we can use the depth information to make front-versus-back decisions.

In OpenGL, we can invoke antialiasing without having the user program com-
bine � values explicitly if we enable blending and smoothing for lines or polygons;
for example, we can use

glEnable(GL_LINE_SMOOTH);
glEnable(GL_POLYGON_SMOOTH);
glEnable(GL_BLEND);
glBlendFunc(GL_SRC_ALPHA, GL_ONE_MINUS_SRC_ALPHA);

to enable antialiasing. There may be a considerable performance penalty associated
with antialiasing. Color Plate 8 shows OpenGL•s antialiasing of polygons.

7.11.5 Back-to-Front and Front-to-Back Rendering
Although using the� channel gives us a way of creating the appearance of translu-
cency, it is dif“cult to handle transparency in a physically correct manner without
taking into account how an object is lit and what happens to rays and projectors that
pass through translucent objects. In Figure 7.38, we can see several of the dif“cul-
ties. We ignore refraction of light through translucent surfaces„an effect than cannot
be handled easily with a pipeline polygon renderer. Suppose that the rear polygon is
opaque, but re”ective, and that the two polygons closer to the viewer are translucent.
By following various rays from the light source, we can see a number of possibili-
ties. Some rays strike the rear polygon, and the corresponding pixels can be colored
with the shade at the intersection of the projector and the polygon. For these rays, we
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FIGURE 7.38 Scene with translucent objects.

should also distinguish between points illuminated directly by the light source and
points for which the incident light passes through one or both translucent polygons.
For rays that pass through only one translucent surface, we have to adjust the color
based on the color and opacity of the polygon. We should also add a term that ac-
counts for the light striking the front polygon that is re”ected toward the viewer. For
rays passing through both translucent polygons, we have to consider their combined
effect.

For a pipeline renderer, the task is even more dif“cult„if not impossible„
because we have to determine the contribution that each polygon makes as it is passed
through the pipeline, rather than considering the contributions of all polygons to a
given pixel at the same time. In applications where handling of translucency must
be done in a consistent and realistic manner, we often must sort the polygons from
front to back within the application. Then depending on the application, we can do a
front-to-back or back-to-front rendering using OpenGL•s blending functionality (see
Exercise 7.27).

7.11.6 Scene Antialiasing and Multisampling
Rather than antialiasing individual lines and polygons, as we discussed in Sec-
tion 7.11.4, we can antialias the entire scene using a technique calledmultisampling.
In this mode, every pixel in the frame buffer contains a number ofsamples. Each
sample is capable of storing a color, depth, and other values. When a scene is ren-
dered, it is as if the scene is rendered at an enhanced resolution. However, when the
image must be displayed in the frame buffer, all of the samples for each pixel are
combined to produce the “nal pixel color.

In OpenGL, the number of samples per pixel is a function of how the frame
buffer is created when the application initializes. In our programs, since we use GLUT,
you would add the additional optionGLUT_MULTISAMPLEto the glutInitDis-
playMode. This will request that the pixels in the frame buffer have multiple samples.

Just as line and polygon antialiasing can be enabled and disabled during the ren-
dering of a frame, so too with multisampling. To turn on multisampling and begin
antialiasing all of the primitives rendered in the frame, simply callglEnable(GL_
MULTISAMPLE). Likewise, callingglDisable(GL_MULTISAMPLE)will stop the
multisampled rendering. Generally speaking, an application will almost always either
multisample all the time, or never.
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FIGURE 7.39 Filtering and convolution.

7.11.7 Image Processing
We can use pixel mapping to perform various image-processing operations. Suppose
that we start with a discrete image. Perhaps this image was generated by a rendering,
or perhaps we obtained it by digitizing a continuous image using a scanner. We can
represent the image with anN × M matrix,

A = [ aij ] ,

of scalar levels. If we process each color component of a color image independently,
we can regard the entries inA as either individual color components or gray (lumi-
nance) levels. Alinear “lter produces a “ltered matrixB whose elements are

bij =
m�

k=Š m

n�

l=Š n

hkl ai+ k, j+ l .

We say thatB is the result ofconvolving A with a “lter matrix H. In general, the
values ofm andn are small, and we can representH by a small(2m + 1× 2n + 1)
convolution matrix.

We can view the “ltering operation as shown in Figure 7.39 form = n = 1. For
each pixel inA, we place the convolution matrix overaij and take a weighted average
of the surrounding points. The values in the matrix are the weights. For example, for
n = m = 1, we can average each pixel with its four surrounding neighbors using the
3× 3 matrix

H =
1
5

�

�
0 1 0
1 1 1
0 1 0

�

� .

This “lter can be used for antialiasing. We can use more points and can weight the
center more heavily with

H =
1
16

�

�
1 2 1
2 4 2
1 2 1

�

� .
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Note that we must de“ne a border aroundA if we wantB to have the same dimen-
sions. Other operations are possible with small matrices. For example, we can use the
matrix

H =

�

�
0 Š1 0

Š1 4 Š1
0 Š1 0

�

�

to detect changes in value or edges in the image. If the matrixH is k × k, we can
implement a “lter by accumulatingk2 images in the frame buffer, each time adding
in a shifted version ofA.

7.11.8 Other Multipass Methods
We can also use blending for “ltering in time and depth. For example, if we jitter
an object and render it multiple times, leaving the positions of the other objects
unchanged, we get dimmer copies of the jittered object in the “nal image. If the object
is moved along a path, rather than randomly jittered, we see the trail of the object.
This motion-blur effect is similar to the result of taking a photograph of a moving
object using a long exposure time. We can adjust the object•s� value so as to render
the “nal position of the object with greater opacity or to create the impression of
speed differences.

We can use “ltering in depth to create focusing effects. A real camera cannot
produce an image with all objects in focus. Objects within a certain distance from
the camera, the camera•sdepth of “eld, are in focus; objects outside it are out of fo-
cus and appear blurred. Computer graphics produces images with an in“nite depth
of “eld because we do not have to worry about the limitations of real lenses. Occa-
sionally, however, we want to create an image that looks as though it were produced
by a real camera, or to defocus part of a scene so as to emphasize the objects within
a desired depth of “eld. This time, the trick is to move the viewer in a manner that
leaves a particular plane “xed, as shown in Figure 7.40. Suppose that we wish to keep
the plane atz = zf in focus and to leave the near (z = zmin) and far (z = zmax) clip-
ping distances unchanged. If we useFrustum, we specify the near clipping rectangle
(xmin, xmax, ymin, ymax). If we move the viewer from the origin in thex-direction by

z = zmin

z = zf

z = zmax

(xmin, ymin, zmin)

� x

FIGURE 7.40 Depth-of-field jitter.
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� x, we must changexmin to

x�
min = xmin +

� x
zf

(zf Š znear).

Similar equations hold forxmax, ymin, andymax. As we increase� x and� y, we create
a narrower depth of “eld.

7.12 SAMPLING AND ALIASING

We have seen a variety of applications in which the conversion from a continuous
representation of an entity to a discrete approximation of that entity leads to visible
errors in the display. We have used the termaliasingto characterize these errors.
When we work with buffers, we are always working with digital images, and, if we
are not careful, these errors can be extreme. In this section, we examine the nature of
digital images and gather facts that will help us to understand where aliasing errors
arise and how the effects of these errors can be mitigated.

We start with a continuous two-dimensional imagef (x, y). We can regard the
value off as either a gray level in a monochromatic image or the value of one of the
primaries in a color image. In the computer, we work with a digital image that is an
array ofnmpixels arranged asn rows ofm pixels. Each pixel hask bits. There are two
processes involved in going from a continuous image to a discrete image. First, we
mustsamplethe continuous image atnmpoints on some grid to obtain a set of values
{fij }. Each of these samples of the continuous image is the value off measured over
a small area in the continuous image. Then, we must convert each of these samples
into ak-bit pixel by a process known asquantization.

7.12.1 Sampling Theory
Suppose that we have a rectangular grid of locations where we wish to obtain our
samples off , as in Figure 7.41. If we assume that the grid is equally spaced, then an
ideal sampler would produce a value

fij = f (x0 + ihx, y0 + jhy),

hy

hx

y

x

f (x0, y0) = f00

FIGURE 7.41 Sampling grid.
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(a)

(b)

FIGURE 7.42 One-dimensional
decomposition. (a) Function.
(b) Components.

wherehx andhy are the distances between the grid points in thex- andy-directions,
respectively. Leaving aside for now the fact that no real sampler can make such a
precise measurement, there are two important questions. First, what errors have we
made in this idealized sampling process? That is, how much of the information in the
original image is included in the sampled image? Second, can we go back from the
digital image to a continuous image without incurring additional errors? This latter
step is calledreconstruction and describes display processes such as are required in
displaying the contents of a frame buffer on a monitor.

The mathematical analysis of these issues uses Fourier analysis, a branch of ap-
plied mathematics particularly well suited for explaining problems of digital signal
processing. The essence of Fourier theory is that a function, of either space or time,
can be decomposed into a set of sinusoids, at possibly an in“nite number of fre-
quencies. This concept is most familiar with sound, where we routinely think of a
particular sound in terms of its frequency components, orspectrum. For a two-
dimensional image, we can think of it as being composed of sinusoidal patterns in two
spatial frequencies that when added together produce the image. Figure 7.42(a) shows
a one-dimensional function; Figure 7.42(b) shows the two sinusoids that form it. Fig-
ure 7.43 shows two-dimensional periodic functions. Thus, every two-dimensional
spatial functionf (x, y) has two equivalent representations. One is its spatial form
f (x, y); the other is a representation in terms of its spectrum„the frequency-domain
representationg(� , �) . The value ofg is the contribution tof at the two-dimensional
spatial frequency(� , �) . By using these alternate representations of functions, we “nd
that many phenomena, including sampling, can be explained much more easily in the
frequency domain.

We can explain the consequences of sampling, without being overwhelmed by
the mathematics, if we accept, without proof, the fundamental theorem known as the
Nyquist sampling theorem. There are two parts to the theorem: The “rst allows us to
discuss sampling errors, whereas the second governs reconstruction. We examine the
second in Section 7.12.2.

(b)(a)

FIGURE 7.43 Two-dimensional periodic functions.
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Nyquist sampling theorem (part 1):The ideal samples of a continuous function
contain all the information in the original function if and only if the continuous
function is sampled at a frequency greater than twice the highest frequency in the
function.

Thus, if we are to have any chance of not losing information, we must restrict
ourselves to functions that are zero in the frequency domain except in a window
of width less than the sampling frequency, centered at the origin. The lowest fre-
quency that cannot be in the data so as to avoid aliasing„one-half of the sampling
frequency„is called theNyquist frequency. Functions whose spectra are zero out-
side of some window are known asband-limited functions. For a two-dimensional
image, the sampling frequencies are determined by the spacing of a two-dimensional
grid with x and y spacing of 1/ hx and 1/ hy, respectively. The theorem assumes an
ideal sampling process that gathers an in“nite number of samples, each of which is
the exact value at the grid point. In practice, we can take only a “nite number of
samples„the number matching the resolution of our buffer. Consequently, we can-
not produce a truly band-limited function. Although this result is a mathematical
consequence of Fourier theory, we can observe that there will always be some am-
biguity inherent in a “nite collection of sampled points, simply because we do not
know the function outside the region from which we obtained the samples.5

The consequences of violating the Nyquist criteria are aliasing errors. We can
see from where the namealiasingcomes by considering an ideal sampling process.
Both the original function and its set of samples have frequency-domain representa-
tions. The spectral components of the sampled function are replicas of the spectrum
of the original function, with their centers separated by the sampling frequency. Con-
sider the one-dimensional function in Figure 7.44(a), with the samples indicated.
Figure 7.44(b) shows its spectrum; in Figure 7.44(c), we have the spectrum of the
sampled function, showing the replications of the spectrum in Figure 7.44(b).6 Be-
cause we have sampled at a rate higher than the Nyquist frequency, there is a separa-
tion between the replicas.

Now consider the case in Figure 7.45. Here, we have violated the Nyquist crite-
rion, and the replicas overlap. Consider the central part of the plot, which is magni-
“ed in Figure 7.46 and shows only the central replica, centered at the origin, and the
replica to its right, centered at� s. The frequency� 0 is above the Nyquist frequency
� s/ 2. There is, however, a replica of� 0, generated by the sampling process from the
replica on the right, at� s Š � 0, a frequency less than the Nyquist frequency. The en-
ergy at this frequency can be heard, if we are dealing with digital sound, or seen, if we
are considering two-dimensional images. We say that the frequency� 0 has analiasat

5. This statement assumes no knowledge of the underlying functionf , other than a set of its samples.
If we have additional information, such as knowledge that the function is periodic, knowledge of the
function over a “nite interval can be suf“cient to determine the entire function.
6. We show the magnitude of the spectrum because the Fourier transform produces complex num-
bers for the frequency-domain components.



416 Chapter 7 Discrete Techniques
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FIGURE 7.44 Band-limited function. (a) Function and its samples in the
spatial domain. (b) Spectrum of the function. (c) Spectrum of the samples.
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FIGURE 7.45 Overlapping replicas.
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FIGURE 7.46 Aliasing.

� s Š � 0. Note that once aliasing has occurred, we cannot distinguish between infor-
mation that was at a frequency in the original data and information that was placed
at this frequency by the sampling process.

We can demonstrate aliasing and ambiguity without using Fourier analysis by
looking at a single sinusoid, as shown in Figure 7.47. If we sample this sinusoid at
twice its frequency, we can recover it from two samples. However, these same two
samples are samples of a sinusoid of twice this frequency, and they can also be samples
of sinusoids of other multiples of the basic frequency. All these frequencies are aliases
of the same original frequency. If we know that the data were band limited, however,
then the samples can describe only the original sinusoid.

If we were to do an analysis of the frequency content of real-world images, we
would “nd that the spectral components of most images are concentrated in the
lower frequencies. Consequently, although it is impossible to construct a “nite-sized
image that is band limited, the aliasing errors often are minimal because there is little
content in frequencies above the Nyquist frequency, and little content is aliased into
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FIGURE 7.47 Aliasing of sinusoid.

f (x, y)

(a)

s
s

(b)

FIGURE 7.48 Scanning of an image.
(a) Point sampling. (b) Area averaging.

frequencies below the Nyquist frequency. The exceptions to this statement arise when
there is regular (periodic) information in the continuous image. In the frequency
representation, regularity places most of the information at a few frequencies. If any
of these frequencies is above the Nyquist limit, the aliasing effect is noticeable as
beat or moiŕe patterns. Examples that you might have noticed include the patterns
that appear on video displays when people in the images wear striped shirts or plaid
ties, and wavy patterns that arise both in printed (halftoned) “gures derived from
computer displays and in digital images of farmland with plowed “elds.

Often, we can minimize aliasing by pre“ltering before we scan an image or by
controlling the area of the data that the scanner uses to measure a sample. Figure 7.48
shows two possible ways to scan an image. In Figure 7.48(a), we see an ideal scanner.
It measures the value of a continuous image at a point, so the samples are given by

fij = f (xi , yi).

In Figure 7.48(b), we have a more realistic scanner that obtains samples by taking a
weighted average over a small interval to produce samples of the form

fij =
� xi+ s/ 2

xiŠs/ 2

� yi+ s/ 2

yiŠs/ 2
f (x, y)w(x, y)dydx.
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FIGURE 7.49 Sinc function.

By selecting the size of the windowsand the weighting functionw, we can attenuate
high-frequency components in the image, and thus we can reduce aliasing. Fortu-
nately, real scanners must take measurements over a “nite region, called thesampling
aperture; thus, some antialiasing takes place even if the user has no understanding of
the aliasing problem.

7.12.2 Reconstruction
Suppose that we have an (in“nite) set of samples, the members of which have been
sampled at a rate greater than the Nyquist frequency. The reconstruction of a contin-
uous function from the samples is based on part 2 of the Nyquist sampling theorem.

Nyquist sampling theorem (part 2):We can reconstruct a continuous functionf (x)
from its samples{fi} by the formula

f (x) =

�

i=Š


fi sinc(x Š xi).

The function sinc(x) (see Figure 7.49) is de“ned as

sinc(x) =
sin 
 x


 x
.

The two-dimensional version of the reconstruction formula for a functionf (x, y)
with ideal samples{fij } is

f (x, y) =

�

i=Š



�

j=Š


fij sinc(x Š xi) sinc(y Š yj).

These formulas follow from the fact that we can recover an unaliased func-
tion in the frequency domain by using a “lter that is zero except in the interval
(Š� s/ 2, � s/ 2)„a low-pass “lter„to obtain a single replica from the in“nite number
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FIGURE 7.50 One-dimensional reconstruction.

FIGURE 7.51 Two-dimensional sinc function.

FIGURE 7.52 Display of a
point on CRT.

of replicas generated by the sampling process shown in Figure 7.44. The reconstruc-
tion of a one-dimensional function is shown in Figure 7.50. In two dimensions, the
reconstruction involves use of a two-dimensional sinc, as shown in Figure 7.51. Un-
fortunately, the sinc function cannot be produced in a physical display, because of its
negative side lobes. Consider the display problem for a CRT display. We start with a
digital image that is a set of samples. For each sample, we can place a spot of light
centered at a grid point on the display surface, as shown in Figure 7.52. The value of
the sample controls the intensity of the spot, or modulates the beam. We can control
the shape of the spot by using techniques such as focusing the beam. The reconstruc-
tion formula tells us that the beam should have the shape of a two-dimensional sinc,
but because the beam puts out energy, the spot must be nonnegative at all points.
Consequently, the display process must make errors. We can evaluate a real display
by considering how well its spot approximates the desired sinc. Figure 7.53 shows the
sinc and several one-dimensional approximations. The Gaussian-shaped spot corre-
sponds to the shape of many CRT spots, whereas the rectangular spot might corre-



420 Chapter 7 Discrete Techniques

(b)(a) (c) (d)

FIGURE 7.53 Display spots. (a) Ideal spot. (b) Rectangular approxima-
tion. (c) Piecewise-linear approximation. (d) Gaussian approximation.
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FIGURE 7.54 Quantizer.

spond to an LCD display with square pixels. Note that we can make either approxi-
mation wider or narrower. If we analyze the spot pro“les in the frequency domain, we
“nd that the wider spots are more accurate at low frequencies but are less accurate at
higher frequencies. In practice, the spot size that we choose is a compromise. Visible
differences across monitors often can be traced to different spot pro“les.

7.12.3 Quantization
The mathematical analysis of sampling explains a number of important effects. How-
ever, we have not included the effect of each sample being quantized intok discrete
levels. Given a scalar functiong with values in the range

gmin � g � gmax,

aquantizer is a functionq such that, ifgi � g � gi+ 1,

q(g) = qi .

Thus, for each value ofg, we assign it one ofk values, as shown in Figure 7.54. In
general, designing a quantizer involves choosing the{qi}, the quantization levels, and
the{gi}, the threshold values. If we know the probability distribution forg, p(g), we
can solve for the values that minimize the mean square error:

e=
�

(g Š q(g))2p(g)dg.
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However, we often design quantizers based on the perceptual issues that we discussed
in Chapter 1. A simple rule of thumb is that we should not be able to detect one-level
changes, but should be able to detect all two-level changes. Given the threshold for
the visual system to detect a change in luminance, we usually need at least 7 or 8 bits
(or 128 to 256 levels). We should also consider the logarithmic intensity-brightness
response of humans. To do so, we usually distribute the levels exponentially, to give
approximately equal perceptual errors as we go from one level to the next.

SUMMARY AND NOTES

In the early days of computer graphics, practitioners worked with only two- and
three-dimensional geometric objects, whereas those practitioners who were involved
with only two-dimensional images were considered to be working in image process-
ing. Advances in hardware have made graphics and image-processing systems practi-
cally indistinguishable. For those practitioners involved with synthesizing images„
certainly a major part of computer graphics„this merging of “elds has brought forth
a multitude of new techniques. The idea that a two-dimensional image or texture can
be mapped to a three-dimensional surface in no more time than it takes to render the
surface with constant shading would have been unthinkable 15 years ago. Now, these
techniques are routine.

Techniques such as texture mapping have had an enormous effect on real-time
graphics. In “elds such as animation, virtual reality, and scienti“c visualization, we
use hardware texture mapping to add detail to images without burdening the geo-
metric pipeline. The use of compositing techniques through the alpha channel allows
the application programmer to perform tasks, such as antialiasing, and to create ef-
fects, such as fog and depth of “eld, that until recently were done on different types
of architectures, after the graphics had been created.

Mapping methods provide some of the best examples of the interactions among
graphics hardware, software, and applications. Consider texture mapping. Although
it was “rst described and implemented purely as a software algorithm, once people
saw its ability to create scenes with great visual complexity, hardware developers
started putting large amounts of texture memory in graphics systems. Once texture
mapping was implemented in hardware, it could be done in real time, a development
that led to the redesign of many applications, notably computer games.

Recent advances in GPUs provide many new possibilities. One is that the pipeline
is now programmable. The programmability of the fragment processor makes possi-
ble many new texture-manipulation techniques while preserving interactive speeds.
Second, the inclusion of large amounts of memory on the GPU removes one of the
major bottlenecks in discrete methods, namely, many of the transfers of image data
between processor memory and the GPU. Third, GPU architectures are designed for
rapid processing of discrete data by incorporating a high degree of parallelism for
fragment processing. Finally, the availability of ”oating-point frame buffers elimi-
nates many of the precision issues that plagued techniques that manipulated image
data.
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In this chapter, we have concentrated on techniques that are supported by re-
cently available hardware and APIs. Many of the techniques introduced here are
recent. Many more have appeared in the recent literature and are available only for
programmable processors.

SUGGESTED READINGS

Environment mapping was developed by Blinn and Newell [Bli76]. Texture mapping
was “rst used by Catmull; see the review by Heckbert [Hec86]. Hardware support for
texture mapping came with the SGI Reality Engine; see Akeley [Ake93]. Perlin and
Hoffert [Per89] designed a noise function to generate two- and three-dimensional
texture maps. Many texture synthesis techniques are discussed in Ebert et al. [Ebe02].

The aliasing problem in computer graphics has been of importance since the
advent of raster graphics; see Crow [Cro81]. The “rst concerns were with rasteri-
zation of lines, but later other forms of aliasing arose with animations [Mag85] and
ray tracing [Gla89]. The image-processing books [Pra78, Gon08, Cas96] provide an
introduction to signal processing and aliasing in two dimensions. The books by Glass-
ner [Gla95] and Watt and Policarpo [Wat98] are aimed at practitioners of computer
graphics.

Many of the compositing techniques, including use of the� channel, were sug-
gested by Porter and Duff [Por84]. TheOpenGL Programming Guide[Shr10] contains
many examples of how buffers can be used. The recent literature includes many new
examples of the use of buffers. See the recent issues of the journalsComputer Graphics
andIEEE Computer Graphics and Applications.

Technical details on most of the standard image formats can be found in [Mia99,
Mur94].

EXERCISES

7.1 Show how you can use theXORwriting mode to implement an odd…even “ll
algorithm.

7.2 What are the visual effects of usingXOR to move a cursor around on the
screen?

7.3 How is an image produced with an environment map different from a ray-
traced image of the same scene?

7.4 In the movies and television, the wheels of cars and wagons often appear to be
spinning in the wrong direction. What causes the effect? Can anything be done
to “x this problem? Explain your answer.

7.5 We can attempt to display sampled data by simply plotting the points and
letting the human visual system merge the points into shapes. Why is this
technique dangerous if the data are close to the Nyquist limit?
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7.6 Why do the patterns of striped shirts and ties change as an actor moves across
the screen of your television?

7.7 Why should we do antialiasing by preprocessing the data, rather than by post-
processing them?

7.8 Suppose that we have two translucent surfaces characterized by opacities� 1
and� 2. What is the opacity of the translucent material that we create by using
the two in series? Give an expression for the transparency of the combined
material.

7.9 Assume that we view translucent surfaces as “lters of the light passing through
them. Develop a blending model based on the complementary colors CMY.

7.10 In Section 7.11 we used 1Š � and � for the destination and source blending
factors, respectively. What would be the visual difference if we used 1 for the
destination factor and kept� for the source factor?

7.11 Create interactive paintbrushes that add color gradually to image. Also use
blending to add erasers that gradually remove images from the screen.

7.12 Devise a method of using texture mapping for the display of arrays of three-
dimensional pixels (voxels).

7.13 Show how to use the luminance histogram of an image to derive a lookup table
that will make the altered image have a ”at histogram.

7.14 When we supersample a scene using jitter, why should we use a random jitter
pattern?

7.15 Suppose that a set of objects is texture mapped with regular patterns such as
stripes and checkerboards. What is the difference in aliasing patterns that we
would see when we switch from parallel to perspective views?

7.16 Consider a scene composed of simple objects, such as parallelepipeds, that are
instanced at different sizes. Suppose that you have a single texture map and
you are asked to map this texture to all the objects. How would you map the
texture so that the pattern would be the same size on each face of each object?

7.17 Write a program using mipmaps in which each mipmap is constructed from a
different image. Is there a practical application for such a program?

7.18 Using either your own image-processing code for convolution or the imaging
extensions of OpenGL, implement a general 3× 3 “ltering program for lumi-
nance images.

7.19 Take an image from a digital camera or from some other source and apply
3× 3 smoothing and sharpening “lters, repetitively. Pay special attention to
what happens at the edges of the “ltered images.

7.20 Repeat Exercise 7.19 but “rst add a small amount of random noise to the
image. Describe the differences between the results of the two exercises.

7.21 If your system supports the imaging extensions, compare the performance
of “ltering using the extensions with “ltering done by your own code using
processor memory.
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7.22 One of the most effective methods of altering the contrast of an image is to
allow the user to design a lookup interactively. Consider a graph in which a
curve is approximated with three connected line segments. Write a program
that displays an image, allows the user to specify the line segments interactively,
and shows the image after it has been altered by the curve.

7.23 In a similar vein to Exercise 7.22, write an interactive program that allows users
to design pseudocolor maps.

7.24 Devise a method to convert the values obtained from a cube map to values for
a spherical map.

7.25 Write an interactive program that will return the colors of pixels on the display.

7.26 Suppose we want to create a cube that has a black and white checkerboard
pattern texture mapped to its faces. Can we texture map the cube so that the
colors alternate as we traverse the cube from face to face?

7.27 In what types of applications might you prefer a front-to-back rendering in-
stead of a back-to-front rendering?

7.28 The color gamut in chromaticity coordinates is equivalent to the triangle in
RGB space that is de“ned by the primaries. Write a program that will display
this triangle and the edges of the cube in which it lies. Each point on the
triangle should have the color determined by its coordinates in RGB space.
This triangle is called theMaxwell Triangle.

7.29 Find the matrix that converts NTSC RGB and use it to redisplay the color
gamut of your display inxy chromaticity coordinates.

7.30 Show that the normal matrix is the inverse transpose of the upper-left 3× 3
submatrix of the model-view matrix.



CHAPTER8
MODELING AND
HIERARCHY

Models are abstractions of the world„both of the real world in which we live
and of virtual worlds that we create with computers. We are all familiar with

mathematical models that are used in all areas of science and engineering. These
models use equations to model the physical phenomena that we wish to study. In
computer science, we use abstract data types to model organizations of objects; in
computer graphics, we model our worlds with geometric objects. When we build a
mathematical model, we must choose carefully which type of mathematics “ts the
phenomena that we wish to model. Although ordinary differential equations may be
appropriate for modeling the dynamic behavior of a system of springs and masses, we
would probably use partial differential equations to model turbulent ”uid ”ow. We
go through analogous processes in computer graphics, choosing which primitives to
use in our models and how to show relationships among them. Often, as is true of
choosing a mathematical model, there are multiple approaches, so we seek models
that can take advantage of the capabilities of our graphics systems.

In this chapter, we explore multiple approaches to developing and working with
models of geometric objects. We consider models that use as building blocks a set of
simple geometric objects: either the primitives supported by our graphics systems or
a set of user-de“ned objects built from these primitives. We extend the use of trans-
formations from Chapter 3 to include hierarchical relationships among the objects.
The techniques that we develop are appropriate for applications, such as robotics and
“gure animation, where the dynamic behavior of the objects is characterized by rela-
tionships among the parts of the model.

The notion of hierarchy is a powerful one and is an integral part of object-
oriented methodologies. We extend our hierarchical models of objects to hierarchical
models of whole scenes, including cameras, lights, and material properties. Such
models allow us to extend our graphics APIs to more object-oriented systems and
also give us insight into using graphics over networks and distributed environments,
such as the World Wide Web.

425
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FIGURE 8.1 Cylinder symbol.

8.1 SYMBOLS AND INSTANCES

Our “rst concern is how we can store a model that may include many sophisticated
objects. There are two immediate issues: how we de“ne an object more complex than
the ones we have dealt with until now and how we represent a collection of these
objects. Most APIs take a minimalist attitude toward primitives: They contain only
a few primitives, leaving it to the user to construct more complex objects from these
primitives. Sometimes additional libraries provide objects built on top of the basic
primitives. We assume that we have available a collection of basic three-dimensional
objects provided by these options.

We can take a nonhierarchical approach to modeling by regarding these objects
assymbols and by modeling our world as a collection of symbols. Symbols can
include geometric objects, fonts, and application-speci“c sets of graphical objects.
Symbols are usually represented at a convenient size and orientation. For example, a
cylinder is usually oriented parallel to one of the axes, as shown in Figure 8.1, often
with a unit height, a unit radius, and its bottom centered at the origin.

Most APIs, including OpenGL, make a distinction between the frame in which
the symbol is de“ned, sometimes called themodel frame, and theobject or world
frame. This distinction can be helpful when the symbols are purely shapes, such as
the symbols that we might use for circuit elements in a CAD application, and have no
physical units associated with them. In OpenGL, we have to set up the transformation
from the frame of the symbol to the object coordinate frame within the application.
Thus, the model-view matrix for a given symbol is the concatenation of an instance
transformation that brings the symbol into object coordinates and a matrix that
brings the symbol into the eye frame.

The instance transformation that we introduced in Chapter 3 allows us to place
instances of each symbol in the model, at the desired size, orientation, and location.
Thus, the instance transformation

M = TRS

is a concatenation of a translation, a rotation, and a scale (and possibly a shear), as
shown in Figure 8.2. Consequently, OpenGL programs often contain repetitions of
code in the following form:

mat4 instance;
mat4 model_view;

instance = Translate(dx, dy, dz)*RotateZ(rz)*
RotateY(ry)*RotateX(rx)*Scale(sx, sy, sz);

model_view = model_view*instance;
cylinder(); /* or some other symbol */

In this example, the instance matrix is computed and alters the model-view matrix.
The resulting model-view matrix is sent to the vertex shader usingglUniform . The
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FIGURE 8.4 Automobile
model.

code forcylinder generates vertices and can send them to the vertex shader using
glDrawArrays . Alternately, we can apply the model-view matrix in the application
as we generate the vertices.

We can also think of such a model in the form of a table, as shown in Figure 8.3.
Here, each symbol is assumed to have a unique numerical identi“er. The table stores
this identi“er and the parameters necessary to build the instance transformation
matrix. The table shows that this modeling technique contains no information about
relationships among objects. However, the table contains all the information that we
require to draw the objects and is thus a simple data structure or model for a group
of geometric objects. We could search the table for an object, change the instance
transformation for an object, and add or delete objects. However, the ”atness of the
representation limits us.

8.2 HIERARCHICAL MODELS

Suppose that we wish to build a model of an automobile that we can animate. We can
compose the model from “ve parts„the chassis and the four wheels (Figure 8.4)„
each of which we can describe by using our standard graphics primitives. Two frames
of a simple animation of the model are shown in Figure 8.5. We could write a program
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FIGURE 8.5 Two frames of animation.

to generate this animation by noting that if each wheel has a radiusr, then a 360-
degree rotation of a wheel must correspond to the car moving forward (or backward)
a distance of 2
 r. The program could then contain one function to generate each
wheel and another to generate the chassis. All these functions could use the same
input, such as the desired speed and direction of the automobile. In pseudocode, our
program might look like this:

{
float s; /* speed */
float d[3]; /* direction */
float t; /* time */

/* determine speed and direction at time t*/

draw_right_front_wheel(s,d);
draw_left_front_wheel(s,d);
draw_right_rear_wheel(s,d);
draw_left_rear_wheel(s,d);
draw_chassis(s,d);

}

This program is just the kind that we donot want to write. It is linear and shows none
of the relationships among the components of the automobile. There are two types of
relationships that we would like to exploit. First, we cannot separate the movement of
the car from the movement of the wheels. If the car moves forward, the wheels must
turn.1 Second, we would like to use the fact that all the wheels of the automobile are
identical; they are merely located in different places, with different orientations.

We can represent the relationships among parts of the models, both abstractly
and visually, with graphs. Mathematically, agraph consists of a set ofnodes(or
vertices) and a set ofedges. Edges connect pairs of nodes or possibly connect a node
to itself. Edges can have a direction associated with them; the graphs we use here
are alldirected graphs, which are graphs that have their edges leaving one node and
entering another.

1. It is not clear whether we should say the wheels move the chassis or the chassis moves the wheels.
From a graphics perspective, the latter view is probably more useful.
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The most important type of graph we use is a tree. A (connected)tree is a
directed graph without closed paths or loops. In addition, each node but one„
the root node„has one edge entering it. Thus, every node except the root has a
parent node, the node from which an edge enters, and can have one or morechild
nodes, nodes to which edges are connected. A node without children is called a
terminal node, or leaf. Figure 8.6 shows a tree that represents the relationships in
our car model. The chassis is the root node, and all four wheels are its children.
Although the mathematical graph is a collection of set elements, in practice, both
the edges and nodes can contain additional information. For our car example, each
node can contain information de“ning the geometric objects associated with it. The
information about the location and orientation of the wheels can be stored either in
their nodes or in the edges connecting them with their parent.

In most cars the four wheels are identical, so storing the same information on
how to draw each one at four nodes is inef“cient. We can use the ideas behind the
instance transformation to allow us to use a single prototype wheel in our model.
If we do so, we can replace the tree structure by thedirected acyclic graph(DAG)
in Figure 8.7. In a DAG, although there are loops, we cannot follow directed edges
around any loop. Thus, if we follow any path of directed edges from a node, the path
terminates at another node, and in practice, working with DAGs is no more dif“cult
than working with trees. For our car, we can store the information that positions each
instance of the single prototype wheel in the chassis node, in the wheel node, or with
the edges.

Both forms„trees and DAGs„are hierarchical methods of expressing the re-
lationships in the physical model. In each form, various elements of a model can be
related to other parts„their parents and their children. We will explore how to ex-
press these hierarchies in a graphics program.

8.3 A ROBOT ARM

Robotics provides many opportunities for developing hierarchical models. Consider
the simple robot arm illustrated in Figure 8.8(a). We can model it with three simple
objects, or symbols, perhaps using only two parallelepipeds and a cylinder. Each of
the symbols can be built up from our basic primitives.
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FIGURE 8.9 Movement of
robot components and frames.

The robot arm consists of the three parts shown in Figure 8.8(b). The mechanism
has three degrees of freedom, two of which can be described byjoint anglesbetween
components and the third by the angle the base makes with respect to a “xed point on
the ground. In our model, each joint angle determines how to position a component
with respect to the component to which it is attached, or in the case of the base, the
joint angle positions it relative to the surrounding environment. Each joint angle is
measured in each component•s own frame. We can rotate the base about its vertical
axis by an angle� . This angle is measured from thex-axis to some “xed point on
the bottom of the base. The lower arm of the robot is attached to the base by a joint
that allows the arm to rotate in the planez = 0 in the arm•s frame. This rotation is
speci“ed by an angle� that is measured from thex-axis to the arm. The upper arm is
attached to the lower arm by a similar joint, and it can rotate by an angle
 , measured
like that for the lower arm, in its own frame. As the angles vary, we can think of the
frames of the upper and lower arms as moving relative to the base. By controlling the
three angles, we can position the tip of the upper arm in three dimensions.

Suppose that we wish to write a program to render our simple robot model.
Rather than specifying each part of the robot and its motion independently, we take
an incremental approach. The base of the robot can rotate about they-axis in its
frame by the angle� . Thus, we can describe the motion of any pointp on the base by
applying a rotation matrixRy(� ) to it.

The lower arm is rotated about thez-axis in its own frame, but this frame must
be shifted to the top of the base by a translation matrixT(0, h1, 0), whereh1 is
the height above the base to the point where the joint between the base and the
lower arm is located. However, if the base has rotated, then we must also rotate
the lower arm, usingRy(� ) . We can accomplish the positioning of the lower arm
by applyingRy(� ) T(0, h1, 0)Rz(�) to the arm•s vertices. We can interpret the matrix
Ry(� ) T(0, h1, 0) as the matrix that positions the lower armrelativeto the object or
world frame andRz(�) as the matrix that positions the lower armrelativeto the base.
Equivalently, we can interpret these matrices as positioning the frames of the lower
arm and base relative to some world frame, as shown in Figure 8.9.
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FIGURE 8.10 Tree structure
for the robot arm in Figure 8.8.

When we apply similar reasoning to the upper arm, we “nd that this arm has
to be translated by a matrixT(0, h2, 0) relative to the lower arm and then rotated
byRz(
) . The matrix that controls the upper arm is thusRy(� ) T(0, h1, 0)Rz(�) T(0,
h2, 0)Rz(
) . The form of the display function for an OpenGL program to display the
robot as a function of the joint angles (using the arraytheta[3] for � , � , and
 )
shows how we can alter the model-view matrix incrementally to display the various
parts of the model ef“ciently:

void display()
{

glClear(GL_COLOR_BUFFER_BIT);
model_view = RotateY(theta[0]);
base();
model_view = model_view*Translate(0.0, BASE_HEIGHT, 0.0)

*RotateZ(theta[1]);
lower_arm();
model_view = model_view*Translate(0.0, LOWER_ARM_HEIGHT, 0.0)

*RotateZ(theta[2]);
upper_arm();
glutSwapBuffers();

}

Note that we have described the positioning of the arm independently of the details of
the individual parts. As long as the positions of the joints do not change, we can alter
the form of the robot by changing only the functions that draw the three parts. This
separation makes it possible to write separate functions to describe the components
and to animate the robot. Figure 8.10 shows the relationships among the parts of the
robot arm as a tree. The complete program implements the structure and uses the
mouse to animate the robot through a menu. It uses three parallelepipeds for the base
and arms. If we use our cube code from Chapter 3 with an instance transformation
for the parts, then the robot is rendered by the code:

mat4 instance;
mat4 model_view;

void base()
{

instance = Translate(0.0, 0.5*BASE_HEIGHT, 0.0)
*Scale(BASE_WIDTH, BASE_HEIGHT, BASE_WIDTH);

glUniformMatrix4fv(model_view_loc, 16, GL_TRUE, model_view*instance);
glDrawArrays(GL_TRIANGLES, 0, N);

}

void upper_arm()
{

instance = Translate(0.0, 0.5*UPPER_ARM_HEIGHT, 0.0)
*Scale(UPPER_ARM_WIDTH, UPPER_ARM_HEIGHT, UPPER_ARM_WIDTH);
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glUniformMatrix4fv(model_view_loc, 16, GL_TRUE, model_view*instance);
glDrawArrays(GL_TRIANGLES, 0, N);

}

void lower_arm()
{

instance = Translate(0.0, 0.5*LOWER_ARM_HEIGHT, 0.0)
*Scale(LOWER_ARM_WIDTH, LOWER_ARM_HEIGHT, LOWER_ARM_WIDTH);

glUniformMatrix4fv(model_view_loc, 16, GL_TRUE, model_view*instance);
glDrawArrays(GL_TRIANGLES, 0, N);

}

In each case, the instance transformation must scale the cube to the desired size,
and because the cube vertices are centered at the origin, each cube must be raised
to have its bottom in the placey = 0. The product of the model-view and instance
transformations is sent to the vertex shader followed by the vertices (and colors if
desired) for each part of the robot. Because the model-view matrix is different for
each part of the robot, we render each part once its data have been sent to the GPU.
Note that in this example, because we are using cubes for all the parts, we need to send
the points to the GPU only once. However, if the parts were using different symbols,
then we would need to useglDrawArrays in each drawing function.

Returning to the tree in Figure 8.10, we can look at it as a tree data structure of
nodes and edges„as a graph. If we store all the necessary information in the nodes,
rather than in the edges, then each node (Figure 8.11) must store at least three items:

1. A pointer to a function that draws the object represented by the node

2. A homogeneous-coordinate matrix that positions, scales, and orients this
node (and its children) relative to the node•s parent

3. Pointers to children of the node

Certainly, we can include other information in a node, such as a set of attributes
(color, texture, material properties) that applies to the node. Drawing an object
described by such a tree requires performing a treetraversal. That is, we must visit
every node; at each node, we must compute the matrix that applies to the primitives
pointed to by the node and must display these primitives. Our OpenGL program
shows an incremental approach to this traversal.

This example is a simple one: There is only a single child for each of the parent
nodes in the tree. The next example shows how we handle more complex models.

8.4 TREES AND TRAVERSAL

Figure 8.12 shows a boxlike representation of a humanoid that might be used for
a robot model or in a virtual reality application. If we take the torso as the root
element, we can represent this “gure with the tree shown in Figure 8.13. Once we
have positioned the torso, the position and orientation of the other parts of the model
are determined by the set of joint angles. We can animate the “gure by de“ning the
motion of its joints. In a basic model, the knee and elbow joints might each have only

FIGURE 8.12 A humanoid
figure.
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FIGURE 8.13 Tree representation of Figure 10.12.

a single degree of freedom, like the robot arm, whereas the joint at the neck might
have two or three degrees of freedom.

Let•s assume that we have functions, such asheadandleft_upper_arm , that
draw the individual parts (symbols) in their own frames. We can now build a set of
nodes for our tree by de“ning matrices that position each part relative to its parent,
exactly as we did for the robot arm. If we assume that each body part has been de“ned
at the desired size, each of these matrices is the concatenation of a translation matrix
with a rotation matrix. We can show these matrices, as we do in Figure 8.14, by using
the matrices to label the edges of the tree. Remember that each matrix represents the
incremental change when we go from the parent to the child.

The interesting part of this example is how we do the traversal of the tree to draw
the “gure. In principle, we could use any tree-traversal algorithm, such as a depth-
“rst or breadth-“rst search. Although in many applications it is insigni“cant which
traversal algorithm is used, we will see that there are good reasons for always using
the same algorithm for traversing our graphs. We will always traverse our trees left
to right, depth “rst. That is, we start with the left branch, follow it to the left as deep
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FIGURE 8.14 Tree with matrices.
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as we can go, then go back up to the “rst right branch, and proceed recursively. This
order of traversal is called apre-order traversal.

We can write a tree-traversal function in one of two ways. We can do the traversal
explicitly in the application code, using stacks to store the required matrices and
attributes as we move through the tree. We can also do the traversal recursively. In this
second approach, the code is simpler because the storage of matrices and attributes
is done implicitly. We develop both approaches because both are useful and because
their development yields further insights into how we can build graphics systems.

8.4.1 A Stack-Based Traversal
Consider the drawing of the “gure by a functionfigure . This function might be
called from the display callback or from a mouse callback in an animation that uses
the mouse to control the joint angles. The model-view matrix,M, in effect when this
function is invoked, determines the position of the “gure relative to the rest of the
scene (and to the camera). The “rst node that we encounter results in the torso being
drawn withM applied to all the torso•s primitives. We then trace the leftmost branch
of the tree to the node for the head. There we invoke the functionhead with the
model-view matrix updated toMMh. Next, we back up to the torso node, then go
down the subtree de“ning the left arm. This part looks just like the code for the robot
arm; we draw the left-upper arm with the matrixMMlua and the left-lower arm with
matrix MMluaMlla. Then we move on to the right arm, left leg, and right leg. Each
time we switch limbs, we must back up to the root and recoverM.

It is probably easiest to think in terms of the current transformation matrix of
Chapter 3„the model-view matrixC that is applied to the primitives de“ned at a
node.2 The matrixC starts out asM, is updated toMMh for the head, and later to
MMlulMlll , and so on. The application program must manipulateC before each call
to a function de“ning a part of the “gure. Note that as we back up the tree to start the
right upper arm, we needM again. Rather than reforming it (or any other matrix we
might need to reuse in a more complex model), we can store (push) it on a stack and
recover it with pop. Here is a simple stack class with a capacity of 50 matrices:

class matrix_stack
{

public:
static const int MAX = 50;
matrix_stack() {index = 0;}
void push(const mat4& matrix);
mat4 pop();

private:
mat4 matrices[MAX];
int index;

};

2. We can ignore the projection matrix for now.
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void matrix_stack::push(const mat4& matrix)
{

matrices[index] = matrix;
index++;

}

mat4 matrix_stack::pop()
{

index--;
return matrices[index];

}

Our traversal code will have translations and rotations intermixed with pushes and
pops of the model-view matrix. Consider the code (without parameter values) for
the beginning of the functionfigure :

mat4 model_view;
matrix_stack mvstack;
figure()
{

mvstack.push(model_view);
torso();
model_view = model_view*Translate()*Rotate();
head();

model_view = mvstack.pop();
mvstack.push(model_view);
model_view = model_view*Translate()*Rotate();
left_upper_arm();

model_view = mvstack.pop();
mvstack.push(model_view);
model_view = Translate()*Rotate();
left_lower_arm();

model_view = mvstack.pop();
mvstack.push(model_view);
model_view = Translate()*Rotate();
right_upper_arm();

model_view = mvstack.pop();
mvstack.push(model_view);
.
.
.

}
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The “rst push duplicates the current model-view matrix putting the copy on the top
of the model-view…matrix stack. This method of pushing allows us to work immedi-
ately with the other transformations that alter the model-view matrix, knowing that
we have preserved a copy on the stack. The following calls toTranslate andRo-
tate determineMh and concatenate it with the initial model-view matrix. We can
then generate the primitives for the head. The subsequent pop recovers the original
model-view matrix. Note that we must do another push to leave a copy of the original
model-view matrix that we can recover when we come back to draw the right leg.

The functions for the individual parts are similar to the previous example. Here
is thetorso function:

void torso()
{

mvstack.push(model_view);
instance = Translate(0.0, 0.5*TORSO_HEIGHT,0.0)

*Scale(TORSO_WIDTH, TORSO_HEIGHT, TORSO_WIDTH);
glUniformMatrix4fv(model_view_loc, 16, GL_TRUE, model_view*instance);
colorcube();
glDrawArrays(GL_TRIANGLES, 0, N);
model_view = mvstack.pop();

}

Note the use of a push at the beginning and a pop at the end of the function. These
serve to isolate the code and protect other parts of the program from being affected
by state changes in this function. You should be able to complete this function by
continuing in a similar manner.

Appendix A contains a complete program that implements this “gure with a
menu that will allow you to change the various joint angles. The individual parts
are implemented using parallelepipeds, and the entire model can be shaded as we
discussed in Chapter 5.

We have not considered how attributes such as color and material properties are
handled by our traversal of a hierarchical model. Attributes are state variables: Once
set, they remain in place until changed again. Hence, we must be careful as we traverse
our tree. For example, suppose that within the code fortorso we set the color to red
and then within the code forhead set the color to blue. If there are no other color
changes, the color will still be blue as we traverse the rest of the tree and may remain
blue after we leave the code forfigure . Here is an example in which the particular
traversal algorithm can make a difference, because the current state can be affected
differently depending on the order in which the nodes are visited.

This situation may be disconcerting, but there is a solution. We can create other
stacks that allow us to deal with attributes in a manner similar to our use of the
model-view matrix. If we push the attributes on the attribute stack on entrance to the
function figure , and pop on exit, we have restored the attributes to their original
state. Moreover, we can use additional pushes and pops withinfigure to control
how attributes are handled in greater detail.
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In a more complex model, we can apply these ideas recursively. If, for example,
we want to use a more detailed model of the head„one incorporating eyes, ears, a
nose, and a mouth„then we could model these parts separately. The head would
then itself be modeled hierarchically, and its code would include the pushing and
popping of matrices and attributes.

Although we have discussed only trees, if two or more nodes call the same
function, we really have a DAG, but DAGs present no additional dif“culties.

Color Plates 22 and 27 show hierarchical models of robots and “gures used in
simulations. These objects were created with high-level interactive software that relies
on our ability to traverse hierarchical structures to render the models.

The approach that we used to describe hierarchical objects is workable but has
limitations. The code is explicit and relies on the application programmer to push and
pop the required matrices and attributes. In reality, we implemented a stack-based
representation of a tree. The code was hardwired for the particular example and thus
would be dif“cult to extend or use dynamically. The code also does not make a clear
distinction between building a model and rendering it. Although many application
programmers write code in this form, we prefer to use it primarily to illustrate the
”ow of an OpenGL program that implements tree hierarchies. We now turn to a more
general and powerful approach to working with tree-structured hierarchies.

8.5 USE OF TREE DATA STRUCTURES

Our second approach is to use a standard tree data structure to represent our hierar-
chy and then to render it with a traversal algorithm that is independent of the model.
We use aleft-child, right-sibling structure.

Consider the alternate representation of a tree in Figure 8.15. It is arranged
such that all the elements at the same level are linked left to right. The children of
a given node are represented as a second list arranged from the leftmost child to
the rightmost. This second list points downward in Figure 8.15. This representation
describes the structure of our hierarchical “gure, but the structure still lacks the
graphical information.

At each node, we must store the information necessary to draw the object: a func-
tion that de“nes the object and the homogeneous coordinate matrix that positions
the object relative to its parent. Consider the following node structure:

typedef struct treenode
{

mat m;
void (*f)();
struct treenode *sibling;
struct treenode *child;

} treenode;
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The arraymstores a 4× 4 homogeneous coordinate matrix. When we render the
node, this matrix must “rst multiply the current model-view matrix; then the func-
tion f , which includes the graphics primitives, is executed. We also store a pointer to
the sibling node on the right and a pointer to the leftmost child. If one or the other
does not exist, then we store the null pointer (NULL). For our “gure, we specify 10
nodes corresponding to the 10 parts of our model:

treenode torso_node, head_node, lua_node, rua_node, lll_node,
rll_node, lla_node, rla_node, rul_node, lul_node;

We can specify the nodes either in themain function or in myinit . For example,
consider the root of the “gure tree„the torso node. It can be oriented by a rotation
about they-axis. We can form the required rotation matrix using our matrix func-
tions, and the function to be executed after forming the matrix istorso . The torso
node has no siblings, and its leftmost child is the head node, so the torso node is given
as follows:

torso_node.m = RotateY(theta[0]);
torso_node.f = torso;
torso_node.sibling = NULL;
torso_node.child = &head_node;

If we use a cube as the basis for the torso, the drawing function might look as follows:

void torso()
{

mvstack.push(model_view);
instance = Translate(0.0, 0.5*TORSO_HEIGHT, 0.0)

*Scale(TORSO_WIDTH, TORSO_HEIGHT, TORSO_WIDTH);
glUniformMatrix4fv(model_view_loc, 16, GL_TRUE, model_view*instance);
colorcube();
glDrawArrays(GL_TRIANGLES, 0, N);
model_view = mvstack.pop();

}

The instance transformation “rst scales the cube to the desired size and then trans-
lates it so its bottom lies in the planey = 0.

The torso is the root node of the “gure, so its code is a little different from the
other nodes. Consider the speci“cation for the left-upper arm node:

lua_node.m = Translate(-(TORSO_WIDTH+UPPER_ARM_WIDTH),
0.9*TORSO_HEIGHT, 0.0)*RotateX(theta[3]);

lua_node.f = left_upper_arm;
lua_node.sibling = &rua_node;
lua_node.child = &lla_node;

and theleft_upper_arm function
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void left_upper_arm()
{

mvstack.push(model_view);
instance = Translate(0.0, 0.5*UPPER_ARM_HEIGHT, 0.0)

*Scale(UPPER_ARM_WIDTH, UPPER_ARM_HEIGHT, UPPER_ARM_WIDTH);
glUniformMatrix4fv(model_view_loc, 16, GL_TRUE, model_view*instance);
colorcube();
glDrawArrays(GL_TRIANGLES, 0, N);
model_view = mvstack.pop();

}

The upper arm must be translated relative to the torso and its own width to get
the center of rotation in the correct place. The node for the upper arm has both a
sibling (the upper right arm) and a child (the lower left arm). To render the left upper
arm, we “rst compute an instance transformation that gives it the desired size and
positions so its bottom is also on the planey = 0. This instance matrix is concatenated
with the current model-view matrix to position the upper left arm correctly in object
coordinates. The other nodes are speci“ed in a similar manner.

Traversing the tree in the same order (preorder traversal) as in Section 8.4 can be
accomplished by the recursive code as follows:

void traverse(treenode* root)
{

if (root == NULL) return;
mvstack.push(model_view);
model_view = model_view*root->m;
root->f();
if (root->child != NULL) traverse(root->child);
model_view = mvstack.pop();
if (root->sibling != NULL) traverse(root->sibling);

}

To render a nonnull node, we “rst save the graphics state withmvpush(model_
view) . We then use the matrix at the node to modify the model-view matrix. We
then draw the objects at the node with the function pointed to byf . Finally, we
traverse all the children recursively. Note that because we have multiplied the model-
view matrix by the local matrix, we are passing this altered matrix to the children.
For the siblings, however, we do not want to use this matrix, because each has its own
local matrix. Hence, we must return to the original state (mvstack.pop() ) before
traversing the children. If we are changing attributes within nodes, either we can push
and pop attributes within the rendering functions, or we can push the attributes when
we push the model-view matrix.

One of the nice aspects of this traversal method is that it is completely indepen-
dent of the particular tree; thus, we can use a generic display callback such as the
following:
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void display(void)
{

glClear(GL_COLOR_BUFFER_BIT|GL_DEPTH_BUFFER_BIT);
traverse(&torso_node);
glutSwapBuffers();

}

We again animate the “gure by controlling individual joint angles, which are
selected from a menu and are incremented and decremented through the mouse
buttons. Thus, the dynamics of the program are in the mouse callback, which changes
an angle, recomputes the appropriate node matrix, and then posts a redisplay:

mymouse(int button, int state, int x, int y)
{

if (button == GLUT_LEFT_BUTTON && state == GLUT_DOWN)
{

theta[angle] += 5.0;
if (theta[angle] > 360.0 ) theta[angle] -= 360.0;

}
if (button == GLUT_RIGHT_BUTTON && state == GLUT_DOWN)
{

theta[angle] -= 5.0;
if (theta[angle] < 360.0 ) theta[angle] += 360.0;

}

mvstack.push(model_view);
switch (angle)
{
case 0 :

torso_node.m = RotateY(theta[0]);
break;

case 1 : case 2 :
head_node.m = Translate(0.0, TORSO_HEIGHT+0.5*HEAD_HEIGHT, 0.0)

*RotateX(theta[1])*RotateY(theta[2])
*Translate(0.0, -0.5*HEAD_HEIGHT, 0.0);

break;
// rest of cases
}

}

There is one more feature that we can add to show the ”exibility of this approach.
As the program executes, we can add or remove dynamic nodes rather than static
nodes. We can create dynamic nodes with the following code:

typedef treenode* tree_ptr;
tree_ptr torso_ptr = new treenode;

Nodes are de“ned as before. For example,
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lua_node->m = Translate(-(TORSO_WIDTH+UPPER_ARM_WIDTH),
0.9*TORSO_HEIGHT, 0.0)*RotateX(theta[3]);

lua_node->f = left_upper_arm;
lua_node->sibling = &rua_node;
lua_node->child = &lla_node;

with the traversal by

traverse(torso_ptr);

For our “gure example, there is no particular advantage to the dynamic ap-
proach. In a more general setting, however, we can use the dynamic approach to
create structures that change interactively. For example, we can use this form to write
an application that will let us edit “gures, adding and removing parts as desired. This
type of implementation is the basis for the scene trees that we discuss in Section 8.8.
Color Plate 27 shows one frame of an animation with the “gure using cylinders for
most of the parts and adding lighting.

Note that as we have coded our examples, there is a “xed traversal order for the
graph. If we had applied some other traversal algorithm, we could have produced
a different image if we made any state changes within the graph, such as changing
transformations or attributes. We can avoid some of these potential problems if we
are careful to isolate parts of our code by pushing and popping attributes and matrices
in each node (although there is a performance penalty for doing so too often).

8.6 ANIMATION

The models that we developed for our two examples„the robot arm and the “gure„
arearticulated: The models consist of rigid parts connected by joints. We can make
such models change their positions in time„animate them„by altering the values
of a small set of parameters. Hierarchical models allow us to model the compound
motions incorporating the physical relationships among the parts of the model. What
we have not discussed is how to alter the parameters over time so as to achieve the
desired motion.

Of the many approaches to animation, a few basic techniques are of particular
importance when we work with articulated “gures. These techniques arise both from
traditional hand animation and from robotics.

In the case of our robot model, consider the problem of moving the tip of the
upper arm from one position to another. The model has three degrees of freedom„
the three angles that we can specify. Although each set of angles has a unique position
for the tip, the converse is not true. Given a desired position of the tip of the arm,
there may be no set of angles that place the tip as desired, a single set of angles that
yields the speci“ed position, or multiple sets of angles that place the tip at the desired
position.

Studyingkinematicsinvolves describing the position of the parts of the model
based on only the joint angles. We can use our hierarchical-modeling methods either
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to determine positions numerically or to “nd explicit equations that give the position
of any desired set of points in the model in terms of the joint angles. Thus, if��� is
an array of the joint angles andp is an array whose elements are the vertices in our
model, a kinematic model is of the form

p = f (��� ).

Likewise, if we specify the rates of change of the joint angles„the joint velocities„
then we can obtain velocities of points on the model.

The kinematic model neglects matters such as the effects of inertia and friction.
We could derive more complex differential equations that describe the dynamic be-
havior of the model in terms of applied forces„a topic that is studied in robotics.

Whereas both kinematics and dynamics are ways of describing the forward be-
havior of the model, in animation we are more concerned withinverse kinematics
andinverse dynamics: Given a desired state of the model, how can we adjust the joint
angles so as to achieve this position? There are two major concerns. First, given an en-
vironment including the robot and other objects, we must determine whether there
exists a sequence of angles that achieves the desired state. There may be no single-
valued function of the form

��� = f Š1(p).

For a givenp, in general we cannot tell if there is any� that corresponds to this
position or if there are multiple values of� that satisfy the equation. Even if we can
“nd a sequence of joint angles, we must ensure that as we go through this sequence
our model does not hit any obstacles or violate any physical constraints. Although,
for a model as simple as our robot, we might be able to “nd equations that give the
joint angles in terms of the position, we cannot do so in general, because the forward
equations do not have unique inverses. The “gure model, which has 11 degrees of
freedom, should give you an idea of how dif“cult it is to solve this problem.

A basic approach to overcoming these dif“culties comes from traditional hand-
animation techniques. Inkey-frame animation, the animator positions the objects
at a set of times„the key frames. In hand animation, animators then can “ll in the
remaining frames, a process calledin-betweening. In computer graphics, we can
automate in-betweening by interpolating the joint angles between the key frames or,
equivalently, using simple approximations to obtain the required dynamic equations
between key frames. Using GPUs, much of the work required for in-betweening
can now be automated as part of the pipeline, often using the programmability of
recent GPUs. We can also use the spline curves that we develop in Chapter 10 to give
smooth methods of going between key frames. Although we can develop code for
the interpolation, both a skillful (human) animator and good interactive methods
are crucial if we are to choose the key frames and the positions of objects in these
frames.
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8.7 GRAPHICAL OBJECTS

Although we have introduced multiple graphics paradigms, our development has
been heavily based on a pipeline implementation of the synthetic-camera model.
We made this choice because we want to support interactive three-dimensional ap-
plications with currently available hardware and software. Consequently, we have
emphasized a mode of graphics in which geometric data are placed on the GPU and
rendered to the screen almost immediately afterward. We have not made full use of
the fact that once data are on the GPU, they can be reused without regenerating them
in the application.

In addition, our desire to present the basics of implementation has led us to de-
velop graphics in a manner that was never far from the details of the implementation.
For all its bene“ts, this approach has not let us exploit many high-level alternatives to
developing graphical applications.

Now we move to a higher level of abstraction and introduce two major concepts.
First, we expand our notion of objects from geometric objects, such as polygons
and vectors, to include most of the elements within a graphics program, such as
viewers, lights, and material properties. Second, we focus on objects that exist even
after their images have been drawn and even if we never display them. We investigate
other approaches, such as the use of classes in C++ or structures in C. Although the
OpenGL API does not support this approach directly, we do not have to abandon
OpenGL. We still use OpenGL for rendering, and we regard what we develop as a
software layer on top of OpenGL.

8.7.1 Methods, Attributes, and Messages
Our programs manipulate data. The data may be in many forms, ranging from
numbers to strings to the geometric entities that we build in our applications. In
traditional imperative programming, the programmer writes code to manipulate
the data, usually through functions. The data are passed to a function through the
function•s parameters. Data are returned in a similar manner. To manipulate the data
sent to it, the function must be aware of how those data are organized. Consider,
for example, the cube that we have used in many of our previous examples. We
have seen that we can model it in various ways, including with vertex pointers, edge
lists, and lists of polygon vertices. The application programmer may care little about
which model is used and may prefer to regard the cube as an atomic entity or an
object. In addition, she may care little about the details of how the cube is rendered
to the screen: which shading model or which polygon-“ll algorithm is used. She
can assume that the cube •knows how to render itselfŽ and that conceptually the
rendering algorithm is tied to the object itself. In some ways, OpenGL supports this
view by using the state of the graphics system to control rendering. For example, the
color of the cube, its orientation, and the lights that are applied to its surfaces can all
be part of the state of the graphics system and may not depend on how the cube is
modeled.
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FIGURE 8.17 Object-oriented paradigm.

However, if we are working with a physical cube, we might “nd this view a
bit strange. The location of a physical cube is tied to the physical object, as are its
color, size, and orientation. Although we could use OpenGL to tie some properties
to a virtual cube„through pushing and popping various attributes and matrices„
the underlying programming model does not support these ideas well. For example,
a function that transforms the cube would have to know exactly how the cube is
represented and would work as shown in Figure 8.16.

The application programmer would write a function that would take as its inputs
a pointer to the cube•s data and the parameters of the transformation. It would then
manipulate the data for the cube and return control to the application program
(perhaps also returning some values).

Object-oriented design and object-oriented programming look at manipulation
of objects in a fundamentally different manner. Even in the early days of object-
oriented programming, languages such as Smalltalk recognized that computer graph-
ics provides excellent examples of the power of the object-oriented approach. Recent
trends within the software community indicate that we can combine our pipeline
orientation with an object orientation to build even more expressive and high-
performance graphics systems.

Object-oriented programming languages de“neobjectsas modules with which
we build programs. These modules include the data that de“ne the module, such as
the vertices for our cube, properties of the module (attributes), and the functions
(methods) that manipulate the module and its attributes. We sendmessagesto
objects to invoke a method. This model is shown in Figure 8.17.

The advantage to the writer of the application program is that she now does not
need to know how the cube is represented; she needs to know only what functionality
the cube object supports„what messages she can send to it.

Although the Cstruct has some of the properties of objects, the C language
does not support the full power of an object-oriented approach. In C++, thestruct
is replaced with theclass . C++ classes have two important properties that we can
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exploit to get the ”avor of the object-oriented approach. C programmers should have
no trouble understanding these concepts.

8.7.2 A Cube Object
Suppose that we wish to create a cube object in C that has a color attribute and a
homogeneous coordinate transformation associated with it. In C, we could use a
struct of the following form:

struct cube
{

float color[3];
float matrix[4][4];

/* implementation goes here */

}

The implementation part of the structure contains the information on how a cube
is actually represented. Typically, an application programmer does not need this
information and needs to change only the color or matrix associated with the
cube.

Once thestruct has been de“ned,instancesof the cube object can be created
as are other basic data types:

cube a, b;

Attributes that are part of the class de“nition can be changed for each instance of the
cube. Thus, we can set the color of cubea to red as follows:

a.color[0] = 1.0;
a.color[1] = a.color[2] = 0.0;

It should be clear how such astruct can be implemented within an OpenGL system.
Although we have created a retained cube object, we are limited in how we can

manipulate it or render it. We could write a function that would render the cube
through code such as

render_cube(a);

Or we could rotate the cube by invoking the method

rotate_cube(a, theta, d);

whered is the vector about which we wish to rotate.



446 Chapter 8 Modeling and Hierarchy

This approach is workable but has limitations. One is that we need separate
rendering and rotation functions for each type of object. A second is that the imple-
mentation part of the code is accessible to application programs. C++ classes solve
both of these problems. A C++ class can have public, private, and protected mem-
bers. Thepublicmembersare similar to the members of Cstruct and can be altered
by any function. Theprivate membersneither are visible to nor can be altered by a
function that uses the class. Theprotected membersare visible to classes within the
same hierarchy. A programmer can also declare classes to befriends to give access to
speci“c classes. Thus, in C++, we de“ne the cube as

class cube
{
public:

vec4 color;
mat4 model;

private:

/* implementation goes here */

}

thereby protecting and hiding the details of the implementation. Furthermore, C++
classes allow us to have members that are functions or methods. Once we add such
functions, the object-orientation becomes clearer. Suppose that we add member
functions to the public part of the cube class as follows:

void render();
void translate(float x, float y, float z);
void rotate(float theta, float axis_x, float axis_y,

float axis_z);

Now an application program could create, translate, rotate, and render a cube
through the following code:

cube a;
a.rotate(45.0, 1.0, 0.0, 0.0);
a.translate(1.0, 2.0, 3.0);
a.render();

Conceptually, this code assumes that an instance of the cube •knowsŽ how to rotate
itself and that by executing the codea.rotate , we are sending a message to a cube
object that we would like it to carry out such a rotation. We could easily write an
implementation of the rotation and translation methods that would use our rotation
and translation functions to change the matrix member of the cube object.

It is less clear what a function call such asa.render really does. Each instance of
an object persists and can be altered by further code in the application program. What
is most important is that we have created an object that continues to exist somewhere
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in our system in a form that is not visible to the application program. The attributes
of the object are also in the system and can be altered by functions such asrotate .
Therender function causes the object to be redrawn using the object•s state rather
than the system•s current state. Hence, the render step involves sending data to the
GPU with the necessary vertex attribute data coming from the implementation part
of the object and using a function such asglDrawArrays to display the object.

8.7.3 Implementing the Cube Object
As an example of the choices that go into developing the private part of an object,
let•s consider the cube. One basic implementation would be similar to what we did
for our rotating cube examples; we look at the cube as comprised of six faces, each
of which consists of two triangles. Thus, the private part of the cube might be of the
form

private:
vec4 points[36];
vec4 colors[36];

Note that we are allowing for different colors at each vertex. The constructor for a
cube would set values for the points with a default of a unit cube.

We can do far better if we include more information in the implementation. Of
particular interest is information that might help in the rendering. Thus, whereas
OpenGL will do hidden-surface removal correctly through thez-buffer algorithm, we
can often do much better by eliminating objects earlier through a separate visibility
test, as we will discuss in Section 8.11. To support this functionality, we might want to
include information that determines a bounding volume for the object. For example,
we can include the axis-aligned bounding box for objects within the private part of
the code. For polygonal objects, we need simply save the minimum and maximum of
thex, y, andzof the vertices (after they have been transformed by any transformation
matrix stored with the object).

8.7.4 Objects and Hierarchy
One of the major advantages of object-oriented design is the ability to reuse code
and to build more sophisticated objects from a small set of simple objects. As in
Section 8.4, we can build a “gure object from cubes and have multiple instances of
this new object, each with its own color, size, location, and orientation. A class for the
humanoid “gure could refer to the classes for arms and legs; the class for a car could
refer to classes for wheels and a chassis. Thus, we would once more have tree-like
representations similar to those that we developed in Section 8.5.

Often in object-oriented design, we want the representations to show relation-
ships more complex than the parent…child relationship that characterizes trees. As we
have used trees, the structure is such that the highest level of complexity is at the root
and the relationship between a parent and child is a •has-aŽ relationship. Thus, the
stick “gure has two arms and two legs, whereas the car has four wheels and a chassis.
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We can look at hierarchy in a different manner, with the simplest objects being
the top of the hierarchy and the relationship between parents and children being an
•is-aŽ relationship. This type of hierarchy is typical of taxonomies. A mammal is an
animal. A human is a mammal. We used this relationship in describing projections. A
parallel projection is a planar geometric projection; an oblique projection is a parallel
projection. •Has-aŽ relationships allow us to de“ne multiple complex objects from
simpler objects and also allow the more complex object to inherit properties from
the simpler object. Thus, if we write the code for a parallel projection, the oblique-
projection code can use this code and re“ne only the parts that are necessary to
convert the general parallel projection to an oblique one. For geometric objects, we
can de“ne base objects with a default set of properties such as their color and material
properties. An application programmer could then use these properties or change
them in subobjects. These concepts are supported by languages such as C++ that
allow for subclasses and inheritance.

8.7.5 Geometric Objects
Suppose that we now want to build an object-oriented graphics system. What objects
should we include? Although it is clear that we want to have objects such as points,
vectors, polygons, rectangles, and triangles (possibly using subclasses), it is less clear
how we should deal with attributes, light sources, and viewers. For example, should
a material property be associated with an object such as a cube, or is it a separate
object? The answer can be either or both. We could create a cube class in which there
is a member for each of the ambient, diffuse, and specular material properties that
we introduced with the Phong model in Chapter 5. We could also de“ne a material
class using code such as the following:

class material
{
public:

vec4 specular;
float shininess;
vec4 diffuse;
vec4 ambient;

}

We could then assign the material to a geometric object through a member function
of the cube class as follows:

cube a;
material b;
a.setMaterial(b);

Light sources are geometric objects„they have position and orientation among their
features„and we can easily add a light source object:
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class light
{

public:
boolean type;
boolean near;
vec4 position;
vec4 orientation;
vec4 specular;
vec4 diffuse;
vec4 ambient;

}

Once we have built up a collection of geometric objects, we can use it to describe a
scene. To take advantage of the hierarchical relationships that we have introduced, we
develop a new tree structure called ascene graph.

8.8 SCENE GRAPHS

If we think about what goes into describing a scene, we can see that in addition to
our graphical primitives and geometric objects derived from these primitives, we
have other objects, such as lights and a camera. These objects may also be de“ned
by vertices and vectors and may have attributes, such as color, that are similar to the
attributes associated with geometric primitives. It is the totality of these objects that
describes a scene, and there may be hierarchical relationships among these objects.
For example, when a primitive is de“ned in a program, the camera parameters that
exist at that time are used to form the image. If we alter the camera lens between the
de“nition of two geometric objects, we may produce an image in which each object
is viewed differently. Although we cannot create such an image with a real camera,
the example points out the power of our graphics systems. We can extend our use of
tree data structures to describe these relationships among geometric objects, cameras,
lights, and attributes.

Knowing that we can write a graphical application program to traverse a graph,
we can expand our notion of the contents of a graph to describe an entire scene.
One possibility is to use a tree data structure and to include various attributes at
each node„in addition to the instance matrix and a pointer to the drawing function.
Another possibility is to allow new types of nodes, such as attribute-de“nition nodes
and matrix-transformation nodes. Consider the tree in Figure 8.18. Here we have set
up individual nodes for the colors and for the model-view matrices. The place where
there are branches at the top can be considered a special type of node, agroup node
whose function is to isolate the two children. The group node allows us to preserve
the state that exists at the time that we enter a node and thus isolates the state of
the subtree beginning at a group node from the rest of the tree. Using our preorder
traversal algorithm, the corresponding application code is of the following form:
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The group nodes correspond to the OpenGL push and pop functions. This code
preserves and restores both the attributes and the model-view matrix before exiting.
It sets a drawing color that applies to the rest of the tree and traverses the tree in a
manner similar to the “gure example.

We can go further and note that we can use the attribute and matrix stacks to
store the viewing conditions; thus, we can create a camera node in the tree. Although
we probably do not want a scene in which individual objects are viewed with different
cameras, we may want to view the same set of objects with multiple cameras, produc-
ing, for example, the multiview orthographic projections and isometric view that are
used by architects and engineers. Such images can be created with a scene graph that
has multiple cameras.

The scene graph we have just described is equivalent to an OpenGL program in
the sense that we can use the tree to generate the program in a totally mechanical
fashion. This approach was taken by Open Inventor and later by Open Scene Graph
(OSG), both object-oriented APIs that were built on top of OpenGL. Open Inventor
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and OSG programs build, manipulate, and render a scene graph. Execution of a pro-
gram causes traversal of the scene graph, which in turn executes graphics functions
that are implemented in OpenGL.

The notion of scene graphs couples nicely with the object-oriented paradigm
introduced in Section 8.7. We can regard all primitives, attributes, and transforma-
tions as software objects, and we can de“ne classes to manipulate these entities. From
this perspective, we can make use of concepts such as data encapsulation to build up
scenes of great complexity with simple programs that use prede“ned software ob-
jects. We can even support animations through software objects that appear as nodes
in the scene graph but cause parameters to change and the scene to be redisplayed.
Although, in Open Inventor, the software objects are rendered using OpenGL, the
scene graph itself is a database that includes all the elements of the scene. OpenGL is
the rendering engine that allows the database to be converted to an image, but it is
not used in the speci“cation of the scene. Game engines employ a similar strategy in
which the game play modi“es a scene graph that can be traversed and rendered at an
interactive rate.

Graphics software systems are evolving to the con“guration shown in Fig-
ure 8.19. OpenGL is the rendering engine. It usually sits on top of another layer
known as thehardware abstraction layer(HAL), which is a virtual machine that
communicates with the physical hardware. Above OpenGL is an object-oriented layer
that supports scene graphs and a storage mechanism. User programs can be written
for any of the layers, depending on what facilities are required by the application.

8.9 OPEN SCENE GRAPH

Open Scene Graph is probably the most popular of the full scene graph APIs and
provides much of the functionality lacking in our example. In addition to supporting
a wider variety of nodes, there are two additional concepts that are key to OSG.

First, one of the bene“ts of a higher level of software than OpenGL is that such
software can balance the workload between the CPU and the graphics processor.
Consider how we process geometry in OpenGL. An application produces primitives
that are speci“ed through sets of vertices. As we have seen, OpenGL•s main concern is
rendering. All geometric primitives pass down at least part of the pipeline. It is only
at the end of vertex processing that primitives that lie outside the view volume are
clipped out. If a primitive is blocked from the viewer by another opaque geometric
object and cannot appear in the “nal image, it nevertheless passes through most of
the pipeline and only during hidden-surface removal will it be eliminated. Although
present GPUs can process millions of vertices per second, many applications have
such complex geometry that even these GPUs cannot render the geometry at a suf“-
ciently high frame rate. OSG uses two strategies, occlusion culling and level of detail
rendering, to lower the rendering load.

Occlusion cullingseeks to eliminate objects that cannot be visible because they
are blocked by other objects before they enter the rendering pipeline. In Figure 8.20,
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we see that the square lies in the view volume and blocks the triangle from view.
Although thez-buffer algorithm would yield a correct rendering, because OpenGL
processes each object independently it cannot discover the occlusion. However, all
the geometry is stored in the OSG scene graph, as is the information on the viewer.
Hence, OSG can use one of many algorithms to go through the scene graph and cull
objects. We will examine an approach to occlusion culling that uses binary spatial
partitioning in Section 8.11.

The second strategy is based on an argument similar to the one that we used
to justify mipmaps for texture mapping. If we can tell that a geometric object will
render to a small area of the display, we do not need to render all the detail that might
be its geometry. Once more, the necessary information can be placed in the scene
graph. OSG has a level-of-detail node whose children are the models of an object
with different levels of geometric complexity. The application program sets up these
nodes. During the traversal of the scene graph, OSG determines which level of detail
to use.

Level-of-detail rendering is important not only to OSG but also to real-time ap-
plications such as interactive games that are built using proprietary game engines.
Game engines are very large complex software objects that may comprise millions
of lines of code. Although a game engine may use OpenGL or DirectX to render the
graphics and make extensive use of programmable shaders, a game engine also has
to handle the game play and manage complex interactions that might involve multi-
ple players. Game engines use scene graphs to maintain all the needed information,
including the geometry and texture maps, and use level of detail extensively in pro-
cessing their scene graphs. In the next section, we will examine some related issues
involving graphics over the Internet.

The second major concept is how the scene graph is processed for each frame.
OSG uses three traversals rather than the single traversal in our simple scene graph.
The goal of the traversal process is to create a list of the geometry that can be rendered.
This list contains the geometry at the best level of detail and only the geometry that
has survived occlusion culling. In addition, the geometry has been sorted so that
translucent surfaces will be rendered correctly.
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The “rst traversal deals with updates to the scene graph that might be generated
by callbacks that handle interaction or changes to the geometry from the application
program. The second traversal builds a list of the geometry that has to be rendered.
This traversal uses occlusion culling, translucency, level of detail, and bounding vol-
umes. The “nal traversal goes through the geometry list and issues the necessary
OpenGL calls to render the geometry.

8.10 GRAPHICS AND THE INTERNET

Before leaving the subject of scene graphs, we consider some of the issues that govern
how graphics can be conveyed over the Internet. Of particular interest are multiplayer
games that can involve thousands of concurrent participants, each of whom poten-
tially can affect the scene graph of any other participant, and applications with large
models that may be distributed over multiple sites.

The Internet has had an enormous effect on virtually all communications and
computer applications. It allows us to communicate information in a multitude of
forms and makes possible new methods of interaction. In order to use the Internet
to its full potential, we need to move graphical information ef“ciently, to build ap-
plications that are viewable from many locations, and to access resources distributed
over many sites. OpenGL and its extensions have had a major in”uence on the de-
velopment of net-based three-dimensional applications and standards. We will take
a graphics-oriented approach and see what extensions we need to develop Internet
applications. Some of the concepts will be familiar. We use the client…server model to
allow ef“cient rendering. We also look at how we can implement graphical applica-
tions that are independent of the API.

8.10.1 Hypermedia and HTML
As the Internet evolved, a series of standard high-level protocols became widely
accepted for transferring mail, “les, and other types of information. Systems such
as the X Window system allowed users to open windows on remote systems and
to transfer basic graphical information. As the Internet grew, however, more and
more information became publicly available, and users needed more sophisticated
methods to share information that was stored in a distributed way in diverse formats.

There are three key elements necessary for sharing such information: (1) an
addressing scheme that allows users to identify resources over the network, (2) a
method of encoding information in addition to simple text, such as pictures and
references (orlinks) to other resources, and (3) a method of searching for resources
interactively.

The “rst two needs were addressed by researchers at the European Particle Phys-
ics Center (CERN), who created the World Wide Web, which is essentially a net-
worked hypertext system. Resources„“les„are identi“ed by a uniqueUniform Re-
source Locator(URL) that consists of three parts: the protocol for transferring the
document, the server where the document is located, and the location on the server
where the document is to be found. For example, the URL for support for this text
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can be found at http://www.cs.unm.edu/� angel/BOOK. The “rst part (http) indi-
cates that the information will be transferred using the hypertext transfer protocol
http. The second part (www.cs.unm.edu) identi“es the server as the World Wide Web
site of the Computer Science Department at the University of New Mexico. The “nal
part indicates that the information is stored in user account angel under the directory
public_html/BOOK. Because no document is indicated, a default document„the
home page„will be displayed.

The second contribution of CERN was theHypertext Markup Language
(HTML), which provided a simple way to describe a document consisting of text,
references to other documents (links), and images. HTML documents are text docu-
ments, typically in ASCII code or one of the standard extended character sets.

The combination of URL addressing and HTML documents provided a way
of making resources available. But until the National Center for SuperComputer
Applications (NCSA) came up with its browser, Mosaic, it was not easy for a user
to “nd resources and to search the Web.Browsersare interactive programs that
allow the user to search for and download documents on the Web. Mosaic, and later
Netscape Navigator, opened the door to •sur“ngŽ the Web.

8.10.2 Java and Applets
One issue with interactive computer graphics on the Internet is the heterogenous
collection of computer hardware and operating systems. An application programmer
cannot create an application that will execute on any machine connected to the Web,
even if they use an industry standard API like OpenGL.

Java solves a portion of this problem by creating a machine in software that
can be implemented on any computer. Java programs are compiled intobyte code
that can be run on any Java machine, regardless of what the underlying hardware is.
Thus, the client and server exchange byte code over the Web. Small programs in byte
code, calledapplets, are understood by the standard Web browsers and have added a
tremendous amount of dynamic behavior to the Web.

8.10.3 Interactive Graphics and the Web
While HTML is useful for structuring information for layout on a rendered Web page,
until HTML version 5 it lacked any rendering capabilities. Most often, any interactive
rendering that was done in a browser was originally done using a Java applet; however,
the requirement of downloading an applet combined with support of Java virtual ma-
chines dimished Java•s promise of application portability, particularly when related to
three-dimensional computer graphics.

As Web browsers became more capable of supporting various formats, other
technologies evolved. Adobe•s Flash technology uses a plugin to a Web browser to
provide interactivity, but it lacks (at the time of this writing) a comprehensive solu-
tion for doing three-dimensional graphics, with most of its focus on rendering video
or simple user interfaces.

Another technology that evolved was JavaScript. JavaScript is a derivative lan-
guage of Java that is interpreted and executed by the Web browser, as compared to
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FIGURE 8.21 Wireframe that
has two possible interpreta-
tions.

a virtual machine plugin. This allows tighter integration of normal Web page ren-
dering, as interactive, user-controlled rendering. Once again, however, JavaScript•s
rendering capabilities were mostly focused on two-dimensional operations, and most
three-dimensional renderings were done through software renderers implemented
in JavaScript. Until recently, there wasn•t a widely adopted standard for interactive
three-dimensional graphics.

8.10.4 WebGL
WebGL is a derivative of OpenGL (or more speci“cally, OpenGL ES version 2.0, the
embedded system version of OpenGL). It provides JavaScript bindings for OpenGL
functions and allows an HTML page using WebGL to render using any GPU resources
available in the system where the Web browser is running.

WebGL is currently under development by the Khronos Group (the same indus-
try consortium that develops OpenGL) at the time of this writing. It integrates the
rendering capabilities of HTML5•s Canvas element. As with modern OpenGL appli-
cations, all rendering is controlled by vertex and fragment shaders.

8.11 OTHER TREE STRUCTURES

Tree and DAG structures provide powerful tools to describe scenes; trees are also used
in a variety of other ways in computer graphics, of which we consider three. The “rst
is the use of expression trees to describe an object hierarchy for solid objects; the
other two describe spatial hierarchies that we can use to increase the ef“ciency of
many rendering algorithms.

8.11.1 CSG Trees
The polygonal representation of objects that we have used has many strengths and a
few weaknesses. The most serious weakness is that polygons describe only the surfaces
that enclose the interior of a three-dimensional object, such as a polyhedron. In CAD
applications, this limitation causes dif“culties whenever we must employ any volu-
metric properties of the graphical object, such as its weight or its moment of inertia.
In addition, because we display an object by drawing its edges or surfaces, there can
be ambiguities in the display. For example, the wireframe shown in Figure 8.21 can
be interpreted either as a cube with a hole through it created by removal of a cylinder
or as a solid cube composed of two different materials.

Constructive solid geometry (CSG)addresses these dif“culties. Assume that we
start with a set of atomic solid geometric entities, such as parallelepipeds, cylinders,
and spheres. The attributes of these objects can include surface properties, such
as color or re”ectivity, but also volumetric properties, such as size and density. In
describing scenes of such objects, we consider those points in space that constitute
each object. Equivalently, each object is a set of points, and we can use set algebra to
form new objects from these solid primitives.
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A B A �  B

A �  B A … B

FIGURE 8.22 Set operations.

A B C D (A … B) � (C �  D)

FIGURE 8.23 CSG object.

CSG modeling uses three set operations: union, intersection, and set difference.
Theunion of two setsA andB, written A � B, consists of all points that are either in
A or in B. Theintersectionof A andB, A � B, is the set of all points that are in both
A andB. Theset difference, A Š B, is the set of points that are inA and are not inB.
Figure 8.22 shows two objects and possible objects created by the three set operations.

Objects are described by algebraic expressions. The expression(A Š B) � (C �
D) might describe an object such as the one illustrated in Figure 8.23.

Typically, we store and parse algebraic expressions using expression trees, where
internal nodes store operations and terminal nodes store operands. For example, the
tree in Figure 8.24 is a CSG tree that represents the object(A Š B) � (C � D) in
Figure 8.23. We can evaluate or render the CSG tree by apostorder traversal; that
is, we recursively evaluate the tree to the left of a node and the tree on the right of the
node, and “nally use these values to evaluate the node itself. Rendering of objects in
CSG often is done with a variant of ray tracing; see Exercise 8.10 and Chapter 11.
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A B C D

FIGURE 8.24 CSG tree.
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FIGURE 8.25 Collection of polygons and a viewer.

8.11.2 BSP Trees
Scene graphs and CSG trees describe hierarchical relationships among the parts of
an object. We can also use trees to describe the world object space and encapsulate
the spatial relationships among groups of objects. These relationships can lead to fast
methods ofvisibility testing to determine which objects might be seen by a camera,
thus avoiding processing all objects with tests such as thez-buffer algorithm. These
techniques have become very important in real-time animations for computer games.

One approach to spatial hierarchy starts with the observation that a plane divides
or partitions three-dimensional space into two parts (half spaces). Successive planes
subdivide space into increasingly smaller partitions. In two dimensions, we can use
lines to partition space.

Consider the polygons shown in Figure 8.25, with the viewer located as indicated.
Arguing as we did in Chapter 7, there is an order in which to paint these polygons
so that the image will be correct. Rather than using a method such as depth sort
each time we want to render these polygons, we can store the relative-positioning
information in a tree. We start the construction of the tree using the plane of one
polygon to separate groups of polygons that are in front of it from those that are
behind it. For example, consider a simple world in which all the polygons are parallel
and are oriented with their normals parallel to thez-axis. This assumption makes it
easier to illustrate the algorithm but does not affect the algorithm as long as the plane
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FIGURE 8.26 Top view of polygons.
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FIGURE 8.27 Binary space partitioning (BSP) tree.

of any polygon separates the other polygons into two groups. In this world, the view
from thez-direction is as shown in Figure 8.26.

Plane A separates the polygons into two groups, one containing B and C, which
are in front of A, and the second containing D, E, and F, which are behind A. We
use this plane to start abinary space partitioning tree(BSP tree) that stores the
separating planes and the order in which they are applied. Thus, in the BSP tree in
Figure 8.27, A is at the root, B and C are in the left subtree, and D, E, and F are
in the right subtree. Proceeding recursively, C is behind the plane of B, so we can
complete the left subtree. The plane of D separates E and F, thus completing the right
subtree. Note that for a given set of polygons, there are multiple possible BSP trees
corresponding to the order in which we choose to make our partitions. In the general
case, if a separating plane intersects a polygon, then we can break up the polygon into
two polygons, one in front of the plane and one behind it, similar to what we did with
overlapping polygons in the depth-sort algorithm in Chapter 6.
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FIGURE 8.28 Movement of the viewer to back.

We can use this tree to paint the polygons by doing abackward in-order traver-
sal. That is, we traverse the tree recursively, drawing the right subtree “rst, followed
by the root, and “nally by the left subtree. One of the advantages of BSP trees is that
we can use the same tree even if the viewer moves by changing the traversal algo-
rithm. If the viewer moves to the back, as shown in Figure 8.28, then we can paint the
polygons using a standard in-order traversal„left subtree, root, right subtree. Also
note that we can use the algorithm recursively wherever planes separate sets of poly-
gons or other objects into groups, calledclusters. Thus, we might group polygons
into polyhedral objects, then group these polyhedra into clusters. We can then ap-
ply the algorithm within each cluster. In applications such as ”ight simulators, where
the world model does not change but the viewer•s position does, the use of BSP trees
can be ef“cient for doing visible surface determination during rendering. The tree
contains all the required information to paint the polygons; the viewer•s position de-
termines the traversal algorithm.

BSP trees are but one form of hierarchy to divide space. Another is the use of
bounding volumes, such as spheres. The root of a tree of bounding spheres would be
the sphere that contains all the objects in a scene. Subtrees would then correspond to
groups of objects within the larger sphere, and the root nodes would be the bounding
spheres for each object. We could use the same idea with other types of bounding
volumes, such as the bounding boxes that we discussed in Chapter 6. Spheres are
particularly good for interactive games because we can quickly determine if an object
is potentially visible or whether two objects might collide.

8.11.3 Quadtrees and Octrees
One limitation of BSP trees is that the planes that separate polygons can have an
arbitrary orientation so that construction of the tree can be costly, involving ordering
and often splitting of polygons. Octrees and quadtrees avoid this problem by using
separating planes and lines parallel to the coordinate axes.

Consider the two-dimensional picture in Figure 8.29. We assume that this pic-
ture is composed of black and white pixels, perhaps formed by the rendering of a
three-dimensional scene. If we wish to store the scene, we can save it as a binary array.
But notice the great deal of coherence in the picture. Pixels of each color are clustered

FIGURE 8.29 Two-
dimensional space of pixels.
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FIGURE 8.30 First subdivision
of space.

together. We can draw two lines, as in Figure 8.30, dividing the region into quadrants.
Noting that one quadrant is all white, we can assign a single color to it. For the other
three, we can subdivide again and continue subdividing any quadrant that contains
pixels of more than a single color. This information can be stored in a tree called a
quadtree, in which each level corresponds to a subdivision and each node has four
children. Thus, the quadtree for our original simple picture is as shown in Figure 8.31.

Because we construct the quadtree by subdividing space with lines parallel to
the coordinate axes, formation and traversal of the tree are simpler than are the
corresponding operations for a BSP tree. One of the most important advantages of
quadtrees is that they can reduce the amount of memory needed to store images.

Quadtrees partition two-dimensional space. They can also be used to partition
object space in a manner similar to BSP trees and thus can be traversed in an order
depending on the position of the viewer so as to render correctly the objects in each
region. In three dimensions, quadtrees extend tooctrees. The partitioning is done
by planes parallel to the coordinate axes, and each step of the partitioning subdivides
space into eight octants, as shown in Figure 8.32.

FIGURE 8.31 Quadtree.

FIGURE 8.32 Octree.
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FIGURE 8.33 Volume data
set.

Octrees are used for representing volume data sets that consist of volume ele-
ments calledvoxels, as shown in Figure 8.33. The arguments that have been made for
quadtrees and octrees can also be applied to the spatial partitioning of objects, rather
than pixels or voxels. For example, we can use recursive subdivision of two- or three-
dimensional space for clipping. After each subdivison, we compare the bounding box
of each object with each subdivided rectangle or cube to determine if the object lies
in that region of the subdivided space.

SUMMARY AND NOTES

The speed at which modern hardware can render geometric objects has opened up
the possibilities of a variety of modeling systems. As users of computer graphics, we
need a large arsenal of techniques if we are to make full use of our graphics systems.
We have introduced hierarchical modeling. Not only are there the many other forms
that we investigate in this chapter and the next, but we can combine these techniques
to generate new ones. The Suggested Readings will help you to explore modeling
methods.

We have presented basic themes that apply to most approaches to modeling. One
is the use of hierarchy to incorporate relationships among objects in a scene. We have
seen that we can use fundamental data structures, such as trees and DAGs, to repre-
sent such relationships; traversing these data structures becomes part of the rendering
process. The use of scene graphs in Open Scene Graph, VRML, and Java3D allows
the application programmer to build complex animated scenes from a combination
of prede“ned and user-de“ned software modules. Tree-structured models are also
used to describe complex shaders that involve the interaction of light sources, ma-
terial properties, atmospheric effects, and a variety of local re”ection models. These
could be implemented with RenderMan, Cg, or GLSL.

Object-oriented approaches are standard for complex applications and for appli-
cations that are distributed over networks. Unfortunately, there has not been agree-
ment on a single object-oriented API. However, the actual rendering in most high-
end systems is done at the OpenGL level because the closeness of this API to the
hardware makes for ef“cient use of the hardware. Consequently, both application
programmers and system developers need to be familiar with multiple levels of APIs.

Chapter 9 presents an entirely different, but complementary, approach to mod-
eling based on procedural methods.

SUGGESTED READINGS

Hierarchical transformations through the use of a matrix stack were described in the
graphics literature more than 30 years ago [New73]. The PHIGS API [ANSI88] was
the “rst to incorporate them as part of a standard package. See Watt [Wat92] for
an introduction to the use of articulated “gures in animation. The paper by Lassiter
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[Las87] shows the relationship between traditional animation techniques as practiced
in the movie industry and animation in computer graphics.

BSP trees were “rst proposed by Fuchs, Kedem, and Naylor [Fuc80] for use in
visibility testing and were later used in many other applications, such as CSG. See
[Mol02] for additional applications.

Scene graphs are the heart of Open Inventor [Wer94]. The Open Inventor data-
base format was the basis of VRML [Har96]. Most recent APIs, such as Java3D
[Swo00] and DirectX [Kov97], are object oriented. For a discussion of Java and ap-
plets, see [Cha98] and [Arn96]. Trees are integral to the RenderMan Shading Lan-
guage [Ups89], where they are used to construct shaders. Modeling systems, such as
Maya, allow the user to specify different shaders and rendering algorithms for differ-
ent objects. See [Ma07] for an introduction to Open Scene Graph.

Many applications of visibility testing can be found in [Mol02].
The use of scene graphs in game engine design is discussed in [Ebe01]. How the

engine looks for a game programmer is described for the Torque engine in [Mau06].

EXERCISES

8.1 For our simple robot model, describe the set of points that can be reached by
the tip of the upper arm.

8.2 Find equations for the position of any point on the simple robot in terms of
the joint angles. Can you determine the joint angles from the position of the
tip of the upper arm? Explain your answer.

8.3 Given two points in space that are reachable by the robot, describe a path
between them in terms of the joint angles.

8.4 Write a simple circuit-layout program in terms of a symbol…instance trans-
formation table. Your symbols should include the shapes for circuit
elements„such as resistors, capacitors, and inductors for electrical circuits„
or the shapes for various gates (and, or , not ) for logical circuits.

8.5 We can write a description of a binary tree, such as we might use for a search,
as a list of nodes with pointers to its children. Write an OpenGL program that
will take such a description and display the tree graphically.

8.6 Robotics is only one example in which the parts of the scene show compound
motion, where the movement of some objects depends on the movement of
other objects. Other examples include bicycles (with wheels), airplanes (with
propellers), and merry-go-rounds (with horses). Pick an example of com-
pound motion. Write a graphics program to simulate your selection.

8.7 Given two polygons with the same number of vertices, write a program that
will generate a sequence of images that converts one polygon into the other.

8.8 Starting with the tree node in Section 8.5, add an attribute to the node and
make any required changes to the traversal algorithm.
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8.9 Build a simple scene graph system that includes polygons, materials, a viewer,
and light sources.

8.10 Why is ray tracing or ray casting a good strategy for rendering a scene described
by a CSG tree?

8.11 Show how quadtrees can be used to draw an image at different resolutions.

8.12 Write a program that will allow the user to construct simple articulated “gures
from a small collection of basic shapes. Your program should allow the user to
place the joints, and it should animate the resulting “gures.

8.13 Is it possible to design a scene graph structure that is independent of the
traversal algorithm?

8.14 Using the scene graph we developed in this chapter, add the ability to store
scene graphs in text format and to read them in from “les.

8.15 Add the ability to animate objects to our scene graph.

8.16 Starting with the robot in Section 8.3, add a hand or •gripperŽ to the end of
the arm.

8.17 Add wheels to the robot of Section 8.3 and thus the ability to have it move over
a ”at surface.

8.18 BSP trees can be made more ef“cient if they are used hierarchically with ob-
jects grouped in clusters. Visibility checking is then done using the bounding
volumes of the clusters. Implement such an algorithm and use it with a scene
graph renderer.
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CHAPTER9
PROCEDURAL METHODS

Thus far, we have assumed that the geometric objects that we wish to create
can be described by their surfaces, and that these surfaces can be modeled (or

approximated) by convex planar polygons. Our use of polygonal objects was dictated
by the ease with which we could describe these objects and our ability to render them
on existing systems. The success of computer graphics attests to the importance of
such models.

Nevertheless, even as these models were being used in large CAD applications for
”ight simulators, in computer animations, in interactive video games, and to create
special effects in “lms, both users and developers recognized the limitations of these
techniques. Physical objects such as clouds, smoke, and water did not “t this style of
modeling. Adding physical constraints and modeling complex behaviors of objects
were not part of polygonal modeling. In response to such problems, researchers have
developed procedural models, which use algorithmic methods to build representa-
tions of the underlying phenomena, generating polygons only as needed during the
rendering process.

9.1 ALGORITHMIC MODELS

When we review the history of computer graphics, we see that the desire to create
increasingly more realistic graphics has always outstripped advances in hardware.
Although we can render more than 50 million polygons per second on existing com-
modity hardware, applications such as ”ight simulation, virtual reality, and computer
games can demand rendering speeds greater than 500 million polygons per second.
Furthermore, as rendering speeds have increased, database sizes also have increased
dramatically. A single data set may contain more than 1 billion polygons.

Often, however, applications have such needs because they use existing software
and modeling paradigms. Astute researchers and application programmers have sug-
gested that we would not require as many polygons if we could render a model gen-
erating only those polygons that both are visible and project to an area at least the
size of one pixel. We have seen examples of this idea in previous chapters, for exam-
ple, when we considered culling polygons before they reached the rendering pipeline.

465
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Nevertheless, a more productive approach has been to reexamine the way in which we
do our modeling and seek techniques, known asprocedural methods, that generate
geometrical objects in a different manner from what we have seen thus far. Procedu-
ral methods span a wide range of techniques. What they have in common is that they
describe objects in an algorithmic manner and produce polygons only when needed
as part of the rendering process.

In many ways, procedural models can be understood by an analogy with meth-
ods that we use to represent irrational numbers„such as square roots, sines, and
cosines„in a computer. Consider, for example, three ways of representing

�
2. We

can say that numerically
�

2= 1.414 . . . ,

“lling in as many digits as we like; or, more abstractly, we can de“ne the
�

2 as the
positive numberx such that

x2 = 2.

However, within the computer,
�

2 might be the result of executing an algorithm. For
example, consider Newton•s method. Starting with an initial approximationx0 = 1,
we compute the recurrence

xk+ 1 =
xk

2
+

1
xk

.

Each successive value ofxk is a better approximation to the
�

2. From this perspective,�
2 is de“ned by an algorithm; equivalently, it is de“ned through a program. For

objects we deal with in computer graphics, we can take a similar approach. For
example, a sphere centered at the origin can be de“ned as the mathematical object
that satis“es the equation

x2 + y2 + z2 = r2.

It also is the result of the tetrahedron subdivision process that we developed in Chap-
ter 5 and of our program for doing that subdivision. A potential bene“t of the second
view is that when we render spheres, we can render small spheres (in screen space)
with fewer triangles than we would need for large spheres.

A second type of problem with polygonal modeling has been the dif“culty of
combining computer graphics with physical laws. Although we can build and animate
polygonal models of real-world objects, it is far more dif“cult to make these graphical
objects act as solids and not penetrate one another.

We introduce four of many possible approaches to procedural modeling. In
the “rst, we work with particles that obey Newton•s laws. We then design systems
of particles that are capable of complex behaviors that arise from solving sets of
differential equations„a routine numerical task for up to thousands of particles. The
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positions of the particles yield the locations at which to place our standard geometric
objects in a world model.

The second approach„language-based models„enables us to control complex-
ity by replacing polygonal models with models similar to those used for both natural
and computer languages. With these models we can approximate many natural ob-
jects with a few rules that generate the required graphical entities. Combined with
fractal geometry, these models allow us to generate images using only the number of
polygons required for display.

The third approach„fractal geometry„is based on the self-similarity that we
see in many natural phenomena. Fractal geometry gives us a way of generating mod-
els at any desired level of detail. Finally, we introduce procedural noise as a method of
introducing a controlled amount of randomness into our models. Procedural noise
has been used to create texture maps, turbulent behavior in ”uid models, realistic
motion in animations, and fuzzy objects such as clouds.

9.2 PHYSICALLY BASED MODELS AND PARTICLE SYSTEMS

One of the great strengths„and weaknesses„of modeling in computer graphics is
that we can build models based on any principles we choose. The graphical objects
that we create may have little connection with physical reality. Historically, the at-
titude was that if something looked right, that was suf“cient for most purposes.
Not being constrained by physical models, which were often either not known or
too complex to simulate in real time, allows the creation of the special effects that
we see in computer games and movies. In “elds such as scienti“c visualization, this
”exibility allows mathematicians to •seeŽ shapes that do not exist in the usual three-
dimensional space and to display information in new ways. Researchers and engineers
can construct prototypes of objects that are not limited by our ability to construct
them with present materials and equipment.

However, when we wish to simulate objects in the real world and to see the results
of this simulation on our display, we can get into trouble. Often, it is easy to make a
model for a group of objects moving through space, but it is far more dif“cult to keep
track of when two objects collide and to have the graphics system react in a physically
correct manner. Indeed, it is far easier in computer graphics to let a ball go directly
through a wall than to model the ball bouncing off the surface, incorporating the
correct elastic rebound.

Recently, researchers have become interested inphysically based modeling, a
style of modeling in which the graphical objects obey physical laws. Such mod-
eling can follow either of two related paths. In one, we model the physics of the
underlying process and use the physics to drive the graphics. For example, if we
want a solid object to appear to tumble in space and to bounce from various sur-
faces, we can, at least in principle, use our knowledge of dynamics and contin-
uum mechanics to derive the required equations. This approach is beyond the scope
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of a “rst course in computer graphics, and we shall not pursue it. The other ap-
proach is to use a combination of basic physics and mathematical constraints to
control the dynamic behavior of our objects. We follow this approach for a group
of particles.

Particle systemsare collections of particles, typically point masses, in which the
dynamic behavior of the particles can be determined by the solution of sets of coupled
differential equations. Particle systems have been used to generate a wide variety of
behaviors in a number of “elds. In ”uid dynamics, people use particle systems to
model turbulent behavior. Rather than solving partial differential equations, we can
simulate the behavior of the system by following a group of particles that is subject to
a variety of forces and constraints. We can also use particles to model solid objects.
For example, a deformable solid can be modeled as a three-dimensional array of
particles that are held together by springs. When the object is subjected to external
forces, the particles move and their positions approximate the shape of the solid
object.

Computer graphics practitioners have used particles to model such diverse phe-
nomena as “reworks, the ”ocking behavior of birds, and wave action. In these appli-
cations, the dynamics of the particle system gives the positions of the particles, but at
each location we can place a graphical object, rather than a point.

In all these cases, we work with a group of particles, each member of which we
can regard as a point mass. We use physical laws to write equations that we can solve
numerically to obtain the state of these particles at each time step. As a “nal step,
we can render each particle as a graphical object„perhaps as a colored point for a
“reworks application or a cartoon character in an animation.

9.3 NEWTONIAN PARTICLES

We consider a set of particles that is subject to Newton•s laws. Although there is
no reason that we could not use other physical laws or construct a set of our own
(virtual) physical laws, the advantage of starting with Newtonian particles is that
we can obtain a wide range of behaviors using simple, well-understood physics. A
Newtonian particle must obey Newton•s second law, which states that the mass of the
particle (m) times that particle•s acceleration (a) is equal to the sum of the forces (f )
acting on the particle, or symbolically,

ma = f .

Note that both the acceleration and force are vectors, usually in three dimensions.
One consequence of Newton•s laws is that for an ideal point-mass particle„one
whose total mass is concentrated at a single point„its state is completely determined
by its position and velocity. Thus, in three-dimensional space, an ideal particle has 6
degrees of freedom, and a system ofn particles has 6n state variables„the positions
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and velocities of all the particles. Within some reference frame, the state of theith
particle is given by two three-element column matrices,1 a position matrix

pi =

�

�
xi

yi

zi

�

�

and a velocity matrix

vi =

�

�
�xi

�yi

�zi

�

� =

�

�
�
�

dx
dt
dy
dt
dz
dt

�

�
�
� .

Knowing that acceleration is the derivative of velocity and that velocity is the deriva-
tive of position, we can write Newton•s second law for a particle as the six coupled,
“rst-order differential equations

�pi = vi ,

�vi =
1

mi
fi(t ).

Hence, the dynamics of a system ofn particles is governed by a set of 6n coupled,
ordinary differential equations.

In addition to its state, each particle may have a number of attributes, including
its mass (mi), and a set of properties that can alter what its behavior is and how it
is displayed. For example, some attributes govern how we render the particle and
determine its color, shape, and surface properties. Note that although the dynamics
of a simple particle system is based on each particle being treated as a point mass, the
user can specify how each particle should be rendered. For example, each particle
may represent a person in a crowd scene, or a molecule in a chemical-synthesis
application, or a piece of cloth in the simulation of a ”ag blowing in the wind. In
each case, the underlying particle system governs the location and the velocity of the
center of mass of the particle. Once we have the location of a particle, we can place
the desired graphical object at this location.

The set of forces on the particles,{fi}, determines the behavior of the system.
These forces are based on the state of the particle system and can change with time.
We can base these forces on simple physical principles, such as spring forces, or on
physical constraints that we wish to impose on the system, or we can base them on
external forces, such as gravity, that we wish to apply to the system. By designing the
forces carefully, we can obtain the desired system behavior.

1. We have chosen to use three-dimensional arrays here, rather than homogeneous coordinate
representations, both to be consistent with the way these equations are usually written in the physics
literature and to simplify the resulting differential equations.
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The dynamic state of the system is obtained by numerical methods that in-
volve stepping through approximations to the set of differential equations. A typical
time step is based on computing the forces that apply to then particles through a
user-de“ned function, using these forces to update the state through a numerical
differential-equation solver, and “nally using the new positions of the particles and
their attributes to render whatever graphical objects we wish to place at the particles•
locations. Thus, in pseudocode, we have a loop of the form

float time, delta; float state[6n], force[3n];
state=get_initial_state();
for(time=t0; time<time_final; time+=delta)
{
/* compute forces */

force=force_function(state, time);

/* apply standard differential equation solver */
state=ode(force, state, time, delta);

/* display result */
render(state, time);

}

The main component that we must design in a given application is the function that
computes the forces on each particle.

9.3.1 Independent Particles
There are numerous simple ways that particles can interact and determine the forces
that act on each particle. If the forces that act on a given particle are independent of
other particles, the force on theith particle can be described by the equation

fi = fi(pi , vi).

A simple case occurs where each particle is subject only to a constant gravitational
force

fi/ mi = g.

If this force points down, then

g =

�

�
0

Šg
0

�

� ,

whereg is positive, and each particle will trace out a parabolic arc. If we add a term
proportional to the velocity, we can have the particle subject to frictional forces, such
as drag. If some of the attributes, such as color, change with time and if we give each
particle a (random) lifetime, then we can simulate phenomena such as “reworks.
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FIGURE 9.1 Mesh of particles.

pq

FIGURE 9.2 Particles con-
nected by a spring.

More generally, external forces are applied independently to each point. If we allow
the particles to drift randomly and render each as a large object, rather than as a point,
we can model clouds or ”ows with independent particles.

9.3.2 Spring Forces
If in a system ofn particles all particles are independent, then the force calculation
is O(n). In the most general case, the computation of the forces on a given particle
may involve contributions due to pairwise interactions with all the other particles,
anO(n2) computation. For large particle systems, anO(n2) computation can be too
slow to be useful. Often, we can reduce this complexity by having a particle interact
with only those particles that are close to it.

Consider the example of using particles to create a surface whose shape varies
over time, such as a curtain or a ”ag blowing in the wind. We can use the location
of each particle as a vertex for a rectangular mesh, as shown in Figure 9.1. The
shape of the mesh changes over time, as a result both of external forces that act on
each particle, such as gravity or wind, and of forces between particles that hold the
mesh together, giving it the appearance of a continuous surface. We can approximate
this second type of force by considering the forces between a particle and its closest
neighbors. Thus, ifpij is the location of the particle at rowi, columnj of the mesh,
the force calculation forpij needs to consider only the forces betweenpi j andpi+ 1, j,
piŠ1, j, pi , j+ 1, andpi , jŠ1„an O(n) calculation.

One method to model the forces among particles is to consider adjacent parti-
cles as connected by a spring. Consider two adjacent particles, located atp and q,
connected by a spring, as shown in Figure 9.2. Letf denote the force acting onp from
q. A forceŠf acts onq from p. The spring has a resting lengths, which is the distance
between particles if the system is not subject to external forces and is allowed to come
to rest. When the spring is stretched, the force acts in the directiond = p Š q; that is,
it acts along the line between the points. This force obeysHooke•s law:

f = Š ks(|d| Š s)
d

|d|
,
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q

p

p … q

(p … q)  (p … q)

FIGURE 9.3 Computation of
the spring damping force.

whereks is the spring constant andsis the length of the spring when it is at rest. This
law shows that the farther apart the two particles are stretched, the stronger is the
force attracting them back to the resting position. Conversely, when the ends of the
spring are pushed together, the force pulls them back such that their positions move
to a separation by the resting length. As we have stated Hooke•s law, however, there
is no damping (or friction) in the system. A system of masses and springs de“ned
in such a manner will oscillate forever when perturbed. We can include adrag, or
damping term, in Hooke•s law. The damping force operates in the same direction
as the spring force, but depends on the velocity between the particles. The fraction
of the velocity that contributes to damping is proportional to the projection of the
velocity vector onto the vector de“ned by the two points as shown in Figure 9.3.
Mathematically, Hooke•s law with the damping term is given by

f = Š




ks(|d| Š s) + kd

�d . d
|d|

�
d

|d|
.

Here,kd is the damping constant, and

�d = �p Š �q.

A system of masses and springs with damping that is not subjected to external forces
will eventually come to rest.

The four images in Color Plate 31 show a mesh that is generated from the
locations of a set of particles. Each interior particle is connected to its four neighbors
by springs. The particles are also subject to external forces„the wind. At each time
step, once the positions of the particles are determined, we can render the mesh using
techniques such as texture mapping (Section 7.5) to create the detailed appearance of
the surface.

9.3.3 Attractive and Repulsive Forces
Whereas spring forces are used to keep a group of particles together, repulsive forces
push particles away from one another and attractive forces pull particles toward
one another. We could use repulsive forces to distribute particles over a surface,
or if the particles represent locations of objects, to keep objects from hitting one
another. We could use attractive forces to build a model of the solar system or to
create applications that model satellites revolving about the earth. The equations for
attraction and repulsion are essentially the same except for a sign. Physical models of
particle behavior may include both attractive and repulsive forces. See Exercise 9.14.

For a pair of particles, located atp andq, the repulsive force acts in the direction
d = p Š q and is inversely proportional to the particles• distance from each other. For
example, we could use the expression

f = Š kr
d

|d|3




























































































































































































































































































































































































































































































































